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VOLUME II  

SECTION   I 

REVISION - 0 DATE: 14.03.2022 

SHEET    1 OF 2 

 

1.0 SCOPE OF ENQUIRY 
 
2.1     This enquiry covers the Design, manufacturing, inspection & testing at manufacturer’s 

works, proper packing, delivery to site, handling and erection & commissioning of Fire 
Sealing System for cable openings through floors & below panels conforming to this 
specification. 

 
2.2  It is not the intent to specify herein all the details of design & manufacture of material. 

However, the material shall, conform in all respects to high standard of design, 
engineering and workmanship and shall be capable of performing in continuous 
commercial operation at site conditions. 

 
2.3 Technical requirements of the FIRE SEALING SYSTEM are indicated in Datasheet-A and 

Section-II.  
 
2.4  The stipulation of Data Sheet-A shall prevail in case of any conflict between the 

stipulations of Data Sheet-A & Section-II. 
 
 
3.0  BILL OF QUANTITIES: 
 
3.1  The bidder to quote for items as per ‘BOQ-cum-Price Schedule’ attached with NIT. The 

BOQ excludes civil works done in the opening and includes cross section area of cables 
and cable support materials within the area to be fire sealed. 

 
3.2      Successful bidder shall submit calculations for supply of material based on area to be 

provided with fire sealing, cured density (based on type test certificate accepted by 
BHEL/ CUSTOMER) & thickness as applicable for the project, wastage, space occupied by 
cables, etc. for approval during contract stage. 

 
  For the first lot cleared by BHEL, the calculations shall be made based on the average of 

the minimum & maximum cured density (wherever a range is specified for the cured 
density by the manufacturer) & minimum thickness. For subsequent lots cleared by BHEL, 
the calculation shall be based on the cured density & thickness as per accepted type test 
results, duly adjusting the quantities cleared in earlier lot. 

 
3.3 Supplier to also give the following undertaking in the BOM: "The BoM provided herewith 

completes the scope (in content and intent) of material supply under PO No. ----------, 
dated ------. Any additional material which may become necessary for the intended 
application of the supplied item(s)/package will be supplied free of cost in most 

 reasonable time." 
 
4.0     DRAWINGS & DOCUMENTS TO BE SUBMITTED 
 
4.1  The following information shall be furnished with the bid:  

a)    Data Sheet-B 
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b) Type test certificates for fire sealing system (Type – A) as mentioned in section-II. 
Type test certificates should not be older than 10 June 2005. 

 
c)    Complete detail of the system 
 
d)  Sign & stamped copy of “Schedule of BOQ cum price schedule. (Unpriced)”. 
 
e)  Sign & stamped copy of “Compliance Certificate”. 
 
f)  Sign & stamped copy of “CONTENTS” sheet. 
 
g)  Sign & stamped copy of “Deviation Schedule” with “NO Deviations” sheet 

   
4.3     Documents required after award of LOI/PO shall be as per NIT (to be submitted by 
           successful bidder). 
 
4.4 Drawings/ documents shall be submitted through Document Management System (DMS). 
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