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1/27 NPT EQUIVALLENT AS
PER MANUFACTURER'S

STANDARD —\
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e

EXTERNAL THREAD R |14
TO MATCH WITH
INTERNAL THREAD Rc

1Y AS PER 15:554

/

X
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25

TEMP. MEASUREMENT

insulation
= ;

NOTES:—

1. THIS TYPE OF TEMPERATURE BOSS
SHALL BE USED FOR THE PROCESS
PRESS EQUAL/ABOVE 40 Kg/Cm2(g).

SHOP 2. THE MATERIAL OF THE BOSS SHOULD
WELD BE SIMILAR TO THAT OF PIPING

45°

™~
/] SEE NOTE-6

MATERIAL OF SPECIFICATION.

3. ALL WELD TO BE TESTED IN
ACCORDANCE WITH APPLICABLE
CODES BY MANUFACTURER.

4. MATERIAL OF THE THERMOWELL SHALL
BE OF 316SS.

5. THERMOWELL SHALL BE DRILLED
BARSTOCK TYPE.

6. INTERNAL BORE OF THE THERMOWELL
SHOULD BE SELECTED BASED ON THE
NORMAL SIZE OF THE SENSING
ELEMENT AS PER ASME,PTC—19.3.

7. THE BOTIOM DIAMETER OF THE
THERMOWELL TYPICALLY SHOWN HERE
SHALL BE SUBJECT TO VARIATION
BASED ON THE INTERNAL BORE OF
THERMOWELL AND THICKNESS OF
THERMOWELL MATERIAL TO WITHSTAND
THE PROCESS PRESS.AND TEMP.,AS
PER ASME,PTC-19.3.

8. THE TYPE OF TAPERED THERMOWELL
SHALL BE USED FOR LIQUID VELO—
CITIES UP TO 92M.P.S.(300F.T.P.S.).

9. THERMOWELL WITH THE INSULATION
LAG EXTENSIONS SHALL BE USED
WHEREVER APPLICABLE.

38 — SEE NOTE-7

\\ 10. ACTIVITIES TO BE COMPLETED AT THE
SEE NOTE-12

SHOP. WELD THE BOSS ON THE PIPE
AND DRILL THE HOLE IN THE PIPE IN
ALLIGNMENT WITH HOLE IN THE BOSS.
PROVIDE INTERNAL THREAD AS PER
I1S;:554 TO MATCH WITH THE THERMO-
WELL EXTERNAL THREAD.

11.  ALL DIMENSIONS ARE IN MM UNLESS
OTHERWISE STATED.

12. WILL BE SUITABLE TO MATCH THE
STUB DIMENSIONS AS PER RC 11/2

13. THE "U" & "L" DIMENSIONS SHALL BE
BE SELECTED BASED ON PARTICULAR
APPLICATION AND THE SAME SHALL BE
SUBJECT TO OWNER'S APPROVAL
DURING DETAILED ENGINEERING.

14. ALL DIMENSIONS ARE INDICATIVE ONLY.
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1/2" NPT (OR EQUIVALLENT AS

PER MANUFACTURER'S

STAN DARD)\

TEMP. MEASTREMENT

~—— 38
N

Q;

L

e

™ SEE NOTE-6 OF DRG.
NO.0000—-999—-POI-A-035, Sh—6 Of 14.

N

W,

NOTES:—

2

5
S SEE NOTE-7 OF DRG.
NO.0000—-999—POI-A—-035, Sh—6 Of 14.

EXTERNAL TAPERS THREAD
R1 TO MATCH WITH INTERNAL TAPER
THREADED Re 1 AS PER IS:554.

SHOP
WELD

1. THIS TYPE OF TEMPERATURE BOSS (S APPLICABLE FOR THE
PROCESS PRESSURE/TEMPERATURE BELOW 40 Kg/Cm2(g)/400°C

2. FOR PRESSURE TIGHT JOINTS THE BOSS SHOULD HAVE INTERNAL
TAPERED PIPE THREAD Re 1 AS PER 1S:554. THE LENGTH OF
THREAD ENGAGEMENT SHOULD BE AS PER ABOVE STANDARD.

3. PIPES HAVING PROBABILITY OF PROLONGED VIBRATION SEAL WELDING
MAY BE DONE ALL AROUND AFTER TIGHTENING THERMOWELL WITHIN

THE BOSS.

4. SEE NCTES-2 TO 14 COF DRG. NO. 0000-999—-POI-A-035, Sh—6 Of 14.
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DUCT WALL

INSULATION

TEMP. MERSTREMENT

NOTES: —

b 42.4 x 4.05

N

\ 1Y2"NPT 300 Ibs

FLANGE AS PER
ANSI B 16.5

THIS TYPE OF TEMPERATURE CONNECTIONS SHALL BE PROVIDED FOR
TEMPERATURE MEASUREMENT IN AIR AND FLUE GAS DUCT.

MATERIAL OF THERMOWELL SHALL BE OF 318SS.

EXTERNAL CONNECTION SHALL BE OF SLIP ON FLANGED TYPE AND THERMOWELL
DESIGN SHALL BE AS PER ASME.PTC—19.3 (REFER NOTES 9&10 OF DRG.NO.

0000—-999—POI-A—035, Sh—6 Of 14).

BIDDER TO SUPPLY AND INSTALL THE COUNTER FLANGED AND THERMOWELL

(ALONG WITH TEMP. ELEMENT).
ALL DIMENSIONS ARE INDICATIVE ONLY,

| FOR TENDER PURPOSE ONLY |

= a NH
NTPC

NTPCLIMITED
( A GOVERNMENT OF INOW ENTERPRISE )
ENCINERRING DIVISION

PROJECT

TYPICALTHERMAL POWER PROJECT

FIRST ISSUE

1.6

1 21

INSTRUMENT SOURCE CONNECTION DETAILS

&3[>

DESCRIPTION

PESIG CHID.| W 3 ¢ |cul APFD.| DATE

[ARCH. SIZE SCALE

Fff:

CLEARED BY A4 N.T.S.

REV. NO.

oke- Yo 0D00-999-POI-A-035

Sh-8 Of 14

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00




This document iz the properly of NATICNAL THERMAL POWER CORPORATION LTD.
No port of this document will be reproduced by any means without the wrilten permission.

FLOW MEASORENENT

FLOW NOZZLE

A\ N\\\N 777,774 7 N
FLOW 1 @ / §9 §
» d
. 2
Pl '
STRAPS

/ SOCKET TO SUIT INSULATION
s e R N Y
SAME AS THAT OF SIDE VIEW
MAIN PIPE
—— 610 mm —

PLAN

NOTES:—

1. THIS METHOD OF CONNECTING NIPPLES AND VALVES ON THE HORIZONTAL PIPE
IS APPLICABLE FOR MEASUREMENT OF STEAM AT TEMP. ABOVE 455°C .

2. FOR STEAM SERVICE IN HORIZONTAL PIPE THE PRESSURE HOLES AND CONNECTING
NIPPLES SHOULD BE IN THE HORIZONTAL PLANE OF THE PIPE CENTRE LINE.

3. THE ENTIRE LENGTH OF THESE NIPPLES AS WELL AS SHUT OFF VALVES SHOULD
BE LAGGED IN WITH STEAM LINE AS SHOWN IN THE DRAWING.

4, FLOW ELEMENTS SHALL BE PROVIDED WITH 3 PAIRS OF TAPPING POINTS.
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FLOW MEASDRENENT

NIPPLE 3/4" 1"
SCHEDULE 160 MATERIAL
SAME AS EyHAT OF
s, MAIN PIP
1 &
SOCKET WELDED
| 3/4"/1" GLOBE VALVE
w L . OF MAIN PIPE CLASS
N | N PIPE f\!@
o N STRAPS
z N N | _K\Q\
D
5 |INE| B o
g R
N Lo |
M\ N ‘Fk
\ |
| | INSULATION |
| \ \ /
| | el
L+
SOCKET TO SUIT
. - NIPPLE. ‘- N
k (
ELEVATION

NOTES:—

1.
IS APPLICABLE FOR MEASUREMENT

THIS METHOD OF CONNECTING NIPPLES AND VALVES ON THE VERTICAL STEAM

PIPE
OF STEAM AT TEMP. ABOVE 455°C

SHOWN IN THE DRAWING.
(SPECIAL VENTS) NIPPLES

2. THE ENTIRE LENGTH OF THESE NIPPLES AS WELL AS SHUT OFF VALVES SHOULD
BE LAGGED IN WITH STEAM LINE AS

3. ON VERTICAL STEAM PIPE BOTH HIGH TEMPERATURE
WILL BE LONG ENOUGH SO THAT HIGH AND LOW PRESSURE CONNECTION NIPPLES
WILL BE AT SAME LEVEL.

4. UP STREAM AND DOWN STREAM PRESSURE CONNECTIONS MUST BE INSTALLED IN
DIFFERENT PLANES PASSING THROUGH THE CENTRE OF THE PIPE.

5. FLOW ELEMENTS SHALL BE PROVIDED WITH 3 PAIRS OF TAPPING POINTS.
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DETAIL ()
A

J

£ £ i VAVd NN

FLOW 0+0.15 | D b/2

7030
NN ANNN \I\ < [/

| 4D MIN 20 MIN |
5D MIN 3D MIN

P4 PS

INCREASES WITH | SHOULD BE
BV e FNS ¢ 55 | _THE PIPE SIZE MIN. 21 mm
’ ' GROOVED TONGUE AROUND
—~{'}— 04 5 CIRCUMFERENCE NOZZLE
'|/
' | N
/ V4
0 + 015 0 + 0.15 /
_ 030  _ 0.00
¢ )
NOTES: — DETAIL—A

1. COMPLETE FLOW NOZZLE BRANCH ASSEMBLY ALONG WITH NIPPLES AND SOURCE
ISOLATION VALVES SHALL BE SUPPLIED BY THE BIODER. THE BIDDER ALSO TO INSTALL
FLOW NOZZLE WITHIN THE MACHINED BRANCH, PRESSURE STUBS ON THE BRANCH
PIPE (FOR ORIENTATION OF PRESSURE TAP REF. NOTE—3) ALONG WITH NIPPLE AND
SOURCE ISOLATION VALVES.

2. THE MACHINING OF BRANCH PIPE SHOULD 3E DONE AFTER PRESSURE CONNECTIONS
HAVE BEEN WELDED TO PIPE AND ALSO EXTEND FOR ATLEAST 40 IN THE INLET
SECTION, 2D IN THE OUTLET SECTION, MEASURED FROM THE INLET FACE OF FLOW
NOZZLE. TOTAL BRANCH PIPE ASSEMBLY SHOULD BE ATLEAST A LENGTH OF 8D/SD
IN THE INLET SECTION AND 3D IN THE OUTLET SECTION, MEASURED FROM THE
INLET FACE OF THE FLOW NOZZLE AS SHOWN ABOVE.

3. ON HORIZONTAL PIPE RUN PRESSURE CONNECTIONS ARE TO BE LOCATED ON SIDES
OF THE PIPE FOR LIQUID AND STEAM SERVICE AND ON THE TOP FOR DRY GAS
SERVICE FOR PROCESS LIQUIDS, INSTALLATION OF PRESS. TAPS MAY BE ALLOWED
WITHIN AN ANGLE OF 45 ELBOW HORIZONTAL FOR SPECIAL CASES BUT NO
BOTTOM CONNECTIONS ARE ALLOWED.

4. THE LOCATION OF PRESSURE TAPS MUST BE WITHIN 1.5 mm(1/16") OF DISTANCE
SPECIFIED AND NUMBER OF PAIRS OF PRESSURE TAPS TO BE PROVIDED WILL BE
AS PER FLOW MEASUREMENT DATA SHEET.

S. PRESSURE TAPS SHOULD BE DRILLED RADIALLY WITH RESPECT TO PIPE AND THIS
DRILLING SHOULD BE DONE AFTER ANY COUPLING FOR ATTACHING THE PRESSURE
TUBING HAS BEEN WELDED TO THE PIPE. THE HOLE WHERE IT BREAKS THROUGH
THE INNER SURFACE OF THE PIPE MUST BE FREE OF BURRS OR WIRE EDGE
AND CORNER OF EDGE HOLE LEFT ROUNDED VERY SLIGHTLY (1/64” RADIOUS).

6. RECOMMENDED MAXIMUM DIAMETERS OF PRESSURE TAP HOLES IN THE BRANCH
PIPES WILL BE AS PER EN ISO 5167:2003. THE DIAMETER FOR HOLE SHOULD
REMAIN SAME FOR DISTANCE NOT LESS THAN 2.5 TIME OF DIA FROM THE INNER
SURFACE OF THE PIPE.

7. FLOW NOZZLE SHALL BE CENTRED IN THE PIPE WITHIN 0.8 mm (1/32") OF THE
PIPE AXIS. INSIDE DIAMETER MEASURED AT FOUR POINTS AT ANY CROSS SECTION
SHALL NOT DIFFER BY MORE THAN 1%.

8. BRANCH PIPE SHALL BE AS PER MAIN PIPING MATERIAL SPECIFICATION. INTERNAL
SURFACE OF BORED SECTIONS MUST BE SMOOTH AND STRAIGHT, FREE FROM
SCALES, PITS, BURRS OR ANY IRREGULARTIES.

9. FLOW NOZZLE MATERIAL SHALL BE 316 SS AND THE DESIGN AS PER ASME.

10. MAXIMUM UPSTREAM AND DOWN STREAM STRAIGHT LENGTH REQUIRED FROM
INLET FACE OF FLOW NOZZLE SHALL BE AS PER EN SO 5167:2003.

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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FLOW MEASORENENT

\—LENGTH TO BE NOT LESS THAN
2.5 TIMES DIA OF PRESSURE
HOLES

AS PER ISA RP 3-2-1960

OR REFER NOTE—i0 EXTERNAL TAPERED THREAD

R 1/2” TO MATCH WITH
INTERNAL TAPER THREAD
RC 1/27 AS PER 1S:554

VENT —-
(F REQUIRED)

Z
DRAIN
(IF REQUIRED 7

. -
LAS PER 1SA
RP 3-2-1960
NOTES:—

1. ORIFICE PLATE MOUNTED BETWEEN FLANGES WITH FLANGE TAPPING (AS SHOWN ABOVE)
SHOULD BE LIMITED TO PIPE SIZES OF 2" OR LARGER.

2. ORIFICE PLATE SHALL BE MOUNTED BETWEEN PIPING FLANGES WITH THE SHARP EDGE
FACING UPSTREAM SUCH THAT CENTRE OF THE CONCENTRIC ORIFICE SHOULD BE
WITHIN 0.79 mm (1/32") OF THE AXIS OF THE PIPE.

3. TWO GASKETS SHALL BE INSERTED BETWEEN THE PLATE AND THE FLANGES AND INSIDE
DIAMETER OF THE GASKETS SHOULD BE ATLEAST 1.5 mm (1/16") GREATER THAN THE
INSIDE DIAMETER OF THE PIPE SO THAT THEY DO NOT PROTRUDE INTO THE PIPE.

4. PIPING FLANGES SHALL BE ANS|I WELD NECK, RAISED FACE TYPE. THE FLANGE IS TO
BE ALIGNED WITH THE FACE PERPENDICULAR TO THE FLOW AXIS.

5. BIDDER TO SUPPLY ORIFICE PLATE SPECIAL TYPE (HAVING PRESS. CONNECTIONS) OF
FLANGES ALONG WITH CGASKETS, NIPPLES AND SOURCE VALVES.

8. ON HORIZONTAL PIPE RUN PRESSURE CONNECTIONS ARE TO BE TAKEN FROM SIDES FOR
LIQUID AND STEAM SERVICE AND FROM TOP FOR DRY GAS SERVICE. FOR PROCESS
LIQUIDS INSTALLATION OF PRESSURE TAPS MAY BE ALLOWED WITHIN AN ANGLE OF 45
ELBOW THE HORIZONTAL IN SPECIAL CASES BUT NO BOTTOM CONNECTIONS ARE ALLOWED,

7. THE LOCATION OF PRESSURE TAPS MUST BE WITHIN 1.5 mm (1/16") OF THE DISTANCE
SPECIFIED.

8. MAXIMUM DIAMETER OF PRESS. CONNECTION HOLES SHALL BE AS PER RECOMMENDATIONS
OF ASME PTC 19.5. THE DIAMETER OF THE HOLE SHOULD REMAIN THE SAME FOR A
DISTANCE NOT LESS THAN 2.5 TIMES OF THE DIAMETER BEFORE EXPANDING INTO THE
PRESSURE PIPE.

9. THERE MUST BE NO BURRS WIRE EDGES OR OTHER IRREGULARTIES ALONG THE EDGE
OF THE HOLE AND IT MUST BE SQUARE AND ROUNDED SLIGHTLY (1/64" RADIUS).

10. ORIFICE PLATE SHOULD BE FLAT WITHIN 0.02 mm (0.001") AND THE SURFACE
ROUGHNESS SHOULD NOT EXCEED 20 MICRO INCH. THE THICKNESS OF THE ORIFICE
PLATE SHOULD BE AS PER EN ISO 5167:2003.

11, FOR HORIZONTAL PIPE RUN DRAIN HOLES IN ORIFICE PLATES ARE AT THE BOTTOM
(APPROX. TANGENT TO INSIDE DIA OF PIPE) FOR STEAM OR GAS SERVICE. VENT HOLES
SHOULD BE LOCATED ON UPPER SIDE FOR INCOMPRESSIBLE FLUID.

12. ORIFICE PLATE SHOULD BE OF 316 SS (ASTM A167—54 GRADE-—II).

13. RECOMMENDED MINIMUM LENGTHS OF STRAIGHT PIPE PRECEDING AND FOLLOWING
ORIFICES SHALL BE AS PER EN ISO 5167:2003.

14. THREE PARS OF PRESSURE TAPS SHALL BE PROVIDED WITH NIPPLES OF REQUIRED
LENGTH AND SOURCE VALVES AND THE UN-USED TAPS ARE PLUGGED.

15. THE (NTERNAL TAPERED CONNECTION WITHIN THE FLANGE FOR PRESSURE TAPS SHOULD
BE RC 1/2" AND THE NIPPLE SHOULD ALSO OF EXTERNAL THREADED R 1/2” AS PER
1IS:554. THE LENGTH OF THREADED ENGAGEMENT SHALL BE AS PER ABOVE STANDARD.
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LEVEL MERSUREMENT

3/47/1" NIPPLE

BOTTOM OF
VESSEL

NIPPLE
3/4"/1" NIPPLE TO BF

CONNECTED WITH LEVEL GAUGE/
SWITCH THROUGH SOCKET
WELDED EQUAL UNICN

3/47/1" SOCKET WELDED GLOBE/
VALVE MATERIAL AS PER ANSI
SOCKET ] B 3i.1

NIPPLE SOCKET TO SUIT NIPPLE OF 3/47/17 .

V7

SOURCE VALVE -.
VESSEL/TANK

NOTES: — WALL

1. THIS TYPE OF PROCESS CONNECTION SHALL BE USED FOR LEVEL GAUGE AND
EXTERNAL CAGE TYPE FLOAT OR DISPLACER OPERATED LEVEL SWITCH.

2. FOR GAUGES 3/4" NIPPLE ALONG WITH 3/4" SW SOURCE VALVE AND FOR
SWITCHES 1" NIPPLE ALONG WITH 1" SW SOURCE VALVE SHALL BE PROVIDED
AS PROCESS CONNECTION.

3. SOURCE CONNECTION ON VESSEL SHOULD NOT BE LOCATED AT PLACES
SUBJECTED TO INTERFACE AND TURBULENCE FROM INLETS AND OUTLETS.

4. IF LOWER CONNECTION IS TAKEN FROM BOTTOM OF THE VESSEL THEN THE
NIPPLE MUST BE 100 mm TO 150 mm ABOVE THE BOTTOM OF THE VESSEL.

4" ANSI MATCHING FLANGE

ATTACHED WITH FLUSH
DIAPHRAGM OF LEVEL
VESSEL /TANK TRANSMITTER

WALL 77 N

7\

R

? /
Z,y‘ NPS VESSEL
NOZZLE

4” BUTT WELDED /]
GATE VALVE ~ 4» ANSI 300 lbs |7

R.F. WELD NECK Z
FLANGE

NOTES: =

1. THIS TYPE OF PROCESS CONNECTION SHALL BE PROVIDED FOR TANK LEVEL MEASUREMENT
OF VISCOUS OR CORROSIVE LIQUID USING FLUSH DIAPHRAGM/WAFER TYPE LEVEL
TRANSMITTER.

2. WELDING OF MATCHING FLANGE TO GATE VALVE SHALL BE DONE BY BIDDER.

| FOR TENDER PURPOSE ONLY |
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NOTES:—

THIS TYPE OF PROCESS CONNECTION SHALL BE USED FOR DISPLACER TYPE
LEVEL TRANSMITTER.

VESSEL/TANK —=

LEVEL MERSUREMENT

27 NPS VESSEL

NOZZLE 2" NIPPLE TO BE
CONNECTED WITH LEVEL
TRANSMITTER

2" SOCKET WELDED GLOBE
VALVE MATERIAL AS PER ANSI
B 31.1

SOCKET TO sSuIT
NIPPLE OF 2"

N R T

Izzz\y(_k/\l_o

SOURCE CONNECTION ON VESSEL SHOULD NOT BE LOCATED AT PLACES
SUBJECTED TO INTERFACE AND TURBULENCE FROM INLETS AND OUTLETS,

IF LOWER CONNECTION IS TAXEN FROM BOTTOM OF THE VESSEL THEN THE
NIPPLE MUST BE 100 mm TO 150 mm ABOVE THE BOTTOM OF THE VESSEL.
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CLAUSE NO.

TECHNICAL REQUIREMENTS o3
NTPC

1.00.00

1.01.00

1.01.01

1.01.02

1.01.03

2.00.00
2.01.01

2.02.00

2.03.00

PROCESS CONNECTION AND PIPING

PROCESS CONNECTION PIPING

The Contractor shall provide, install and test all required material for completeness of
Impulse Piping System and Air Piping System as per the requirements of this Sub-Section on
as required basis for the connection of all instruments and control equipments of entire plant.

IMPULSE PIPING, TUEING, FITTINGS, VALVES AND VALVE MANIFOLDS

All impulse pipes shall be of seamless type conforming to ANSI B36.10 for schedule
numbers. The size of impulse pipe shall be 14" for Steam & Water Application and 34" for Air
& Flue Gas applications. The rating of material of impulse pipes, tubes, fittings, valves and
their installation thereof shall conform to the latest edition of standards as per following table:

Impulse Pipes, Tubes (Material, Rating) | ANSIB31.1, ANSI B31.1a, ANSI/ISA 77.70

Valves (Material, Pr. Class, Size) ASTM A182/ASTM A105 as per ASME 16.34

Fittings (Size, Rating, Material) ANSI B31.1, ANSI B31.1a, ASME B16.11-2009

Installation Schemes BS 6739-2009, ANSI/ISA 77.70

Stainless steel tube shall be provided inside enclosures & racks from tee connection to valve
manifold and then to instrument. The source shut-off (primary process root valve) and blow
down valve shall be of 1/2 inch size globe valve type for all applications except for air and
flue gas service wherein no source shut-off valves are to be provided. Two root valves are to
be used wherever pressure is more than 40 Kg/cm2 or Temp>280 °C. The end connections
of valves shall be of socket welded type. Typical installation scheme of DP Transmitter
(inside LIE/LIR) mounted below instrument source point is indicated in Drg. No. 0000-899-
POI-A-036. Same scheme with necessary changes shall be applied for other instruments.

The valve manifolds of 316 SS with pressure rating suitable for intended application shall be
provided as given below:

Manifold | Application/Measurement

2 Valve Pressure measurements using pressure transmitters/pressure switches

3 Valve Pressure measurements using differential pressure transmitter/ switches

5 Valve Differential Pressure, Flow and Level Measurements

For Pr./D.P gauges, two-way globe/gate valve shall be provided on each impulse line to the
instrument in Fluid/Air & Flue Gas applications respectively .

AIR SUPPLY PIPING

All pneumatic piping, fittings, valves, air filter cum regulator, purge rotameter and other
accessories required for instrument air for the various pneumatic devices/ instruments shall
be provided. This will include as a minimum air supply to pneumatically operated control
valves, actuators, instruments, continuous and intermittent purging requirements etc.

Instrument air and Service air supply shall be provided for continuous and intermittent
purging respectively for all transmitters of mill, dirty air and flue gas applications. Purging
Scheme shall be as per Drg. No. 0000-999-POI-A-0386.

The Contractor shall also provide SS Tubing and associated fittings (screwed type) of
suitable sizes for all pneumatic equipments/actuators (including supply air, signal air and
output to actuators) conforming to ANSI 31.1 and 31.3 standard. All other air supply lines
shall be of mild steel hot dipped galvanized inside and outside as per 1S-1239, heavy duty

TECHNICAL SPECIFICATION
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2.04.00

2.05.00

2.06.00

3.00.00

3.01.01

4.00.00
4.01.01

4.01.02

5.00.00

with threaded ends. Fittings for air supply line shall be of forged carbon steel A234 Gr. WPB
galvanized inside and outside, screwed as per ASA B2.1. Dimensions of fittings shall be as
per ASA B16.11 of rating 3000 Ibs. Air supply piping shall be adequately sloped to prevent
accumulation of condensed water within the pipe. The air supply headers, sub-headers and
branch pipes shall be supported properly by clamps or supports.

The instrument/service air supply to each equipment/devices requiring air supply shall be
provided by a well designed air distribution scheme comprising of 2" Gl Pipe Header feeding
17 Gl Pipe sub-header feeding 72" pipe at each equipment/device. Instrument air filters cum
regulator set with mounting accessories shall be provided for each pneumatic device
requiring air supply except for Ash Handling System wherein it shall be provided on
instrument air header at each location.

All the isolation valves in the air supply line shall be gate valves as per ASTM B62 inside
screw rising stem, screwed female ends as per ASA B2.1. Valve bonnet shall be union type
& trim material shall be stainless steel, body rating 150 pounds ASA. The valve sizes shall be
% inch to 2 inch.

Instrument air filters cum regulator set with mounting accessories shall be provided for
pneumatic device requiring air supply. The filter regulators shall be suitable for 10-kg/ sq.cm
max. Inlet pressure. The filter shall be of size 5 microns and of material sintered bronze. The
air set shall have 2-inch size pressure gauge and built in filter housing blowdown valve. The
end connection shall be as per the requirement to be finalized during detailed engineering.

INSTALLATION AND ROUTING

All instrument piping, tubing and its accessories shall be supported in a safe manner to
prevent excessive vibrations and anchored sufficiently to prevent undue strain on connected
equipment. Impulse piping shall be supported at an interval not exceeding 1.5 meters. The
slope of the impulse pipe form the process connection to the instrument shall be as per
ANSV/ISA 77.70 latest edition and BS 6739-2009. All impulse piping shall be installed to
permit free movement due to thermal expansion. Wherever required expansion loops shall
be provided.

Condensate pots shall be provided for all level measurements in steam and water services,
all flow measurement in steam services and for flow measurements in water services above
120 Deg. C. Colour coding of all impulse pipes shall be done by the Contractor in line with
the colour coding being followed for the parent pipes.

SHOP AND SITE TESTS

The equipment and work performed as per this Sub-section shall be subject to shop and site
test as per requirements of Sub-section-1lIE-04 (Quality Assurance & Inspection) other
applicable clauses of this Sub-section and Employer approved quality assurance plan.

Hydrostatic and Pneumatic leakage tests shall be performed on all pipes, tubing and systems
and shall conform to ANSI B31.1.

LOCAL INSTRUMENT ENCLOSURE AND RACKS

All transmitters, switches etc. for FGD system and other system being provided under the
contract shall be suitably grouped together and mounted inside (i) local instruments
enclosures in case of open areas of the plant and (ii) In local instrument racks in case of
covered areas. The GA of LIE with purging indicated in the Drg. No. 0000-999-POI-A-036 is
to be followed by contractor. The GA of LIR shall be similar to LIE except for front/rear
doors and side panels.

TECHNICAL SPECIFICATION
SUB-SECTION-I1-C3 PAGE
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5.01.00

The internal layout shall be such that the impulse piping/ blow down lines are accessible
from back side of the enclosure / rack and the transmitters etc. are accessible from front
side for easy maintenance. Bulkheads, especially designed to provide isolation from
process line vibration shall be installed on instrument enclosures/racks to meet the process
sensing line connection requirement. Vibration dampeners shall be installed for each
enclosure / rack. The Degree of Protection of LIE and JB of LIE/LIR shall be IP-55.

The enclosures shall be constructed of 3 mm sheet plate and shall be of modular
construction with one or more modules and two end assemblies bolted together to form an
enclosure. Double inter locking doors shall be provided. The doors shall be the three-point
locking type constructed of not less than 1.6 mm thick steel. Doors shall have concealed
quick removal type pinned hinges and locking handles. Door locks shall accept the same
key.

The instrument racks shall be free standing type constructed of suitable 5 mm thick channe!
frame of steel and shall be provided with a canopy to protect the equipment mounted in
racks from falling objects, water etc. The canopy shall not be less than 3 mm thick steel,
and extended beyond the ends of the rack.

Enclosures/Racks shall be reinforced as required to ensure true surface and to provide
adequate support for instruments and equipment mounted therein. Centre posts or any
member which would reduce access shall not be provided.

Contractor shall provide not more than three variants for LIE/LIR with respect to max. no.
transmitters mounted in each LIE/LIR.

ENCLOSURE / RACKS FOR DUAL I/P TEMPERATURE TRANSMITTERS

All Dual Input temperature transmitters for FGD system and other system being
provided under the contract shall be suitably grouped together and mounted inside (i)
Enclosures in case of open areas of the plant and (ii) Racks in case of covered areas.
Integral JB shall be provided with each Enclosure and Rack.

The internal layout shall be such that the transmitters are accessible from both front and
back side of the enclosure / rack for easy maintenance.

Enclosure/ Racks shall be of robust and rugged design. Vibration dampeners shall be
installed for each enclosure / rack. The Degree of Protection of Enclosure and JB shall be
IP-55.

Enclosure and Racks shall be free standing type.

Enclosures/Racks shall be reinforced as required to ensure true surface and to provide
adequate support for instruments and equipment mounted therein.

Contractor shall provide not more than five variants for Enclosure/ Rack with respect to
max. no. transmitters mounted in each Enclosure/ Rack. However, the maximum number of
Transmitters that can be grouped in one Enclosure/ Rack shall be decided during detail
Engineering.

TECHNICAL SPECIFICATION
SUB-SECTION-I1-C3 PAGE
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6.00.00 INSTALLATION OF OTHER INSTRUMENTS:
For installation and routing of other field mounted instruments which are not covered in Cl.
No. 5.00.00, please tefer Cl. No 52.04.00(J) of Section-VI, Part-D, Erection Conditions of
Contract (ECC) of Technical Specifications.
TECHNICAL SPECIFICATION SUB-SECTIONIC PAGE
FLUE GAS DESULPHURISATION (FGD}) SECTION-VI, PART-B PCP 40F 4
SYSTEM PACKAGE BID DOCUMENT NO.: C$-0011-109{1A)-2
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C&I SPECIFICATION FOR
GYPSUM DEWATERING EQUIPMENT

SECTION: C
SUB SECTION: C&l

DRIVE & INSTRUMENT INTERFACE

DIAGRAM
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QUALITY ASSURANCE FOR
INSTRUMENTS & LCP AND TYPE TEST
REQUIREMENTS
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CLAUSE NO.
gt
QUALITY ASSURANCE & INSPECTION WPG
MEASURING INSTRUMENTS (PRIMARY AND SECONDARY)
TESTS
3 3
xl § ©
- £
ITEMS g e 1z 8 @
gl 258 |2
1o |8 | 8
ol T ® c he=s b=
~ § T 8 ‘E’ =
ZlClg |8 |8|8|~|8
AR AR
slo~ |58 38| |E|3Q|F
232 |5 e|2|8|-|E
Blof 8 5o |8|0Lls
Els o |Gl 8|2 |23 T
AlSa |Ol- | £ | BT |S
1. PR Gauge (1S-3624) Y [Y[Y [Y]|Y
2. Temp. Gauge (BS-5235) Y [Y]Y YI[Y
3. Pr./D.P.Switch(BS-6134) Y [Y]Y |Y[Y |Y
4. Electronic Transmitter(IEC- Y |Y|[Y |Y|Y [|Y
60770)
5. Temp. Switch Y [Y|IY [Y]Y |Y
6. Recorder(IS-9319/ANSI C-394) [Y |Y|Y |Y|Y |Y
7. Vertical indicators Y [Y]Y [Y Y
8. Digital Indicators Y [Y|Y [Y Y
9. Integrators Y [Y|Y [Y
10. Electrical Metering Instrument |Y [Y|Y ([Y|Y |Y
(1S-1248)
11. Transducer (IEC-688) Y [Y]Y [Y]Y |Y
12. Thermocouples (IEC — 784 /|Y |Y|Y |Y|Y [|Y
ANSI-MC-96.1)
13. RTD(IEC-751) Y [Y]Y |Y[Y |Y
14. Thermowell Y Y Y [Y [Y
R-Routine Test  A- Acceptance Test Y — Test applicable
: Note: 1) Detailed procedure of Environmental Stress Screening shall be
as per Quality Assurance Programme in General Technical
Conditions. Requirement of test and procedure (if required)
finalized during QP finalization
2) This is an indicative list of tests/checks. The manufacturer is to
furnish a detailed quality plan indicating the Practices and
Procedure adopted along with relevant supporting documents.

L TECHNICAL SPECIFICATION SUB-SECTION-V-QC1 PAGE
FLUE GAS DESULPHURISATION SYSTEM SECTION - VI, PART-B MEASURING INSTRUMENTS| 1 OF 2
PACKAGE BID DOC. NO CS-D011-108(1A)-2 | (PRIMARY & SECONDARY)
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CLAUSE NO.
QUALITY ASSURANCE & INSPECTION oI
NTPG

MEASURING INSTRUMENTS (PRIMARY AND SECONDARY)
TESTS

ITEMS

Requirement as per standard (R)

WPS approval (A)
IBR Certification as applicable (R)

Calculation for accuracy (R)
Hydro test (R)

Non-destructive testing (R)
Material test certificate (A)

<| Insulation Resistance (R)

15. Cold junction
compensation box
16. Orifice plate(BS-1042)

<
1<
1<
<
1<

*<| *<| <] Calibration (R)

17. Flow nozzle(BS-1042)

18. Impact head fype element
19. Level fransmitter/float
type switch

20. Analysers

21. Dust emission monitors
*Calibration to be carried out
on one flow element of each
type and size if calibration
carried out as type test same
shall not be repeated.

<
<|<| =<| <

<<l <<l <] =<| =<|Make, Model, Type, Rating (R)
<I<l <|=¥| =<| =<| =| Process / Electrical connection (R)

<<l <|<[ <| < =<| Dimensions (R)
<|<

** If applicable

R-Routine Test A- Acceptance Test Y — Test applicable

Note: 1) Detailed procedure of Environmental Stress screening test shall be as per
Quality Assurance Programme in General Technical Conditions.
Requirement of test and procedure (if required) finalized during QP
finalization

2) This is an indicative list of tests/checks. The manufacturer is to furnish a

detailed quality plan indicating the Practices and Procedure adopted
along with relevant supporting documents.

TECHNICAL SPECIFICATION SUB-SECTION-V-QC1 PAGE
FLUE GAS DESULPHURISATION SYSTEM SECTION - VI, PART-B MEASURING INSTRUMENTS 20F2
PACKAGE BID DOC. NO CS-D011-109(1A)-2 (PRIMARY & SECONDARY)

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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CLAUSE NO.
QUALITY ASSURANCE & INSPECTION Wé’m
NTPG
Process, Connection & piping FOR C&I SYSTEMS
TESTS ) Q
2 H
s £
o (43
= E
® < 2
‘5 — :E.
2 g %
2 p £
5 - 2
= 3 =B
E 5 Z| 4
N
2 p & 5| §
8 2 2 sl S | &
w -
k= -GEJ § E = g
g =z S| @ HERE]
8 i ® 2| 8 8| §
£ g 2 é 2 ® p= g "
[=3 ® o =1 > o & o3
Slolalslel [& |2|S|e gla_| ¢
3 3| 2| £ g | ~| § <| g &% B
sl |2l L8| [~ |&|l%|3 |F 8 8=
Sl el 5| & « = Ol > 2 e & S|l @
AR IR R 2 Fl £l s ol &| 25| §
2l sl 8| 2 2 3lels|3|Sle|ls| 3| s
@| 9| 3| &| £| g| @ 2| 2| = Bl > 8| a5 &
s| 2 5| 2| 5| & 2| o | B| 2| €| 2| | €| 55| &
2| <| E| §| B 3| =| 5| 2| 3| 8| 2| 5| §| 2| 82| 2
ITEMS s|lo|&a|&|c|o|g|=|l«lx| @ S[F] 365 £§ &8
Local Instrument enclosure Y|IY|Y|Y YIY|Y|Y|IY|Y|Y|[Y]|Y
Local instruments racks Y[Y|Y]Y YIYIY[Y|Y]Y]Y|Y]|Y
Junction Box Y[Y|Y]|Y Y YI|Y
Gauge Board Y[Y]Y][Y Y Y Y YI[Y
Impulse pipes and tubes Y Y Y Y Y
Socket weld fittings ANSI B- [ Y Y Y Y Y
16.11
Compression fittings Y Y Y YI|IY]|Y
Instrument valves & Valve | Y Y Y YI|Y
manifolds
Copper tubings ASTM B75 Y Y Y

Note: R-Routine Test

*-applicable for painted junction boxes.

A- Acceptance Test

Y — Test applicable

Note: This is an indicative list of tests/checks. The manufacturer is to furnish a detailed quality plan
indicating the Practices and Procedure adopted alongwith relevant supporting documents.

FLUE GAS DESULPHURISATION SYSTEM

PACKAGE

TECHNICAL SPECIFICATION
SECTION - VI, PART-B
BID DOC. NO CS-D011-109(1A)-2

SUB-SECTION-V-QC2
PROCESS CONNECTION
PIPING

PAGE
10F1
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CLAUSE NO.
QUALITY ASSURANCE & INSPECTION IR
NTPG
INSTRUMENTATION CABLE
TESTS +
i I
2 AMEE
2 <| |28
|3 | |2le
< |8 5| |5|3
ITEMS o |2 i |3
2l |=]3|® AR 3
3 1§ | + | < 20 e|u
® B e | ¥ ~| s 212 2|l ®
g (S5 | &|+|2|%lxlEl8 | |2|5|2
SI<1¢|3 92.g9§%"+§93
ol |8 | 9| | E|2| = > |+ Bl ®| =
gle 2| ] s| § § gl |2 = §
Xlo|lo |8 |£|2 5 o|E |T18|E| o
o|lx | s 5| 8| & Sle|lz|lS (Y T|2|=
s|Ss |3 |22(3|=I8|S8|2 (8«23
51215151225 8|2(5]8 |0el8|2
HE R R HE I EE
SIT|2|S|a|l&E|s|al|ld|d|e |Ee|S|&
1. Instrument cable twisted
and shielded
Conductor(1S-8130) Y Y Y
Insulation{VDE-207) Y |Y |[Y |Y Y Y
Pairing/Twisting Y |Y Y
Shielding Y Y Y
Drain wire Y Y Y Y |Y
Inner Sheath Y |Y |[Y |Y Y|Y
Outer Sheath Y |Y |Y |Y Y|Y
Over all cable YIY |Y |Y |Y Y |Y Y Y
Cable Drums(1S-10418) Y Y

Note : High Temp. cables shall be subjected to tests as per VDE-207(Part-6)

Compensating cables shall be checked for Thermal EMF/Endurance test as per IS 8784.

Note : This is an indicative list of tests/checks. The manufacture is to furnish a detailed

Quality Plan indicating his practice & Procedure along with relevant supporting documents

during QP finalization for all items.

Note : ® - Routine Test A - Acceptance Test Y - Test Applicable

Note : Sampling Plan for Acceptance test shall be as per IS 8784 (As applicable)

e * FRLS Tests: Oxygen / Temp Index ( ASTM D-2863), Smoke Density Rating ( ASTM
— D 2843), HCL Emission { IEC-754-1)

e ** Characteristic Impedance, Attenuation, Mutual Capacitance, Cross Talk { As
applicable)

+ Sample size will be One No. of each size/type per lot.

++ Sample size will be One No. sample for complete lot offered irrespective of size/type.

TECHNICAL SPECIFICATION SUB-SECTION-V-QC3 PAGE
FLUE GAS DESULPHURISATION SYSTEM SECTION - VI, PART-B INSTRUMENTATION 10F1
PACKAGE BID DOC. NO CS-D011-109(1A)-2 CABLES
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CLAUSE NO.

QUALITY ASSURANCE & INSPECTION

e

CONTROL DESK, PLC PANEL,

SMOKE DETECTOR, FIRE ALARM & CONTROL

SYSTEM
TESTS o -
(M)
g 5
3 §
- 0
[
2 1% (e | |28 E
5 S g — 3 ® 8
[ o >| [T
o) 0] — ccl|l
Ql % ~ O ® O -
sl 1 | & el 3 18] |:
— 3 d) — —
o o @ ® 2% A ®| <
) o| < = 2 £ x~ po Rt
s | £ 8@ “2a 18 |2 e
o |2 8= So|lFl |5l |ol8
Feltl e 0% 5lel ° | F
| & ol +— = O > - <
| 5| 528 o ® 58 5 & 7, & 2E
@ ol g &5l g5 € ==l 8l sl e o o
ITEMS EmgFEQgImmg.S'ﬁgmm
g <| £ 5| 2 5| 5|2 52| 8 5| 5| £| & B
Slo|l8| a| g3 2|lees S LSRR
1. Control Desk YIY[IY[Y|Y|Y[Y]|Y]|Y YIY|Y|Y
2. Annunciation/ Control/ PLC | Y | Y | Y | Y Y[Y|Y]Y Y|Y YI|Y
Panel
3.8moke Detectors Y
( UL-268,EN-54 PT-7), Heat
Detectors( UL-521/EN 54 PT-
5 ) Annunciation/ Control
Panel ( UL -864, EN-54, PT-
2)

Note: 1) Detailed procedure of Environmental Stress Screening test shall be as per

Quality Assurance Programme in General Technical Conditions

2) This is an indicative list of test/ checks. The manufacturer is to furnish a

detailed quality plan indicating the Practice and Procedure alongwith relevant

supporting documents.
¢ *Applicable for PLC

o Y -Test Applicable,

® - Routine Test (A) - Acceptance Test

FLUE GAS DESULPHURISATION SYSTEM

PACKAGE

TECHNICAL SPECIFICATION
SECTION - VI, PART-B
BID DOC. NO CS-D011-109(1A)-2

SUB-SECTION-V-QC4
CONTROL DESK, PLC
PANEL, SMOKE DETECTOR,
FIRE ALARM & CONTROL
SYSTEM

PAGE
10OF1
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CLAUSE NO.
QUALITY ASSURANCE & INSPECTION Wé’m
NTPGC
CONTROL VALVE ACTUATORS AND ACCESSORIES.
TESTS
B
L
©°
@ &
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s £
2 2 E
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ITEMS ¥ Elsle|8|5|8|2|4|5|€|8|C¢%
E 5 o © . > = o @ @ S c 58
2(la|lo|lz|=|8|T|D|S|a|lw|E|S|L&
CONTROL VALVE
AND ACTUATOR
Overall Y |[Y |Y Y |Y Y [Y |Y |Y
Body Y [Y Y |Y Y |Y |Y
Bonnet Y [Y Y |Y
Trim Y Y Y*
Pneumatic actuator | Y |Y Y
Electro pneumatic Y Y
positioner
R- ROUTINE TEST A - ACCEPTANCE TEST Y - TEST APPLICABLE
y* - UT ON SPINDLE DIA >= 40 MM.
NOTE: 1) Detailed procedure of environmental stress screening test shall be as per quality
assurance programme general technical conditions
2) This is an indicative list of tests/checks. the manufacture is to furnish a detailed
quality plan indicating his practice & procedure along with relevant supporting
documents during QP finalisation for all item.

r———— = TECHNICAL SPECIFICATION

FLUE GAS DESULPHURISATION SYSTEM SECTION - VI, PART-B
PACKAGE BID DOC. NO CS-0011-109(1A)-2

SUB-SECTION-V-QC6
CONTROL VALVE
ACTUATORS AND

ACCESSORIES

PAGE
10OF 1
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QUALITY ASSURANCE & INSPECTION
CLAUSE NO. vaddg
NTPG
VFD MODULE SQE_28
ATTRIBUTES / Visual & Make / | Final Remarks
Dimensional | Type / | Inspectio
CHARACTERISTICS checks Rating | naslISS/
etc. IEC
ITEMS/COMPONENTS,
SUB SYSTEM
ASSEMBLY
HT Breaker (IEC 56) Y Y Y
DC Reactor Y Y For details refer table for
DC Reactor
Transformer Y Y For details refer table for
Transformer
Motor Y Y For details refer separate
table for Motor
VFD Panel Y Y For details refer table for

VFD

Quality

Note : 1) This is an indicative list of tests/checks. The manufacture is to furnish a detailed

Plan indicating the practices & Procedure followed alongwith relevant supporting
documents during QP finalisation.

2) Make of all major Bought Out Items will be subject to NTPC approval.

FLUE GAS DESULPHURISATION
SYSTEM PACKAGE

TECHNICAL SPECIFICATION
SECTION - VI, PART-B
BID DOC. NO CS-0011-109(1A)-2

SUB-SECTION-V-QE13 PAGE
VFD MODULE 10F 5

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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QUALITY ASSURANCE & INSPECTION
CLAUSE NO. vaddg
NTPCG
DC REACTOR
ATTRIBUTES /
CHARACTERISTICS ©
e |§
o -
2|z |8 |8 |%
o [ D t »
o T |9 o @
£ 5|2 |2 §
s |2 (5|8 |2 3 a)
s|6 |28 |& g pa
2% | 8|5 | e e
ITEMS/COMPONENTS, SUB 3| & | < % 2 = — 5
SYSTEM ASSEMBLY 2lE|8 |[e|® |® £ g
S|la | = o | a a ic <
Winding Material (Aluminium) Y |Y |Y Y
Insulation Material Y |Y Y
Sheet Steel YI|Y |Y
Winding Y |Y Y
Fabrication of Enclosures Y |Y Y Y Y
Assembly Y |Y
Routine Tests Y |Y Y
Note: 1) This is an indicative list of tests/checks. The manufacturer to furnish a
detailed Quality Plan indicating their practice & procedure along with
relevant supporting documents during QP finalisation for all items.
2)  All major Bought Out Items will be subject to NTPC approval.

FLUE GAS DESULPHURISATION
SYSTEM PACKAGE

TECHNICAL SPECIFICATION SUB-SECTION-V-QE13

SECTION - VI, PART-B VFD MODULE

BID DOC. NO CS-0011-109(1A)-2

PAGE
20F5
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CLAUSE NO.

QUALITY ASSURANCE & INSPECTION

ddid
‘Nipe

TRANSFORMER OIL FILLED)

Aftributes /
Characteristics

Iltems/Components
Sub Systems

Electrical strength
Thermal properiies
Chemical Composition
Compatibility with oil

Make / Type / Rating / Model / TC /

Polarity, Magnetic Balance Test
General Physical Inspection.

Voltage Ratio, Vector Group &

Ageing Test.

Routine Test as per relevant test

WPS & PQR
Routine Test

Tank, H.V. & L.V. Cable
Box / Flange throat

Conservator / Radiator /
Cooler / Pipes

< | < | NDT/DPT/MPI/UT

Copper Conductor
(1S:191)

Insulating Material

CRGO Lamination &
Built Core

<|<| =<| < | < [ Visual & Dimensional Checks

<[<| =<| < | < | Mechanical properiies

Bushing / Insulator
(18:2544 / 5621)

<

<

Gasket

Transformer Oil ( 1S:335/
IEC286)

Off-Circuit Tap Changer

Core Coil Assembly &
Pre-tanking

Marshalling Box

WTI, OTI, MOG, PRD,
Breather, Terminal
Connector, Bucholz
Relay, Globe & Gate
Valve,

Welding (ASME Sect-1X)

Y

Complete Transformer
(1S:2026/ IEC-60076)

Y

Note: 1) This is an indicative list of tests / checks. The manufacturer is to furnish a detailed
Quality Plan indicating the practice and procedure along with relevant supporting documents.

2) All major Bought Out ltems will be subject to NTPC approval.

FLUE GAS DESULPHURISATION
SYSTEM PACKAGE

TECHNICAL SPECIFICATION
SECTION - VI, PART-B
BID DOC. NO CS-0011-109(1A)-2

SUB-SECTION-V-QE13
VFD MODULE

PAGE
3OF$§
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QUALITY ASSURANCE & INSPECTION
CLAUSE NO. vaddg
NTPCG
DRY TYPE TRANSFORMER
Aftributes /
Characteristics 3
2 | ®
= M o
RO g| c
£ |o g| S
& | & | 3
K a|® ¢ < 8
g s8¢ 5|8
5 ° G|=3 <! T
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Ll = T o (14 > o [
ltems/Components S| c| 8w 8| o o | T ® o | @ el o
Sub Systems S| E|SEE|l | D|ecolg |S|B2|E
S|o| 3 glo|l = | &8|xc S| 82|35
Q|1 0| o £l O c|lZ8c|L |olo%| O
S|l=|omFo|lz|>|=20|3 |¢|=a|x

Enclosure door, HV. &

L.V. Cable Box / Flange Y Y

Throat

Copper Conductor Y[Y|Y Y

Insulating Material Y Y'Y

CRGO Lamination & Built Y

Core

Bushing /Insulator

(1S:2544 | 5621) Y Y Y

Gasket Y Y Y

Off-Circuit Tap Changer | Y Y

Core Coil Assembly Y Y

Marshalling Box Y Y

WTI, Thermister, v v

Terminal Connector

Welding Y

Complete Transformer v v v

(1S:11171 / IEC 60076)

Notes: 1) This is an indicative List of test/checks. The manufacturer is to fumish a
detailed Quality Plan indicating his practice and procedure along with
relevant supporting documents during QP finalization for all itemn.

2. All major Bought out Items will be subject to NTPC approval.
TECHNICAL SPECIFICATION SUB-SECTION-V-QE13 PAGE
FLUE GAS DESULPHURISATION SECTION - VI, PART-B VFD MODULE 40F5
SYSTEM PACKAGE BID DOC. NO €S-0011-109(1A)-2
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CLAUSE NO.

QUALITY ASSURANCE & INSPECTION

ddid
‘Nipe

VFD PANEL

Attributes
Characteristics

Item Components
Sub System Assembly

Mountings / BOM/ Make,

Completeness

HV/IR
Rouiine fest as per relevant sid.

Electrical Properiies

Type/ Rating/Functional check
Constructional Features
I1S:6005 ,Seven fank process
Paint finish/ shade/thickness
Interfock Funclional & Operation
Tesling / Simulation check

Degree of Profection Test
Final festing as per Relevant

Sheet Steel (15-513)

Aluminum / Copper Bus-
bar(1S-5082/1S-613/15-1287)

<

Support Insulator (BS-
2782/IEC-660/1S-10812)

<[ =<| =] Mechanical Properies

<| <] =< Chemical Properies
<[ =<| = Dimensions / Finish

Control / Selector Switch(1S-
6875)

Contactor/ MCB(1S-13947)

O/L Protection relays(1S-3231)

C.T V.T/ Indicating Meter(IS-
2705/3156/1248)

Fuse/ Fuse carrier(1S-13703)

Teminals/lugs/pve wires(IS-
13947//1S-694)

Timers(1S-3231)

Push Button/ Lamp/ (1S-6875)

Control Transformer (IS-
12021)

<|<|<| =<|<| =<| [<| =<

Mimic, Annunciater

GASKET(1S-11149)

_<

_<
<|<| =<|<|<| =<|<| =<|<|<| =<
<|<| =<|<|<| <|=<| =<|<|<| =<

Fabrication

Pretreatment & Painting

VFD panel

NOTE:

documents.

1. This is an indicative list of Test/ Checks. The manufacturer to furnish a detailed
Quality Plan indicating the practice and procedure along with relevant supporting

2. All major Bought Out ltems will be subject to NTPC approval.

FLUE GAS DESULPHURISATION
SYSTEM PACKAGE

TECHNICAL SPECIFICATION SUB-SECTION-V-QE13
SECTION - VI, PART-B VFD MODULE
BID DOC. NO CS-0011-109(1A)-2

PAGE
50F§
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CLAUSE NO.
QUALITY ASSURANCE & INSPECTION oI
NTPG

ELECTRICAL ACTUATOR WITH INTEGRAL STARTER

Test/Attributes

ITEM/
COPONENT/
SUB SYSTEM
ASSEMBLY/
TESTING
ELECTRICAL
ACTUATOR WITH
INTEGRAL
STARTER(IS 9334)
Motor Y |[Y |IY [Y|Y
Final Testing Y Y Y |IY Y |Y[Y[Y[Y|YI]Y Y |Y
Note: 1) Detailed procedure of Environmental Stress Screening test shall be as per
Quality Assurance Programme in General Technical Conditions. Requirement of
test and procedure finalized during QP finalization
2) This is an indicative list of tests/checks. The manufacturer is to furnish a detailed
quality plan indicating the practices and procedure adopted along with relevant
supporting documents.

All routine Test as per Standard & Specification®

Operation & Setting of limit Switch/Torque Switch®

Function of Aux. like Potentiometer, space heater, position indicator
Safety check (Single phasing, Phase correction, Tripping etc.) (A)

Hand Wheel operation/ Auto de cluich function (A)
Local/ Remote ( Open-Stop-Close) Operation®

No Load Curreni ®

IR & HV Test®

Mounting Dimension®
Correct Phase Sequence®
Stall Torque/Current (A)
EPT output ®

Grease leakage ®

RPM ®

® - Routine Test (A) - Acceptance Test Y - Test applicable
L e e TECHNICAL SPECIFICATION SUB-SECTION-V-QC7 PAGE
FLUE GAS DESULPHURISATION SYSTEM SECTION - VI, PART-B ELECTRICAL ACTUATOR 10F1
PACKAGE BID DOC. NO CS-DD11-109(1A)-2 WITH INTEGRAL STARTERS
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CLAUSE NO.

o 8as
TECHNICAL REQUIREMENTS RS

1.00.00

1.01.00

1.01.01

1.01.02

1.01.03

TYPE TEST REQUIREMENTS
TYPE TEST REQUIREMENTS
General Requirements

The Contractor shall furnish the type test reports of all type tests as per relevant
standards and codes as well as other specific tests indicated in this specification. A
list of such tests are given for various equipment in table titled 'TYPE TEST
REQUIREMENT FOR C&l SYSTEMS' at the end of this chapter and under the item
Special Requirement for Solid State Equipments/Systems. For the balance
equipment instrument, type tests may be conducted as per manufactures standard
or if required by relevant standard.

(a) Out of the tests listed, the Bidder/ sub-vendor/ manufacturer is required to
conduct certain type tests specifically for this contract (and witnessed by
Employer or his authorized representative) even if the same had been
conducted earlier, as clearly indicated subsequently against such tests.

(b) For the rest, submission of type test results and certificate shall be
acceptable provided.

i. The same has been carried out by the Bidder/ sub-vendor on exactly
the same model /rating of equipment.

ii. There has been no change in the components from the offered
equipment & tested equipment.

iii. The test has been carried out as per the latest standards alongwith
amendments as on the date of Bid opening but not more than five (5)
year back.

{c) In case the approved equipment is different from the one on which the type
test had been conducted earlier or any of the above grounds, then the tests
have to be repeated and the cost of such tests shall be borne by the Bidder/
sub-vendor within the quoted price and no extra cost will be payable by the
Employer on this account.

As mentioned against certain items, the test certificates for some of the items shall
be reviewed and approved by the main Bidder or his authorized representative and
the balance have to be approved by the Employer.

The schedule of conduction of type tests/ submission of reports shall be submitted
and finalized during pre-award discussion.

TECHNICAL SPECIFICATION SUB-SECTION-HI-C6

FLUE GAS DESULPHURISATION (FGD) SECTION-VI, PART-B TYPE TEST PAGE1OF 7

SYSTEM PACKAGE BID DOCUMENT NO.: C§-0011-108(1A)-2 REQUIREMENTS
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1.01.04 For the type tests to be conducted, Contractor shall submit detailed test procedure
for approval by Employer. This shall clearly specify test setup, instruments to be
used, procedure, acceptance norms (wherever applicable), recording of different
parameters, interval of recording precautions to be taken efc. for the tests to be
carried out.
1.01.08 The Bidder shall indicate in the relevant BPS schedule, the cost of the type test for
each item only for which type tests are to be conducted specifically for this project.
The cost shall only be payable after conduction of the respective test in presence of
authorize representative of Employer. If a test is waived off, then the cost shall not
be payable.
2.00.00 SPECIAL REQUIREMENT FOR SOLID STATE EQUIPMENTS/ SYSTEMS
2.01.00 The minimum type test reports, over and above the requirements of above clause,
which are to be submitted for each of the major C&l systems Analyzer instruments,
various PLCs etc. shall be as indicated below:
i) Surge Protections for Solid State Equipments/ Systems
All solid state systems/ equipments shall be able to withstand the electrical
noise and surges as encountered in actual service conditions and inherent
in a power plant. All the solid state systems/ equipments shall be provided
with all required protections that needs the surge withstand capability as
defined in ANSI| 37.90a/ IEEE-472. Hence, all front end cards which receive
external signals like Analog input & output modules, Binary input & output
modules efc. including power supply, data highway, data links shall be
provided with protections that meets the surge withstand capability as
defined in ANSI 37.90a/ IEEE-472. Complete details of the features
incorporated in electronics systems to meet this requirement, the relevant
tests carried out, the test certificates etc. shall be submitted alongwith the
proposal. As an alternative to above, suitable class of IEC-60255-4 which is
equivalent to ANSI 37.90a/ IEEE-472 may also be adopted for SWC test.
i) Dry Heat test as per IEC-68-2-2 or equivalent.
iiiy Damp Heat test as per IEC-68-2-3 or equivalent.
iv) Vibration test as per IEC-68-2-6 or equivalent.
v)  Electrostatic discharge tests as per IEC 61000-4-2 or equivalent.
vi} Radio frequency immunity test as per EN 50082-2 or equivalent.
TECHNICAL SPECIFICATION SUB-SECTION-II-C6
FLUE GAS DESULPHURISATION (FGD) SECTION-VI, PART-B TYPE TEST PAGE2OF 7

SYSTEM PACKAGE BID DOCUMENT NO.: CS-0011-109(1A}-2 REQUIREMENTS
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vii)  Electromagnetic immunity as per EN 61131-2 or equivalent.

Test listed at item no. v, vi, vii, above are applicable for front end cards only as
defined under item (i) above.

FLUE GAS DESULPHURISATION (FGD)
SYSTEM PACKAGE

TECHNICAL SPECIFICATION
SECTION-VI, PART-B
BID DOCUMENT NO.: CS-0011-109(1A})-2

SUB-SECTION-HI-C6
TYPE TEST
REQUIREMENTS

PAGE3 OF 7
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C&I SPECIFICATION FOR ggg'sr:%';{lg'\l cal
GYPSUM DEWATERING EQUIPMENT '

MANDATORY SPARES

Refer Section I-Sub Section D - Annex Il
- Mandatory Spare list for spares
applicable for C & I.
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C&I SPECIFICATION FOR ggg-S”E%ergN cal
GYPSUM DEWATERING EQUIPMENT '

SUB VENDOR LIST
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PACKAGE WISE REGISTERED SUPPLIER LIST AS ON 2/3/2020

SI No |Package Name

Supplier Name

Supplier Communication
Address

Supplier Works Address

1/CONTROL VALVE Valvitalia S.P.A. , Mr. Salvatore Ruggeri Via Works-1->Mr. Salvatore Ruggeri Via
Tortona 69, Rivanazzano (Pavia) |Tortona 69,Rivanazzano (Pavia) -- Italy
Phone- +39-03839459875 Phone- +39-03839459875 FAX : Pincode :
Pincode : 27055 Email : 27055 Email :
dario.torluccio@valviatalia.com dario.torluccio@valviatalia.com;
diego.poletti@valvitalia.com;
calecmhhnaacenciatac com
2|CONTROL VALVE R.K.CONTROL INSTRUMENTS PLOT NO.A-250, OPP.POLICE Works-1->SAVITH KUMAR PLOT NO. A-
PVT. LTD. STATION, WAGLE INDUSTRIAL  |250, OPP.POLICE STATION,WAGLE
ESTATE, THANE Phone- INDUSTRIAL ESTATE, THANE -THANE-
25820943/2331 Pincode : MAHARASHTRA INDIA Phone- 022-'66060942
400604 Email : rkcipl@vsnl.com | FAX : 022-25820801 Pincode : 400 604
; rkcinpvt@bol.net.in Email : rkadmin@rkcipl.co.in
3|/CONTROL VALVE Mascot Valves Pvt. Ltd. 166-167 GIDC Naroda Works-1->Varun Patel Dir 166-167 ,GIDC
Ahmedabad Phone- 0792282 Naroda -Ahmedabad-GUJARAT India Phone-
1619 Pincode : 382330 Email : |0792282 1619 /3369 FAX: Pincode :
dom.sales@mascotvalves.com 382330 Email :
dom_sales@mascotvalves com
4|CONTROL VALVE EMERSON PROCESS 147, KARAPAKKAM VILLAGE, Works-1->Mr. Rangarajan (Head - Lean and
MANAGEMENT CHENNAI LIMITED |CHENNAI Phone- 23722184, Manufact 147,Karapakkam Village, -Chennai-
23716242 Pincode : 600096 TAMIL NADU India Phone- 0444903 4395
Email : FAX : Pincode : 600097 Email :
iatinder sinah@emerson_com Ranaaraian M@emerson.com
5/CONTROL VALVE Severn Glocon India Pvt. Ltd. F96 & F97, Sipcot Industrial Park, | Works-1->Mr. K.Kaushik, F96 & F97, Sipcot

Irungattukottai, Chennai,
Phone- 044-47104200, Pincode :
602117, Email :
info@severnglocon.co.in,

Industrial Park,Irungattukottai, -Chennai-
TAMIL NADU India Phone- 044-47104200,
FAX : 044-47100073, Pincode : 602117,
Email : info@severnglocon.co.in

6{CONTROL VALVE

BOMAFA SPECIAL VALVE
SOLUTIONS PVT LTD

Mr. K.M. Anklesaria/ R. M.
Anklesaria Plot No: 285/2,
Panchratna Estate, Near Ramol
Bridge, Vatva Ahmedabad
Phone- 079-40083825 Pincode :
382445 Email : info@bomafa-
india.com

Works-1->Mr. K.M. Anklesaria/ Mr. R.M.
Anklesaria Dir Plot No: 285/2, Panchratna
Estate, Near Ramol Bridge, Vatva, -
Ahmedabad-GUJARAT INDIA Phone- 079-
40083825 FAX: Pincode : 382445 Email :
info@bomafa-india.com

Nashik, Phone- 09650233433
Pincode : 422010, Email :
jetmal.gour@koso.co.in

7|CONTROL VALVE FORBES MARSHALL ARCA A-34/35 , MIDC ESTATE, H- Works-1->Mr. Sanjeev Shinde A-34/35
PVT.LTD. BLOCK, PIMPRI, PUNE, Phone- |MIDC Estate,H Block, Pimpri, -Pune-
020-27442020, Pincode : MAHARASHTRA India Phone- 9323176406
411018 Email : FAX : 020-27442040 Pincode : 411018
mnadgaundi@forbesmarshall.com |Email : sshinde@forbesmarshall.com
8|CONTROL VALVE INSTRUMENTATION LTD. KANJIKODE WEST, PALALKKAD, | Works-1->D.SASIDHARAN,
PALAKKAD Phone- 2566127- AGM(Works&PPC) KANJIKODE WEST, -
130,2567128 Pincode : 678623 |PALAKKAD-KERALA INDIA Phone- 0491-
Email : 2566536 FAX : 0491-2566135 Pincode :
icvldil@gmail.com;fa2@ilpgt.com 678623 Email :
sasidharan@ilpgt.com; mraj@ilpgt.com;gireesh
@ilpgt.com,
commercial@ilpgt.com;fa2@ilpgt.com;nazeera
@ilpgt.com; pkv@ilpgt.com; remith@ilpgt.com
9|CONTROL VALVE Koso India Private Limited, H 33 & 34, MIDC, Ambad, Works-1->P.J.ASHOK KUMAR/SEEMA ANAND

Control Valve Division, H-33&34, MIDC,
Ambad, -Nashik-MAHARASHTRA India Phone-
91 944 744 3198 FAX : 0491 - 5269914
Pincode : 422010 Email :
pja@koso.co.in;enquiry@koso.co.in  Works-2-
>+P.J.ASHOK KUMAR/SEEMA ANAND J-
1,MIDC,Ambad -Nashik-MAHARASHTRA India
Phone- 91 944 744 3198 FAX : 0491 -
5269914 Pincode : 422010 Email :
pja@koso.co.in;enquiry@koso.co.in

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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10/CONTROL VALVE SAMSON CONTROLS PVT. LTD. Mr. Atul raje-MD D 281, MIDC Works-1-> Others D 281, MIDC Ranjangaon
Ranjangaon Ta Shirur Pune -Pune-MAHARASHTRA India Phone-
Phone- 02067246600 Pincode : |02067246600,8554997963 FAX : Pincode :
412220 Email : 412220 Email : sales@samsoncontrols.net
sales@samsnncantrals net
11|CONTROL VALVE KSB MIL CONTROLS LTD. Mr.Jacob Cherian/Mr.Geo Jolly Works-1->Mr.Biju Simon/Mr.Jose Paul
Meladoor, Annamanada P.O. Meladoor, Annamanada, -Thrissur-KERALA
MALA, Thrissur Phone- 0480- INDIA Phone- 9447555500 FAX : 91 480
2695700 Pincode : 680741 2890952 Pincode : 680741 Email :
Email *+_hiiu_simon@ksh com inse naul@ksh com
12|{CONTROL VALVE SUZHOU DELAN ENERGY No 566 Fanggiao Road Caohu Works-1->Mr. Zong Xin CEO No 566
SCIENCE & TECHNOLOGY CO., Industrial Park, Xiangcheng Fanggiao Road Caohu Industrial
LTD. Economic Development Zone, Park,Xiangcheng E. Z. -Suzhou-Foreign
Suzhou Phone- Country CHINA Phone- 008618012776062
008618012776062 Pincode : FAX : Pincode : 215143 Email :
215143 Email : jeanielei@delan- |jeanielei@delan-valve.com
valve com
13|CONTROL VALVE WALDEMAR PRUSS Mr. Winfried Dremhel Works-1->Mr. Winfried Dremhel CEO
ARMATURENFABRIK GMBH Schulenburgerlandstrasse 261, Schulenburgerlandstrasse 261, -Hannover-
Hannover Phone- +49- GERMANY Phone- +49-511279260 FAX :
511279260 Pincode : 30419 Pincode : 30419 Email : dremhel@pruss.de
Email : dremhel@pruss.de;
vonel@nrise de
14|PRESSURE Kaustubha Udyog, S.No. 36/1/1, Sinhgad Road,
SWITCH/DIFF. Vadgaon Khurd, Near Lokmat

PRESSURE SWITCH

Press, Pune, Phone- 020-
24393577, Pincode : Email :

nressure@vsnl.com

15

PRESSURE
SWITCH/DIFF.
PRESSURE SWITCH

PRECISION MASS PRODUCTS
PVT. LTD.

Mr. Nishit Patel/Mr. Anuj Verma
Plot No.2306, Phase II, GIDC
Chhatral  Kalol Phone-
9999464663 Pincode : 382729
Email : sales@precisionmass.com

Works-1->Mr. Hitesh Parmar/Mr. Hitesh
Parmar Plot No.2306, Phase II, GIDC
Chhatral, -Kalol-GUJARAT INDIA Phone-
9327359227 FAX : 02764-233440 Pincode :
382729 Email :

hitech narmar@achcraftindia com

16

PRESSURE
SWITCH/DIFF.
PRESSURE SWITCH

SWITZER PROCESS
INSTRUMENTS PVT. LTD.

Mr. V S Jayaprakash, 128, SIDCO
North Phase, Ambattur Estates
CHENNAI Phone- 044-
26252017/2018 Pincode :
600050 Email :

les@awiitzernracess co in

Works-1->C S Shankar 127, Sidco North
Phase, Ambattur Estates, -CHENNAI-TAMIL
NADU INDIA Phone- 8754491904 FAX : 044-
26248849 Pincode : 600050 Email :
cservice@switzerinstrument.com

17

PRESSURE
SWITCH/DIFF.
PRESSURE SWITCH

GENERAL INSTRUMENTS
CONSORTIUM

Mr. Amarendra Kulkarni 194/195,
Gopi Tank Road, Off. Pandurang
Naik Marg, Mahim Mumbai
Phone- 9323195251 Pincode :
400016 Email :
amarendra@general-gauges.com

18

PRESSURE
SWITCH/DIFF.
PRESSURE SWITCH

Barksdale GmbH, Germany

Michael Weileder Dorn
Assenheimer, Strasse 27
Reichelsheim Phone- +91-
9999107840 Pincode : D-61203
Email : msingh@barksdale.de

19|PRESSURE DRESSER INDUSTRIES INC. Mr. Nishit Patel/Mr. Anuj Verma
SWITCH/DIFF. Plot No.2306, Phase II, GIDC
PRESSURE SWITCH Chhatral Kalol Phone- 02764-
233682 Pincode : 382729
Email :
Nichit natel@achecraftindia com
20|PRESSURE SOR INC. LARRY DEGARMO/Avdhesh Works-1->LARRY DEGARMO/ ROY
SWITCH/DIFF. Chandra, 14685 W. 105TH STUMBOUGH 14685 W. 105TH STREET,

PRESSURE SWITCH

STREET LENEXA Phone-
09810905139, Pincode : 66215
Email : Ldegarmo@sorinc.com,
avdhesh@sherman-india.com,

LENEXA -KANSAS- USA Phone- 913-888-0767
FAX : 913-888-0767 Pincode : 66215
Email : rstumbough@sorinc.com

21

PRESSURE
SWITCH/DIFF.
PRESSURE SWITCH

INDFOS INDUSTRIES LIMITED

B-20-21, INDUSTRIAL AREA,

MEERUT ROAD, GHAZIABAD

Phone- 0120-2712016 Pincode :
Email : mkta@indfos.com

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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N

PRESSURE
SWITCH/DIFF.
PRESSURE SWITCH

INDFOS (INDIA) LIMITED

MR.L.C.VENKATRANGAN/MR.B.KA
NNAN New No.17, II Floor,
Adwave Towers, Dr.Sevalia
Shivaji Salai, T.Nagar Chennai
Phone- +91 44 24353407
Pincode : 600017 Email :

dalhi@indfac com

w

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

A.N. INSTRUMENTS PVT. LTD.

MARKETING DIVISION, 5th
FLOOR, 59-B, CHOWRINGHEE
ROAD, KOLKATA Phone-
24757784,22472509 Pincode :
700020 Email :

anidel@hal net in

Works-1->Mr. Gautam Mukherjee
Kusumba,Sonarpur Station Road,P.O. -
Narendrapur, -Kolkata-WEST BENGAL INDIA
Phone- 9836878855 FAX : 033-24342748
Pincode : 700103 Email :

akm_ani@hatmail com

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

BOSE PANDA INSTRUMENTS
PVT.LTD.

Mr. Partha Bose 44, Saheed
Hemanta Kumar Bose, Sarani,
Kolkata Phone- +91 33 2548
7220 Pincode : 700074 Email :
parthabosebpi@gmail.com;
bosepanda@vsnl.net

Works-1->Mr. Partha Bose 44, Saheed
Hemanta Kumar Bose,Sarani, -Kolkata-WEST
BENGAL India Phone- +91 33 2548 7220 FAX
: 491 33 2548 0429, Pincode : 700074
Email : parthabosebpi@gmail.com
bosepanda@vsnl.net

(53]

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

H.GURU INDUSTRIES

Mr. G. D. Hazra/Mr. P. K. Mitra
10 B, HO-CHI-MINH SARANI,
KOLKATA Phone- 033 2282 2463
/ 1637 Pincode : 700071 Email
1 mguru@vsnl.net

Works-1->NA NA -- Phone-
Pincode : Email :

FAX :

(o))

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

FORBES MARSHALL (HYD) LTD.

MR SAILESH PATALAY/MR. M K
SRINIVASAN PLOT NO.A-19/2, &
T-4/2, IDA, NACHARAM,
HYDERABAD Phone- 9849913704
Pincode : 500 076 Email :
mksrinivasan@forbesmarshall.co
m

Works-1->MR G.SRINIVASAN/MR ANUJ
MALPANI PLOT NO:A-19/2 & T-4/2,1.DA.
NACHARAM , -HYDERABAD-TELANGANA
INDIA Phone- 09866550762 FAX : 040
27152193 Pincode : 560076 Email :
gshrinivasan@forbesmarshall.com

~N

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

PRECISION MASS PRODUCTS
PVT. LTD.

Mr. Nishit Patel/Mr. Anuj Verma
Plot No.2306, Phase II, GIDC
Chhatral  Kalol Phone-
9999464663 Pincode : 382729
Email : sales@precisionmass.com

Works-1->Mr. Hitesh Parmar/Mr. Hitesh
Parmar Plot No.2306, Phase II, GIDC
Chhatral, -Kalol-GUJARAT INDIA Phone-
9327359227 FAX : 02764-233440 Pincode :
382729 Email :

hitech narmar@achcraoftindia com

[o3)

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

Baumer Technologies India Pvt.
Ltd.

Mr. Shyam Warilani/Mr. V Suresh
Babu 36, DAMJI SHAMJI
INDUSTRIAL COMPLEX, OFF.-
MAHAKALI CAVES ROAD,
ANDHERI(E) MUMBALI Phone-
+91 99589 25151 Pincode :
400093 Email :

calac infMhaumar com

Works-1->Mr. Shyam Warilani/Mr. V Suresh
Babu Plot No 34 A GIDC A Phase 1, -VAPI-
GUJARAT INDIA Phone- +91 11 4161 7111
FAX : 022 2687 3613 Pincode : 396 195
Email : pbajaj@baumer.com

O

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

H.GURU INSTRUMENTS (SOUTH
INDIA) P. LTD

32,INDUSTRIAL SUBURB
YESWANTHAPUR  BANGALORE
Phone- 080-23370300, Pincode :
560022 Email :
info@hgurusouth.com

Works-1->Shikha Hazra/ Shyamal Hazra
32, Industrial Suburb,Yeshwanthpur -
BANGALORE-KARNATAKA INDIA Phone- 080-
23370300 FAX : 080-23379890 Pincode :
560022 Email :

chikhahazra@haiirnieniith com

o

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

GAUGE BOURDON INDIA PVT.
LTD.

194/195, Gopi Tank Road, Off
Pandurang Naik Marg, Mahim
Mumbai, Phone- 011-41607463,
Pincode : 400016, Email :
gicdelhi@general-gauges.com,

Works-1->Gauge Bourdon India Pvt. Ltd.,
Plot No-4, 5, 6,Jawahar Co-operative
Industrial Estate, -Kalamboli Taluka Panvel-
MAHARASHTRA India Phone- 022-27421095,
FAX : 022-27421901, Pincode : 410209,
Email : info@general-gauges.com

—_

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

Nesstech Instruments Private
Limited

26/2, G Type, Global Industrial
Park Near Nahuli Railway
Crossing, Valvada Vapi Phone-
9920576002 Pincode : 396105
Email : sales@nesstech.co.in

Works-1-> Others 26/2, G Type, Global Ind.
Park Near Nahuli Railway Crossing, -Vapi-
GUJARAT INDIA Phone- 9920576002 FAX :
Pincode : 396105 Email :

sales@nesstech.co.in,
hkanadia@necstech ca in

N

PRESSURE GAUGE/
DIFF.PRESSURE GAUGE

SCIENTIFIC DEVICES (BOMBAY)
PVT LTD,

Office no. 53, Shree Manoshi
Complex, Plot No. 5 & 6, Sec-3,
Ghansoli (East), Navi Mumbai,
Phone- 9892230623, Pincode :
400 701, Email :

cdhnl@venl com

Works-1->Scientific Center, Others By-Pass
Junction,Near Kalsekar College kausa,
mumbra, Thane -Mumbai-MAHARASHTRA
INDIA Phone- 022-25491409,9892230623
FAX : Pincode : 400612 Email :

cdhnl@vsnl com
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33| TEMPERATURE GAUGE H.GURU INSTRUMENTS (SOUTH |32, INDUSTRIAL SUBURB Works-1->Shikha Hazra/ Shyamal Hazra
INDIA) P. LTD YESWANTHAPUR  BANGALORE |32, Industrial Suburb,Yeshwanthpur -
Phone- 080-23370300, Pincode : |BANGALORE-KARNATAKA INDIA Phone- 080-
560022 Email : 23370300 FAX : 080-23379890 Pincode :
info@hgurusouth.com 560022 Email :
chikhahazra@hauriicnouth com
34| TEMPERATURE GAUGE GAUGE BOURDON INDIA PVT. 194/195, Gopi Tank Road, Off Works-1->Gauge Bourdon India Pvt. Ltd.,
LTD. Pandurang Naik Marg, Mahim |Plot No-4, 5, 6,Jawahar Co-operative
Mumbai, Phone- 011-41607463, |Industrial Estate, -Kalamboli Taluka Panvel-
Pincode : 400016, Email : MAHARASHTRA India Phone- 022-27421095,
gicdelhi@general-gauges.com, FAX : 022-27421901, Pincode : 410209,
Email : info@general-gauges.com
35| TEMPERATURE GAUGE H.GURU INDUSTRIES Mr. G. D. Hazra/Mr. P. K. Mitra Works-1->NA NA -- Phone- FAX:
10 B, HO-CHI-MINH SARANI, Pincode : Email :
KOLKATA Phone- 033 2282 2463
/ 1637 Pincode : 700071 Email
1 mguru@vsnl.net
36/ TEMPERATURE GAUGE GOA THERMOSTATIC FLAT -B , GF, HILL CROWN Works-1->Mrs Saanvi Naik BICHOLIM, -
INSTRUMENTS PVT.LTD. APTS., COLLEGE ROAD, BICHOLIM-GOA INDIA Phone- 9595855152
MAPUSA Phone- Pincode : FAX : Pincode : 403 529 Email :
403525 Email : gtilworks@pyro- |saanvi.naik@thermostatic.in
electric_in
37| TEMPERATURE GAUGE A.N. INSTRUMENTS PVT. LTD. MARKETING DIVISION, 5th Works-1->Mr. Gautam Mukherjee
FLOOR, 59-B, CHOWRINGHEE Kusumba,Sonarpur Station Road,P.O. -
ROAD, KOLKATA Phone- Narendrapur, -Kolkata-WEST BENGAL INDIA
24757784,22472509 Pincode :  |Phone- 9836878855 FAX : 033-24342748
700020 Email : Pincode : 700103 Email :
anidel@hal net in akm _ani@hotmail com
38/ TEMPERATURE GAUGE FORBES MARSHALL (HYD) LTD. |MR SAILESH PATALAY/MR. M K Works-1->MR G.SRINIVASAN/MR ANUJ
SRINIVASAN PLOT NO.A-19/2, & |MALPANI PLOT NO:A-19/2 & T-4/2,1.DA.
T-4/2, IDA, NACHARAM, NACHARAM , -HYDERABAD-TELANGANA
HYDERABAD Phone- 9849913704 |INDIA Phone- 09866550762 FAX : 040
Pincode : 500 076 Email : 27152193 Pincode : 560076 Email :
mksrinivasan@forbesmarshall.co |gshrinivasan@forbesmarshall.com
m
39| TEMPERATURE GAUGE GOA INSTRUMENTS INDUSTRIES |D2/5, Mapusa Industrial Estate, Works-1->Mr. S.G. Dixit D2/5, Mapusa
PVT.LTD., Mapusa, Goa, Phone- Industrial Estate, -Mapusa-GOA INDIA Phone-
09326054551, Pincode : 09326054551 FAX : 0832-2262331 Pincode
403507, Email : : 403 507 Email :
sumukh@aonainstriments com lsumiikh@aonainstriiments com
40| TEMPERATURE GAUGE PRECISION MASS PRODUCTS Mr. Nishit Patel/Mr. Anuj Verma Works-1->Mr. Hitesh Parmar/Mr. Hitesh
PVT. LTD. Plot No.2306, Phase II, GIDC Parmar Plot No.2306, Phase II, GIDC
Chhatral  Kalol Phone- Chhatral, -Kalol-GUJARAT INDIA Phone-
9999464663 Pincode : 382729 9327359227 FAX : 02764-233440 Pincode :
Email : sales@precisionmass.com| 382729 Email :
hitech narmar@ashcroftindia com
41(TEMPERATURE GAUGE Baumer Technologies India Pvt.  |Mr. Shyam Warilani/Mr. V Suresh | Works-1->Mr. Shyam Warilani/Mr. V Suresh
Ltd. Babu 36, DAMJI SHAMJI Babu Plot No 34 A GIDC A Phase 1, -VAPI-
INDUSTRIAL COMPLEX, OFF.- GUJARAT INDIA Phone- +91 11 4161 7111
MAHAKALI CAVES ROAD, FAX : 022 2687 3613 Pincode : 396 195
ANDHERI(E) MUMBAI Phone- Email : pbajaj@baumer.com
+91 99589 25151 Pincode :
400093 Email :
calac in@haiimar cam
42|LEVEL GAUGE TOSHNIWAL BROTHERS PVT.LTD. |WORKS: TOSHNIWAL
IND.PVT.LTD, INDUSTRIAL
ESTATE MAKHUPURA, AJMER
Phone- 441171 Pincode :
305002 Email :
tonchniwalnracecce@amail com
43|LEVEL GAUGE BLISS ANAND PVT. LTD. Mr. Vikas Anand/ Mr.RGRajan Works-1->Mr. Bharat Kumar/ Mr. Sasi

92B & 93 B, IMT MANESAR
Gurgaon Phone- 0124-4366000
TO 9 Pincode : 122001 Email :
sales@blissanand.com

Kumar Plot No. 92B & 93B,Sec-V,
IMTManesar -GURGAON-HARYANA INDIA
Phone- 0124-4366000 TO 9 FAX : 0124-
2290884 Pincode : 122002 Email :

hharat@hlissanand _com
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44|LEVEL GAUGE SIGMA INSTRUMENTS CO. Gopal Kannan/R Gopinath 201, Works-1->R Gopinath 27 Nahur Udyog
ANANDRAJ INDUSTRIAL ESTATE, |Industrial Premises,M.M.Malviya Road,
OFF.LBS MARG, SONAPUR Mulund( -MUMBAI-MAHARASHTRA INDIA
LANE, BHANDUP (W) MUMBAI |Phone- +912225918567 FAX :
Phone- +919821038162 Pincode |+912225918566 Pincode : 400080 Email :
: 400078 Email : sales@sigmainstruments.co.in
sales@sigmainstruments.co.in

45|FLOW ELEMENT TM TECNOMATIC SPA MR. ANTONIO NOVIELLO/Mrs. Works-1->Mrs. Enrica Bazzocchi VIA DELLE

Enrica Bazzocc VIA DELLE
INDUSTRIE, 36 CREMONA
Phone- 39037221574 Pincode :
26100 Email :

infn@tmtecrnnmatic com

INDUSTRIE, 36, -CREMONA- Italy Phone-
39037221574 FAX : 39037228318 Pincode :
26100 Email : sales@tmtecnomatic.com

46

FLOW ELEMENT

STAR-MECH CONTROLS (I)
PVT.LTD.

SUSHILLOTAM, SUSHILLOTAM,
29/3A/3, SASANE NAGAR,
HADAPSAR, PUNE Phone-
02026970450 Pincode : 411028
Email : marketing@starmech.net

Works-1->VIVEK GOTE/ MAHUNDRA
BANSODE Sr no.54, Plot No.ll0,Swami
ViVekanand Industrial Est.HADAPS -PUNE-
MAHARASHTRA INDIA Phone- 02026970450
FAX : 02026970470 Pincode : 411028
Email : marketing@starmech.net

47

FLOW ELEMENT

INSTRUMENTATION LTD.

KANJIKODE WEST, PALALKKAD,
PALAKKAD Phone- 2566127-
130,2567128 Pincode : 678623
Email :
icvldil@gmail.com;fa2@ilpgt.com

48

FLOW ELEMENT

MICRO PRECISION PRODUCTS
PVT. LTD.

Mr. Anil Bhati, H.B. No.-40,
Revenue Estate, Village-
Dudhola, Tehsil & Distt. Palwal
FARIDABAD Phone-
9560742713;095607427 Pincode
: 121002 Email :

anil hhati@wila com

49

TEMP. ELEMENT

DETRIVE INSTRUMENTATION &
ELECTRONICS LTD.

320, TV INDUSTIAL ESTATE,
OFF.DR.A.BESANT ROAD,
BEHIND GLAXO, WORLI,
MUMBAI Phone-
24934125,24938403 Pincode :
400025 Email :

trivicech@wvenl com

Works-1->Mr. A.D.Solomon J-14, MIDC,
TARAPORE, BOISER STN., -THANE-
MAHARASHTRA India Phone- FAX :
Pincode : Email : trivtech@vsnl.com

50

TEMP. ELEMENT

Nesstech Instruments Private
Limited

26/2, G Type, Global Industrial
Park Near Nahuli Railway
Crossing, Valvada Vapi Phone-
9920576002 Pincode : 396105
Email : sales@nesstech.co.in

Works-1-> Others 26/2, G Type, Global Ind.
Park Near Nahuli Railway Crossing, -Vapi-
GUJARAT INDIA Phone- 9920576002 FAX :
Pincode : 396105 Email :

sales@nesstech.co.in,
hkanadia@necstech ca in

51

TEMP. ELEMENT

Thermal Instrument India Pvt.
Ltd.

Mr. Raghavendra M. Kulkarni
194/195, Gopi Tank Road
Behind Citylight Cinema,Mahim
Mumbai Phone- 09322664709
Pincode : 400016 Email :

ramk@aiconindia_com

Works-1->Mr. Raghavendra M. Kulkarni
Survey No. 250A/B, Post-Mangaon, Tal.-
Kudal, Dist.- Sindhudurg, --MAHARASHTRA
India Phone- 09322664709 FAX : 022-
24455026 Pincode : 416519 Email :

ramk@aiconindia_ com

52

TEMP. ELEMENT

Tempsens Instrument (I) Pvt Ltd

MR. V.P.RATHI/MR. HEMANT
RATHI B-188A ROAD NO.5,
M.ILA UDAIPUR Phone-
09352420069 Pincode : 313003
Email : info@tempsens.com

Works-1->Mr. S.D Deval B-188A ROAD
NO.5 ,M.I.A -UDAIPUR-RAJASTHAN INDIA
Phone- 9352501530 FAX : 0294-3057750
Pincode : 313003 Email :
deval@tempsens.com

53

TEMP. ELEMENT

Baumer Technologies India Pvt.
Ltd.

Mr. Shyam Warilani/Mr. V Suresh
Babu 36, DAMJI SHAMJI
INDUSTRIAL COMPLEX, OFF.-
MAHAKALI CAVES ROAD,
ANDHERI(E) MUMBAI Phone-
+91 99589 25151 Pincode :
400093 Email :

calac in@haumar cam

Works-1->Mr. Shyam Warilani/Mr. V Suresh
Babu Plot No 34 A GIDC A Phase 1, -VAPI-
GUJARAT INDIA Phone- +91 11 4161 7111
FAX : 022 2687 3613 Pincode : 396 195
Email : pbajaj@baumer.com

54

TEMP. ELEMENT

GOA INSTRUMENTS INDUSTRIES
PVT.LTD.,

D2/5, Mapusa Industrial Estate,
Mapusa, Goa, Phone-
09326054551, Pincode :
403507, Email :

sumukh@aoainstriiments.com

Works-1->Mr. S.G. Dixit D2/5, Mapusa
Industrial Estate, -Mapusa-GOA INDIA Phone-
09326054551 FAX : 0832-2262331 Pincode
: 403 507 Email :

sumukh@aoainstriiments.com
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55

TEMP. ELEMENT

PYRO ELECTRIC INSTRUMENTS
GOA PVT.LTD.

M. D. BICHU/R. M. BICHU G.B,
HILL CROWN APARTMENTS,
COLLEGE ROAD, MAPUSA Phone-
9326114601 Pincode : 403507
Email :
priyanka.marketing@pyro-

alactric in

Works-1->A A KULKARNI/ VINOD C G PLOT
NO. 71,BICHOLIM INDUSTRIAL ESTATE -
BICHOLIM-GOA INDIA Phone- 9326114409
FAX : 91 832 2363381 Pincode : 403529
Email : pyroworks@pyro-electric.in

56

TEMP. ELEMENT

GAUGE BOURDON INDIA PVT.
LTD.

194/195, Gopi Tank Road, Off
Pandurang Naik Marg, Mahim
Mumbai, Phone- 011-41607463,
Pincode : 400016, Email :
gicdelhi@general-gauges.com,

Works-1->Gauge Bourdon India Pvt. Ltd.,
Plot No-4, 5, 6,Jawahar Co-operative
Industrial Estate, -Kalamboli Taluka Panvel-
MAHARASHTRA India Phone- 022-27421095,
FAX : 022-27421901, Pincode : 410209,
Email : info@general-gauges.com

57

TEMP. ELEMENT

TOSHNIWAL INDUSTRIES PVT.
LTD.,

Industrial Estate, Makhupura,
Ajmer, Phone- 9352009000,
Pincode : 305002, Email :
info@tipl.com,

Works-1-> Khasra No.: 218-230& 235,
Industrial Estate,Makhupura, -Ajmer-
RAJASTHAN India Phone- 9887865856, FAX :
0145-2695174, Pincode : 305002, Email :

raieev._aunta@tinl.com

58

TEMP. ELEMENT

SCIENTIFIC DEVICES (BOMBAY)
PVT LTD,

Office no. 53, Shree Manoshi
Complex, Plot No. 5 & 6, Sec-3,
Ghansoli (East), Navi Mumbai,
Phone- 9892230623, Pincode :
400 701, Email :

cdhnl@vsnl com

Works-1->Scientific Center, Others By-Pass
Junction,Near Kalsekar College kausa,
mumbra, Thane -Mumbai-MAHARASHTRA
INDIA Phone- 022-25491409,9892230623
FAX : Pincode : 400612 Email :

cdhnl@vsnl com

59| TRANSMITTERS YOKOGAWA INDIA LIMITED, PLOT NO.96, ELECTRONICS CITY | Works-1-> PLOT NO.96, ELECTRONICS
COMPLEX, HOSUR ROAD, CITY COMPLEX, HOSUR ROAD, -BANGALORE-
BANGALORE, Phone- 080- KARNATAKA INDIA Phone- 080-41586000,
41586000, Pincode : Email : |FAX: 080-28521442, Pincode : Email :
uday.shankar@in.yokogawa.com, |uday.shankar@in.yokogawa.com
60| TRANSMITTERS TOSHNIWAL INDUSTRIES PVT. Industrial Estate, Makhupura, Works-1-> Khasra No.: 218-230& 235,
LTD., Ajmer, Phone- 9352009000, Industrial Estate,Makhupura, -Ajmer-
Pincode : 305002, Email : RAJASTHAN India Phone- 9887865856, FAX :
info@tipl.com, 0145-2695174, Pincode : 305002, Email :
raieev_aunta@tinl.com
61|/ TRANSMITTERS ABB INDIA LIMITED MR. RAJIV GOVIL 14, MATHURA
ROAD, FARIDABAD Phone-
09971085678 Pincode : 121003
Email : vipin.swami@in.abb.com
62| TRANSMITTERS V. AUTOMAT & INTRUMENTS (P) |Mr. R. K. BASSI/Mr. PRAVEEN Works-1->Mr. BHAGWAN SINGH/ Mr.
LTD. KUMAR F-61, OKHLA INDL.AREA, |NANDAN SINGH F-61, OKHLA
PH-1 NEW DELHI Phone- INDL.AREA,PHASE-I -NEW DELHI-DELHI
9810005826 Pincode : 110 020 |INDIA Phone- 011-47627200 Extn. 3 FAX:
Email : sales@vautomat.com 011- 26819440 Pincode : 110 020 Email :
nroductinon@vaitomat com
63|TRANSMITTERS Pune Techtrol Pvt. Ltd. N.P.Khatan/Sudhakar Badiger S-
18, MIDC Bhosari, Pune Phone-
9850560042 Pincode : 411 026
Email : ho@punetechtrol.com
64|TRANSMITTERS PANAM ENGINEERS Mr. Santosh Shukla 203, Jaisingh | Works-1->Mr. Santosh Shukla Others R-
Business,Parsiwada, Sahar 628, TTC Industrial Area, MIDC Rabale, -Navi
road,Andheri(East), Mumbai, Mumbai-MAHARASHTRA India Phone-
Phone- 9892179529, Pincode : 9821350761, FAX : 022-27695559, Pincode
400099, Email : : 400701, Email :
cantncsh@nanamenaineers com | \nanamenainesrs com
65| TRANSMITTERS Endress + Hauser (India) Pvt. Mr. Prakash Vaghela 215-216, Works-1-> M-171 to 173, MIDC, Waluj, -
Ltd., DLF Tower 'A', Jasola District Aurangabad-MAHARASHTRA India Phone-
Centre, New Delhi, Phone- 9881000474, FAX : 0240-2555179, Pincode
9717593001, Pincode : 110025, |: 431136, Email :
Email : Narendra.Kulkarni@wetzer.endress.com
prakash.vaghela@in.endress.com,
66/ TRANSMITTERS SBEM PVT. LTD. MR.N.K. BEDARKAR/MR. Works-1->MR. MOHAN PADWAL

VISHWANATH KARANDIK 39,
ELECTRONIC CO.OP. ESTATE,
PUNE SATARA ROAD PUNE,
Phone- 912041030100 Pincode :
411009 Email :

nawidalhi@cham cain

691/A/2,BIBWEWADI INDL ESTATE -PUNE-
MAHARASHTRA INDIA Phone- 918600042374
FAX : 912024215670 Pincode : 411037
Email : wm@sbem.co.in
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67| TRANSMITTERS SMART INSTRUMENTS LTD, Agents: Digital Electronic Ltd.
BRAZIL 74/11 'C' Cross Road MIDC
Andheri (East) MUMBAI Phone-
28208477 Pincode : 400093
Email :
corp@delbby.rpgms.ems.vsnl.net.
68| TRANSMITTERS SIEMENS LIMITED Dr. Armin Bruck/Sandeep Mathur | Works-1->Ankit Varshney Kalwa Works,
130, Pandurang Budhkar Marg Thane-Belapur Road, Thane, -MUMBAI-
Worli Mumbai Phone- 0124 383 |MAHARASHTRA INDIA Phone- FAX:
7377 Pincode : 400018 Email : |Pincode : 400708 Email :
ankit.varshney@siemens.com
69|TRANSMITTERS Moore Industries International Leonard.W. Moore/ Matt Moren Works-1->Matt Moren/Gina Cruz 16650
Inc. 16650 Schoenborn St.  North Schoenborn St., North Hills -CALIFORNIA-
Hills Phone- +1 818 830 5548 USA Phone- +1 818 894 7111, ext FAX : +1
Pincode : 91343 Email : 818 830 5588 Pincode : 91343 Email :
mmaren@miinet com acriiz@miinet com
70[TRANSMITTERS EMERSON PROCESS Mr. Amit Paithankar/Vikram Raj Works-1->Kalpesh Chandan/Hrishikesh
MANAGEMENT (INDIA) PVT.LTD. |Singh 206-210,BALARAMA Aghor Plot No. A 145/4 TTC IND AREA,MIDC,
BUILDING 2ND FLR. BANDRA PAWANE, -NAVI MUMBAI-MAHARASHTRA
EAST MUMBAI Phone- INDIA Phone- 9619688001 FAX : 022-
9619121500 Pincode : 400051 66736000 Pincode : 400 705 Email :
Email : Kalpesh.chandan@emerson.com
vikramrai cinah@amaercan com
71/ TRANSMITTERS NIVO CONTROLS PVT. LTD. Mr. Praveen Toshniwal 104-115, | Works-1->Mr. S L Sadani Others 104 -
Electronic Complex, Indore 115, Electronic Complex -Indore-MADHYA
Phone- 0731-4081305 Pincode : |PRADESH INDIA Phone- 0731-4081307 FAX :
452010 Email : Pincode : 452010 Email :
sales@nivocontrols.com sales@nivocontrols.com;sadanis@nivocontrols
com
72|TRANSMITTERS Honeywell Automation India Mr. Ritwij Kulkarni 917, Works-1->Mr.Kedar Tillu 53, 54, 56 &
Limited INTERNATIONAL TRADE TOWER, |57,Hadapsar Industrial Estate -PUNE-
NEHRU PLACE, NEW DELHI MAHARASHTRA INDIA Phone- 9665034625
Phone- 9890200584 Pincode : FAX : 020 66039905 Pincode : 411013
110019 Email : Email : kedar.tillu@honeywell.com
rajesh.chaudhary@honeywell.com
73| TEMPERATURE SWITCH |TOSHNIWAL BROTHERS PVT.LTD. |WORKS:TOSHNIWAL

IND.PVT.LTD, INDUSTRIAL
ESTATE MAKHUPURA, AJMER
Phone- 441171 Pincode :
305002 Email :

tachniwalnracecse@amail com

74

TEMPERATURE SWITCH

DRESSER INDUSTRIES INC.

Mr. Nishit Patel/Mr. Anuj Verma
Plot No.2306, Phase II, GIDC
Chhatral Kalol Phone- 02764-
233682 Pincode : 382729

Email :
Nichit natal@acheraftindia com

75

TEMPERATURE SWITCH

INDFOS (INDIA) LIMITED

MR.L.C.VENKATRANGAN/MR.B.KA
NNAN New No.17, II Floor,
Adwave Towers, Dr.Sevalia
Shivaji Salai, T.Nagar Chennai
Phone- +91 44 24353407

Pincode : 600017 Email :
dalhi@indfac com

76

TEMPERATURE SWITCH

SWITZER PROCESS
INSTRUMENTS PVT. LTD.

Mr. V S Jayaprakash, 128, SIDCO
North Phase, Ambattur Estates
CHENNAI Phone- 044-
26252017/2018 Pincode :
600050 Email :

calec@eawitzernraoress cn in

Works-1->C S Shankar 127, Sidco North
Phase, Ambattur Estates, -CHENNAI-TAMIL
NADU INDIA Phone- 8754491904 FAX : 044-
26248849 Pincode : 600050 Email :
cservice@switzerinstrument.com

77

TEMPERATURE SWITCH

SOR INC.

LARRY DEGARMO/Avdhesh
Chandra, 14685 W. 105TH
STREET LENEXA Phone-
09810905139, Pincode : 66215
Email : Ldegarmo@sorinc.com,
avdhesh@sherman-india.com,

Works-1->LARRY DEGARMO/ ROY
STUMBOUGH 14685 W. 105TH STREET,
LENEXA -KANSAS- USA Phone- 913-888-0767
FAX : 913-888-0767 Pincode : 66215
Email : rstumbough@sorinc.com
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78|SIGHT FLOW V. AUTOMAT & INTRUMENTS (P) |Mr. R. K. BASSI/Mr. PRAVEEN Works-1->Mr. BHAGWAN SINGH/ Mr.
INDICATORS LTD. KUMAR F-61, OKHLA INDL.AREA, NANDAN SINGH F-34, OKHLA
PH-1 NEW DELHI Phone- INDL.AREA,PHASE-I -NEW DELHI-DELHI
9810005826 Pincode : 110 020 |INDIA Phone- 011-47627200 Extn. 3 FAX:
Email : sales@vautomat.com 011- 26819440 Pincode : 110 020 Email :
nrodiuictinn@vantomat com
79|SIGHT FLOW SCIENTIFIC DEVICES (BOMBAY) |Office no. 53, Shree Manoshi
INDICATORS PVT LTD, Complex, Plot No. 5 & 6, Sec-3,
Ghansoli (East), Navi Mumbai,
Phone- 9892230623, Pincode :
400 701, Email :
cedhnl@venl com
80(SIGHT FLOW BLISS ANAND PVT. LTD. Mr. Vikas Anand/ Mr.RGRajan Works-1->Mr. Bharat Kumar/ Mr. Sasi
INDICATORS 92B & 93 B, IMT MANESAR Kumar Plot No. 240, Sector-3, HSIIDC, Bawal
Gurgaon Phone- 0124-4366000  |-Rewari-HARYANA INDIA Phone- 0124-
TO 9 Pincode : 122001 Email : |4366000 TO 9 FAX : 0124-2290884 Pincode
sales@blissanand.com : 123501 Email : bharat@blissanand .com
81|SIGHT FLOW B.K.EQUIPMENTS PVT.LTD. T. BALAKRISHNAN/S.VENKATESH | Works-1->V.KARUNANIDHI/P.BABU 217,
INDICATORS 217 , ARCOT ROAD PORUR, ARCOT ROAD,PORUR , -CHENNAI-TAMIL
CHENNAI Phone- 9444057761 NADU INDIA Phone- 9444131187 FAX : 044-
Pincode : 600116 Email : 24766852 Pincode : 600116 Email :
bkequip@gmail.com bkequip@gmail.com
82|SIGHT FLOW SIGMA INSTRUMENTS CO. Gopal Kannan/R Gopinath 201, Works-1->R Gopinath 27 Nahur Udyog
INDICATORS ANANDRAJ INDUSTRIAL ESTATE, |Industrial Premises,M.M.Malviya Road,
OFF.LBS MARG, SONAPUR Mulund( -MUMBAI-MAHARASHTRA INDIA
LANE, BHANDUP (W) MUMBAI |Phone- +912225918567 FAX :
Phone- +919821038162 Pincode |+912225918566 Pincode : 400080 Email :
: 400078 Email : sales@sigmainstruments.co.in
sales@sigmainstruments.co.in
83|SIGHT FLOW INSTRUMENTATION ENGINEERS |SH.N.V.RAM GOPAL/MS. Works-1->MR. A.V.MURTHY/MR. K.T.
INDICATORS PVT LTD N.NIHARIKA PLOTS 1,2,3, PHASE-|RAVISANKER PLOTS 1,2,3, PHASE-III,IDA,
111, IDA, JEEDIMETLA JEEDIMETLA -HYDERABAD-TELANGANA
HYDERABAD Phone- 9848407365 |INDIA Phone- 9885107312 FAX : 040-
Pincode : 500055 Email : 23096401 Pincode : 500055 Email :
iedelhi@ieflowmeters.com sales@ieflowmeters.com
84|DIFFERENTIAL SOR INC. LARRY DEGARMO/Avdhesh

PRESSURE SWITCH

Chandra, 14685 W. 105TH
STREET LENEXA Phone-
09810905139, Pincode : 66215
Email : Ldegarmo@sorinc.com,
avdhesh@sherman-india.com,

85

JUNCTION BOX

K.S.INSTRUMENTS PVT.LTD.

S Raghavan No. 72, 3rd Main,
1st Stage Industrial Suburb,
Yeshwanthpur Bangalore Phone-
9880385770 Pincode : 560022

Email :
caleci@kginstriiments net

86/JUNCTION BOX SUCHITRA INDUSTRIES NO-2,0PP-27 AECS LAYOUT 2ND | Works-1->B. Srinivas Suchitra Industries,
STG REJAMAHALVILAS EXTN Opp No 53, Muneshwara Black Devinagar,
2ND STG BANGALORE Phone- |Lottagal hal -BANGALORE-KARNATAKA INDIA
Pincode : Email : Phone- 080-23511247 FAX : Pincode :
suchitra.industriesblr@gmail.com [560094 Email :
cuchitra_inductriac@vahon com
87[JUNCTION BOX Shrenik & Company, Mr. Mitesh Shah/Mr. Pulin Shah Works-1->Mr.Pulin Shah/ Mr. Kaloesh

39 A/3 ,Panchratna Industrial
Estate, Sarkhej-Bavla Road
Ahmedabad Phone- 9825024921
Pincode : 382213 Email :
sales@pustron.com,
pulin@sumip.com

Parmar 39 A/3 ,Panchratna Industrial
Est,Sarkhej-Bavla Road, Changodhar -
Ahmedabad-GUJARAT INDIA Phone- 98250
80339 1 FAX : 079-26932424 Pincode :
382213 Email : sales@sumip.com

88

JUNCTION BOX

FLEXPRO ELECTRICALS PVT. LTD.

Mr. Dineshbhai Zaveri C-1/
27&37, GIDC, Kabilpore,
Navsari Phone- 02637-
265140,265003 Pincode :
396424 Email :

flexnra@flexnroltd com

Works-1->Mr. Dineshbhai Zaveri CEO C-1/
27&37, GIDC, Kabilpore, -Navsari-GUJARAT
INDIA Phone- 02637-265140,265003 FAX :
02637-265308 Pincode : 396424 Email :
flexpro@flexproltd.com
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89

JUNCTION BOX

AJMERA INDUSTRIAL &
ENGINEERING WORKS

JIGNESH MAHENDRA AJMERA
DENA BANK BLDG.,SHREE
NAGESH INDL.
ESTATE,STATION ROAD,
MUMBAI Phone- 022 67973578
Pincode : 400 088 Email :
ajmera@ajmera.net,

imaimara@uashan com

Works-1->JIGNESH MAHENDRA AJMERA
DENA BANK BLDG., SHREE NAGESHINDL.
ESTATE,STATION ROAD, -MUMBAI-
MAHARASHTRA INDIA Phone- 022 67973578
FAX : Pincode : 400 088 Email :
ajmera@ajmera.net

90|INSTRUMENTS TUBE VIKAS INDUSTRIAL PRODUCTS  |S.R.SINGH/NAVEEN SINGH B - 2, | Works-1->S.R.SINGH/ NAVEEN SINGH B -
FITTINGS SECTOR - 6, NOIDA Phone- 2, SECTOR - 6, -NOIDA-UTTAR PRADESH
+91-9810122070 Pincode : INDIA Phone- 0120-4352940 FAX : 0120-
201301 Email : 4352940 Pincode : 201301 Email :
naveensinah@vsnl.com 'naveensinah@vsnl.com
91[INSTRUMENTS TUBE AURA INCORPORATED NIRAJ SHARAN/SUJIT KUMAR W-
FITTINGS 167A, GREATER KAILASH-II
NEW DELHI Phone- 9810182430
Pincode : 110048 Email :
niraj@aurainc.com
92|INSTRUMENTS TUBE PRECISION ENGINEERING K. SITARAM/ K. SRINIVAS Works-1->ALEX BAPTIST/ K. SRINIVAS 7.
FITTINGS INDUSTRIES 7,SIDHAPURA INDUSTRIAL SIDHAPURA INDUSTRIAL ESTATE,SV ROAD,
ESTATE S.V. GOREGAON(WEST) -MUMBAI-MAHARASHTRA
ROAD,GOREGAON(W) MUMBAI |INDIA Phone- 022-42631700 FAX : 022-
Phone- 022 42631700 Pincode : |40035259 Pincode : 400 062 Email :
400 062 Email : peiks@vsnl.com |srinivas@precision-engg.com
93|INSTRUMENTS TUBE Fluid Controls Pvt. Ltd. Sophie Y. Moochhala/Mayur Works-1->Mr. Tansen Choudhari/Mr.
FITTINGS Rajput J.V.PATEL, I.T.I CMPD, Mahesh Darekar Shed No.8, Lonavla Indl.Co-
B.MADHUKAR MARG, op.Estate Ltd,Nagargaon, -Lonavla-
ELPHINSTONE ROADSTN.(WR), |MAHARASHTRA INDIA Phone- 9823951347
MUMBAI Phone- (022) 43338000 |FAX : (02114) 271132 Pincode : 410 401
Pincode : 400013 Email : Email : factory@hyd-air.com
sales@fluidcontrols.com
94/ROTAMETER INSTRUMENTATION ENGINEERS |SH.N.V.RAM GOPAL/MS. Works-1->MR. A.V.MURTHY/MR. K.T.
PVT LTD N.NIHARIKA PLOTS 1,2,3, PHASE-|RAVISANKER PLOTS 1,2,3, PHASE-IIL,IDA,
111, IDA, JEEDIMETLA JEEDIMETLA -HYDERABAD-TELANGANA
HYDERABAD Phone- 9848407365 |INDIA Phone- 9885107312 FAX : 040-
Pincode : 500055 Email : 23096401 Pincode : 500055 Email :
iedelhi@ieflowmeters.com sales@ieflowmeters.com
95/ROTAMETER Flow Star Engineering Pvt. Ltd., |MR. KHALID AKHTAR/MR. TAPAN | Works-1->MR. KHALID AKHTAR/MR. TAPAN
KUMAR JANA Plot No-7 F/2, KUMAR JANA Plot No-7 F/2, Northern India
Northern India Industrial 20/3, |Complex,20/3, Mathura Road -FARIDABAD-
Mathura Road FARIDABAD HARYANA INDIA Phone- 0129-4069661, FAX
Phone- 9818176380 Pincode : 1 0129-4069663 Pincode : 121005 Email :
121005 Email : tkjana@flowstar.co.in
khalid@flowstar.co.in
96|ROTAMETER TANSA EQUIPMENTS PVT. LTD. |Mr. Vardhan Tamhankar, Unit Works-1-> Others Mohanjee Sundarjee
No35/36/41,0m Anand Industrial |Road, Raghunath Nagar, Thane -Mumbai-
Est. Mohanjee Sundarjee MAHARASHTRA INDIA Phone- FAX:
Road,Raghunath Nagar, Thane |Pincode : 400604 Email :
Phone- 022-25832323 Pincode :
400604 Email :
tancaindia@amail com
97|ROTAMETER EUREKA INDUSTRIAL Mr V. K. Pandit/Mr Ashish Shaha | Works-1->Mr S. M. Alawani/Mr V. V.
EQUIPMENTS PVT.LTD. 17-20, Royal chambers, Paud Deshpande J-501, M.L.D.C. Pimpri, -PUNE-
Road Pune Phone- 9370469466 |MAHARASHTRA INDIA Phone- 9325751732
Pincode : 411038 Email : FAX : 020-30681731 Pincode : 411018
sales@eurekaflow.com Email : works@eurekaflow.com
98/ROTAMETER SCIENTIFIC DEVICES (BOMBAY) |Office no. 53, Shree Manoshi Works-1->Scientific Centre, S.No. 65, Hissa

PVT LTD,

Complex, Plot No. 5 & 6, Sec-3,
Ghansoli (East), Navi Mumbai,
Phone- 9892230623, Pincode :
400 701, Email :

sdhnl@vwvsnl com

No. 7,By-Pass Juction, Kausa, -Mumbai-
MAHARASHTRA INDIA Phone- 9892230623,
FAX : 022-25491408/9 Pincode : 400 612,
Email : sales@scientificdevices.com
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99(LEVEL SWITCH- SIGMA INSTRUMENTS CO. Gopal Kannan/R Gopinath 201, Works-1->R Gopinath 27 Nahur Udyog
CAPACITANCE TYPE ANANDRAJ INDUSTRIAL ESTATE, |Industrial Premises,M.M.Malviya Road,
OFF.LBS MARG, SONAPUR Mulund( -MUMBAI-MAHARASHTRA INDIA
LANE, BHANDUP (W) MUMBAI |Phone- +912225918567 FAX :
Phone- +919821038162 Pincode |+912225918566 Pincode : 400080 Email :
: 400078 Email : sales@sigmainstruments.co.in
sales@sigmainstruments.co.in
100|LEVEL SWITCH- V. AUTOMAT & INTRUMENTS (P) |Mr. R. K. BASSI/Mr. PRAVEEN Works-1->Mr. BHAGWAN SINGH/ Mr.
CAPACITANCE TYPE LTD. KUMAR F-61, OKHLA INDL.AREA, NANDAN SINGH F-61, OKHLA
PH-1 NEW DELHI Phone- INDL.AREA,PHASE-I -NEW DELHI-DELHI
9810005826 Pincode : 110 020 |INDIA Phone- 011-47627200 Extn. 3 FAX:
Email : sales@vautomat.com 011- 26819440 Pincode : 110 020 Email :
nrodiictinn@vantomat com
101|LEVEL SWITCH- SCIENTIFIC DEVICES (BOMBAY) |Office no. 53, Shree Manoshi Works-1->Scientific Center, Others By-Pass
CAPACITANCE TYPE PVT LTD, Complex, Plot No. 5 & 6, Sec-3, |Junction,Near Kalsekar College kausa,
Ghansoli (East), Navi Mumbai, mumbra, Thane -Mumbai-MAHARASHTRA
Phone- 9892230623, Pincode : |INDIA Phone- 022-25491409,9892230623
400 701, Email : FAX : Pincode : 400612 Email :
cedhnl@venl com cedhnl@venl com
102|LEVEL SWITCH- LEVCON INSTRUMENTS PVT. LTD.|Mr Shayak Gupta/Badal Jana
CAPACITANCE TYPE Rajkamal’, 7th floor, 13, Camac
Street KOLKATA Phone- 0 33
2283 2766 Pincode : 700017
Email : b_jana@levcongroup.com
103|LEVEL SWITCH- Flow Star Engineering Pvt. Ltd., |MR. KHALID AKHTAR/MR. TAPAN | Works-1->MR. KHALID AKHTAR/MR. TAPAN
CAPACITANCE TYPE KUMAR JANA Plot No-7 F/2, KUMAR JANA Plot No-7 F/2, Northern India
Northern India Industrial 20/3, |Complex,20/3, Mathura Road -FARIDABAD-
Mathura Road FARIDABAD HARYANA INDIA Phone- 0129-4069661, FAX
Phone- 9818176380 Pincode : 1 0129-4069663 Pincode : 121005 Email :
121005 Email : tkjana@flowstar.co.in
khalid@flowstar.co.in
104|LEVEL SWITCH- Pune Techtrol Pvt. Ltd. N.P.Khatan/Sudhakar Badiger S-
CAPACITANCE TYPE 18, MIDC Bhosari, Pune Phone-
9850560042 Pincode : 411 026
Email : ho@punetechtrol.com
105|LEVEL SWITCH- Baumer Technologies India Pvt.  |Mr. Shyam Warilani/Mr. V Suresh | Works-1->Mr. Shyam Warilani/Mr. V Suresh
CAPACITANCE TYPE Ltd. Babu 36, DAMJI SHAMII Babu Plot No 34 A GIDC A Phase 1, -VAPI-
INDUSTRIAL COMPLEX, OFF.- GUJARAT INDIA Phone- +91 11 4161 7111
MAHAKALI CAVES ROAD, FAX : 022 2687 3613 Pincode : 396 195
ANDHERI(E) MUMBAI Phone- Email : pbajaj@baumer.com
+91 99589 25151 Pincode :
400093 Email :
calac in@haiimar cam
106|LEVEL SWITCH- Sapcon Instrument Pvt Ltd. 131, PALSHIKAR COLONY Works-1->Mr. Ashwin R Palshikar/Mr. Navin

CONDUTIVITY TYPE

Contact Person- Mr. Ashwin
(9826080207) INDORE Phone-
+91-731-4085751, Pincode :
452004 Email :

| Neancaninstriiments com

Bodse 131 PALSHIKAR COLONY, -INDORE-
MADHYA PRADESH INDIA Phone-
9754261005 FAX: 0731-2475475 Pincode :
452004 Email : sales@sapcon.in

107

LEVEL SWITCH-
CONDUTIVITY TYPE

LEVCON INSTRUMENTS PVT. LTD.

Mr Shayak Gupta/Badal Jana
Rajkamal’, 7th floor, 13, Camac
Street KOLKATA Phone- 0 33
2283 2766 Pincode : 700017
Email : b_jana@levcongroup.com

Works-1-> 38G, PICNIC GARDEN ROAD, -
KOLKATA-WEST BENGAL INDIA Phone- FAX
Pincode : Email :

108

LEVEL SWITCH-
CONDUTIVITY TYPE

BLISS ANAND PVT. LTD.

Mr. Vikas Anand/ Mr.RGRajan
92B & 93 B, IMT MANESAR
Gurgaon Phone- 0124-4366000
TO 9 Pincode : 122001 Email :
sales@blissanand.com

Works-1->Mr. Bharat Kumar/ Mr. Sasi
Kumar Plot No. 92B & 93B,Sec-V,
IMTManesar -GURGAON-HARYANA INDIA
Phone- 0124-4366000 TO 9 FAX : 0124-
2290884 Pincode : 122002 Email :

hharat@hlissanand _com

109

LEVEL SWITCH-
CONDUTIVITY TYPE

V. AUTOMAT & INTRUMENTS (P)
LTD.

Mr. R. K. BASSI/Mr. PRAVEEN
KUMAR F-61, OKHLA INDL.AREA,
PH-1 NEW DELHI Phone-
9810005826 Pincode : 110 020
Email : sales@vautomat.com

Works-1->Mr. BHAGWAN SINGH/ Mr.
NANDAN SINGH F-61, OKHLA
INDL.AREA,PHASE-I -NEW DELHI-DELHI
INDIA Phone- 011-47627200 Extn. 3 FAX :
011- 26819440 Pincode : 110 020 Email :

nroduction@vantomat com
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110

LEVEL SWITCH-
CONDUTIVITY TYPE

HI-TECH SYSTEMS & SERVICES
LTD.

Mr. Vikash Agrawal/Mr. Tarun
Debnath 119, PARK STREET ,
KOLKATA Phone- 033-22290045
Pincode : 700016 Email :

sandeen@hitech in

Works-1->Mr. Jitendra Kumar/Mr. Debasis
Dey 82/1, Sarsuna Main Road, -KOLKATA-
WEST BENGAL INDIA Phone- 9883994030

111

LEVEL SWITCH-
CONDUTIVITY TYPE

RAMAN INSTRUMENTS PVT.LTD.

Mr. N R Shenoy/Mr G B Vijh 8,
First Floor.Plot : 160A Bait-Ush-
Sharaf, 29th Road,Bandra(W)
MUMBAI Phone- 09892331381
Pincode : 400050 Email :
ramanbpl@vsnl.com

FAX : Pincode : 700061 Email :

iitendra@hitech in

Works-1->NA -- Phone- FAX: Pincode
Email :

112|LEVEL SWITCH- SIGMA INSTRUMENTS CO. Gopal Kannan/R Gopinath 201, Works-1->R Gopinath 27 Nahur Udyog
CONDUTIVITY TYPE ANANDRAJ INDUSTRIAL ESTATE, |Industrial Premises,M.M.Malviya Road,

OFF.LBS MARG, SONAPUR Mulund( -MUMBAI-MAHARASHTRA INDIA
LANE, BHANDUP (W) MUMBAI |Phone- +912225918567 FAX :
Phone- +919821038162 Pincode |+912225918566 Pincode : 400080 Email :
: 400078 Email : sales@sigmainstruments.co.in
sales@sigmainstruments.co.in

113|LEVEL SWITCH- SOR INC. LARRY DEGARMO/Avdhesh Works-1->LARRY DEGARMO/ ROY

CONDUTIVITY TYPE

Chandra, 14685 W. 105TH
STREET LENEXA Phone-
09810905139, Pincode : 66215
Email : Ldegarmo@sorinc.com,
avdhesh@sherman-india.com,

STUMBOUGH 14685 W. 105TH STREET,
LENEXA -KANSAS- USA Phone- 913-888-0767
FAX : 913-888-0767 Pincode : 66215
Email : rstumbough@sorinc.com

114

LEVEL SWITCH-FLOAT
TYPE

Pune Techtrol Pvt. Ltd.

N.P.Khatan/Sudhakar Badiger S-
18, MIDC Bhosari, Pune Phone-
9850560042 Pincode : 411 026
Email : ho@punetechtrol.com

115

LEVEL SWITCH-FLOAT
TYPE

D.K. INSTRUMENTS PVT.LTD.

N.SIKDAR/ SUMIT SIKDAR
76/2,SELIMPUR RD DHAKURIA
Kolkata Phone- 033-2415-1310.
Pincode : 700031 Email :
dkinst@vsnl.net

116

LEVEL SWITCH-FLOAT
TYPE

V. AUTOMAT & INTRUMENTS (P)
LTD.

Mr. R. K. BASSI/Mr. PRAVEEN
KUMAR F-61, OKHLA INDL.AREA,
PH-1 NEW DELHI Phone-
9810005826 Pincode : 110 020
Email : sales@vautomat.com

Works-1->Mr. BHAGWAN SINGH/ Mr.
NANDAN SINGH F-61, OKHLA
INDL.AREA,PHASE-I -NEW DELHI-DELHI
INDIA Phone- 011-47627200 Extn. 3 FAX :
011- 26819440 Pincode : 110 020 Email :

nroduction@vantomat com

117

LEVEL SWITCH-FLOAT
TYPE

SCIENTIFIC DEVICES (BOMBAY)
PVT LTD,

Office no. 53, Shree Manoshi
Complex, Plot No. 5 & 6, Sec-3,
Ghansoli (East), Navi Mumbai,
Phone- 9892230623, Pincode :
400 701, Email :

cdhnl@vsnl com

Works-1->Scientific Center, Others By-Pass
Junction,Near Kalsekar College kausa,
mumbra, Thane -Mumbai-MAHARASHTRA
INDIA Phone- 022-25491409,9892230623
FAX : Pincode : 400612 Email :

cdhnl@vsnl com

118

LEVEL SWITCH-FLOAT
TYPE

LEVCON INSTRUMENTS PVT. LTD.

Mr Shayak Gupta/Badal Jana
Rajkamal’, 7th floor, 13, Camac
Street KOLKATA Phone- 0 33
2283 2766 Pincode : 700017
Email : b_jana@levcongroup.com

119

LEVEL SWITCH-FLOAT
TYPE

GENERAL INSTRUMENTS
CONSORTIUM

Mr. Amarendra Kulkarni 194/195,
Gopi Tank Road, Off. Pandurang
Naik Marg, Mahim Mumbai
Phone- 9323195251 Pincode :
400016 Email :
amarendra@general-gauges.com

120

LEVEL SWITCH-FLOAT
TYPE

SBEM PVT. LTD.

MR.N.K. BEDARKAR/MR.
VISHWANATH KARANDIK 39,
ELECTRONIC CO.OP. ESTATE,
PUNE SATARA ROAD PUNE,
Phone- 912041030100 Pincode :
411009 Email :

newdalhi@cham ca in

Works-1->MR. MOHAN PADWAL
691/A/2,BIBWEWADI INDL ESTATE -PUNE-
MAHARASHTRA INDIA Phone- 918600042374

FAX : 912024215670 Pincode : 411037
Email : wm@sbem.co.in
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121|LEVEL SWITCH-FLOAT Baumer Technologies India Pvt.  |Mr. Shyam Warilani/Mr. V Suresh | Works-1->Mr. Shyam Warilani/Mr. V Suresh
TYPE Ltd. Babu 36, DAMJI SHAMII Babu Plot No 34 A GIDC A Phase 1, -VAPI-
INDUSTRIAL COMPLEX, OFF.- GUJARAT INDIA Phone- +91 11 4161 7111
MAHAKALI CAVES ROAD, FAX : 022 2687 3613 Pincode : 396 195
ANDHERI(E) MUMBAI Phone- Email : pbajaj@baumer.com
+91 99589 25151 Pincode :
400093 Email :
calac inMhaiimar cam
122|LEVEL SWITCH-FLOAT SIGMA INSTRUMENTS CO. Gopal Kannan/R Gopinath 201, Works-1->R Gopinath 27 Nahur Udyog
TYPE ANANDRAJ INDUSTRIAL ESTATE, |Industrial Premises,M.M.Malviya Road,
OFF.LBS MARG, SONAPUR Mulund( -MUMBAI-MAHARASHTRA INDIA
LANE, BHANDUP (W) MUMBAI |Phone- +912225918567 FAX :
Phone- +919821038162 Pincode |+912225918566 Pincode : 400080 Email :
: 400078 Email : sales@sigmainstruments.co.in
sales@sigmainstruments.co.in
123|LEVEL SWITCH-FLOAT SOR INC. LARRY DEGARMO/Avdhesh Works-1->LARRY DEGARMO/ ROY
TYPE Chandra, 14685 W. 105TH STUMBOUGH 14685 W. 105TH STREET,
STREET LENEXA Phone- LENEXA -KANSAS- USA Phone- 913-888-0767
09810905139, Pincode : 66215 | FAX : 913-888-0767 Pincode : 66215
Email : Ldegarmo@sorinc.com, |Email : rstumbough@sorinc.com
avdhesh@sherman-india.com,
124|INSTRUMENTS PIPE VIKAS INDUSTRIAL PRODUCTS  |S.R.SINGH/NAVEEN SINGH B - 2, | Works-1->S.R.SINGH/ NAVEEN SINGH B -
FITTINGS SECTOR - 6, NOIDA Phone- 2, SECTOR - 6, -NOIDA-UTTAR PRADESH
+91-9810122070 Pincode : INDIA Phone- 0120-4352940 FAX : 0120-
201301 Email : 4352940 Pincode : 201301 Email :
naveensi 'naveensinah@vsnl. com
125|INSTRUMENTS PIPE Fluid Controls Pvt. Ltd. Sophie Y. Moochhala/Mayur Works-1->Mr. Tansen Choudhari/Mr.
FITTINGS Rajput J.V.PATEL, I.T.I CMPD, Mahesh Darekar Shed No.8, Lonavla Indl.Co-
B.MADHUKAR MARG, op.Estate Ltd,Nagargaon, -Lonavla-
ELPHINSTONE ROADSTN.(WR), |MAHARASHTRA INDIA Phone- 9823951347
MUMBAI Phone- (022) 43338000 |FAX : (02114) 271132 Pincode : 410 401
Pincode : 400013 Email : Email : factory@hyd-air.com
sales@fluidcontrols.com
126/INSTRUMENTS PIPE PRECISION ENGINEERING K. SITARAM/ K. SRINIVAS Works-1->ALEX BAPTIST/ K. SRINIVAS 7.
FITTINGS INDUSTRIES 7,SIDHAPURA INDUSTRIAL SIDHAPURA INDUSTRIAL ESTATE,SV ROAD,
ESTATE S.V. GOREGAON(WEST) -MUMBAI-MAHARASHTRA
ROAD,GOREGAON(W) MUMBAI |INDIA Phone- 022-42631700 FAX: 022-
Phone- 022 42631700 Pincode : 40035259 Pincode : 400 062 Email :
400 062 Email : peiks@vsnl.com |srinivas@precision-engg.com
127|INSTRUMENTS PIPE AURA INCORPORATED NIRAJ SHARAN/SUJIT KUMAR W-
FITTINGS 167A, GREATER KAILASH-II
NEW DELHI Phone- 9810182430
Pincode : 110048 Email :
niraj@aurainc.com
128|ULTRASONIC FLOW Electronet Equipments Pvt Ltd. Mr. Rajendra Nagaonkar/MD, Works-1-> Others Plot No. 84, 85 & 86,
METERS Plot No. 84, 85 & 86, Tiny Tiny Industrial Estate, Kondhwa Budruk -
Industrial Estate Kondhwa Pune-MAHARASHTRA INDIA Phone- 20-
Budruk, Pune Phone- 26932039 FAX : 20-26934122 Pincode :
9822015256 Pincode : 411048 (411048 Email : ho@eeplindia.com
Email : ho@eeplindia.com
129|ULTRASONIC FLOW Adept Fluidyne Pvt. Ltd. Vinayak Gadre Plot No Works-1-> Plot No 4,S.No.17/1-B Kothrud
METERS 4,5.No.17/1-B Kothrud Industrial |Industrial Estate -Pune-MAHARASHTRA india
Estate Pune Phone- 020 Phone- 020 25464551 FAX : Pincode :
25464551 Pincode : 411038 411038 Email : info@adeptfluidyne.com
Email : info@adeptfluidyne.com
130|ULTRASONIC FLOW FLEXIM Flexible Boxberger Str., 4, Berlin Berlin Works-1-> Others Boxberger Str. 4, -Berlin-
METERS Industriemesstechnik GmbH Phone- 0049 30 93 66 76 60 GERMANY Phone- 0049 30 93 66 76 60 FAX :
Pincode : 12681 Email : Pincode : 12681 Email : info@flexim.de
info@flexim.de
131|ULTRASONIC FLOW Rockwin Flowmeter India Pvt. Ltd. |B-24, Site-IV, Sahibabad Works-1->MR Rajiv PRAKASH B-24, Site-1V,

METERS

Industrial Area  Ghaziabad,
Phone- 9810129687 Pincode :
201010, Email :
amiva@rockwin com

Sahibabad Industrial Area, -Ghaziabad-
UTTAR PRADESH India Phone- 9810129687
FAX : 01202895450 Pincode : 201010,

Email - _raiiv@rackwin.com
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132

ULTRASONIC FLOW
METERS

FLASH FORGE PVT LTD

Mr. Gautam Makker, 503, 'A'-
wing, Delphi, Orchard Avenue
Road, Powai Mumbai Phone-
022-42784300 Pincode :
400076 Email :
hemendrapatil@f-f.co.in

Works-1-> Others M/s Endress & Hauser,
Aurangabad, Maharastra -Aurangabad-
MAHARASHTRA INDIA Phone- FAX :
Pincode : Email : Works-2->+ Others M/s
Endress & Hauser, Bhiwandi, Thane -Thane-
MAHARASHTRA INDIA Phone- FAX :

Dincada - Email -

133

ULTRASONIC FLOW
METERS

NIVUS GMBH

Mr. Marcus Fischer Im Taele 2, D
- 75031 Eppingen  Phone-
00491712233770 Pincode :
Email :
caroli

Works-1->Mr. Marcus Fischer CEO Im Taele
2, Eppingen, -Baden Wuerttemberg,-Foreign
Country GERMANY Phone- 0049-726291910
FAX : Pincode : 75031 Email :

ter@niviis.com

Works-1-> D/35,TIVIM INDUSTRIAL

134|FLOW ELEMENT - MINCO (INDIA) PRIVATE LIMITED |Mr. Rajeev Vasudeva, D/35,
ORIFICE TIVIM INDUSTRIAL ESTATE, ESTATE, KARASWADA,MAPUSA, -Goa-Goa
KARASWADA, MAPUSA, Goa, India Phone- 9320197825, FAX : 0832-
Phone- 9313637073 Pincode : 2257262, Pincode : 403526, Email :
403526, Email : santoshkumar@general-gauges.com
aicdelhi@aeneral-nanaes com
135|FLOW ELEMENT - TANSA EQUIPMENTS PVT. LTD. |Mr. Vardhan Tamhankar, Unit Works-1-> Others Mohanjee Sundarjee
ORIFICE No35/36/41,0m Anand Industrial |Road, Raghunath Nagar, Thane -Mumbai-
Est. Mohanjee Sundarjee MAHARASHTRA INDIA Phone- FAX:
Road,Raghunath Nagar, Thane |Pincode : 400604 Email :
Phone- 022-25832323 Pincode :
400604 Email :
tancaindia@amail com
136|FLOW ELEMENT - SCIENTIFIC DEVICES (BOMBAY) |Office no. 53, Shree Manoshi Works-1->Scientific Center, Others By-Pass

ORIFICE PVT LTD, Complex, Plot No. 5 & 6, Sec-3, |Junction,Near Kalsekar College kausa,
Ghansoli (East), Navi Mumbai, mumbra, Thane -Mumbai-MAHARASHTRA
Phone- 9892230623, Pincode : |INDIA Phone- 022-25491409,9892230623
400 701, Email : FAX : Pincode : 400612 Email :
edhnl@wvenl com cdhnl@wvenl com
137|FLOW ELEMENT - Electronet Equipments Pvt Ltd. Mr. Rajendra Nagaonkar/MD, Works-1-> Others Plot No. 84, 85 & 86,

ORIFICE Plot No. 84, 85 & 86, Tiny Tiny Industrial Estate, Kondhwa Budruk -
Industrial Estate Kondhwa Pune-MAHARASHTRA INDIA Phone- 20-
Budruk, Pune Phone- 26932039 FAX : 20-26934122 Pincode :
9822015256 Pincode : 411048 411048 Email : ho@eeplindia.com
Email : ho@eeplindia.com
138|FLOW ELEMENT - INSTRUMENTATION LTD. KANJIKODE WEST, PALALKKAD, Works-1->D.SASIDHARAN,

ORIFICE PALAKKAD Phone- 2566127- AGM(Works&PPC) KANJIKODE WEST, -
130,2567128 Pincode : 678623 |PALAKKAD-KERALA INDIA Phone- 0491-
Email : 2566536 FAX : 0491-2566135 Pincode :
icvldil@gmail.com;fa2@ilpgt.com 678623 Email :
sasidharan@ilpgt.com; mraj@ilpgt.com;gireesh
@ilpgt.com,
commercial@ilpgt.com;fa2@ilpgt.com;nazeera
@ilpgt.com; pkv@ilpgt.com; remith@ilpgt.com
139|FLOW ELEMENT - HYDROPNEUMATICS PVT. LTD.  |Mr. DM Bichu G/B, Hill Crown Works-1->Mr. DM Bichu D2/6, Bicholim
ORIFICE Apts., College Road Mapusa Industrial Estate, -Bicholim-Goa India Phone-
Phone- 0832-2360364 Pincode : |0832-2360364 FAX : 0832-2360368 Pincode
403507 Email : 1 403529 Email :
aiavrc@hvdronnenmatics. co.in i i i
140(FLOW ELEMENT - Flow Star Engineering Pvt. Ltd., |MR. KHALID AKHTAR/MR. TAPAN | Works-1->MR. KHALID AKHTAR/MR. TAPAN

ORIFICE KUMAR JANA Plot No-7 F/2, KUMAR JANA Plot No-7 F/2, Northern India
Northern India Industrial 20/3, |Complex,20/3, Mathura Road -FARIDABAD-
Mathura Road FARIDABAD HARYANA INDIA Phone- 0129-4069661, FAX
Phone- 9818176380 Pincode : : 0129-4069663 Pincode : 121005 Email :
121005 Email : tkjana@flowstar.co.in
khalid@flowstar.co.in
141|FLOW ELEMENT - MICRO PRECISION PRODUCTS Mr. Anil Bhati, H.B. No.-40, Works-1->Mr. SANJEEV CHAUHAN ,H.B. No.-

ORIFICE PVT. LTD. Revenue Estate, Village- 40 Others Revenue Estate, Village-Dudhola,
Dudhola, Tehsil & Distt. Palwal Tehsil & Distt.-Palwal -Faridabad-Haryana
FARIDABAD Phone- India Phone- 9560742713 FAX : Pincode :
9560742713;095607427 Pincode (121002 Email : anil.bhati@wika.com
1 121002 Email :
anil hhati@ailka com.
142|FLOW ELEMENT - MINCO (INDIA) FLOW ELEMENTS |Mr. Raghavendra M. Kulkarni D2- | Works-1->Mr. Raghavendra M. Kulkarni Dir

ORIFICE

PVT. LTD.

49/50, Tivim Industrial Estate,
Karaswada Mapusa Phone- 0832-
2257059 Pincode : 403526

Email :
aicflowelement@aicanindia com

D2-49/50, Tivim Industrial Estate,Karaswada -
Mapusa-GOA INDIA Phone- 0832-2257059
FAX : 022-24455026 Pincode : 403526
Email : gicflowelement@giconindia.com
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143|FLOW ELEMENT - STAR-MECH CONTROLS (I) SUSHILLOTAM, SUSHILLOTAM, Works-1->VIVEK GOTE/ MAHUNDRA
ORIFICE PVT.LTD. 29/3A/3, SASANE NAGAR, BANSODE Sr no.54, Plot No.llI0,Swami
HADAPSAR, PUNE Phone- ViVekanand Industrial Est. HADAPS -PUNE-
02026970450 Pincode : 411028 |MAHARASHTRA INDIA Phone- 02026970450
Email : marketing@starmech.net|FAX : 02026970470 Pincode : 411028
Email : marketing@starmech.net
144|FLOW ELEMENT - CHEMTROLS INDUSTRIES PVT.  |Mr. K. NANDAKUMAR AMAR Works-2->+Works -II :M/s Chemtrols Samil

ORIFICE LTD. HILL, SAKI VIHAR ROAD, (I) Pvt. Ltd.,Plot No.F-43,44 Others Additional
POWAI, MUMBAI Phone- 022- Ambernath Industrial ,M.1.D.C., Ambernath -
67151261 Pincode : 400072 Thane-MAHARASHTRA INDIA Phone- 22-
Email : 67151261,9821014902 FAX : 91-22-
manikandan@chemtrols.com 28571913 Pincode : 421503 Email :
manillandan@chamtrale com
145|FLOW ELEMENT - INSTRUMENTATION ENGINEERS |SH.N.V.RAM GOPAL/MS. Works-1->MR. A.V.MURTHY/MR. K.T.

ORIFICE PVT LTD N.NIHARIKA PLOTS 1,2,3, PHASE-|RAVISANKER PLOTS 1,2,3, PHASE-IIL,IDA,
111, IDA, JEEDIMETLA JEEDIMETLA -HYDERABAD-TELANGANA
HYDERABAD Phone- 9848407365 |INDIA Phone- 9885107312 FAX : 040-
Pincode : 500055 Email : 23096401 Pincode : 500055 Email :
iedelhi@ieflowmeters.com sales@ieflowmeters.com
146|FLOW ELEMENT - DYNAFLUID VALVES AND FLOW  |Mr. Yogish M. Kulkarni Plot # 23, | Works-1->Mr. Yogish M. Kulkarni Dir Plot #
ORIFICE CONTROLS (P) LTD. Udyambag, Belgaum Phone- 23, Udyambag, -Belgaum-KARNATAKA INDIA
0831-4210386 Pincode : Phone- 0831-4210386 FAX : 0831-4210386
590008 Email : yogish@dyna- |Pincode : 590008 Email : yogish@dyna-
fluid com fluid_ com
147[INSTRUMENT FITTINGS |HP VALVES & FITTINGS INDIA S. Harichandran/P.S. Pandi B-11, | Works-1->S. Harichandran/ P.S. Pandi B-

PVT. LTD.

Mugappair Industrial Estate,
CHENNAI Phone- 044 26252537
Pincode : 600037 Email :
sales@hpvalvesindia.com

11, Mugappair Industrial Estate, -CHENNAI-
TAMIL NADU INDIA Phone- 044-25252537
FAX : 044-26252538 Pincode : 600037
Email : sales@hpvalvesindia.com

148

INSTRUMENT FITTINGS

AURA INCORPORATED

NIRAJ SHARAN/SUJIT KUMAR W-
167A, GREATER KAILASH-II
NEW DELHI Phone- 9810182430
Pincode : 110048 Email :
niraj@aurainc.com

149

INSTRUMENT FITTINGS

PRECISION ENGINEERING
INDUSTRIES

K. SITARAM/ K. SRINIVAS
7,SIDHAPURA INDUSTRIAL
ESTATE S.V.
ROAD,GOREGAON(W) MUMBAI
Phone- 022 42631700 Pincode :
400 062 Email : peiks@vsnl.com

Works-1->ALEX BAPTIST/ K. SRINIVAS 7.
SIDHAPURA INDUSTRIAL ESTATE,SV ROAD,
GOREGAON(WEST) -MUMBAI-MAHARASHTRA
INDIA Phone- 022-42631700 FAX : 022-
40035259 Pincode : 400 062 Email :
srinivas@precision-engg.com

150

INSTRUMENT FITTINGS

Comfit & Valve Pvt. Ltd.

Mr. Jeetu Jain/Mr. Vinay Sosa
Survey No. 23/1, Part 2,
Ahmedabad-Mehsana Highway
Laxmipura, Nandasan Phone-
02764-267036/37 Pincode :
382705 Email : marketing@com-

fit com

Works-1->Miss Sonal Pithadia/Miss Pavan
Chavda Survey No. 23/1, Part 2, Ahmedabad-
Mehsana Highway, Laxmipura -Nandasan-
GUJARAT INDIA Phone- 8460848087 FAX :
2764-267036/37 Pincode : 382705 Email :
domestic@com-fit.com

151

INSTRUMENT FITTINGS

Perfect Instrumentation Control
(India) Pvt. Ltd.

MD Hussain Shaikh/Shahanawaz
Khan Gala No. 168, Loheki
Chwal,216/ 218, Maulana Azad
Rd. Nagpada Junction Mumbai
Phone- 91-9324383121 Pincode
: 400008 Email :
shahanawaz.khan@perfectinstru
mentation.com

Works-1->Shahanawaz Khan Vishweshwar
Ind. Premises Co-op Soc. Ltd,F-18/19,
Pradhikaran,Bhosadi MIDC -PUNE-
MAHARASHTRA INDIA Phone- 020-30694134
FAX : 022-23013010 Pincode : 411026
Email :
shahanawaz.khan@perfectinstrumentation.co
m

152

INSTRUMENT FITTINGS

Arya Crafts & Engineering Pvt.
Ltd.

Mr.Sanjay Brahman/Mr.Shyam
Vazirani 102, Vora Industrial
Estate No.4 Navghar, Vasai
Road (E) Dist.Thane, Mumbai
Phone- +91-250-2392246
Pincode : 401210 Email :

an/a@an/aanan com

153

INSTRUMENT FITTINGS

FLUIDFIT ENGINEERS PVT. LTD.

Mr. Abbas Bhola Potia Building
No. 2, Office No. 3,292, Bellasis
Road,Mumbai Central (East)
Mumbai Phone- 9920044113
Pincode : 400008 Email :
ab@fluidfitengg.com

Works-1->Mr. Abbas Bhola Unit No. 16,
Supreme Industrial Estate,Kaman Bhiwandi
Road,Devdal, -Vasai East-MAHARASHTRA
India Phone- 9920044113 FAX :
07303178243 Pincode : 401208 Email :
ab@fluidfitengg.com
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154

INSTRUMENT FITTINGS

VIKAS INDUSTRIAL PRODUCTS

S.R.SINGH/NAVEEN SINGH B - 2,
SECTOR - 6, NOIDA Phone-
+91-9810122070 Pincode :
201301 Email :

naveensinah@vsnl com

Works-1->S.R.SINGH/ NAVEEN SINGH B -
2, SECTOR - 6, -NOIDA-UTTAR PRADESH
INDIA Phone- 0120-4352940 FAX : 0120-
4352940 Pincode : 201301 Email :

naveensinah@vsnl com

155

INSTRUMENT FITTINGS

Fluid Controls Pvt. Ltd.

Sophie Y. Moochhala/Mayur
Rajput J.V.PATEL, I.T.I CMPD,
B.MADHUKAR MARG,
ELPHINSTONE ROADSTN.(WR),
MUMBAI Phone- (022) 43338000
Pincode : 400013 Email :
sales@fluidcontrols.com

Works-1->Mr. Tansen Choudhari/Mr.
Mahesh Darekar Shed No.8, Lonavla Indl.Co-
op.Estate Ltd,Nagargaon, -Lonavla-
MAHARASHTRA INDIA Phone- 9823951347
FAX : (02114) 271132 Pincode : 410 401
Email : factory@hyd-air.com

156

INSTRUMENT FITTINGS

PANAM ENGINEERS

Mr. Santosh Shukla 203, Jaisingh
Business,Parsiwada, Sahar
road,Andheri(East), Mumbai,
Phone- 9892179529, Pincode :
400099, Email :

cantnch@nanamenaineers com

Works-1->Mr. Santosh Shukla Others R-
628, TTC Industrial Area, MIDC Rabale, -Navi
Mumbai-MAHARASHTRA India Phone-
9821350761, FAX : 022-27695559, Pincode
1 400701, Email :

calec@Mnanamenaineers com

157|ELECTROMAGNETIC V.A Valves Mr.Vishal Jain, Udyog Nagar, Works-1->Mr.Vishal Jain Dir Udyog Nagar,
FLOW METER Gadaipur, Jalandhar Phone- Gadaipur, -Jalandhar-PUNJAB INDIA Phone-
9872626376 Pincode : 144004 |01812601741,9872626376 FAX : Pincode :
Email : 144004 Email :
sunnort@fedrelflowmeters com sunnort@fedrelflowmeters com
158|ELECTROMAGNETIC Adept Fluidyne Pvt. Ltd. Vinayak Gadre Plot No Works-1-> Plot No 4,S.No.17/1-B Kothrud
FLOW METER 4,5.No.17/1-B Kothrud Industrial |Industrial Estate -Pune-MAHARASHTRA india
Estate Pune Phone- 020 Phone- 020 25464551 FAX : Pincode :
25464551 Pincode : 411038 411038 Email : info@adeptfluidyne.com
Email : info@adeptfluidyne.com
159|ELECTROMAGNETIC Electronet Equipments Pvt Ltd. Mr. Rajendra Nagaonkar/MD, Works-1-> Others Plot No. 84, 85 & 86,
FLOW METER Plot No. 84, 85 & 86, Tiny Tiny Industrial Estate, Kondhwa Budruk -
Industrial Estate Kondhwa Pune-MAHARASHTRA INDIA Phone- 20-
Budruk, Pune Phone- 26932039 FAX : 20-26934122 Pincode :
9822015256 Pincode : 411048 411048 Email : ho@eeplindia.com
Email : ho@eeplindia.com
160|ELECTROMAGNETIC SCIENTIFIC DEVICES (BOMBAY) |Office no. 53, Shree Manoshi Works-1->Scientific Center, Others By-Pass
FLOW METER PVT LTD, Complex, Plot No. 5 & 6, Sec-3, |Junction,Near Kalsekar College kausa,
Ghansoli (East), Navi Mumbai, mumbra, Thane -Mumbai-MAHARASHTRA
Phone- 9892230623, Pincode : |INDIA Phone- 022-25491409,9892230623
400 701, Email : FAX : Pincode : 400612 Email :
cedhnl@wvenl com cedhnl@wvenl com
161|ELECTROMAGNETIC NIVO CONTROLS PVT. LTD. Mr. Praveen Toshniwal 104-115, Works-1->Mr. S L Sadani Others 104 -
FLOW METER Electronic Complex, Indore 115, Electronic Complex -Indore-MADHYA

Phone- 0731-4081305 Pincode :
452010 Email :
sales@nivocontrols.com

PRADESH INDIA Phone- 0731-4081307 FAX :
Pincode : 452010 Email :
sales@nivocontrols.com;sadanis@nivocontrols

com
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NTPC RAMAGUNDAM -1 & I
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

SUB-VENDOR LIST

SPECIFICATION NO. PE-TS-467-571-A901

SECTION : |

SUB-SECTION : D

REV. 00

SHEET 10F1

1. REFER ELECTRICAL AND C&l SPECIFICATION FOR APPLICABLE SUB-
VENDOR LIST FOR THE RELEVANT ITEMS, FOR REFERENCE.

ANNEXURE-I

THE LIST OF ALL BOUGHT OUT ITEMS WITH MAKES AND COUNTRY OF
ORIGIN AND CONTACT DETAILS OF THE MANUFACTURERS TO BE
MENTIONED ALONG WITH OFFER TO BE SUBMITTED IN THE FORMAT
ATTACHED IN SECTION Il AS AN INFORMATION TO BHEL.

ACCEPTANCE OF MAKES SHALL BE SUBJECT TO BHEL/ CUSTOMER
ACCEPTANCE DURING THE DETAILED ENGINEERING WITHOUT COST AND

DELIVERY IMPLICATION TO BHEL.
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NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT

TECHNICAL SPECIFICATION
MANDATORY SPARES LIST

SPECIFICATION NO. PE-TS-467-571-A901

SECTION : |

SUB-SECTION : D

REV. 00

SHEET 10OF7

ANNEXURE-II

MANDATORY SPARES LIST
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e NTPC RAMAGUNDAM - 1 &I SPECIFICATION NO. PE-TS-467-571-A901
Hﬁll (3x200 MW + 3x500 MW) SECTION : |
GYPSUM DEWATERING EQUIPMENT | SUB-SECTION : D
REV. 00
TECHNICAL SPECIFICATION SHEET 2 OF 7
MANDATORY SPARES LIST
I. MECHANICAL
l\?(l) PARTICULARS QUANTITY
1 Hydro-cyclones  (Gypsum  Primary  Dewatering,
" | Secondary Waste Water and any other Hydrocyclone) &
. 10% of each type OR NE
a. | Hydro-cyclone Isolation Valve 1 no. whichever is higher Ej
L’
10% of each type OR B
b. | Hydro-Cycl p
ydro-tycione 1 no. whichever is higher o
c Hydro-Cyclone rubber lining-Feed chamber and Overflow | 10% of each type OR &+
" | chamber 1 no. whichever is higher 5
. . 10% of each type OR M-
o)
d. | Vortex finder & Apex inserts 1 no. whichever is higher e
¢
T
. [N}
2. | Vacuum Belt Filter a.
a. | Filter Cloth 4 sets &
b. | Belt 1sets it
c. | Vacuum Box Seals 2 sets 2
d. | Drive Motor 1 no. IEE
o
w
3. | Vacuum Pumps -+
a. | Pump Impeller Assembly 1 no. gg
b. | Pump Bearing 1set gg
(@)
c. | Seals 1set N
d. | Motor 1 no. E:
(@)
4. | Vacuum Breaker Valves i4
a. | Valve Assembly 1 no. a8
b. | Actuator 1 no. ::)
T
5. | Slurry Pumps 4
a. | Impeller Assembly 4 no. of each type and size
b. | Complete Casing 1 no. of each type and size
c. | Casing Liners (where replaceable liners are provided) 1 set*
d. | Seals 4 set of each type and size
e. | Bearings 1 no. of each type and size
f. | Motor 1 no. of each type and size
g. | Gear Box 1 no. of each type and size of pump
h. | Motor-Pump Coupling 1 no. of each type
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(g o)

NTPC RAMAGUNDAM -1 & 1l SPECIFICATION NO. PE-TS-467-571-A901
(3x200 MW + 3x500 MW) SECTION - |
GYPSUM DEWATERING EQUIPMENT | SUB-SECTION : D
TECHNICAL SPECIFICATION ::‘E'Egos -
MANDATORY SPARES LIST

6. | Slurry Valves 4 nos. of each type and size
7. | Slurry Line Bends 4 nos. of each type and size
8. | Sump Pumps
a. | Complete Impeller Assembly 1 no. of each type Sg
b. | Casing Liners 1 set* of each type -:j
c. | Bearing 1 set* o
d. | Motor 4 no. of each type Eé
kS
e. | Pump discharge valve assembly 1 no. of each type <«
;
9. | Horizontal Centrifugal Pumps |~'5
a. | Complete Impeller Assembly 1 nos. of each type hi
b. | Casing Liners 1 set* of each type -
c. | Bearing 1 set* ELI
d. | Motor 1 no. of each type %
\
e. | Pump discharge valve assembly 1 nos. of each type H=
Any change in size, material, design etc., which obviates one to one replacement of the part shall be Ll
considered a different type. Ei
*Unless otherwise stated, a set shall mean complete replacement for one equipment. 0
X
<
Il. MANDATORY SPARES - CONTROL & INSTRUMENTATION <)
SI. NO. PARTICULARS QUANTITY <
1.01.00 | MEASURING INSTRUMENTS 5
(i) Transmitters of all types and model no. (for |.f
measurement of pressure, differential pressure, flow, | 10% or 1 no. of each type and L
1.01.01 . . . . . (@)
level, temp, etc.). This shall include magnetic/ | model, whichever is more. s
electromagnetic flow meter, mass flow meter also. o
1.01.02 Temp Elements along with thermo-well (except | 10% or 2 no. of each type, model & T
o winding temp elements of motor) length, whichever is more. e
(i) Process Actuated Switches (Pressure, Differential 10% or 2 no. of each type and %2
1.01.03 | pressure, flow, level, temp) ) . -
I . . model, whichever is more. H-
(ii) Limit switches (for pneumatic and manual valves)
1.01.04 Local Gauges for Pressure, Differential pressure, flow, | 5% or 1 no. of each type, model
o level, temp and range, whichever is more.
PROCESS CONNECTION PIPING (For Impulse Piping /
1.02.00 . . .. .
Tubing and Air Supply Piping, as applicable)
. -
a. Valves of all types and models 10% or 1 no. of each ty.pe, class, size
and model whichever is more.
10% or 1 no.of each t I i
b. 2 way, 3way, 5way valve manifolds %or 1no o7 each type, class, size
and model whichever is more.
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I 10% or 1 packet of each type, class,
C. Fittings . . .
size and model whichever is more.
5% of each model or 1 no.
d. Purge meters . .
whichever is more.
0,
.. Filter regulators 20@ of egch model or 2 nos.8
whichever is more. L
Ly
CONTROL VALVES, ACTUATORS & ACCESSORIES +
(Following items shall be provided under this clause S
1.03.00 . . . X
for all modulating control valves being supplied under L
this package, as applicable) NE
J
0, I
a. Pneumatic and electro-hydraulic actuator assembly 10% or.1 no- O].c each type, model ¢
and rating, whichever is more. ¥
b. Va!ve trim (.|nclud|ng cage, plug, stem, seat rings, 1 set for each type of control valve. E?
guide bushings etc.) ]
c. Diaphragms, ‘O’ rings, seals etc. of all types make etc. | 100% 0.
o, £
d. Pressure Gauges of all types, make, rating etc. 104) or 2 n(?s. of each type D
whichever is more H-
.
109 2 .
e. Solenoid valves (if applicable) Oé or n(?s of each type <
whichever is more =
D
¢ Positioner units (complete unit) & accessories (link 10% or 1 no. of each type i
' assembly) whichever is more 55
P tic air-filter/Regulator of each t k +
g. n(.euma ic air-filter/Regulator of each type, make 10% or 2 Nos., whichever is more <C
rating etc. éé
. 10% or 2 nos. of each type &
h. Air lock relays . . I
whichever is more B
it
PNEUMATICS ISOLATION / BLOCK VALVES, i_|_
1.04.00 | ACTUATORS & ACCESSORIES (For all ON/OFF valves @
supplied under this package, as applicable) EE
10% or 1 no. of each | £
a. Pneumatic actuator assembly 0% or % no. oreac t\(pe, model ¢
and rating, whichever is more. W
b. Diaphragms, ‘O’ rings, seals etc. of all types make etc. | 100% 98]
Limit switch | ; es (link -
c imit switches (complete unit) & accessories (lin 10% or 2 Nos., whichever is more -
assembly)
d Pn(.eumatlc air-filter/Regulator of each type, make 10% or 2 Nos., whichever is more
rating etc.
0,
e. Solenoid valves 10@ or 2 NPS' of each type,
whichever is more
1.05.00 | ELECTRICAL ACTUATORS, as applicable
a. Actuators 1 no. of each type and rating
b. Electronic PCB of all types 10% of each type & model
c. Absolute Encoder (replaceable part) 5% of each type & model
d. Electronic Torque sensor 5% of each type & model
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1.06.00 | SOLENOID VALVES, as applicable
a. Solenoid Valves 10% of each type, rating and model
b. Solenoid Valve COILS 10% of each type, rating and model
1.07.00 | VFD SYSTEM Eg
a. Electronic cards +
(i) Control modules 1 no. of each type & rating Iﬁ'é
(ii) 1/0 module 1 no. of each type & rating &
(iii) Power supply modules 1 no. of each type & rating I
(iv) Gate module including gate transformer 100% of one channel NE
b. Power device (Thyristor, IGBT etc.) bridge leg 1 no.(Qty. for one ph.) i
Over voltage limiter and surge suppressor network 1set 23
Semi-conductor fuses for Power device (Thyristor, op
d. 1set H-
IGBT etc.) )
e. Power & Control fuse 25% of installed quantity 0-
f. Control Transformer 1 no. of each type & rating S
g. Contactor/Breaker 1 no. H
h. CT/VT 1 no. of each type & rating Q
i Indicating lamps 100% of each type & rating 53
I Auxiliary contactors & relays 1 no. of each type & rating Ll
k. Indicating lamp holder full set 15% of each type and colour i)
l. Panel mounted meters 1 no. of each type & rating 2§
q
NOTE: F
1 Wherever set is mentioned, one set of the spares of that item shall be for completeﬁi
replacement of that particular item for one equipment. H-
2 Any fraction of a item shall mean the next higher number. S
Wherever quantity has been specified as percentage (%), the quantity of mandatory sparesE;
3 to be provided by contractor shall be the specified percentage (%) of the total population of ¢
the plant. In case, the quantity so calculated happens to be fraction, the same shall be
rounded off to next higher whole number. @
Wherever the quantities have been indicated for each type, size, thickness, material, radius, %:)
4 range, etc., these shall cover all the items supplied and installed and the breakup for these-
shall be furnished in the bid.
In case, spares indicated in the list are not applicable to the particular design offered by the
5 bidder, the bidder should offer spares applicable to offered design with quantities generally
in line with the approach followed in the above list.
Note(s):

1. One set means 100% complete replacement of the particular component/equipment, as
mentioned i.e., Set for the particular equipment, would include all components required to
replace the item. For example, a set of bearing shall include all hardware normally required
while replacing the bearings.
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It is further, intended that the assembly / sub-assembly which have different orientation (like
left hand or right hand, top or bottom), different direction of rotation or mirror image
positioning or any other reasons which result in maintaining two different sets of the spares
to be used for the subject assembly / sub-assembly, these shall be considered as different
types of assembly/sub-assembly.

Wherever the quantities have been indicated for each type, size, thickness, material, radius,
range etc. these shall cover all the items supplied and installed.

In case spares indicated in the list are not applicable to the particular design offered by the
bidder, the bidder should offer spares applicable to offered design with quantities generally
in line with the approach followed in the above list.

Any item which is quoted as “not applicable” in the above list and is found to be “applicable”
at a later date shall be supplied by the Bidder without any commercial implications. The Bidder
shall note that if there in any change/ variation in equipment/ system during detail
engineering which causes any change/ variation in the essential spares quantity, the same
shall be supplied without any commercial implications. The price indicated for the mandatory
spares shall be considered for the purpose of evaluation.

All the spares shall be manufactured along with the main equipment components as a
continuous operation as per same specification and quality plan. Mandatory spares shall not
be dispatched before dispatch of corresponding main equipment. The spares shall be treated
and packed for a long storage under the climatic condition prevailing at site.

The bidder shall indicate the service expectancy period for the mandatory spare parts under
normal operating conditions before replacement is necessary.

All spares supplied under this contract shall be strictly interchangeable with parts for which
they are intended for replacements. These spares should include all mounted accessories like
components, boards, add or items, fitting, connectors etc. and be complete in all respects so
that the replacement of the main items by these spares does not require any additional item.
The vendors must conform the pair to pair compatibility of each electrical spares modules
with the modules should be supplied in the original package. All electronic modules should be
pre-set and/or pre-programmed for ready use at site. Alternatively, suitable instruction sheet
indicating the details of required PCB jumper position, BCD which is setting, EPROM/PROM
listing etc. should be packed along with each module. Also a caution mark sign should be put
on all such module which needs pre-setting/pre-programming before putting them in to
service. The spare shall be treated and properly packed for long term storage.

Each spare shall be clearly marked and labelled on the outside of the packing with its
description. When more than one spare part is packed in single case, a general description of
the contents shall be shown on the outside of such case and a detailed list enclosed. All cases,
containers and other packages must be suitably marked and numbered for the purpose of
identification. All cases, containers or other packages are to be opened for such examination
as may be considered necessary by the Employer.
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10.

11.

12.

The bidder shall warrant that all spares supplied will be new and in accordance with the
Contract Documents and will be free from defects in design, material and workmanship.

The Contractor will provide Employer with cross-sectional drawings, catalogues, assembly
drawings and other relevant documents so as to enable the Employer to identify and finalize
order for recommended spares.

The bidder shall guarantee the long term availability of spares to the Employer for the full life
of the equipment covered under the Contract. The bidder shall guarantee that before going
out of production of spare parts of the equipment covered under the Contract, he shall give
the Employer at least 2 years advance notice so that the latter may order his bulk requirement
of spares, if he so desires. Further, in case of discontinuance of manufacture of any spares by
the bidder and/or his Sub-vendors, bidder will provide the Employer, two years in advance,
with full manufacturing drawings, material specifications and technical information including
information on alternative equivalent makes required by the Employer for the purpose of
manufacture/procurement of such items.
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ANNEXURE- Il

1.01.00 ‘ INSPECTION AND TESTS DURING MANUFACTURE

1.01.01 The method and techniques to be used by the Bidder for the control of quality during
manufacture of all plant and equipment shall be agreed with the Owner.

1.01.02 The Owner’s general requirements with respect to quality control and the required shop tests
are set out elsewhere in this specification.

1.01.03 Before any item of plant or equipment leaves its place of manufacture, the Owner shall be given
the option of witnessing inspections and tests for compliance with the specification and related
standards.

1.01.04 Advance notice shall be given to the Owner as agreed in the Contract, prior to the stage of
manufacture being reached, and the piece of plant must be held at this stage until the Owner
has inspected the piece, or has advised in writing that inspection is waived. If having consulted
the Owner and given reasonable notice in writing of the date on which the piece of plant will be
available for inspection, the Owner does not attend, the Bidder may proceed with
manufacturing having forwarded to the Owner duly certified copies of his own inspection and
test results.

The owner’s representative shall have at all reasonable times access to bidder’s or his sub-
vendor’s premises and shall have power to inspect/ examine materials and workmanship or
equipment under manufacture.

The Bidder shall forthwith forward to the engineer duly certified copies of the Test Certificates
in six copies (one to the Purchaser and five to the Consulting Engineer) for approval. Further
nine (9) copies of Shop Test Certificates shall be bound with Instruction Manuals referred to
elsewhere in the specification.

For electrical equipment, routine tests as per relevant IS/International standard as detailed in
the specification are to be carried out on all equipments. Type tests are also to be carried out
on selected equipment as detailed in the specifications of the electrical equipment concerned.

1.01.05 Under no circumstances, any repair or welding of castings be carried out without the consent of
the Engineer. Proof of the effectiveness of each repair by radiographic and/or other
non-destructive testing technique, shall be provided to the Engineer.

1.01.06 All the individual and assembled rotating parts shall be statically and dynamically balanced at
the works. Where accurate alignment is necessary for component parts of machinery normally
assembled on site, the Bidder shall allow for trial assembly prior to dispatch from place of
manufacture.

1.01.07 All materials used for the manufacture of equipment covered under this specification shall be of
tested quality. Relevant test certificates shall be made available to the Purchaser. The
certificates shall include tests for mechanical properties and chemical analysis of representative
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material. Equipment or parts coming under any statutory Regulations shall be certified by a
Competent Authority under the regulations in the specified format.

1.01.08 All pressure parts connected to pumping main shall be subjected to hydraulic testing at a
pressure of 150% of shut-off head for a period not less than 30 minutes. Other parts shall be
tested for one and half times the maximum operating pressure, for a period not less than 30
minutes.

1.01.09 All necessary non-destructive examinations shall be performed to meet the applicable code
requirements.

1.01.10 All welding procedures adopted for performing welding work shall be qualified in accordance
with the requirements of Section-IX of ASME code or IBR, as applicable. All welded joints for
pressure parts shall be tested by liquid penetrant examination according to the method outlined
in ASME Boiler and Pressure Vessel code. Radiography, magnetic particle examination
magnaflux and ultrasonic testing shall be employed wherever necessary/ recommended by the
applicable code. At least 10% of all major butt welding joints shall be radiographed unless
otherwise stipulated.

Bidder’s scope shall include to preparation of all necessary documents, co-ordination and follow
up for above approval related to bidder's works. Owner shall only forward assistance/
endorsement of documents /design /drawings /reports/records to be submitted for approval as
stipulated/ required by Statutory Authorities till registration of the unit and clearance for
commercial operation.

1.02.00 ‘ PERFORMANCE TESTS AT SITE ‘

1.02.01 The full requirements for testing the equipment/ system shall be agreed between the Owner
and the Bidder prior to Award of Contract. The completely erected System shall be tested by
the Bidder on site under normal operating conditions. The Bidder shall also ensure the correct
performance of the System under abnormal conditions, i.e. the correct working of the various
emergency and safety devices, interlocks, etc.

1.02.02 The Bidder shall provide complete details of his normal procedures for testing, for the quality of
erection and for the performance of the erected plant. These tests shall include site pressure
test on all erected pipe work to demonstrate the quality of the piping and the adequacy of joints
made at site.

1.02.03 The Bidder shall furnish the quality procedures to be adopted for assuring quality from the
receipt of material at site, during storage, erection, pre-commissioning to tests on completion
and commissioning of the complete system/equipment.
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1.03.00 | SPECIFIC INSPECTION REQUIREMENT FOR COMPONENTS/EQUIPMENTS

1. Hydro-cyclones

a. Visual

b. Dimensional etc.

2. Pumps :

c. All pressure parts shall be hydraulically tested at 150% of the shut-off head or 200% of
rated head, whichever is higher for 30 minutes. No leakage is allowed.

d. Impeller and rotor shall be first statically balanced and then dynamically balanced
according to ISO 1940 (in the case of impellers this shall be done before and after
mounting of the service rotor shaft).

e. Vibration levels measured on the non-rotating parts shall not exceed the zone limit “B”
as defined in ISO 10816 at steady conditions and shall not exceed the zone limit “C” as
defined in ISO 10816 at transient conditions.

f List of Non-Destructive test over and above the material test are as follows:

Casing: Material test, Magnetic particle (MPI), DP and Hydro test, as applicable
Impeller- DPT and MPI as applicable
Shaft- Ultrasonic (UT), DPT and MPI
Sleeve- DP and Hardness test/ Manufacturer’s recommendation
Mechanical Seal- Manufacturer’s recommendation.
Base Plate- Stress relieving of weld.
Replaceable Rubber liner- Shore Hardness, Class and Type certificate
g. Vibration test and Noise level test shall be witnessed at shop. (as already stated above.)
h Mechanical running and the performance test shall be conducted for Pump at the
' Bidder’s works before dispatch or where the test facilities are available. All pumps to be
performance tested as per Hydraulic Institute Standard/Indian Standard. Performance
test to include check for noise, vibration level and temperature rise.
i The Bidder shall conduct performance test for the remaining pump and submit the
' reports.
3. Vacuum Belt Filters:

a. Impeller, casing and shaft of vacuum pumps shall be tested for chemical and mechanical
properties as per relevant standard. All plates above 40 mm shall be 100% Ultrasonically
tested.

b. UT on shaft (if greater or equal to 40mm) and impeller shall be carried out.

c All vacuum pumps shall be tested at shop for capacity, power, pressure, efficiency, noise
and vibration etc.

d. Filter cloths and belts shall be tested for physical properties as per relevant Standard.
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General Inspection Requirements to be considered are as below:

SI.No.

Item

Inspection & Test Iltem Remarks

1.

Hydro-cyclones

Material certificate check

Dimensional Inspection

Pumps

Material certificate check Shaft & impeller only

Dimensional inspection

Non-destructive testing DPT on shaft & impeller

Hydrostatic test

Balancing Test Static & dynamic

Performance test Incl. Noise & Vibration

Motors

Material certificate check

Non Destructive Testing

Dimensional inspection

Balancing Test Static & dynamic

Function test

Vacuum Belt filter
(with Accessories)

Material certificate check

Dimensional inspection

Function test Short time no load test

Vacuum Receiver

Material certificate check

Dimensional inspection

Hydrostatic Test

Belt Filter Vent Fan

Material certificate check

Dimensional inspection

Performance Test

Conveyor & Silo
Extraction Device

Material certificate check

Dimensional inspection

Function Test Short time no load test

Rubber lining Pipe

Dimensional inspection

Visual Inspection

Spark Test

Flow Nozzles

Material certificate check

Dimensional Inspection
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10. | Control Panel Insulation Resistance Test
Dielectric Strength Test
Function Test
Dimensional Inspection o
o
11. | Control valve & | Material certificate check E
valves
Hydrostatic test E
o
Seat leak test %
Function test ~
i
Dimensional Inspection ('B
s
12. | RTD Material certificate check i)
Ll
Performance test o
Hydrostatic test 5
13. | Shut off valve Material certificate check |<_E
@)
Hydrostatic test T
O
Seat Leak test L
o
Function Test ;
Dimensional Inspection ®)
Z
14. | Flow meter Material certificate check T
O
. . Lu
Calibration Test =
L
Dimensional Inspection O
|_
Hydrostatic test %
15. | Butterfly Valve Material Certificate check %
Non-destructive testing n
I
Hydrostatic test =
Operation test Motorized valve only
Valves and Specialties shall be tested as per relevant standards / codes. Seat Leakage and
2. hydraulic test to be carried out as per relevant standards /codes.
3. Pipes and fittings shall be tested as per relevant standards/ codes.
MQP (Manufacturing Quality Plan) shall be submitted by the bidder along with the
4. technical offer. Above mentioned item-wise inspection requirement is tentative only and
shall be mutually discussed and finalized during detailed engineering.
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Bidder shall furnish written copies of shop production, fabrication and quality test
procedures and drawings to be used for review by BHEL / BHEL’s Customer prior to
manufacture. Inspection of above mentioned tests by BHEL/ BHEL’s Customer
representative at bidder’s works is envisaged.

The Bidder shall furnish performance test procedure along with standard. The test
procedure will be reviewed and approved by the BHEL / BHEL’s Customer.

A dynamic balancing certificates stating that the rotating assembly has been balanced
dynamically shall be sent to BHEL/ BHEL’s Customer within one (1) week of the successful
completion of balancing.

Vibration levels shall be measured during shop running/performance tests.

For surfaces with rubber lining, Welding shall be visually inspected to verify the absence
of rough area and unacceptable transition between surfaces which prevent the adequate
adherence of rubber. The acceptance criteria shall be as per latest standard.

10.

For surfaces with rubber lining, degree of cleaning shall be visually checked before the
application of the coating. There must be no area with oxidation, dirt or partially or
generalized corrosion defects.

11.

Test certificates shall be issued for each lot of raw material used in the coating,
corresponding to specific weight and traction resistance.

12.

For surfaces with rubber lining, adherence test shall be conducted on production
samples. Adherence test shall be conducted on the actual surface through hammering.
In order to verify the absence of air pockets (or) surface without adherence.

13.

For surfaces with rubber lining, Coating thickness shall be checked at 100%. A High
voltage porosity test will be conducted on 100 % of the coated surface.

14.

Equipment shall not be released for shipment, until shop tests data and performance
tests curves have been approved by Owner.

15.

Bidder should furnish performance guarantee as per applicable standard guarantee for
the design, manufacture, material and safe operation of the equipment’s.

16.

BHEL/BHEL’s Customer of their authorized third party inspection agency representative
shall witness the test at Bidder's works and a notice of minimum three (3) weeks shall be
given for attending the inspection.

The charges for Inspection agency (TPIA) in India will be in BHEL scope. However, the
charges for inspection outside India will be in bidder's scope.

17.

Bidder to arrange all calibrated gauges, Instruments during inspection at works and also
during performance test at site.

All inspection, measuring and test equipment(s) used by Bidder shall be calibrated (at
accredited laboratory, as applicable) periodically depending on its use and criticality of
the test/measurement to be done. The Bidder shall maintain all the relevant records of
periodic calibration and instrument identification, and shall produce the same for
inspection by the Owner. Wherever asked specifically, the Bidder shall re-calibrate the
measuring/test equipment in the presence of Project Manager/Inspector.

18.

Mechanical running test shall be carried out for Vacuum Belt Filter, Vacuum Pump & Belt
Filter Wash Pump. Bidder to arrange suitable Motor for the shop test and inspection.

19.

In case, order is placed on a foreign vendor (i.e. supplies from outside India), vendor will
tie-up with BHEL approved inspection agency on their own cost and carry out inspection
as per the Quality Plan approved by BHEL/ BHEL’s Customer. Vendor shall furnish BHEL
the inspection reports and other documents required as per approved Quality plan duly
signed by the Inspection Agency after their witness for review and acceptance.
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A Quality Plan Doc No. PE-V0-467-571-A101 is enclosed with this specification for reference of
the bidder. The Quality Plan shall be finalized during the detailed engineering.
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To be read along with Section I-Sub Section D- Annexure-III

SUB-SECTION-V-QM1

FLUE GAS DESULPHURISATION SYSTEM

‘Nipe
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LOT-3 PROJECTS TECHNICAL SPECIFICATION

FLUE GAS DESULPHURISATION (FGD) SYSTEM PACKAGE
|NTPC RAMAGUNDAM - | & Il (3x200 MW + 3x500 MW)|

SECTION-VI

BID DOCUMENT NO.: CS-0011-109(3)-9
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CLAUSENO. |ITo be read along with Section I-Sub Section D- Annexure-III ((pasdd
(INSPECTION AND TESTING), AS APPLICABLE. NTPC
FLUE GAS DESULPHURISATION SYSTEM
1.00.0 FLUE GAS DESULPHURISATION SYSTEM
1.01.0 Mills:
1.01.01 Raw material for shaft, coupling, gears and pinions, top and bottom paces and other

rotating components shall be subjected to UT. MPI/LPI shall be capfied out to check
surface soundness.

1.01.02 Wear-resistant parts shall be UT/RT tested to check soundngss after suitable heat
treatment. Check for chemical composition, hardness and/microstructure shall be
carried out.

1.01.03 Butt welds in the tube/separator/body casing of the mill ghall be tested by RT and MPI.
All other welds in main tube/separator shall be tested/oy MPI/LPI for acceptance. The
tube shall be statically balanced.

1.01.04 All gearboxes shall be run tested for adequate dufration to check rise in oil temperature,
noise level and vibration. Check for leak #ightness of gear case also shall be
performed.

1.02.0 Feeders:

1.02.01 Any welds in the casing/pulley fabrication shall be checked with MPI.

1.02.02 Routine tests shall be done as per relevant Indian Standards or equivalent International
Standards.

1.02.03 All major items like plates for casing, head pulley, tail pulley, pulley shaft and major

castings shall be procureg‘with respective material test certificates.
1.02.04 Calibration check shajt'be carried out on all feeders.

1.03.0 Dampers:
1.03.01 All the dampe

shall be subjected to operational test/checks.

1.03.02 Gas tight /Dampers shall be subjected to shop leakage test to demonstrate the

guaranteéd tightness as per NTPC Tech Specification.
1.04.0 PIPING, VALVE AND SPECIALITIES:
1.04.01 All pipes and fittings shall be tested as per applicable code.
1.04.02 All valves shall be hydraulically/Air tested for body, seat and back-seat (if applicable)
as per relevant standard.
1.04.03 NDT on valves shall be as per relevant standard.
1.04.04 Valves shall be offered for hydro test in unpainted conditions.
1.04.05 Functional checks of the valves for smooth opening and closing shall also be done.
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CLAUSE NO.[To be read along with Section I-Sub Section D- Annexure-III

(INSPECTION AND TESTING), AS APPLICABLE. FpC

1.05.00 TANKS / VESSELS:

1.05.01 eric tanks:

i) All welds joints shal ted and complete tanks shall be water fill tested.

ii) All atmospheric storage tanks fabric erected at site shall be subjected
to tests (Hydro, NDT and Vacuum) according to des as applicable.

iii) Rubber lining shall be tested for hardness and spark test, as appli

1.05.02 Pressure vessels:

1) NDT on weld joint shall be as per respective code requirements or the
minimum as specified as below:
i) 100% DPT on root run of butt weld, nozzle welds and finished fillet
welds.
ii) 10% DPT on all finished butt welds.
iii) 10% RT (covering all ‘T’/cross joints) of butt welds.
2) Butt welds of dished ends shall be stress relieved and subjected to 100% RT.
3) Each finished vessels shall be hydraulically tested to 150% of the design
pressure for a duration of 30 minutes.

1.06.00 T EXCHANGER/HEATER:

1.06.01 All material S be tested for chemical and mechanical properties and NDT as per
relevant standard.

1.06.02 NDT on welds and other checks s be as per relevant code.

1.06.03 Air heaters shall be subjected to dimensional clearance checks as per standard
practice

1.06.04 Lub. oil system, drive system, soot blowing system etc. of Air heate all be checked
suitably as per standard practice

1.07.00 PUMPS:

1.07.01 UT on shaft forgings (greater or equal to 40mm) and MPI/DPT shall be done on shafts
and impeller to ensure freedom from defects.

1.07.02 The pump casing shall be hydraulically tested at 200% of pump rated head or at 150%
of shut off head, whichever is higher. The test pressure shall be maintained for at least
half an hour.

1.07.03 The pump rotating parts shall be subjected to static and dynamic balancing.

1.07.04 All pumps shall be tested at shop for capacity, head efficiency and brake horse power
at rated speed as per relevant/applicable standard.

1.07.05 Noise and vibration shall be measured during the performance testing at shop.
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(INSPECTION AND TESTING), AS APPLICABLE. AL
1.08.00 STRUCTURES , DUCTS, HOPPERS:
1.08.01 All materials shall be tested for chemical and mechanical properties as per relevant
standard. All plates above 40mm shall be 100% Ultrasonically tested.
1.08.02 Visual inspection of all welds shall be performed in accordance with AWSD1.1.
1.08.03 NDT requirements of structural steel welds shall be as under:
i) 100% RT/UT on butt-welds of plate thickness>= 32mm.
ii) For plates of 25mm<=thickness<32mm-10% RT and 100% MPI.
iii) For plates of thickness <25mm-10% MPI/LPI.
1.08.04 Edge for shop and field weld shall be examined by MPI for plate thickness >= 32mm.
1.09.00 VACUUM BELT FILTER SYSTEM:
1.09.01 Impeller, casing and shaft of vacuum pumps shall be tested for chemical and
mechanical properties as per relevant standard. All plates above 40mm shall be 100%
Ultrasonically tested.
1.09.02 UT on shaft (if greater or equal to 40mm) and impeller shall be carried out.
1.09.03 All vacuum pumps shall be tested at shop for capacity, power, pressure, efficiency,
noise and vibration etc.
1.09.04 Filter cloths and belts shall be tested for physical properties as per relevant standard
1.09.05 Hydro cyclones shall be checked by visual, dimensional etc.
1.10:90\ SPRAY NOZZLES:
1.10.01 nozzles shall be tested for physical properties
1.10.02 Spray nozzles also shall be subjected to performance test.
1.11.00 AGITATORS:
1.11.01
1.11.02 ng check
1.11.03 Gear Boxes shall be tested for run test as per standard practice
1.12.00 FANS:
1.12.01 Rotor components shall be subjected to ultrasonic test at mill and magnetic particle
inspection / liquid penetrant examination after rough machining.
1.12.02 Butt welds in rotor components shall be subjected to 100% RT and all welds shall be
magnetic particle/dye penetrant tested after stress relieving.
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CLAUSE No.[To be read along with Section I-Sub Section D- Annexure-III
(INSPECTION AND TESTING), AS APPLICABLE. NTPC

1.12.03 All rotating components and assemblies of fan shall be balanced dynamically

1.12.04 Performance test shall be carried out on fans as per Technical specification/ Relevant
standard

1.12.05 Test for Natural Frequency and hardness of Fans blades shall be carried out as per
Technical specification/ Relevant standard

1.13.00 Thermal Insulation, Lagging & Cladding:
(a) Lightly resin bonded mineral wool:
LRB mattresses/sections of Rockwool/ Glasswool shall conform to & tested as per
relevant clauses of Indian Standards and shall meet the requirements of NTPC data
sheet. Type tests except Thermal Conductivity shall be regularly carried out once in
three months, Thermal Conductivity Type Test shall be carried out minimum once in
twelve months by the manufacturer. Requirements of various components like Binding
wires, Lacing wires, Wire mesh, etc. shall be as per NTPC approved data sheet / as
given in respective Sub-Section of Technical Requirements of Steam Generator &
Auxiliaries.
(b) Lagging & Cladding:
All insulation shall be protected by means of an outer covering of Aluminium sheeting
confirming to ASTM B-209-1060 temper H14 from reputed manufacturer meeting the
requirements of NTPC data sheet.

1.14.00 OTHER CRITICAL EQUIPMENTS:

1.14.01 Checks/ NDTs shall be done as per relevant Indian Standards or equivalent
International Standards.
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 1 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 7 8 9 * ** o
M C/' N D[ M| C]|[N §.
1.0 RAW MATERIAL (*Material shall be as per Drawing) 2
1.1 Vacuum pump Physical & MA Physical 100% 100% Approved Approved TC v P Vv Y NOTE-5 %
Chemical for Drawing/Data | Drawing/Data ﬂ
impeller, casing, sheet sheet |
shaft. %
NDT of Impeller, MA DPT 100% 100% Approved Approved IR R P Vv Y NOTE-5 E
casing, shaft, Drawing/Data | Drawing/Data S
sleeve sheet sheet [T
Balancing of MA Static & 100% 100% ISO 1940 ISO 1940 IR N P \Y \Y NOTE-5 8
Rotating Parts Dynamic Gr.6.3 Gr.6.3 %
Balancing z
)
NDT of Impeller & | MA uTt 100% 100% ASTM A ASTM A IR N P \Y \Y UT of shaft >¢ 40mm %
Shaft 388/ASME 388/ASME NOTE-5 8
Sec.V Sec.V -
1.2 Speed reducer Visual, MA Visual 100% 100% Approved Approved IR N P \Y \Y (e}
dimensional, Run Drawing/ Drawing/ 'D_C
test including oil Data sheet Data sheet I
(2]
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 2 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 7 8 9 * ** o
M C/' N D M C 2.
leakage, Temp. 'LO
rise, Noise level §
and vibration )
1.3 AC Drive Type, Make, MA Visual 100% 100% Approved Approved TC R P Vv Refer Electrical QP for E
Rating, Routine Drawing/Data | Drawing/Data details. o
test. sheet sheet NOTE-5 %
1.4 Belt Visual & review of | MA Visual 100% 100% Approved Approved TC N P Vv E
test certificate Drawing/Data | Drawing/Data &)
(Tensile, sheet sheet %
Elongation, g
Thickness) n
1.5 Filter Cloth Physical MA Physical 100% 100% Approved Approved TC N P Vv 3;'
Properties Drawing/Data | Drawing/Data %
(Tensile, sheet sheet T
Elongation, 8
Thickness, air =
permeability test, 6
etc.) v
1.6 Water Pump/ Chem. & Mech. MA Chemical 100% 100% | Approved Approved TC N P \ UT of shaft 2¢ 40mm E
Slurry Pump Properties of Mechanical Drawing/Data | Drawing/Data *Lining if applicable %)
%)
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MANUFACTURER/ BIDDER/ SUPPLIER
NAME & ADDRESS

QUALITY PLAN

SPEC. NO : PE-TS-467-571-A901

DATE:

CUSTOMER : NTPC

QP NO.:PE-V0-467-571-A101

DATE: 28-05-20

PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 3 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
1 2 3 4 5 6 7 8 9 ** E
M C/' N M C %
Impeller, Casting, sheet/Relevan | sheet/Relevan iﬂ
Shaft, Lining* t Standard t Standard E
Balancing of MA Static & 100% 100% ISO 1940 ISO 1940 IR P \Y )
Rotating Parts Dynamic Gr.6.3 Gr.6.3 E
Balancing o
zZ
Q
Hydro test of MA Static pressure 100% 100% Approved Approved IR P " Hydrostatic testing of '5:
casing testing Drawing/Data | Drawing/Data casings for 30min.at 1.5 O
sheet sheet times of shut-off head of=
2 times pump rated hea@
which ever higher. %)
-
NDT of Impeller, MA DPT 100% 100% | Approved Approved IR P Vv é
casing, shaft, Drawing/Data | Drawing/Data %
sleeve sheet sheet 8
'_
NDT of Impeller & | MA uTt 100% 100% ASTM A ASTM A IR P \Y UT of shaft >¢ 40mm 5
Shaft 388/ASME 388/ASME e
5
(2]
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 4 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
1 2 3 4 5 6 7 8 9 kS E
M C/' N M C 2
sec.V sec.V iﬂ
N~
Q
1.7 Hydro cyclone Visual & MA Visual & 100% 100% Approved Approved IR P w NOTE-5 %)
Dimension Measurement Drawing/Data | Drawing/Data E
sheet sheet o
1.8 Valves (Control Material MA Visual 100% 100% Approved Approved IR P Vv *As applicable %
valve & Butterfly certificate Drawing/Data Drawing/Data NOTE-5 E
Valve etc*) Hydrostatic test sheet sheet @)
Seat leak test %
Function test &
Dimension$S n
1.9(a) | Rubber Material content MA Chemical 1/Batc | 1/Batc | Approved Approved cocC P " 2:'
Composition h h Drawing/Data | Drawing/Data %
sheet sheet T
1.9(b) | Rubber lining Spark test at MA Inspection 100% 100% Approved Approved IR P w Spark test 10-12.5KV miﬁl_—,.j
accessible area check Drawing/Data | Drawing/Data :
sheet sheet O
'_
o
<
o
(2]
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 5 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 6 7 8 9 = o
M C/' N M C N 2.
1.10 LT Motor Make, Rating, MA Visual 100% 100% Approved Approved IR P Vv \ For Motor up to 30KW 'Lf,>
Type, Routine Drawing/Data | Drawing/Data COC Will be submitted. §
Test, Paint sheet sheet NOTE-5 o)
'_
111 Junction Box Type Test- MA Visual One One 1S:60529 1S:60529 IR P \Y \Y NOTE-5 o
Enclosure of of g
Protection Test Design | Design E
[©]
1.12 Instruments COC/Functional MA Visual 100% 100% Approved Approved TC P " " %
(Transmitters, Check Drawing/Data | Drawing/Data w
Switches, Gauges, sheet sheet %
RTD etc.) z
2.0 FINAL INSPECTION(Vacuum belt filter assembly) %
2.1 Vacuum belt filter Dimensional MA Dimensional 100% 100% Approved Approved IR P w | W o
assembly Drawing Drawing |U—J
Ll
Run test(for 30 MA Visual, 100% 100% Approved Approved IR P w | W o
minutes) Measurement Drawing Drawing E
<
(2]
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 6 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 6 7 8 9 * = o
D o
M C/' N M C N %
2.2 All components Paint Finish, MA Measurement 100% 100% | Approved Approved IR \ P W |V 'U,D
required paints. Paint Thickness, Drawing/Data | Drawing/Data §
High voltage sheet sheet %)
porosity test E
o
2.3 Vacuum pump/ Capacity, power, MA Measurement 100% 100% | Approved Approved IR R P w |V NOTE-5 é
Water Pump/ pressure, Drawing/Data | Drawing/Data K
Slurry Pump efficiency, noise, sheet sheet E
vibration, 8
temperature rise &
=
3 VACCUM TANK (RAW MATRIAL INSPECTION) %
3.1 Plates for shell and Chemical & MA Chemical & 1 1 Approved Approved TC N P \Y \Y 5
dished ends & Physical Physical /Heat | /Heat | Data Sheet Data Sheet ,'-'_J
structural /Drawing /Drawing 6
i
4.0 IN PROCESS CONTROLS <
o
(2]
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 7 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
1 2 3 4 5 7 8 9 * ** é
M C/' N D[ M]C §.
4.1 Welding (As WPS,PQR,WPQ CR Visual 100% | 100% | ASME Sec, ASME Sec, Report NPV 0
applicable) IX/Relevant IX/Relevant §
Standard Standard o)
'_
4.2 Stress Relieving Physical MA Physical 100% 100% Relevant Relevant HT chart v P Vv As applicable '('f
Standard/Ma | Standard/Ma %
nufacturer nufacturer =
standard standard <
4.3 All Weld Weld Quality MA DPT 100%/ | 100%/ | Relevant Relevant IR N P W 100% DPT on root run ofic
10% 10% Standard Standard butt weld, nozzle welds 8
/ASME Sec — /ASME Sec — and finished fillet %
VIl Div.1 VIl Div.1 welds -
4.4 Weld quality of Weld Defect CR RT- Review of 100%/ | 100%/ | Relevant Relevant IR N P " Butt welds of dished en :
circumferential & documents 10% 10% Standard Standard shall be stress relieved %
longitudinal seams /ASME Sec — /ASME Sec — and subjected to 100% O
VIl Div.1 VIl Div.1 RT. 10% RT (covering all |"'_J
‘T’/cross joints) of butt 6
welds. —
. [a s
5.0 FINAL INSPECTION (Complete Equipment) <
)
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 8 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 7 8 9 ** o
M C/' N M C %
5.1 Complete Equipment| Dimensional MA Dimension 100% 100% Approved P W NOTE-5 'U,D
Drawing E
Nozzle CR Dimension 100% 100% Approved Approved IR P w NOTE-5 b
Orientation Drawing Drawing f_,
Hydro Test CR Hydro Test 100% 100% 2X working PR | 2X working PR | IR P w NOTE-5 o
or 1.5x design | or 1.5x design %
PR Whichever | PR Whichever E
is higher for is higher for O
30 minutes 30 minutes =
Pneumatic Test of | CR Pneumatic Test | 100% 100% ASME SEC — ASME SEC — IR P w *as applicable &
RF pads for VIl /appd. VIl /appd. NOTE-5 %)
soundness Drg/appd. Drg/appd. z
/leakages Datasheet Datasheet g
5.2(a) | Rubber Lining of Spark test MA Electrical 100% 100% Technical Technical IR P Y Spark test 10-12.5KV mi@
tank Spec/ Spec/ 8
Relevant Relevant [
standard standard @)
5.2(b) | Rubber Lining of Hardness testing MA Physical 100% 100% Technical Technical IR P w Shore hardness value 'D_C
tank Spec/ Spec/ shall be within 60. E
Relevant Relevant NOTE-5 )
%)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 9 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 7 8 9 * ** o
D o
M C/' N M C %
standard standard 0
S
<t
5.3 Junction Box Insulation MA Electrical 100 % 10% Approved Approved IR v P w NOTE-5 ﬂ
Resistance Test Drawing Drawing Ll
High Voltage Test &
5.4 Painting & Marking Paint Finish, MA Visual 100% 100% Appd. Drg Appd. Drg IR v P Vv NOTE-5 o
Thickness, /Data Sheet /Data Sheet Z
HV porosity test ,9
5.5 Packing Proper Packing MA Visual 100% 100% Technical Technical Packing N P Vv NOTE-2,5 O
Spec Spec List &
(@)
5.6 Quality Dossier Document MA Visual 100% 100% Compilation Compilation Quality N P " 2:'
of documents | of documents | Dossier &)
LEGENDS: 5
*RECORDS, INDENTIFIED WITH "TICK"(\) SHALL BE ESSENTIALLY INCLUDED BY SUPPLIER IN QA DOCUMENTATION, |
** M: SUPPLIER/ MANUFACTURER/ SUB-SUPPLIER, C: MAIN SUPPLIER/ BHEL/ THIRD PARTY INSPECTION AGENCY, N: CUSTOMER, :
P: PERFORM, W: WITNESS, V: VERIFICATION, AS APPROPRIATE o
MA: MAJOR, MI: MINOR, CR: CRITICAL —
IR: INTERNAL REPORT D: DOCUMENTATION 14
RT: RADIOGRAPHY TEST ~ UT: ULTRASONIC TEST  DPT: DIE PENETRANT TEST E
NOTE:
(2]
)
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MANUFACTURER/ BIDDER/ SUPPLIER QUALITY PLAN SPEC. NO : PE-TS-467-571-A901 DATE:
NAME & ADDRESS
CUSTOMER : NTPC QP NO.:PE-V0-467-571-A101 DATE: 28-05-20
PROJECT: RAMAGUNDAM-I & 11 (3 X 200 MW + 3 X 500 MW) PO NO.: DATE:
ITEM: GYPSUM DEWATERING EQUIPMENT | SYSTEM: FGD SECTION: SHEET 10 of 10
SL COMPONENT & CHARACTERISTICS CLASS TYPE OF QUANTUM REFERENCE ACCEPTANCE FORMAT OF AGENCY REMARKS
NO. OPERATIONS CHECK OF CHECK DOCUMENT NORMS RECORD S
>
1 2 3 4 5 6 7 8 9 = o
M N M >
Cl/ C %
1. ORIGINAL TCS/ PHOTOCOPIES CERTIFIED IN ORIGINAL BY MILL SHALL BE FURNISHED FOR REVIEW. >
2. PACKING PHOTO GRAPH IS TO BE SUBMITTED TO BHEL BEFORE DISPATCH. N~
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B LIMESTONE SLURRY VG VACUUM PUMP VENT
—————— | PRESSURE LEAD T TEMPORARY STRAINER H10 THERMAL INSULATION (100°C & LOWER) VG SELT FILTER VENT GAS
H15 THERMAL INSULATION (101°C - 150°C) LD LIME/LIMESTONE  DEDUSTING
E et = REDUCER H20 THERMAL INSULATION (151°C = 200°C) LOL LUBE OIL (LOW PRESSURE)
H25 THERMAL INSULATION (201°C ~  250°C) LOH LUBE OIL (HIGH PRESSURE)
e FHAPANSIONJOINT H30 THERMAL INSULATION (251°C —  300°C) CW CLARIFIED_WATER
PIPING VALVE SYMBOLS CUCT AN O H35 THERMAL INSULATION (301°C - 350°C)
HF INSULATION FOR ANTI FREEZING SERVICE CLASS
SYMBOLS NAME al FLECTRIC TRACE
™ FLEXIBLE HOSE SFRVICE FLUID
<1 <1 | GATE VALVE (NOR.CLOSED) ST STEAM TRACE (LOW PRESSURE STEAM) CLASS MATERIAL SYMBOL
NC o
- S | GLOBE VALVE (NOR.CLOSED) - SPOOL PIECE P10 PERSONAL PROTECTION (100°C & LOWER)
e P15 PERSONAL PROTECTION (101°C ~ 150°C) AMAO NATURAL RUBBER LINED PIPING LS, WP, WC
bel  bsd | BALL VALVE (NOR.CLOSED) S VENT P20 PERSONAL PROTECTION (151°C = 200°C) AMGO NATURAL RUBBER LINED PIPING 0S,FS,WW,0D
| w1 | BUTTERFLY VALVE (NOR.CLOSED) P25 PERSONAL PROTECTION (201°C - 250°C) BAD Gr.304 STAINLESS STEEL PIPING / Gl PIPING Al LOL
1 1 | DIAPHRAGM VALVE (NOR.CLOSED) — HOSE CONNECTION P30 PERSONAL PROTECTION (251°C —  300°C) BAO2 Gr.304 STAINLESS STEEL PIPING / Gl PIPING LOH
- DNVCQ PINCH VALVE (NOR.CLOSED) P35 PERSONAL PROTECTION (350°C - 400°C) BAO3 Gr.316L STAINLESS STEEL PIPING WP, AQ
i ' — BLIND FLANGE CAOT CARBON STEEL GENERAL PIPING AS,AO,AC,AF,LD
P B | NEEDLE VALVE (NOR.CLOSED) DELIVERY LIMITS CCO1 CARBON STEEL PRESSURE PIPING WP.WR WCS WCR,
~ CHECK VALVE — REDUCING FLANGE VG, AA,_CW
~ CHECK VALVE (WAFER) > IMBOLS NAME DAGO FRP PIPING (PIPE DIA UPTO 250 NB) GS,FS,WW,DD
iq - CAP (BW) . DAAO FRP PIPING (PIPE DIA UPTO 250 NB) AN LS, WP, WC
> PRESSURE RELIEF VALVE BETWEEN NTPC
— CAP (SCR) AND CONTRACTOR U
w KNIFE EDGE GATE VALVE —
.y TRENCH SYMBOLS UNIT IDENTIFICATION
INSTRUMENT VALVE SYMBOLS ?
& SIGHT GLASS CONTRACTOR [ xxx | LW b 30 CONTRAGTOR 00 COMMON
SYMBOLS NAME 10 UNIT—=1 FGD SYSTEM AND AUXILIARIES
D SILENCER 20 UNIT-2 FGD SYSTEM AND AUXILIARIES
% ACTUATED BY AR SYSTEM
— ORIFICE
NUMBER NAME
@f ACTUATED BY MOTOR FXPRESSION OF PIPING LINE
N e W AR, 10 200 S 2 00 AAGO HF
? AIR CONTROL VALVE MAGNETIC FLOW METER / SUz ABSURETION OXIDATION S TEN o T B n 1 o B
J FEHEATING S Y5 TEN FLUID SUFFIX INSULATION
F SOLENOID ACTUATOR B VORTEX FLOW METER 4 GYPSUM DEWATERING HANDLING SYSTEM SYMBOL NUMBER CLASS
5 LIMESTONE PREPARATION SYSTEM UNIT CODE PPNEOQ‘\ZNEAL NSUEMR\BAELR
@ PH METER 6 BLANK o SYSTEM PIPING
ﬁ SELF REGULATING VALVE 7 SUMP SYSTEM SERVICE CLASS
i 8 UTILITY SYSTEM
FILTER CUSTOMER NOS:G509t0G511&G208t0G210
SELF REGULATING VALVE
M.HH MAH. MTH‘—‘ CUSTOMER: NTPC LIMITED.
e — 8w : D +
TRENCH SYMBOLS DT MANHOLE g PROJECT: RAMAGUNDAM STGH&HI(EXS@OMW BXZQDMW)
285 FGD SYSTEM PACKAGE
SYMBOLS NAME STOT TUBE ng 2 DEPT NAME (BHEL) DATE
f \:l— ;E S E (FTFF) BHARAT HEAVY ELECTRICALS LIMITED, | CCCF|DRN RAJU.P 25.04.20
=82 5 \W///78 UNIT: BOILER AUXILIARIES PLANT, ]
E E TO ABSORBER AREA DRAIN SUMP SAMPLING POT §§§ = y ” S ore5 10 M [CHD P.NAVEEN 25.04.20
! CONFIDENTIAL & PROPRIETARY INFORMATION fLEEs APPD ACR /RSB 25.04.20
ZnZz 80O
0 TO GYPSUM AREA DRAIN SUMP w3z o8 M. MITSUBISHI HITACHI POWER SYSTEMS, LTD.
) G ce7 £ AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
E,2 2 E
Eﬂ:fné § = SCALE : NTS
iy TO LIMESTONE AREA DRAIN SUMP - Rev 02 Rev 01 LSt F: P & ID — LEGENDS AND NOTES T6
L =88 ° &l
ROTOMETER TYPE FLOW METER v | oare | am | o [aeD eev (mre | am | [4PPn E%E E : NTPC DRG NO. SH 01 of 02
02 [23.09.20 | RAJU.P | NAVEEN | ACR 01 ]06.08.20 | RAJU.P | NAVEEN | ACR SE3 a &
‘ ‘ 1.0 Included Symbol for Knite edge gate valve and change of material. . . BHEL DRG NO FILE NO REV NO
ised 1he pipe materiol of BAD1, BADZ, BAO3 . 24O . O©©©1 @2

‘HH‘HH‘HH‘\H\‘HH‘HH‘\H\‘\H\‘HH‘HH‘HH‘\H\‘HH‘HH‘\H\‘\\H‘HH‘HH‘HH‘\H\‘
0 1 2 %5 4 5 6 7 8 9 10

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00




Page 425 of 550

ALDPDO

FOR LOCAL CONTROL PANEL

FOR DCS

INTERLOCK LOGIC

PNEUMATIC VALVE ACTUATOR

MIST ELIMINATOR

CODE NO. ACTUATION
FLXXWA=D DOUBLE SOLENOID NO LIMIT SWITCH
FLXXWA=DL DOUBLE SOLENOID WITH LIMIT SWITCH
FLXXWA=S SINGLE SOLENOID NO LIMIT SWITH
FLXXWA=SL SINGLE SOLENOID WITH LIMIT SWITCH

SPRAY NOZ/ZLE

CUSTOMER NOS:G50910G511&G208t0G210

Rev 02

Rev 01

eev (e | am [ oo [4een

v me [ am | oo [ PP

02 [23.09.20 | RAJUP [ NAVEEN [ ACR

01 | 06.0820 | RAJU.P | NAVEEN | ACR

‘HH‘HH‘HH‘\H\‘HH‘HH‘\H\‘\H\‘HH‘HH‘HH‘\H\‘HH‘HH‘\H\‘\\H‘HH‘HH‘HH‘\H\‘
0 1 2 %5 4 5 6 7 8 9 10

Included Symbol for Knife edge gate valve and change of material

neludes
2.0 Revised the pipe material of BAD1, BAOZ, BAO3

CUSTOMER: NTPC LIMITED.

PROJECT: RAMAGUNDAM STGI&II(3X500MW+3X200MW)
FGD SYSTEM PACKAGE

CAUTION: THE DRAWING IS THE PROPERTY OF BHARAT
HEAVY ELECTRICALS LTD.,AND IS NOT TO BE REPRODUCED
OR USED TO FURNISH ANY INFORMATION FOR MAKING OF

DRAWINGS OF APPARATUS EXCEPT WHERE PROVIDED

FOR AGREEMENT WITH SAID COMPANY.

DEPT NAME (BHEL) DATE
BHARAT HEAVY ELECTRICALS LiMTED, | OPEDRN RAJU.P 25.04.20
B'”[l UNIT: BO':iilésTiL;;\Fi'gs PLANT, M [CHD P.NAVEEN 25.04.20
APPD ACR/RSB 25.04.20
M.I.. MITSUBISHI HITACHI POWER SYSTEMS, LTD.
AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
SCALE : NTS
P & ID — LEGENDS AND NOTES
TITLE: Qi@ -
NTPC DRG NO. SH 02 of 02
BHEL DRG NO FILE NO REV NO
B240 — 00002 02

A B C D E F \ H
THIRD  ANGLE No. REQ'D
PROJECTION
INSTRUMENT ABBREVIATION MACHINARY SYMBOLS FQUIPMENT SYMBOLS DRIVER SYMBOLS =
e
FIRST—LETTER SUCCEEDING=LETTERS SYMBOLS NAME SYMBOLS NAME SYMBOLS NAME %
MEASURED OR READOUT OR _
INITIATING MODIFIER PASSIVE ouTPUT MODIFIER 5
VARIABLE FUNCTION FUNCTION 2AC FILTER
ANALYSIS ALARM @ PUMP A — AR MOTOR
BURNER, BLANK BLANK BLANK
COMBUSTION
BLANK CONTROL M — ELECTRIC MOTOR
BLANK DIFFERENTIAL @ FAN / BLOWER
VOLTAGE SENSOR SILO
(PRIMARY ELEMENT)
FLOW RATE RATIO
(FRACTION)
BLANK GLASS, VIEWING AGITATOR (FLAT BLADE)
DEVICE
0—a
0 o 1 SLIDE GATE OTHER SYMBOLS
CURRENT INDICATE
(ELECTRICAL)
AGITATOR
- o (PROPELLOR) TANDEM LOUVER DAMPER SYMBOLS NAME
oo (MULTIVANE)
TIME, TIME RATE OF CONTROL STATION
TIME SCHEDULE CHANGE
SINGLE STAGE
LEVEL LIGHT LOW @ LOUVER DAMPER 4}% INSERT PIPE / LANCE
BLANK MOMENTARY MIDDLE, @ ROTARY VALVE (MULTIVANE)
INTERMEDIATE
BLANK BLANK BLANK BLANK
BLANK ORIFICE, m LOUVER DAMPER
RESTRICTION CRUSHER (SINGLE VANE) CHUTE
PRESSURE, POINT(TEST)
VACUUM CONNECTION
QUANTITY INTEGRATE, DISTRIBUTION BOX
TOTALIZE
w < > BELT FEEDER - (SWAY)
RADIATION RECORD ( )
SPEED, SAFETY SWITCH TRUCK
EOUENCy DISTRIBUTION BOX ® 09O
TEMPERATURE TRANSMIT . (2WAY)
MULTIVARIABLE MULTIFUNCTION MULTIFUNCTION MULTIFUNCTION M BELT FILTER N
VIBRATION, VALVE, CHANGE OF MATERIAL
MECHANICAL DAMPER, SUMP
ANALYSIS LOUVER
WEIGHT, FORCE WELL _
UNCLASSIFIED X AXIS UNCLASSIFIED UNCLASSIFIED UNCLASSIFIED g
EVENT, STATE OR | Y AXIS RELAY, COMPUTE, E
PRESENCE CONVERT : Ql] BALL MILL @ HEAT EXCHANGER
POSITION, 7 AXIS DRIVER, ACTUATOR, E
DIMENSION UNCLASSIFIED FINAL g
CONTROL ELEMENT -
SHELL AND TUBE
INSTRUMENT SYMBOLS ( — R ol
SYMBOLS NAME VRN
FIELD MOUNTED CYCLONE AR DRYER
CONFIDENTIAL & PROPRIETARY INFORMATION
FOR CONTROL ROOM P
yd FILTER
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GYPSUM SLURRY

[B240-00231/31

GYPSUM SLURRY

GYPSUM SLURRY

GYPSUM SLURRY

GYPSUM SLURRY

THIRD  ANGLE
PROJECTION

No. REQD

BF STOP SIGNAL

VACUUM BELT FILTER- A
BF STOP_SIGNAL

|
|
|
:
} VACUUM BELT FILTER- B
|
|
|
|
! i—
| N
| <
| o
! - %
} L
1 =
|
: @
~
|
1 !
1 S
I | %
} B | —3 s\ [z
=
} T = \ k j
1 S 444J
e N :
|
|
|
|
|
|
|
| ! 250X150/\ OHTMOAAADS (6] —100-200-6S-4020-DABO
‘ } } } H‘\ 402/3130~109-PVM—F~020 02 of 12,
- » z peio-oue >
| } i = l{[ o] T0 PRIMARY HYDROCYCLONE A
10-100-6S—2320-DAB0 | | 750 ﬁgD Al ese 00 HTM 00 AT 001
113 of 32 | \\ \\ —_
! 00HTMO4AADS3
FROM GYPSUM BLEED PUMP A/B } |
10 HTM 00 AP 001,/002 | il Mt ﬂ @
|
|
|
|
| _—100-200-GS-4022-DABO
! ﬁSL } } OUHTMO4AAO52 4{‘ l B240-00402/3130- 02 of 12,
‘ I 7y 2] Joorrvo4sosa U EREER LD
1B240-00232/3130-103-PVM-F-001 14 of 32 20-100-65-2320-DA60 } \J MIN. N 2 }‘—MRA\GHT TO PRIMARY HYDROCYCLONE B
- mEEZE 00 HTM 00 AT D02
‘ w o ODHTMD4ARD40 [H#32
FROM GYPSUM BLEED PUMP A/B | | 1 STRE
20 HTM 00 AP 001/002 ! ! NOTE A011 I
\ : N [/Fo L @ @
! 2550 = ’ T
| X
D
| [ 00MVDTCRO3 MD i
30-100-65-2320-DA60D ! OOHTMO4AAD 44 NOTE A006
B240-00233/3130-109-PW-F-001 15 of 32 } CCOW AA6O 007257WP7851 Oiccow PRBO2C7EOSSW évﬁ-g?:R
FROM GYPSUM BLEED PUMP A/B | o -
30 HTM 00 AP 001/002 ! 7z [ zsn g s [ 750N
|
| [NoTE 8002 | N AN g NN
| — e l ! < !
1 | | s L j b L GSL
| | |
40—125-05-2320-DA6ED ‘ ‘ ! N & )
}Bm—uuzs‘»/sww—mfwm—pom 16 of 32 | U(m | j S 3 P j
= o——o0—0f | i ! |
FROM GYPSUM BLEED PUMP A/B = | ! s |
40 HIM 00 47 DOT/002 E \“/ g | Lm | L = = | ! NOTETOAOPO;EVENT NONFUNCTIONING OF SLURRY TANK
= T = w 00HTMO4AAD4 0OHTMO4AAQ41
= 1E | ’W o PUMP SUCTION VALVE DUE TO SOLID SEDIMENTATION,
I € S 25450/ NC 3 a0 25450 THE SHAFT OF BUTTERFLY VALVE SHOULD BE INSTALLED HOLIZONTALLY
[ <80 ! HIMO4AD16\% /ZSL OOHTMO4AAQ43 OHTMO4AAOT AND UPPER HALF OF THE DISC SHOULD BE TURN INTO TANK INSIDE.
FROM STAGE Il OF RAMAGUNDAM ‘ e & N P L SUCTION VALVES SHALL BE MOUNTED ON NOZZLE DIRECTLY
NTP Y ‘ CCQ1 AABD S [Eﬁ;;d% AABO CCO1 AS LONG AS ACTUATOR DOES NOT COLLIDE WITH TANK CASING.
M.H. ! | rs)
| B N R B + 4 4 \T — | QOHTMOTCPS42 § I - OOHTMOTCPS41 NOTE 006
H %, ! E S NOTE A0T1 ” E DISCHARGE OF DRAIN AND OVERFLOW LINE SHALL HAVE
| ™ T 45 DEG INCLINATION TOWARD FLOW DIRECTION OF TRENCH
! S un . FOR SMODTH FLOW.
NOTE AQ09 o } aa i }7 0 3 :1 i N NOTE ADDB
N NOTE A006 S N
! \ TEMPORARY STRAINER SHALL BE INSTALLED AT THE PUMP SUCTION
} ODHTMO1CPO42 = O0HTMOTCPO41 FOR THE TERMS OF PRE-COMMISSIONING.
- 00 HTM 00 AM 001 ! i?
[te)
g | % NOTE A009
T | & THERE SHOULD BE CERTAIN DISTANCE BETWEEN NOZZLES FOR
) | 2 INFLUENT LINE AND PUMP SUCTION NOZZLE AS LONG
3 ! & AS THERE IS NO INSERT PIPE.
| [ T ]
3 - - E |
NOTE AD09 b N \\‘/ Engineering by GDW system ! RO SHALL BE INSTALLED IN VERTICAL LINE.
! . )
° TANKALONG WITHTHEMOUNTED | [ 2 e e 2 ey Bg | p—_—
, , clause 2.1.1.9 (i) a : |
INSTRUMENTATION IN BHEL's SCOPE.f ~ <— /.| Y1000 THE DRAIN NOZZLE SHALL BE EMBEDDED IN THE TANK BASE.
| 00-300-GS—4011-A460 AND IT SHALL BE DIRRECTED TO TRENCH SO THAT SLURRY IN THE TANK
wn ™ oHT CAN BE DRAINED OUT COMPLETELY.
TANK CAPACITY: 322.50 m3 - doHTMO4AR012
BHEL'S SCOPE. | NOTE Acos| 00 HTM 00 AP 002
QopMOARAO T 00-300-GS—-4001-AABD EX-4010
MIN
NOTE A004 ﬁ&\ Vst

O0HTMO4AADS0

125:6~
2 i@
D

= N> N
N Lpmmmme ’ e

=
I O0HTMO4AAD 14

250

|
|
\
|
& |
\
|
i
T
! I
Lo

D

[Hleg
0

00 HTM

00 AP 001

|

D

OHTMO4AAD 13

CUSTOMER NOS: G509t0G511&G208t0G210

8
g5
® g
00 HTM 00 AP 001/002 N
<o —— FLOW TEMP TDENSTY 00 HTM 00 AM 001 00 HTM 00 BB 001 E%
. 0

m7hr (°C) | kg/m? PRIMARY HYDROCYCLONE FEED TANK AGIGTATOR PRIMARY HYDROCYCLONE FEED TANK PUMP PRIMARY HYDROCYCLONE FEED TANK ;g
=
1 Gypsum bleed from Gypsum bleed pump(Unit 1t03) | 54.0 61.4 1212 Eg
=z
2 Gypsum bleed from Gypsum bleed pump(Unit 4) 73.7 61.4 1212 ;E
==
3 Primary hydrocyclone feed pump suction 485 61.6 1212 @E
g5
4 Primary hydrocyclone feed pump discharge 485 61.6 1212 EE
89
5 Recirculation flow back to primary 249.5| 61.6 1212 Rev 02 Rev 01 gg
hydro cyclone feed tank ;E
primary hydrocyclone flow 235.5| 61.6 1212 w e | am | [ wwe | am | [, RS
. 02 | 24.0820 | RAJU.P__| NAVEEN | ACR 01 | 27.0520 | RAJU.P_ | NAVEEN | ACR 3§

7 process water flow for flushing 3 45.0 990 Rewans (e document a5 par NTPC sommerts Reviond the document a3 per NTPC comments ©

2.Changed the pipe material from CSRL Lo FRP for size less than 300 NB

2.Provided Additional nozzle in tank for Sty Il FCD

OR USED TO FURNISH ANY INFORMATION FOR MAKING OF

DRAWINGS OF APPARATUS EXCEPT WHERE PROVIDED

CUSTOMER: NTPC LIMITED.
PROJECT:RAMAGUNDAM STG—I1&II(3X500MW+3X200MW)

ONIMYYA

“oN

FGD SYSTEM PACKAGE
DEPT NAME (BHEL) DATE

(@ Za7) BHARAT HEAVY ELECTRICALS LIMITED, CODElpRN RAJU.P 27.04.20
) UNIT: BOILER AUXILIARIES PLANT, D b NREDDY 270420
z RANIPET:632 406. M — —
% IAPPD ACR/RSB 27.04.20
é m. MITSUBISHI HITACHI POWER SYSTEMS, LTD.
- AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
£ |TIILE: SCALE : NTS
& & ID-GYPSUM DE WATERING SYSTEM
2| (PRIMARY HYDROCYCLONE FEED TANK) @ **************
% NTPC DRG NO: 3130-109-PVYM-F-020 SH 01 of 12
£ BHEL DRG NO FILE NO REV NO

B240—00401 02

LA A A AR LML LABLAA ARLLAR AR A AR A
o 1 2 3 4 5 6 7 8 9 10
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A B C D E - . | y
( B DOHTMA1CPO0S Pl "\ 00HTMO02CP005 THIRD  ANGLE No. REQD
B = PROJECTION
Y In Bidder's scope including U/F & O/F Launders. | — T
B 00 HTM 00 [T 1 00 HTM 00 M
AT 007 AT 002

ODHTMO4AA034
00HTMO4AAO2 1 OOHTMMAAOQWOHWOMM OOHTMO4AA02 0OHTMO4AAQ3 OOHTMU4M03wOHTMO4M03

ONIMVSAd

“ON

Y X Y Y Y A A Y Y
‘ OVERFLOW LAUNDER ‘ ‘ OVERFLOW LAUNDER ‘
‘ UNDERFLOW LAUNDER ‘ ‘ UNDERFLOW LAUNDER ‘
~ T - - €+ —
NOTE: NUMBER OF VALVES & HYDROCYCLONES SHALL
BE FINALIZED AFTER VENDOR'S INFORMATION
Engineering & Engineering &
Supply by Bidder Supply by Bidder Engineering & Engineering &
Supply by Bidder Supply by Bidder
I M
Engineering by'Bidge;r Engineering by Bidder Engineering by Bidder '
als per23u1b1s§c_t.|on ’ as per sub section C1, as per sub section C1, Engineering by Bidder
AN clause 2.1.1.9 (if) . clause 2.1.1.9 (ii) b. clause 2.1.1.9 (i) a. as per sub section C1
clause 2.1.1.9 (ii) b.
‘ [ 00-350-GS-4051-M60( /
’uA 442/3130-109-PVM-F-020 09 of 12
TO SECONDARY HYDROCYCLONE FEED TANK
Enai - 00 HIM D4 BB 001
— 00-200-GS~4021-DAB0 ngineering
B24D-004D1/313D-109-PVM-F-020 01 of 12 & Supply
FROM PRIMARY HYDROCYCLONE FEED TANK PUMP A/B i
00 HTM 00 AP 001/002 / by Bidder as
r
pe t.Sch1 T  00-300-GS-4052-A60, :
- - I n ‘D 40—-00412/3130—-109-PVM—F -020 04 of 12,
Englneerlng Sectio ’ TO GYPSUM BELT FILTER B
8 supply clause 00 HTM 01 AT 002
: 2.1.19 (i) a
by Bidder as (1)
per sub
SeCtion C1 ) g 00735076874O417AA60 } 442/3130-109-PVM—F-020 09 of 12
clause TO SECONDARY HYDROCYCLONE FEED TANK
. 00 HIM D4 BB 001
2.1.1.9 (i) a
— 00-300-GS—4042-AA60 ‘
‘ —00411/3130-109-PVWM—-F-02D 03 of 12
T0 VACUUM BELT FILTER A
— 00-200-GS-4022-DA60 CUSTOMER NOS: G509toG511&G209t0G210
EZAD*DD‘)OW/M3D71DQ*PVM7F7020 01 of 12
FROM PRIMARY HYDROCYCLONE FEED TANK PUMP A/B CUSTOMER: NTPC LIMITED.
D0 HIN 00 A7 001/002 8% PROJECT:RAMAGUNDAM STG—I&II(3X500MW+3X200MW)
L s ey %é% a FGD SYSTEM PACKAGE
ZE 2 A
PRIMARY HYDROCYCLONE A/B — Capacity : 259.0 m3/hr i 2 DEPT NAME (BHEL) DATE
; B e = BHARAT HEAVY ELECTRICALS LIMITED, “C F/DRN RAJU.P 27.04.20
FLOW TEMP | DENSITY ©E€35 5 _|\W:///78 UNT: BOILER AUXILIARIES PLANT,
e e
=22 & 3 o
1 . EoZ 8 ©
Primary hydrocyclone feed flow 234.5| 61.4 1212 o 5 - 2 M MITSUBISHI HITACHI POWER SYSTEMSé LTD.
2 | Brimary hydrocyclone underflow 995 | 614 | 1358 g€ 282 AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
Z9 2 % S .
3 Primary hydrocyclone overflow 136.0| 61.4 1108 g%ﬁ g . P & ID=GYPSUM DE WATERING SYSTEM SCALE : NTS
Rev 02 jev 01 |Ele 5 (PRIMARY HYDROCYCLONE ) =@ -—
re [ove | wm | oo [ 4ee0. /v Jove [ | oo [ a2 %E z % Eﬂ: NTPC DRG NO: 3130-109-PVM-F-020 SH 02 of 12
02 [ 250820 | RAJU.P | NAVEEN | ACR 01 270520 | RAJUP | NAVEEN | ACR SEE EQ NG NG
Revised the document os per NTPC comment its Revised ihe document os per NTPC commen’ s BHEL DRG NO
2‘.Chc:nged the pipe mn(;:ﬂ from CSRL to FRP io‘r :ize less than 300 NB 2 Hydrocyclone capocity included % 2 4_ O — @ O 4_ (0 2 @ 2

1A AL A A R A AR AL A A A A A A LA
o 1 2 3 4 S5 6 /7 8 9 10
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Engineering by Bidder as per sub section C1, clause 2.1.1.9 (ii) a.
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D E F G | H
No. REQ'D
THIRD  ANGLE 0. R
IN | OUT
00-500-VBG-6003-AA60 W]
= -
- FLOW .~ | DENSITY z
S NO SECTION m3/hr TEMP(C) kg/m3 ©
1 Gypsum slurry line fo belt filter 99.5 61.4 1357 g
- @ 2 Gypsum outlet from belt filter to gypsum handling system 67.1 TPH 58 900
GYPSUM SLURRY E
8240-00402/3130-108-PW-F-020 02 of 12 00~ 50065~ 40427160 1( M 3 Filtrate water from vacuum receiver to filtrate water tank 92.0 61.4 1006
FROM_PRIMARY HYDROCYCLONE A S 00 HTM 00 AN 001
00 HTM 0Q AT 001 & 4 Vacuum pump flow LATER LATER LATER
i OOHTMO1CF503 5 Seal water fo vacuum pump 48.9 45.0 990
é 6 Seal water return 48.9 45.0 990

NOTE A0O1
MOTOR PID ARE NOT SHOWN.

NOTE B002
OPEN AND CLOSE CONTACT SWITCHES ARE FOR REFERENCE ONLY.
IN CASE THAT THERE IS CUSTOMER'S SPECIFICATION,
THEY SHOULD BE DECIDED BASED ON IT.

NOTE B0D3

SYSTEM COMPONENTS WRITTEN IN THE DRAWING ARE JUST DEFAULT.
TYPE WILL BE SUBJECT TO CHANGE DUE TO VENDOR SELECTION.

NOTE BO05

PIPE SIZE WRITTEN IN THE DRAWING IS TYPICAL. [T SHOULD BE REVIEWED.

NOTE A401
SURFACE OF CONCRETE FOUNDATION SHALL BE
LINED WITH ANTI CORROSION MATERIAL.

NOTE A402
BIRD SCREEN SHALL BE INSTALLED.

NOTE A405
NOZZLE OF PRESSURE INDICATOR SHALL NOT HAVE A POCKET.
IT MAY CAUSE REMAIN OF DRAIN.

NOTE A406
CAKE WASH PIPING SHALL BE MOVABLE SO THAT 1S POSITION

CAN BE ADJUSTED WELL DURING COMMISSIONING. ‘@
NOTE_A4Q

TO DISTRIBUTE WATER EQUALLY (EX. TO CONNECT SUPPLY LINE

TO MIDDLE OF HEADER)‘

NOTE B403
STRAINER CAN BE OMITTED IF ANOTHER ONE IS APPLIED UPSTREAM.

NOTE B404

TWO VACUUM RECEIVERS MAY BE REQUIRED DEPENDING ON THE CAPACITY

OR PROCESS REQUIREMENT.

NOTE B405
GYPSUM CHUTE SHALL BE DESIGNED VERTICALLY, NOT OBLIQUELY.

Complete System in Bidder scope EXCEPT:
1. Piping with accessories from Filtrate Extraction
Pump to Filtrate Water Tank. Refer Scheme No. PE-
FEP-0O.
2. Associated drain of vacuum belt filters (drip tray)
to filtrate tanks.
Refer sub section C1, clause 2.1.1.9 (ii) f of the
Specification.
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CAUTION: THE DRAWING IS THE PROPERTY OF BHARAT
HEAVY ELECTRICALS LTD.,AND IS NOT TO BE REPRODUCED
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1.Revise the Note A 407 by removing " lubrication"word

Revised the document as per NTPC comment ts
1.Revised the BHEL drowing number to NTPC drawing numbers

1.Tank capacity included

Revised the document as per

1 NTPC comments

OR USED TO FURNISH ANY INFORMATION FOR MAKING OF
DRAWINGS OF APPARATUS EXCEPT WHERE PROVIDED

FOR AGREEMENT WITH SAID COMPANY.

CUSTOMER: NTPC LIMITED.
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FGD SYSTEM PACKAGE
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(FegZem) BHARAT HEAVY ELECTRICALS LIMITED, CODEpRN RAJU.P 27.04.20
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M.I. MITSUBISHI HITACHI POWER SYSTEMS, LTD.
(] AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
TILE: SCALE : NTS
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(GYPSUM BELT FILTER A) HY —-—
NTPC DRG NO: 3130-109-PVM-F-020 SH 03 of 12
BHEL DRG NO FILE NO REV NO
B240-00411 03
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1895168
Text Box
Complete System in Bidder scope EXCEPT:
1. Piping with accessories from Filtrate Extraction Pump to Filtrate Water Tank. Refer Scheme No. PE-FEP-00.
2. Associated drain of vacuum belt filters (drip tray) to filtrate tanks.
Refer sub section C1, clause 2.1.1.9 (ii) f of the Specification.
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Same scope as that of Belt filter -A.
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Rev 03

D>
0DHTMO4AAZ41

Rev 02

INSTRUMENT AIR
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FROM BELT FILTER WASHING{PUMP C/D
00 HTM 01 AP 003/004

NOTE ADO1
MOTOR PID ARE NOT SHOWN.

NOTE B0O2
OPEN AND CLOSE CONTACT SWITCHES ARE FOR REFERENCE ONLY.
IN CASE THAT THERE IS CUSTOMER'S SPECIFICATION,
THEY SHOULD BE DECIDED BASED ON IT.

NOTE B003

SYSTEM COMPONENTS WRITTEN IN THE DRAWING ARE JUST DEFAULT.
TYPE WILL BE SUBJECT TO CHANGE DUE TO VENDOR SELECTION.

NOTE BO0S
PIPE SIZE WRITTEN IN THE DRAWING IS TYPICAL. IT SHOULD BE REVIEWED.

NOTE A401

SURFACE OF CONCRETE FOUNDATION SHALL BE
LINED WITH ANTI CORROSION MATERIAL.

NOTE A402
BIRD SCREEN SHALL BE INSTALLED.

NOTE A405
NOZZLE OF PRESSURE INDICATOR SHALL NOT HAVE A POCKET.
IT MAY CAUSE REMAIN OF DRAIN.

NOTE A406
CAKE WASH PIPING SHALL BE MOVABLE SO THAT ITS POSITION
CAN BE ADJUSTED WELL DURING COMMISSIONING.

NOTE A407,

WASH AND SEAL WATER PIPING SSHALL BE DESIGNED

TO DISTRIBUTE WATER EQUALLY (EX. TO CONNECT SUPPLY LINE
TO MIDDLE OF HEADER).

NOTE B403
STRAINER CAN BE OMITTED IF ANOTHER ONE IS APPLIED UPSTREAM.

NOTE B404
TWO VACUUM RECEIVERS MAY BE REQUIRED DEPENDING ON THE CAPACITY
OR PROCESS REQUIREMENT.

NOTE B405
GYPSUM CHUTE SHALL BE DESIGNED VERTICALLY, NOT OBLIQUELY.

Complete System in Bidder scope EXCEPT:

1. Piping with accessories from Filtrate Extraction Pump
to Filtrate Water Tank. Refer Scheme No. PE-FEP-00.

2. Associated drain of vacuum belt filters (drip tray) to
filtrate tanks.

Refer sub section C1, clause 2.1.1.9 (ii) f of the
Specification.
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CAUTION: THE DRAWING IS THE PROPERTY OF BHARAT
HEAVY ELECTRICALS LTD.,AND IS NOT TO BE REPRODUCED
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1.Revise the Note A 4D7 by removin g " lubrication"word
2 Revised the Bet fiter washing pump denotation as C/D

Revised the document as per NTPC comment ts
1.Revised the BHEL drawing number to NTPC drawing nu

mbers

Revised the document as per NTPC comments

1.Tank capacity included

OR USED TO FURNISH ANY INFORMATION FOR MAKING OF

DRAWINGS OF APPARATUS EXCEPT WHERE PROVIDED

FOR AGREEMENT WITH SAID COMPANY.

CUSTOMER: NTPC LIMITED.
PROJECT:RAMAGUNDAM STG—I&II(3X500MW+3X200MW)

FGD SYSTEM PACKAGE
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1895168
Text Box
Complete System in Bidder scope EXCEPT:
1. Piping with accessories from Filtrate Extraction Pump to Filtrate Water Tank. Refer Scheme No. PE-FEP-00.
2. Associated drain of vacuum belt filters (drip tray) to filtrate tanks.
Refer sub section C1, clause 2.1.1.9 (ii) f of the Specification.

1895168
Text Box
Same scope as that of Belt filter -A.


Vacuum Receiver Tank

Bidder scope after the Pump Discharge is limited to the Engineering
of the Piping up to the Filtrate Water Tank as per Clause 2.1.1.9 (ii) f

of Sub-section C1, Section-I of this specification.

= e

I
|
J—
T EX-4020
R B N
NS -
T T
-t EX-4010
pAN B N
| =) zsL {
L S

Typical Scheme of the Filtrate Extraction System -
Bidder shall submit his P&ID showing complete
arrangement for BHEL/Customer approval. Piping
and Valves shall be rubber lined as per the details
provided elsewhere in the specification.

Scheme No.: PE-FEP-00

< ===
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Same scope as that of Belt filter Wash Tank - A

THIRD ANGLE No. REQD

PROJECTION

PROCESS WATER
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NOTE ADO1
MOTOR PID ARE NOT SHOWN.

NOTE AQ06

DISCHARGE OF DRAIN AND OVERFLOW LINE SHALL HAVE
45 DEG INCLINATION TOWARD FLOW DIRECTION OF TRENCH
FOR SMOOTH FLOW.

NOTE A008
TEMPORARY STRAINER SHALL BE INSTALLED AT THE PUMP SUCTION
FOR THE TERMS OF PRE—COMMISSIONING.

NOTE ADO9

THERE SHOULD BE CERTAIN DISTANCE BETWEEN NOZZLES FOR
INFLUENT LINE AND PUMP SUCTION NOZZLE AS LONG
AS THERE IS NO INSERT PIPE.

NOTE AO11
RO SHALL BE INSTALLED IN VERTICAL LINE.

NOTE B002

OPEN AND CLOSE CONTACT SWITCHES ARE FOR REFERENCE ONLY.
IN CASE THAT THERE IS CUSTOMER'S SPECIFICATION,
THEY SHOULD BE DECIDED BASED ON IT.

NOTE B003
SYSTEM COMPONENTS SHOWN IN THIS DRAWING ARE JUST DEFAULT.

TYPE/SIZING WILL BE SUBJECT TO CHANGE DUE TO VENDOR SELECTION

CUSTOMER NOS: G509toG511&G208t0G210

CUSTOMER: NTPC LIMITED.
PROJECT:RAMAGUNDAM STG—I&II(3X500MW+3X200MW)

FGD SYSTEM PACKAGE
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|
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|
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o ~
3 2 00 HIM 01 AP D03
£ E
'y NG G
D 5 S
NOTE AO06 L L
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BELT FILTER WASHING TANK B ,Capacity : 43.9 m3 BELT & CLOTH WASHING TANK PUMP C/D P
T & a
a
 F Q
S g E
o
g z S Z
S NO SECTION O TTEmP(C)| DENSITY Rl
m3/hr kg/m3 %2% - z
1 Process watfer fo belt filter wash fank 24.8 | 45.0 990 =22 83
Ep & %
=z Hoa
2 At the suction of belt filter wash pump 31.0 45.0 990 nZE 23
[S= =
29 s =
. . = n T E
3 At the discharge of belt filter wash pump 31.0 45.0 990 fdz 8%
Rev 02 Rev 01 L2 1B
= =
4 Wash water to belt filter 24.8 | 45.0 990 cgecs3
= n
5 Recirculation flow to Belt filter wash tank 6.2 45.0 990 rev o [ wm | o |aeen wv e [ wm | o [aeen 5% g g =
02 [24.08.20 [RAUU.P | NAVEEN | ACR 01 | 27.05.20 | RAJUP | NAVEEN | ACR 2ie £ B
Revised the document as per NTPC comment ts Revised the docurment as per NTPC cammen ts © T 0o A =
1.Revised the BHEL drawing number to NTPC drawing numbers 1.Revised the nome of tonk to Belt and cloth washing tank
2.Tank capacity included

DEPT NAME (BHEL) DATE
(Fregzem) BHARAT HEAVY ELECTRICALS LIMITED, CODEpRN RAJU.P 27.04.20
UNIT: BOILER AUXILIARIES PLANT, \ |cHD P.N.REDDY 27.04.20
RANIPET:632 406.
IAPPD ACR/RSB 27.04.20
M.I, MITSUBISHI HITACHI POWER SYSTEMS, LTD.
AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
TITLE: \ SCALE : NTS
P & ID-CGYPSUM DE WATERING SYSTEM
(BELT & CLOTH WASHING TANK B) | &=F@— - —
NTPC DRG NO: 3130-109-PYM-F-020 SH 06 of 12
BHEL DRG NO FILE NO REV NO
B240-00422 02
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THIRD  ANGLE No. REUD
PROJECTION
(Fa
KJ NOTE B002
OOHTQO1CFOO1
BHEL Scope till Terminal -
Point as per Specification. % § ﬁsm T -
2 2 N |
CLARIFIED WATER SUPPLY = = [ |
= 00HTQO8AAQQS | OOHTQOBAAOOG
L | S 0 S 00-125-WP-8101-CCO1 [ ] | }
00HTQOBAAODT |
TERMINAL POINT — NTPC ‘ \ b aeen CLARIFIED WATER
L7 STRA‘GHT STRA‘GHT ‘ OO WOO WP 8552 CCOW }D 40700411/313071097WM7F7DZU D3 of 12
TO CLARIFIED WATER TANK B —— | 00 14k 05 AP CoT
\ B 5 ) 00 HTM 02 AP 001
B240-00424,/3130—109—PVM—F~020 080f12 00— 125" WP 8111~ Lo S | —
- -109-PVM—F— 0
T | %oomw&%wccm CUARITIED ATE
OO HTQ O/‘ BB 002 Eng|neer|ng & Supply by Blddel' as per 9 ‘ [l COmTa0RAA 124 ‘82404)0411/3130*1097PVM7F*020 03 of 12
; ; o 125X100 TO VACUUM BELT FILTER A
sub section C1, clause 2.1.1.9 (i) e. J | 00 T 01 AT 001
VACUUM PUMP SEAL WATER 5 \ 00-65-WP-8140-CCD1 T .
00-125-WP-8539-CCO1 & il S
B240-00411/3130-109-PYM—-F-020 03 of 1 S‘ } (6] OOrTaoBAT2S §
e | /
FROM 00 HIT 03 AP 001 2
S /LA i
N 5 =
7S\ [/ ZsL © 750\ | zsH
o a
NN N N AN
o
O
00HTQO1CLO8S Ny a |
\ 00OHTQO8AA108 | OOHTQOBAATOT
BHEL Scope. 20 PR
P I Z%mi
v \ , | U=
T T T T =
| S
| L oHTQoBAATI26 L
Engneering | 0DHTQOBAAT06 &ﬁ . & DOHTQOBAATOS
by Bidder ‘ S =AT =AY
- | 0OHTQO1CP581 T 4 L 00OHTQO1CP582
p)
S o \ . 2 00HTQO8AA125 ‘
S M.H. | 2 o 25
= | O0HTQOBAAT27 ;‘ = 00HTQOBAA128
= TANK ALONG WITH THE MOUNTED | 0 3
i INSTRUMENTATION IN BHEL's SCOPE. — | i &
=
= il
S =Ny= -~----——————— - —————— i 7
R N \‘/ T
- % 2
- | =
l - " o
00HTQO8AAI02 |ENgineering & S }
[BHEL'S SCOPE | Supply by Bidder ‘
00 HTQ 01 BB 001 e |
80 NN
— N@E IH % 00-125-WP-8120-CC01
u \
OHTQOBAA10 oV, O
00HTQOBAAOQ/ Z AN =
Y =z
BN -
SEALING WATER SUMP é
NOTE BO0O3
SYSTEM COMPONENTS SHOWN IN THIS DRAWING ARE JUST DEFAULT.
TYPE/SIZING WILL BE SUBJECT TO CHANGE DUE TO VENDOR SELECTION
CLARIFIED WATER TANK A, CAPACITY:43.9 mB/hr CLARIFIED WATER PUMP A/B
FLOW o DENSITY
S NO SECTION m3,/hr TEMP(C) kg/m3
1 | Clarified water to clarified wash tank 248 | 45.0 | 990 CUSTOMER NOS:G509t0G511&G208t0G210
2 At the suction of clarified wash pump 95.0 45.0 990 CUSTOMER: NTPC LIMITED.
3 At the discharge of clarified wash pump 395.0 45.0 990 ] PROJECT: RAMAGUNDAM STGl&ﬂl(BXSOOMW+3XZOOMW)
FGD SYSTEM PACKAGE
4 | Clarified Wash water to belt filter 24.8 45.0 990
DEPT NAME (BHEL) DATE
S | Vacuum pump seal wafer 49.6 45.0 990 BHARAT HEAVY ELECTRICALS LMD, |CCPE[DRN RAJU.P 27.04.20
6 Recirculation flow Back to clarified water tank | 19.0 45.0 990 ””[l unr: BOILRii‘s;X:LL;QDTOE:_PLANT' M |CHD P.N.REDDY 27.04.20
196 45.0 APPD ACR/RSB 27.04.20
7 Clarified water from seal water pump . . 990
to clarified water tank /M.I. MITSUBISHI HITACHI POWER SYSTEMS, LTD.
AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
P & ID—GYPSUM DE WATERING SYSTEM [SCAtE:NS
e 09 e 02 LN Re O] (CLARIFIED WATER TANK A) e
TITLE:
RV [ME | Am | o [ aep, . |mE | Am | oo [ 4peD, RV [ | am: | oo [ aeeo, “INTPC DRG NO. 3130-109-PVYM-F-020 SH 07 of 12
05 [1210.20 [RAJUP | NAVEEN | ACR 02 [24.0820 |RAJUP | NAVEEN | ACR 01 270520 | RAJUP | NAVEEN | ACR = S
Mrevess e rstoro o o T reren e s oem o 90 toun rumor I BHEL DRG NO FILE NO REV NO
B240-00423 03
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0 1 2 3 4 5 B 7 8 9 10 M’I" AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
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A B C D E F G \ H
THIRD  ANGLE No. REQD
PROJECTION
()
vl
=
=
. L] Z
Same scope as that of Clarified Water (Cake Wash) Tank - A 3
g
NOTE BQ02
= —————
CLARIFIED WATER L |
00-125-WP—8111-CCol  OOHTQOBAAOTS | OOHTQOBAAOTE
8240700423/313071097PVM7F7020 070f12 }— ‘
0D-100-WP-8554-CCo1 [ CLARIFIED WATER
‘ }BZ‘)U*UOMZ/SW3071097PVM7F7020 04 of 12
| TO VACUUM PUMP B
7= N 00 HTM 02 AP 002
NOTE B002
| L AR [ore 202
= | 00-80-WP-8552-C001  CLARIFIED WATER
8 }8240700412/313071097PVM7F7020 D4 of 12
“ROM VACUUM PUMP B & | OUHTQ0BAN134 TO VACUUM BELT FILTER B
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SEALING WATER SUMP S
NOTE BDD3
SYSTEM COMPONENTS SHOWN IN THIS DRAWING ARE JUST DEFAULT.
WPE/S\Z\NG WILL BE SUBJECT TO CHANGE DUE TO VENDOR SELECTION
CLARIFIED WATER TANK B, Capacity: 43.9 mS/hr CLARIFIED WATER PUMP C/D
FLOW . DENSITY
> MO SECTION m3/hr [MPO] g /ms3 CUSTOMER NOS:G509t0G511&G208t0G210
1 Clarified water to clarified wash tank 24.8 45.0 990 CUSTOMER: NTPC LIMITED
2 i ifi 95.0 i X
At the suction of clarified wash pump 45.0 | 990 PROJECT: RAMAGUNDAM STGI&II(3X500MW+3X200MW)
3 | At the discharge of clarified wash pump 95.0 45.0 990 ; FGD SYSTEM PACKAGE
4 | Clarified Wash water to belt filter 24.8 | 45.0 990 i gg;; NAME (BHEL) DATE
19.6 5.0 . 57;3 BHARAT HEAVY ELECTRICALS LIMITED, DRN RAJU.P 27.04.20
5 | Vacuum pump seal water ‘@ : : 990 g B UNIT: BOILER AUXILIARIES PLANT, y loHo b NREDDY 27.04.20
2 7] RANIPET:632 406. —
6 | Recirculation flow Back to clarified water tank |¢ 19.0 45.0 990 - g APPD ACR/RSB 27.04.20
7 | Clarified water from seal water pump 49.6 45.0 990 - = /M.I. MITSUBISHI HITACHI POWER SYSTEMS, LTD.
fo clarified water tank 2 . AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
“|P & ID—GYPSUM DE WATERING SYSTEM | SCAE:NTS
Rev 03 02 - z
o e Re 01 |7 " | (CLARIFIED WATER TANK B) LSO
REV. am__ | oo = RV | oE | am | ow [aeeo, [ am [ ow [ 4prp. % ; NTPC DRG NO. 3130-109-PVM—-F-020 SH 08 of 12
RAJUP | NAVEEN | ACR 02 | 24.08.20 | RAJU.P_| NAVEEN | ACR 520 |[RAJUP | NAVEEN | ACR ZEx 2 8
T reress e v sroie s o 10w s T IR e ~ " [BHEL DRG NO FILE NO REV NO
B240-00424 a3

‘HH‘HH‘HH‘HH‘\H\‘HH‘\H\‘HH‘HH‘HH‘HH‘\H\‘\H\‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘
0 1 2 3 4 5 6 7 8 9 10

m AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
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A B C D E F G \ H
THIRD ANGLE No. FREQD
PROJECTION
00-200-GS-4425-DA60
I o e e
| | = AN
| | Cr=s >
,,,,, ]
i | NOTE AD11 1 ,@
| | __
| ! 250x200L)  MIN.__j FopiTi04AA35 1 1
‘ I } } /\ “ { }n 40~00445/3130~109-PVM—F~02D 10 of 12
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} o MIN 1 [ 00HTMO4AA352 ]
} K%TMOW F073 } | —i }D 40-00445/3130- 109-PW-F-020 10 of 12
00-350-65-4041-AA60 e ‘ o i s] s MSD TO SECONDARY HYDROCYCLONE B
B24D-D0402/3130-108-PVM-F~020 02 of 12, } K / ﬁSL ‘ NﬁDIEiBOoz % STRAIGHT 00 HTM 02 AT 002
| R o
EEOLAWZ)R(‘J%ATX: [H]Z?ROCYCLONE A O/F | ﬁ&\ K/ m; 20 =
| -\/ NOTE B002 S
|
| ] L () L ()
00— 350—GS—4051-AAGO C— } 25450 @ T @ @ @
B240-D0402/3130-109-PWM-F-020 D2 of 12 | NC }7
FROM PRIMARY HYDROCYCLONE B O/F | DOHTMO4AA30[ D D
00 HTM 00 AT 002 - - - ! o NOTE 4006 | | NOTE AODS
Engineering by Bidder ! ceorbAco (g | ) | 6] 00-25-WP-8515-CCO1
as per sub section C1, ‘} g P;@ﬁ?%‘g;
clause 2.1.1.9 (ii) b | 750N [ zsh 5 N
77777777 - — — wy
r | l &}
VAN | | | | Ik
\ [ | ﬁ&\ \ [ N [ [ ﬁ&\
OOHIMO4CLO03 E | Lo 1 J L1
! / Lca \ N L n ] N/
} K/o— } T | - : | }
| | | | |
I LL2 | | 1 I 1 I |
}OOHWQW 70201@‘ i | oowmoszﬂz DOHTMO4AA322 0DHTMD4AA321 OBHTJM en NOTE AOO1
J T A MOTOR PID ARE NOT SHOWN.
BHELS : :’777 a a 80 ; 25x50 NC MIN. MIN. NC 25x50 NOTE A004
cope. Y |
| TO PREVENT NONFUNCTIONING OF SLURRY TANK
v oy M Y A P | onTIEQLEA50 775 S e oo PUMP SUCTION VALVE DUE TO SOLID SEDIMENTATION,
+ + T - T+ = T | S = . THE SHAFT OF BUTTERFLY VALVE SHOULD BE INSTALLED HOLIZONTALLY
Hn3 NI-A N1-B N-2 M- | /P\\ PT R N kj I - PT /Pm AND UPPER HALF OF THE DISC SHOULD BE TURN INTO TANK INSIDE.
350NB 350NB 350NB 200NB ! . w [H—s3e 2 . SUCTION VALVES SHALL BE MOUNTED ON NOZZLE DIRECTLY
|
N z
| = AS LONG AS ACTUATOR DOES NOT COLLIDE WITH TANK CASING.
| 00HTMO1CPS71 NOTE AOT1 I QOrTHOTCRS72 NOTE AO06
Engineering - | }7 : T g :
. 00 HTM 02 AM 001 | - DISCHARGE OF DRAIN AND OVERFLOW LINE SHALL HAVE
by Bidder | COHTMOTERS72 E @ o 45 DEG INCLINATION TOWARD FLOW DIRECTION OF TRENCH
| D 3 FOR SMOOTH FLOW.
| |
< 2 Lo - & NOTE AD08
|
i : i : ! 3 TEMPORARY STRAINER SHALL BE INSTALLED AT THE PUMP SUCTION
g Engineering by Bidder |, i) FOR THE TERMS OF PRE-COMMISSIONING.
. o
% as per sub section C1, L NOTE. A
= clause 2.1.1.9 (i) ¢ I i THERE SHOULD BE CERTAIN DISTANCE BETWEEN NOZZLES FOR
" K\ \ | } INFLUENT LINE AND PUMP SUCTION NOZZLE AS LONG
=) 250 ZoH s | | AS THERE IS NO INSERT PIPE.
TANK ALONG WITH THE MOUNTED = N AN L0 T | o
] > |
INSTRUMENTATION IN BHEL's SCOPE. < W\ EX-4110 Q Y ; RO SHALL BE INSTALLED IN VERTICAL LINE.
250NB ‘ b }
e 0oHTMO4AN3 12} 75N | 751 e NOTE AOT4
‘[E‘ |BHEL'S SCOPE | ] k/ & OO HIM 04 AP 002 EE THE DRAIN NOZZLE SHALL BE EMBEDDED IN THE TANK BASE.
O — 5y AND T SHALL BE DIRRECTED TO TRENCH SO THAT SLURRY IN THE TANK
00 HTM 04 BB 001 EX-4120 CAN BE DRAINED OUT COMPLETELY.
Nsa W | I —— M
250NB | [ooHTMO42A311 NOTE B002
N4 02
MIN. = = OPEN AND CLOSE CONTACT SWITCHES ARE FOR REFERENCE ONLY.
OOHTMO4AA30] < | ﬁ&\ - 2 ﬁ&\ - ‘ < 00 HIM 04 AP 001 IN CASE THAT THERE IS CUSTOMER'S SPECIFICATION,
K/ 0oL S \j 7 3 THEY SHOULD BE DECIDED BASED ON IT.
200 NC LS % 22 %
Y _OTE A004 [H— g [H—= =
o — | \
D @ E @ E CUSTOMER NOS: G509toG511&G208toG210
D D
CUSTOMER: NTPC LIMITED.
8 & PROJECT:RAMAGUNDAM STG-1&l(3X500MW+3X200MW)
S NO SECTION FLOW 'ILEMP DENSITY . E o
m/hr (c) kg/m? N FGD SYSTEM PACKAGE
o< a
1 Primary hydrocyclone overflow 136.1 | 61.4 1112 00 HTM 02 AM 001 00 HTM 04 AP 001/002 LEZE DEPT NAME (BHEL) DATE
: : ;5 2 % |czran BHARAT HEAVY ELECTRICALS LIMITED, CODEpRN RAUP Z7.04.20
2 Secondary hydrocyclone feed pump suction 280.0 61.4 1112 SECONDARY HYDROCYCLONE FEED TANK AGIGTATOR SECONDARY HYDROCYCLONE FEED TANK PUMP =23 % ) B”[l UNIT: BOILER AUXILIARIES PLANT, M [cHD P.N.REDDY 27.04.20
Lo B bl
Qo = F =z RANIPET:632 406.
3 Secondary hydrocyclone feed pump discharge 280.0 61.4 1112 E Z § E § APPD ACRIRSB 27.04.20
4| Secondary hydrocydionef 1361 | 614 | 1112 R — THE MITSUBISHI HITACHI POWER SYSTEMS, LTD
B . e T )
<: 5 Recirculation Flow to Secondary hydro cyclone feed tank 1439 | 614 112 3 ! SECONDARY HYDROCYCLONE FEED TANK,Capacity :189.4 m3 ég - &z g AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
6 process water flow for flushing 3 450 990 ] g § % £ P & ID-GYPSUM DE WATERING SYSTEM
AA Rev 02 AA Rev 01 £ o & E (SECONDARY HYDROCLONE FEED TANK) S F Q- —
| »n =
zEAa & &
eev e | am | oo [4pPn kv o 1w | o [ 4#PD. % E @ % </ NTPC DRG NO: 3130-109-PVM-F-020 SH 09 of 12
02 | 250820 | RAJU.P | NAVEEN | ACR 01 |27.05.20 [RAJUP [ NAVEEN | ACR THz 2 §
Rev‘ws‘ed the document as: per NTPC commen! ts ) Revised the dcvcufnerv( as per NTPC commenl ts BHEL DRG NO FILE NO REV NO
2.Changed the pipe material from CSRL to FRP for size less than 300 NB 8240_0044 1 02
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GYPSUM SLURRY

[B24D-00441/3130-109-PYM—-F—020 09 of 1

00 HTM 04 AP 001/002

GYPSUM SLURRY

[B240-00441/3130-109-PYM-F-020 09 of 12

00 HTM 04 AP 001/002

00HTMO1CP506

“ 00HTMO2CPS06

In Bidder's scope including U/F & O/F Launders.

L

00 HTM 02
AT 001

00 HIM 02
AT 002

THIRD ANGLE No.  REGD

PROJECTION

ONIMYHA

“oN

00HTMO4AA4O1 OHWOMMWOHWOWW QOHTMO4AA404 00HTMO4AA41 oowmowmwowmozmw 3
Al Y Y Y
‘ OVERFLOW LAUNDER ‘ ‘ OVERFLOW LAUNDER ‘
‘ UNDERFLOW LAUNDER ‘ ‘ UNDERFLOW LAUNDER ‘
T — T - T
Engineering & Engineering 2 NOTE: NUMBER OF VALVES & HYDROCYCLONES SHALL
Engineering & Engineering & Supply by Bidder Supply by Bidder BE FINALIZED AFTER VENDOR'S INFORMATION
Supply by Bidder Supply by Bidder
1
— . | Engineering by Bidder Engineering by Bidder
Engineering by Bidder Engineering by Bidder as per sub section C1, as per sub section C1, ‘m
as per sub section C1, as per sub section C1, clause 2.1.1.9 (ii) c. clause 2.1.1.9 (ii) e.
clause 2.1.1.9 (ii) c. clause 2.1.1.9 (ii) e.
o 00=300—FS— 4451 —AAGO SECONDARY HYDROCYCLONE B Q/F
‘ 4 451/3130-109-PYM—F-020 12 of 12
— 00-200-65-4421-DA6O i i ‘TO WASTE WATER STORAGE TANK
Engl_neerlng & Supply 00 HTM 05 BB 001
FROM SECONDARY HYDROCYCLONECFEED TANK PUMP A/B by Bidder as per sub
— . - l section C1, clause o 00-250-6S—~4452-DAB0 }SECOOO‘[\IMD//:SDYWHYMDARFOLE:%?VEE B U/F
nglpeerlng supply 211.9 (I) d ‘@ TO FILTRATE WATER TANK
by Bidder as per sub 00 HIW 03 B8 001
section C1, clause
2.1.1.9 (i) d
SECONDARY HYDROCYCLONE A O/F
OO?EOO?FS?44417AA6O }" 4 451/3130-109-PVM—F-020 12 of 12 /
TO WASTE WATER STORAGE TANK
00 HTM 05 BB 001
SECONDARY HYDROCYCLONE A U/F
|
‘u 40-00431/3130-109-PVM-F-020 11 of 12
‘@ TO FILTRATE WATER TANK
00 HTM 03 BB 001
— 00-200-G5-4422-DAE0
FROM SECONDARY HYDROCYCLONE FEED TANK PUMP A/B
00 HTM 02 AT 001/002
CUSTOMER NOS: G509toG511 & G208toG210
SECONDARY .
HYDROCYCLONE £/B, Capacity: 137 m3/hr CUSTOMER: NTPC LIMITED.
25 PROJECT:RAMAGUNDAM STG-I&II(3X500MW+3X200MW)
P FGD SYSTEM PACKAGE
T o< A
fE= 2 DEPT| NAME (BHEL) DATE
SNO SECTION 'r:nLﬁ?:N -(I—E')VIP EgE/ESI;rY %Z E Z BHARATHEAWELECTRICALS umep, | ©°PFDRN RAU.P 270420
£2 5 & W//[{fd \NT:BOILERAUXILIARES PLANT, CHD P.NREDDY 27,0420
éé el g z RANIPET:632 406. M
Secondary hydrocyclone feed flow 136.1 61.4 1112 - s & s IAPPD ACRIRSB 27.04.20
Eog 38
Secondary hydrocyclone underflow 51.1 61.4 1259 - Zy e M MITSUBISHI HITACHI POWER SYSTEMS, LTD.
e *R” AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVISION
Secondary hydrocyclone overflow 85.0 61.4 1023 E: g % £ SCALE : NTS
T3z o = :
Eg % P & ID-GYPSUM DE WATERING SYSTEM
Rev 02 Rev 01 |25 52 (SECONDARY HYDRO CLONE ) =& - —
v Jove | wm | oo [ apeo. rev [ome | wm | oo [ 2eeo. %E E % i NTPC DRG NO: 3130-109-PVM-F-020 SH 10 of 12
02 |2508.20 | RAJU.P | NAVEEN | ACR 01 |27.0520 | RAJUP | NAVEEN | ACR SEHEEe
Revised the document os per NTPC comment ts Revised the document as per NTPC commen ts BHEL DRG NO FILE NO REV NO
z.c::;d t:e pipe ;:r;;i\nffme;s;L ta FRP for s 2Hydrocyclone copacity included 8240—00445 02
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o 1 2 3 4 5 6 /7 8 9 10
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FROM_VACUUM BELT FILTER A
00 HIM 01 AT O

FILTER WASHING WATER

00-350-FS-4113-AA60 [~

}9240 00412/3130-109-PWM-F-020 04 of 12

A B C D E F G \ H
No. REQD
THIRD  ANGLE
PROJECTION
FILTRATE WATER TANK LEVEL SIGNAL
‘@ r— - - —— — = = — = — = = — = — — — T - —— —45240—00200/313071og—Pvm—F—oow o1 of 32
| ‘ FILTRATE RETURN CONTROL
| | FILTRATE WATER TANK LEVEL SIGNAL
| re {Bmu—unzm/mo—wog—Pvm—F—om 02 of 32
| | FILTRATE RETURN CONTROL
| | FILTRATE WATER TANK LEVEL SIGNAL
SECONDARY ‘ r ffffff *\BZ4D*00202/313071097PVM7F*UI)1 03 of 32
HYDROCYCLONE A/B 007175 -F5 4571 -DABD T~ ‘ | FILTRATE RETURN CONTROL
B240-00451/3130-109-PVM-F-020 12 of 12 | |
FROM WASTE WATER PUMP A/B FILTRATE WATER TANK LEVEL SIGNAL
00 HIM 05 AP OOW/UOZ ‘ L ‘{Bmu—uDzoa/}wao—\o%vaPom 04 of 32
| FILTRATE RETURN CONTROL
5 |
\/ } FILTRATE WATER
| 00-250-F5~4327-DA60 B240-00203/3130-108—PWM-F—001 04 of JZ‘
. | FROM ABSORBER UNIT — 4
( 00-100-FS-7121-DA60 00—100-FS—=7121-DAB0 ‘ 40 HTD 00 BB 001
B240-0720/3130-109-PWM-B-201 05 of 06 | |
FROM GYPSUM AREA DRAIN SUKP PUMP A/B O00HTMO4AA600 ‘
00 HTT 01 AP 001,002 ‘
\
ENGINEERING BY GDW SYSTEM SUPPLIER AS PER SUB |
SECTION C1, CLAUSE 2.1.1.9 (ii) (d) & (f) \
| (8]
‘ ﬁﬁh E 00-300-FS-4321-AA60
FILTRATE 00-300-FS—4101-AABO ~ } 4 /3130-109-PWM-F-001 03 of 32
}5240 ~00411/3130~109-PVM-F-020 03 of 12 ‘ NOTE BQ02 ‘ K‘J T0 ABSORBER UNIT —3
FROM VACUUM RECENVER A | | 30 HTD 00 BB 001
00 HTM 02 BB 001 | |
FILTRATE 00-300-FS-4111-AAB0 [~ \ NOTE AO11 L
}5240 00412/3130-109-PVM-F-020 04 of 12 | 25x50
-
FROM VACUUM RECEINVER B ‘ =S NC
00 HTM 02 BB 002 M5
FILTER WASHING WATER . 00-350-FS-4103-AR60 [~ | é JOHTMO4AAGOR @
}5240 00411/3130~1D9-PVM-F~020 03 of 12 ‘ o CCco1 AAGO 00-25-WP-8530-CCO1 PROCESS WATER
§ \ B270-10431
\
\

EENNEED

N,

Pl

N

NOTE A0O1
MOTOR PID ARE NOT SHOWN.

NOTE A004

TO PREVENT NONFUNCTIONING OF SLURRY TANK
PUMP SUCTION VALVE DUE TO SOLID SEDIMENTATION,
THE SHAFT OF BUTTERFLY VALVE SHOULD BE INSTALLED HOLIZONTALLY
AND UPPER HALF OF THE DISC SHOULD BE TURN INTO TANK INSIDE.
SUCTION VALVES SHALL BE MOUNTED ON NOZZLE DIRECTLY
AS LONG AS ACTUATOR DOES NOT COLLIDE WITH TANK CASING.

NOTE AQO6

DISCHARGE OF DRAIN AND OVERFLOW LINE SHALL HAVE
45 DEG INCLINATION TOWARD FLOW DIRECTION OF TRENCH
FOR SMOOTH FLOW.

NOTE A008
TEMPORARY STRAINER SHALL BE INSTALLED AT THE PUMP SUCTION
FOR THE TERMS OF PRE-COMMISSIONING.

NOTE AC09

THERE SHOULD BE CERTAIN DISTANCE BETWEEN NOZZLES FOR
INFLUENT LINE AND PUMP SUCTION NOZZLE AS LONG
AS THERE IS NO INSERT PIPE.

NOTE AD11
RO SHALL BE INSTALLED IN VERTICAL LINE.

NOTE B002
OPEN AND CLOSE CONTACT SWITCHES ARE FOR REFERENCE ONLY.

ONIMYHQ

“oN

CUSTOMER NOS: G3509toG311&G208t0G210

2.Tank capacity included.

OR USED TO FURNISH ANY INFORMATION FOR MAKING OF

CUSTOMER: NTPC LIMITED.
PROJECT:RAMAGUNDAM STG—I&II(3X500MW+3X200MW)

FGD SYSTEM PACKAGE

I f I
FROM VACUU BELT FILTER B V751 R Lo /7
00 HIM 01 AT 0 K/ ‘f ‘f K/
GYPSUM SLURRY ﬂ oo 250-6S-4442-DA60 ) [ w L _ ‘
}5240 00445/3130-109-PVM-F-020 10 of 12 } }
FROM SECONDARY HYDROCYCLO)E A L AN .
FROM 00 HTM 02 AT 001 OOHWO‘W\W? 0OHTMO4AA621
GYPSUM SLURRY W ~ " — —
[B240-00445/3130-109-PVM-F-020 10 of 12 25><50 OOHTMO4AA642 O HTMO%&‘/&%LH 25X5O
FROM SECONDARY HYDROCYCLONE B
FROM 00 HTM 02 AT 002 ‘ CCO1AAB0 MRG0 CCO!
B S 84T 42
-t \ 00HTMO1CP062 750 | [NOTE poi1 ] 00HTMO1CPOB ]
‘ \ PT Ml Kj % MIN PT
N7 \ | - S ”
3 1L o
< (_)E
— } 00HTMO1CP562 N QIZ% % 00HTMO1CP56 1
MIN S i MIN
\ ?ﬁ I NOTE AO1 1 T = 2‘
\ & T
7 @
% } % MD i
i =] %‘
| i
& 00 HM 01 AM 001 ﬁgh ﬁgm L
1 e -
: ] ] i E\ T
|
o | |
S OGHTMO4MG12| _ _ | § \ |
an J‘ k ‘! \
T EX—4020 |
N-9B 4” } 00-300-FS—-4311-AABO D_[:::j M |
MH.—2 \
O0HTMO4AAG 11 3
I S T 00 HTM 03" FP~002[wore 001 Hg |
>
00 HTM 03 BB 001 . PX-4010 SR
7 00-300-F5-4301-AABO
N-9a I & | ‘ I B M
h-g  ore o] &8 () 00 HIM 03 AP 001
OOHTMO4AABO L ZsoN [ zsN K/ k/ =
e | 2
150 NC } \‘/ \‘J o H] % [H ;15
s} © S
! O =g e
1 ' [ I
D M S M
D
00 HTM 03 BB 001 00 HTM 01 AM 001 00 HTM 03 AP 001/002
(=)
. =a)
FILTRATE WATER TANK,Capacity: 158.5 mJ FILTRATE WATER TANK AGITATOR FILTRATE WATER PUMP A/B 53
[a=1
S NO SECTION hi';ﬁﬂ TEMP(C) | DENSITY(kg/m ) Sy
S o
1 Gypsum slurry from gypsum area drain sump pump 50 61.4 1219 EE
o
2 Filtrate water from vacuum receiver 82.0 61.4 1006 ﬁi
m A
3 Wash Water from vacuum belt filter 24.8 45.0 990 Eg
4 Underflow from sec waste water hydrocyclone 571.1 61.4 1259 f;
5 Waste water slurry from waste water tank 43.9 61.4 1023 %;
6 Suction line of filtrate tank pump 440 58.0 1068 Rev 02 g%
‘& ev =
7 | Discharge line from filtrate pump 440 58.0 1068 Rev 01 Eg
8 Common discharge line tfo absorber 440 58.0 1068 e
R wev [me | wm | oo [ apeo. wv o | am | o; [ 4P E E
-9 Brocess water for flushing -3~~~ 4D~ 02 [24.08.20 [RAJUP | NAVEEN [ ACR o1 [270520 [RAJUP [NAVEEN [ACR B
10 | Recirculation flow fo filirate fank 228.2 45.0 990 et s s e i o ATHC i o o

E DEPT NAME (BHEL) DATE

E BHARAT HEAVY ELECTRICALS LIMITED, CODEDRN RAJU.P 27.04.20

5 B BHE UNIT: BOILER AUXILIARIES PLANT,

E % ” RANIPET-632 406, M CHD P.N.REDDY 27.04.20

E % IAPPD ACR/RSB 27.04.20

=g M. MITSUBISHI HITACHI POWER SYSTEMS, LTD.

; ; AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVIéION

E £ [TILE: SCALE : NTS

se|P & ID-GYPSUM DE WATERING SYSTEM

5 2 (FIH_TRATE WATER TANK) Q

£ 2INTPC DRG NO:  3130-109-PVM—F-020 SH 11 of 12

o " BHEL DRG NO FILE NOC REV NO
B240-00431 02
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ENGINEERING BY GDW SYSTEM SUPPLIER AS PER SUB

T

HIRD

PROJECTION

ANGLE

No.

REQ'D

‘E240700431/313071097P\/M7F7020 11 of 12

TO FILTRATE WATER TANK
00 HTM 03 BB 001

AN

ONIMVHA

“ON

| ASH SLURRY

SYSTEM

WASTE WATER STORAGE TANK. Capacity:

00 HTM 05 BB 001

427.2 mJ

S NO SECTION FLOW TEMP |DENSITY
m3/hr (°c ) |kg/m’

1 Gyp slurry from sec hydro cyclone over flow 85.0 61.4 | 1023
2 Gyp slurry to WW pump Suction 126 61.4 | 1023
3 Gyp slurry from WW pump discharge 126 61.4 | 1023
4 Gyp slurry to flitrate water tank 43.90 61.4 1023
5 Process water line for flushing 3 45 990
6 Gyp slurry to NTPC terminal point 41.20 61.4 1023
Recirculation flow back fo waste water tank 1023

00 HIM 05 AM 001

WASTE WATER STORAGE TANK AGITATOR

00 HIM 05 AP 001

002

WASTE WATER PUMP A/B

B270-

10431

PROCESS WATER

TO PREVENT NONFUNCTIONING OF SLURRY TANK
PUMP SUCTION VALVE DUE TO SOLID SEDIMENTATION,

THE SHAFT OF BUTTERFLY VALVE SHOULD BE INSTALLED HOLIZONTALLY
AND UPPER HALF OF THE DISC SHOULD BE TURN INTO TANK INSIDE.

SUCTION VALVES SHALL BE MOUNTED ON NOZZLE DIRECTLY

AS LONG AS ACTUATOR DOES NOT COLLIDE WITH TANK CASING.

DISCHARGE OF DRAIN AND OVERFLOW LINE SHALL HAVE
45 DEG INCLINATION TOWARD FLOW DIRECTION OF TRENCH

TEMPORARY STRAINER SHALL BE INSTALLED AT THE PUMP SUCTION

THERE SHOULD BE CERTAIN DISTANCE BETWEEN NOZZLES FOR

INFLUENT LINE AND PUMP SUCTION NOZZLE AS LONG

OPEN AND CLOSE CONTACT SWITCHES ARE FOR REFERENCE ONLY.

IN CASE THAT THERE IS CUSTOMER'S SPECIFICATION,

BHEL SHALL REFLECT THE SIZE AND DESIGN OF TERMINAL POINT.

SECT'ON Cl’ CLAUSE 2.1.1'9 (ii) (e) *<‘5240700448/313071UQ*WM*F*D‘)BEh3uf3 =
PH SIGNAL E
EI
00-300-FS-4441-AA60 I
E240700445/11SDJDQfPVMfFflJZD 09 of 12
ggo}:/‘T@EggNBARO\BW HYDROCYC ONE A OVERFLOW B240-0044B/3130-109-PVM—F-046 Sh 3 of 3
LIME SLURRY FROM NEUTRALIZATION SYSTEM
00-300-FS-4451-AA60 I /m
B240-00445/3130-109-PVYM-F-020 09 of 12 B
- <
FROM SECONDARY ~HYDROCYC)ONE B OVERFLOW Ht» 2 | oowmo CFo83
00 HTM 02 AT 002 -3 0DOHTMO4CFO16
= e
o
NOTE AOT1 ’ K‘/ [\ 200x125 o
Canre B ———JM\N T
00-100-FS-4525-DA60 e ‘!‘ 195 £5 4599 DABO ‘
MIN. [ I
STRA‘CHT OOHTMO4AA504 00HTMD4AA461 3D STRAIGHT STRAIGHT
Note Booz | [ ZsL Y
TS N —
7sL 7SH
,,,,,,,,,,,,,,,,,,,, - NC MIN.
\ K‘/ K‘/ OOHTMO4AASD / K
‘ \ | \ \
| I CC01ADEO ] 00-25-WP-8520-CC01
| |
| |
|
\ I \
_ : o ! ! /s L_*Q;** LM N e W =
S ___ 8 00HTS01CL00 N
g T8 } 0| D D D P k\/ | » | K\/
> = i | Q0HTMO4AALDD ﬁSL 00HTMO4AA421 | NOTE AOO1
= = MH. ‘ | - | MOTOR PID ARE NOT SHOWN.
vy sT™""Ts M _ | L | (ot o]\ 3 Oy =
T T T T T T T T T T | Lo = g NOTE A004
H N-t A1 N—p MHA=T 3 | vss0 1. T 550
N-4 ! x50 gormhioamnasp (B =0z & dporrud¥inady 5
I o ¥
— | o1 DABD 3 I » DABOCCO1
— | © NOTE 4011 | == @
o |
00 HTM 03 AM 001 } 00HTMO1CPO82 4 I S 00HTMO1CPO81
| MI o E ] g ] |
NOTE A009 | o @B} i 02 D S / P NOTE AD0G
2 | N T NOTE AQ06 N
= | 0OHTMO1CP582 8 OOHTMO1CP581
x ! = (9 FOR SMQOTH FLOW.
7 | JE—{= — &[S
i | - NN HINT NOTE A008
Llr |
g 3 E FOR THE TERMS OF PRE-COMMISSIONING.
X B g I g N e - [ T
= OHTMO4AR417 (750N [ zsH 2 | | NOTE AD09
== N N ‘& g |
T T >‘< i |
- — — — L ‘
MWJ . (00-200-FS-4511-DABO o | AS THERE IS NO INSERT PIPE.
N-6B[| 8| e B M |
7sL 7SH o NOTE AO11
M.H. DOHTMO4AA4 16 2
-2 N AR 00 HTM 05 AP (QQ2[NOTE A0OT g RO SHALL BE INSTALLED IN VERTICAL LINE.
00 HTM 05 BB 001 = ‘ ‘ 3o
MIND = = - 02 EX-4210 e
00-200-FS=4501-DAB0 ) |min
NfM | IR — M
N-5 NOTE B002
DOHTMO4AASOD1 NOTE A0O4 ZSN 750N MIN'. 00 HTM 05 AP Q07| NOTE AGOT
A - o~ R -1
| ~ | hoy
200 \N@é‘ NOTE AQ0# J 2 J s THEY SHOULD BE DECIDED BASED ON IT.
< <T
@ v a NOTE A04 [H =g [H =°3 NOTE
T =
o T
D @ I @ S @ I @ = DRAIN LINE SHALL BE PROVIDED IF NECESSARY.
D

NTPC TERMINAL POINT

CUSTOMER NOS: G509toG511&G208t0G210

Rev. [oae | ame | oo [4peD wev|mre | am | oo [aPD
02 \ 25.08. zo | RAJUP | ACR 01 [27.0520 [RAJUP | NAVEEN | ACR

| NAVEEN
ts

Revised the document os per NTPC comments

ing the neutralization system ond

CAUTION: THE DRAWING IS THE PROPERTY OF BHARAT

HEAVY ELECTRICALS LTD.,AND IS NOT TO BE REPRODUCED

OR USED TO FURNISH ANY INFORMATION FOR MAKING OF

DRAWINGS OF APPARATUS EXCEPT WHERE PROVIDED

FOR AGREEMENT WITH SAID COMPANY.

CUSTOMER: NTPC LIMITED.

PROJECT:RAMAGUNDAM STG—I&II(3X500MW+3X200MW)

FGD SYSTEM PACKAGE

DEPT NAME (BHEL) DATE
BHARAT HEAVY ELECTRICALS LimiTeD, “OPF[DRN RAJU.P 27.04.20
H”’l UNIT: BOILER AUXILIARIES PLANT, M CHD P.N.REDDY 27.04.20
RANIPET:632 406.
IAPPD ACR/RSB 27.04.20
M- MITSUBISHI HITACHI POWER SYSTEMS, LTD.
AIR QUALITY CONTROL SYSTEMS TECHNOLOGY DIVIéION
"™p & |ID=GYPSUM DEWATERING SYSTEM | SCAE NS
(WASTE WATER TANK) =& -—
NTPC DRG NO:  3130-109-PVM—F-020 |SH 12 of 12
BHEL DRG NO FILE NO REV NO
B240—00451 02
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I LCALA)

affu

NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

SPECIFICATION No: PE-TS-467-571-A901

SECTION : |

SUB-SECTION : D

MASTER DRAWING LIST WITH SCHEDULE OF
SUBMISSION

REV. 00

SHEET 2 OF 6

Drawings/Drawings to be submitted by the bidder

Doc / Drawing No. Remarks No. of
SN Drawing Title wee'g
Type* from_
LOL.
1 | PE-VO-467-571-A901 gng-EVendor List of Components for Primary 4 é
2 | PE-V0-467-571-A902 | Manufacturing Quality plan of GDE Primary 4 ‘qj
P & | Diagram with Bill of quantity . 5
3 PE-V0-467-571-A903 (BOQ) of GDE. Primary 3 r,:;
4 | PE-V0-467-571-A904 | Control Philosophy of GDE. Primary 6 (7-;
5 | PE-V0-467-571-A905 | Design Philosophy of complete GDE. Primary " 3 E
General Arrangement Drawing of g . %
NJOART ETT Gypsum Dewatering Equipment . € 2 @)
6 | PE-V0-467-571-A%06 (Showing layout of all the equipments Primary § g 6 '<_t
of GDE in the building) 23 @)
Sizing calculations of (a) VBF, (b) & 3 S
Vacuum Receiver, (¢) Vacuum Pump, '3 ?n IiJ
7 | PE-V0-467-571-A907 | (d) Belt Wash Pump, (e ) Cake wash Primary g £ 3m
Pumps, (f) Drives and (g) other ) ,;‘, <
Accessories for GDE. T -E @)
General Arrangement Drawings of g8 %
8 | PE-V0-467-571-A908 | VBF including cross-sectional details, Primary & g 6 8
foundation plan and load details. "'é' e —
. g [T
9 PE-\/0-467-571-A909 Datashegt of Vacuum Belt Filter & all Primary | @ 3 O
accessories of GDE. 'o_c
Piping Layout (Integral-Vendor Scope) E
10 | PE-V0-467-571-A910 | with supports & fixing arrangement Primary 10w
with BOQ for GDE. %)
Piping Layout (Non Integral - BHEL ,3_:
11 | PE-V0-467-571-A911 | Scope) with supports & fixing Primary 10
arrangement with BOQ for GDE.
Instrument schedule along with GA &
12 | PE-V0-467-571-A912 Data sheet for GDE. Secondary
13 | PE-V0-467-571-A913 | Data Sheet of Instruments of GDE Secondary
14 | PE-V0-467-571-A914 | Valve schedule for GDE. Secondary
15 | PE-V0-467-571-A915 | GA & Data sheet of Valves for GDE. Secondary
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NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

SPECIFICATION No: PE-TS-467-571-A901

SECTION : |

SUB-SECTION : D

REV. 00
MASTER DRAWING LIST WITH SCHEDULE OF | SHEET 3 OF 6
SUBMISSION
Piping Isometric (Integral-Vendor
16 | PE-V0-467-571-A916 | Scope) with supports & fixing Secondary
arrangement with BOQ for GDE.
Piping Isometric (Non Integral - BHEL -
17 | PE-V0-467-571-A917 | Scope) with supports & fixing Secondary o
arrangement with BOQ for GDE. =
Block logic diagram & Inter- ‘D_:
18 | PE-V0-467-571-A918 Connection drawing of GDE. Secondary S
General Arrangement Drawings of (a) \q—'
Vacuum Pump, (b) Vacuum Receiver, B
(c) Hydrocyclones (Primary & 5
19 | PE-V0-467-571-A919 | Secondary), (d) Belt Wash Pump, (e) Secondary h
Cake Wash Pump & (f) Vent Fan, 0
along with cross sectional details, H_'J
foundation plan and loading details. -
20 | PE-V0-467-571-A920 | Cable Schedule of GDE. Secondary ,C:>
21 | PE-V0-467-571-A921 | Electrical load List for GDE. Secondary §
99 | PEO-467-571-A922 Local Panel Control Circuit Diagram of Secondary O
GDE. i
General Arrangement Drawing & Data »
23 | PE-VO-467-571-A923 | ' < Motors for GDE. Secondary ;EI
o4 | PE-V0-467-571-A924 T-S & Performance curves of Vacuum Secondary Z
Pump for GDE. T
i i Ll
25 | PE-\VO-467-571-A925 I/O List (Drives & Instruments) of Secondary H
GDE. L
|
26 | PE-V0-467-571-A926 | Utility Consumption of GDE. Secondary =
T <
97 | PE-VO-467-571-A927 Schedule for Lubrication and other Secondary a
Consumables. )
)
28 | PE-V0-467-571-A928 | Painting Schedule of GDE Secondary T
=
Bill of Material (BOM) of complete
29 | PE-V0-467-571-A929 GDE for Main Supply Secondary
30 | PE-V0-467-571-A930 | Mandatory Spare List & BBU of GDE | Secondary
Platform Drawing of GDE with
31 | PE-V0-467-571-A931 detailed BOQ Secondary
Overall space  and headroom
39 | PE-V0-467-571-A932 requirement WI'Fh details of _handllng Secondary
during  Erection,  operation &
maintenance of the equipments of GDE
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FErE NTPC RAMAGUNDAM -1 & i SPECIFICATION No: PE-TS-467-571-A901
Hﬂll (3x200 MW + 3x500 MW) SECTION : |
GYPSUM DEWATERING EQUIPMENT SUB-SECTION : D
TECHNICAL SPECIFICATION REV. 00
MASTER DRAWING LIST WITH SCHEDULE OF | SHEET 4 OF 6
SUBMISSION
Erection & Commissioning Manual of
GDE including-
33 | PE-V0-467-571-A933 | Installation and assembly procedure Secondary
of complete GDE
ii. Pre-Commissioning Check List of
GDE
Operation & Maintenance (O&M)
34 | PE-V0-467-571-A934 Manual of C.;DE including Secondary
Transportation and Storage
Specification for GDE Components
35 | PE-V0-467-571-A935 Schedule of Start-up & Commissioning Secondary
Spares for GDE
36 | PE-V0-467-571-A936 Ic_;gtEof Special tools & Tackles for Secondary
37 | PE-V0-467-571-A937 | Monthly Progress Report for GDE Secondary
38 | PE-V0-467-571-A938 | Packing List for complete GDE Secondary
39 | PE-V0-467-571-A939 | Performance Test Procedure of GDE Secondary

*Manufacturing Clearance to be given to the Vendor based on approval of ‘Primary’ Drawings.

*Secondary drawings are to be submitted within 2-3 weeks after approval of relevant
primary drawings.

Notes:

1. The above drawing list is tentative and shall be finalized with the successful bidder
after placement of order. While some of the drawings indicated above may not be
applicable, some additional drawings may also be required based on scope of work.

2. Drawings shall be prepared in Auto-Cad/3D Modelling software latest edition, as

applicable. Required no. of hard and soft copies (editable) of the drawings shall be

THIS IS PART OF TECHINICAL SPECIFICATION|PE-TS-467-571-A901 REV 00

furnished as per requirement specified elsewhere in the specification.

3. Only manual calculation with authentic supporting literature (e.g. extracts of hand
Book/ standard/codes) shall be acceptable. All design calculations and drawings shall
be in SI system only.

4. All the drawings and documents including general arrangement drawing, data sheet,
calculation etc. to be furnished to the customer during detailed engineering stage shall
include / indicate the following details for clarity w.r.t. Inspection, construction, erection

and maintenance etc.:
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NTPC RAMAGUNDAM -1 & i SPECIFICATION No: PE-TS-467-571-A901
(3x200 MW + 3x500 MW) SECTION - |
GYPSUM DEWATERING EQUIPMENT SUB-SECTION : D
TECHNICAL SPECIFICATION REV. 00
MASTER DRAWING LIST WITH SCHEDULE OF | SHEET 5 OF 6
SUBMISSION

f)

g)

h)

All drawings and documents shall indicate the list of all reference drawings

including General Arrangement.

All drawings shall include / show plan, elevation, side view, cross-section, skin
section, blow-up view; all major self-manufactured and bought out items shall be
labeled and included in BOQ / BOM in tabular form.

Painting schedule shall also be made as a part of general arrangement drawing

of each equipment / items indicating at least 3 trade names.

All the drawings required to be furnished to customer during detailed engineering
stage shall include technical parameters, details of paints and lubrication,
hardness and BOQ / BOM in tabular form indicating all major components
including bought out items and their quantity, material of construction indicating

its applicable code / standard, weight, make etc.

Drawings/ documents to be submitted for purchaser’s review/ approval shall be
under Revision A, B, C... etc. while drawings /documents to be submitted
thereafter for customer’s approval after purchaser’s approval shall be under R-
0,1,2,3.... etc.

Drawings and documents not covered above but required to check safety of
machines/ equipment/ system, shall be submitted during detailed engineering

stage without any commercial implication.

All drawings shall include "B.O.M" and indicate quantity, material of construction,
make along with IS/BS No., Technical parameters, dimensions, hardness,
machining symbol and tolerance, requirement of radiography and hydraulic
tests, painting details, elevation, side view, plan, skin section and blow-up view

for clarity.

All drawings shall be prepared as per BHEL's title block and shall bear BHEL's
drawing No. Documents marked for submission to BHEL’s Customer shall also

bear BHEL's Customer’s drawing No.

Schedule of drawings submissions, comment incorporations & approval shall be
as stipulated in the specifications. The successful bidder shall depute his design
personnel to BHEL’s/ Customer’s/ Consultant’s office for across the table

resolution of issues and to get documents approved in the stipulated time.

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

MASTER DRAWING LIST WITH SCHEDULE OF
SUBMISSION

SPECIFICATION No: PE-TS-467-571-A901

SECTION : |

SUB-SECTION : D

REV. 00

SHEET 6 OF 6

Bidder to follow the following the drawing submission schedule:

1t submission of drawings from date of LOI as per the submission schedule.

Every revised submission incorporating comments — within 7 days.

Bidder to submit revised drawings complete in all respects incorporating all

comments. Any incomplete drawing submitted shall be treated as non-

submission with delays attributable to bidder's account. For any clarification/

discussion required to complete the drawings, the bidder shall depute his

personal to BHEL for across the table discussions/ finalizations/ submissions of

drawings.
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GYPSUM DEWATERING EQUIPMENT
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PACKING PROCEDURE

SPECIFICATION No: PE-TS-467-571-A901

SECTION : |

SUB-SECTION : D

REV. 00

SHEET 10F 4

SECTION-I

SUB-SECTION-D

ANNEXURE-VI

PACKING PROCEDURE
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PACKING PROCEDURE

PACKING AND FORWARDING

Proper packing to be ensured for the Gypsum Dewatering Equipment & its components.

Indigenous Supply: Shall be wrapped in polythene bags & packed in a strong rigid
wooden crate. Rain water should not enter into the pump internals during storage in the
outer yard of power plant.

Imported Supply: All imported supply should be packed as per Sea worthy packing
standards Annexure-VII of this sub-section. All imported items should have Sea worthy
packing. Liberal packing materials and struts shall be provided to arrest rolling and to
protect from transit damages.

Equipment and process materials shall be packed and semi-knocked down, to the
extent possible, to facilitate handling and storage and to protect bearings and other
machine surfaces from oxidation. Each container, box, crate or bundle shall be
reinforced with steel strapping in such a manner that breaking of one strap will not
cause complete failure of packaging. The packing shall be of best standard to withstand
rough handling and to provide suitable protection from tropical weather while in transit
and while awaiting erection at the site.

Equipment and materials in wooden cases or crates shall be properly cushioned to
withstand the abuse of handling, transportation and storage. Packing shall include
preservatives suitable to tropical conditions. All machine surfaces and bearings shall
be coated with oxidation preventive compounds. All parts subject to damage when in
contact with water shall be coated with suitable grease and wrapped in heavy asphalt
or tar impregnated paper.

The entire equipment/ system has to be supplied in containers and it should be suitable
for storing in the outer yard of the plant for a minimum period of 12 months. Crates and
packing material used for shipping will become the property of owner.

Packaging or shipping units shall be designed within the limitations of the unloading
facilities of the receiving ports and the ship will be used. It shall be the bidder’s
responsibility to investigate these limitations and to provide suitable packaging and
shipping to permit transportation to site.

Packing (tare) shall be part of the equipment cost and shall not be subject to return.
The packing should ensure integrity and cohesiveness of each delivery batch of
equipment during transportation. In case of equipment assemblies and unit’'s delivery
in the packing of glass, plastics or paper the specification of packing with the material
and weight characteristics are to be indicated.

Each package should have the following inscriptions and signs stenciled with an
indelible ink legibly and clearly:

a. Destination
b. Package Number

c. Gross and Net Weight
d. Dimensions
e

f

Lifting places

Handling marks and the following delivery marking

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00




Page 450 of 550

(g o)

NTPC RAMAGUNDAM -1 &I SPECIFICATION No: PE-TS-467-571-A901

(3x200 MW + 3x500 MW)

SECTION : |
GYPSUM DEWATERING EQUIPMENT | 3UB-SECTION:D
TECHNICAL SPECIFICATION REV. 00
SHEET 3 OF 4

PACKING PROCEDURE

Each package or shipping units shall be clearly marked or stenciled on at least two
sides with the DETAILED SHIPPING ADDRESS -TO BE PROVIDED LATER.

In addition, each package or shipping unit shall have the symbol painted in red on at
least two sides of the package, covering one fourth of the area of the side.

Each part of the equipment which is to be shipped as a separate piece or smaller parts
packed within the same case shall be legibly marked to show the unit of which it is part,
and match marked to show its relative position in the unit, to facilitate assembly in the
field. Unit marks and match marks shall be made with steel stamps and with paint.

10

Each case shall contain a packing list showing the detailed contents of the package.
When any technical documents are supplied together with the shipment of materials no
single package shall contain more than one set of such documents. Shipping papers
shall clearly indicate in which packages the technical documents are contained.

11

The case number shall be written in the form of a fraction, the numerator of which is the
serial number of the case and the denominator the total number of case in which a
complete unit of equipment is packed.

12

Wherever necessary besides usual inscriptions the cases shall bear special indication
such as “Top”, “Do not turn over”, “Care” , “Keep Dry” etc. as well as indication of the
center of gravity (with red vertical lines) and places for attaching slings (with chain
marks).

13

Marking for Safe handling: To ensure safe handling, packing case shall be marked to
show the following:

a. Upright position
b. Sling position and center of Gravity position
c. Storage category

d. Fragile components ( to be marked properly with a clear warning for safe handlir

14

Each crate or package is to contain a packing list in a waterproof envelope. All items
are to be clearly marked for easy identification against the packing List. All cases,
packages etc. are to be clearly marked on the outside to indicate the total weight
where the weight is bearing and the correct position of the slings are to bear an
identification mark relating them to the appropriate shipping documents. All stencil
marks on the outside of cases are either to be made in waterproof material or protected
by shellac or varnish to prevent obliteration in transit.

15

The packing slip shall contain the following information: -

Customer name, Name of the equipment, Purchase Order number with Date, Address
of the delivery site, Name and Address of the Sender, Serial Number of pump &
accessories, BHEL item Code, Gross Weight and Net weight of Supplied items.

16

Prior to transport from manufacturer’s work to destination, components of the unit shall
be completely cleaned to remove any foreign particles. Flange faces and other
machined surfaces shall be protected by an easily removable rust preventive coating
followed by suitable wrapping.

17

All necessary painting, corrosion protection & preservation measures shall be taken as
specified in painting schedule. Supplier shall consider the coastal environment zone
which is defined as “very severe” during final finishing/shipping.
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PACKING PROCEDURE

18

Successful bidder shall furnish the detail packing /shipment box details with information
like packing box size, type of packing, weight of each consignment, sequence no. of
dispatch, no. of consignment for each deliverable item against each billing break up
units/ billable blocks. Without these details the BBU shall not be approved during detail
engineering.

Also, complete billing break-up with above mentioned details shall be submitted to
Purchaser within 10 days of placement of the LOI.

19

All items/equipment shall be dispatched in properly packed condition (i.e. no item shall
be dispatched in loose condition such that it becomes difficult to store/identify its
location at site at a later stage).

20

Cases which cannot be marked as above shall have metal tags with the necessary
markings on them. The metal tags shall be securely attached to the packages with
strong steel binding wire. Each piece, Skid, Case or package shipped separately shall
be labelled or tagged properly.

BIDDER TO REFER SUB-SECTION C2-A FOR CUSTOMER SPECIFICATION IN
THIS REGARD.
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TECHNICAL SPECIFICATION
FOR
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SPECIFICATION NO. PE-TS-888-100-A001
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POWER SECTOR
PROJECT ENGINEERING MANAGEMENT
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1.0

20

3.0

4.0

Purpose

The purpose of this specification is to describe minimum packing requirements for the
different items/equipment for all export Project and also to define marking and shipping
requirements during transportation by ship, road and air for all export jobs.

SCOPE

For export jobs, sea worthy packing capable of performing all necessary functions like
prevention of damage to the contents, sufficient to support frequent handling and lengthy period
of outdoor storage in adverse weather conditions are required. Workmanship and materials
used shall be of high standard meeting the technical requirements and in accordance with best
commercial export packing practices. Vendor shall be responsible for sea worthy export
packing, however it shall meet the minimum requirements specified herein. Equivalent or better
packing methods may be deployed subject to approval of the BHEL/Purchaser. Vendor shall
submit the packing procedure for its equivalent for purchaser's approval during detailed
engineering.

The scope this specification is to define VENDOR’s responsibilities in terms of:

Preservation of the GOODS/items/equipments before packing.

Packing of the GOODS for road, rail, sea and/or air transportation to desired destination i.e.
project site

Making cases/crates

Chemical Treatment/Fumigation before packing to prevent fungus, damage due to termite,
borer, rats, etc.

Marking of cases/crates.
Other Services required.

Application

This specification is applicable to all the goods to be transported to project site and requires to
be in transit for longer duration. However, for “Misc cable erection items”, “Fire sealing system”
& “Exothermic welding material”, the packing requirements shall be as per the procurement
specification.

Definitions

“BHEL” : Main EPC vendor

“OWNER” : Customer for a particular export project.

“VENDOR” : Company(ies)/VENDOR(s) to whom the BHEL has placed Purchase Order
for GOODS/ items/system/package.

“GOODS”™ means all or part of the articles, material, equipment supplies including
technical documentation, as described in the Purchase Order, to be supplied
by VENDOR.

“PACKER”: Packaging Company to whom VENDOR intends to sub-contract the packing

in case they do not have own packing capability/facilities .

“FREIGHT FORWARDER" : Means the Company responsible for performing freight forwarding
activities.

General Information
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6.0

6.1

6.2

The following requirements are intended as minimum requirements, and compliance to these
requirements in no way absolves or relieves VENDOR of any responsibility or obligation
outlined in the Purchase Order. In all circumstances, the packing will be designed and
constructed in order to support GOODS during transportation as well as to prevent the Goods
from damage due to impact, extreme climatic conditions, sun and rain. It must be ensured that
the delivery of the GOODS to the jobsite by sea, road or air, in good condition.

GOODS shall be export packed in compliance with the best-established practices for
international projects, in accordance with the following instructions. In the event of any conflict
between these specified requirement and the established practices, specification requirement
shall govern.

Due to climatic conditions and the complex transport operation(s), it is essential that protection
and packing is of the highest standard. Packing means to efficiently protect the GOODS during
the total transport operation; from the moment they leave the factory until they are delivered to
the jobsite, including handling operations (loading/unloading) and storage.

When VENDOR do not have packing capabilities/facilities of their own and therefore intends to
sub-contract, VENDOR have to inform BHEL/Purchaser of the name and address of proposed
PACKER(s) for approval.

Criteria for Selection of Packaging

Packages are to be made according to categories, described in articles 8.1 to 8.5, depending on
the type of materials, their fragility and size.

These categories have been established for the protection of equipment and material during
multi-mode transports, i.e.: combination of overland and sea transport; containerization, air
transportation.

In a general manner, the GOODS have to be packed in such a way that crates, bundles, pallets
can be stored into General Purpose containers, wherever possible.

If VENDOR has any doubt about the correct method of protection or packing, he should contact
BHEL/Purchaser in order to mutually agree on the adequate type of packing to be used.

Materials can be classified in following categories

Hazardous Material
Non-Hazardous Material

Further to above categorisation, non-hazardous materials can be sub- categorised for selection
of packing.

Hazardous Materials

Though handling of hazardous material may is not applicable in the scope of this specification.
All hazardous material must be packed in adherence to the detailed requirement relating to
packing, marking and labelling set out in the most recent report of the Board's Standard
Advisory Committee on the Carriage of Dangerous Goods in Ships for sea freight, and the
Restricted Articles Regulations, laid down by the International Air Transport Association for
airfreight.

Non-Hazardous GOODS

The scope of this specification is to provide necessary guidelines for packing for power plant
equipment, components, Pipings & Valves, Fittings, other structural items, electrical items,
spare parts and erection materials. The procedure is defined in subsequent paragraphs in
details in clause no. 8.0.
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7.0

7.4

Marking Instructions & Despatch details, Storage Code
Marking Instructions & despatch details

Packages and crates will be marked with indelible black paint, resistant to seawater. Marking
must be perfectly legible.

The shipping marks, which will be as per fig-13, shall be stencilled on two sides and one end in
clear characters at least 5 centimetres high (where crate size permits, otherwise use optimum
size for each package dimension).

When the GOODS are to be shipped in containers then marking may be stencilled on one end
only. However, packages must be stowed in a manner that shows these marks.

Crates containing fragile articles must be packed with special precaution against risk of
breakage and must be stencilled on all sides "FRAGILE - HANDLE WITH CARE". Where crates
are not to be overturned, VENDOR must show on the crates, clear and readily visible
identification as per fig-12, to ensure they are kept in the correct position.

Packages/equipment of 2,000 kg or more must be marked with slinging points on all sides, in
addition to the centre of gravity marks.

Number packages consecutively i.e. 1 of 10, 2 of 10, etc. Do not duplicate package numbers.
VENDOR is responsible for any loss or damage caused by incorrect marking.

All cases/crates shall also be marked with the appropriate international standard graphic
symbols for handling as shown in Fig 12.

As a minimum, all cases/crates are to be marked clearly on all four sides with:

"HANDLE WITH CARE"
"RIGHT SIDE UP"
"KEEP DRY"

In the case of packages with a single gross weight totalling 2,000 kg and/or a height of more
than 1m, the centre of gravity shall be clearly marked with the symbol on two adjoining sides.
For all items of equipment with an eccentric centre of gravity this symbol shall be marked at the
bottom, side and top of the package.

The slinging and lashing points shall be marked with a chain symbol.

When packing in cases/crates, these packages shall also have metal corners at the slinging
points. (Fig-11)

External front and rear sides of the boxes to be planed for writing instructions.

Dispatch details such as consigner/consignee address, contract and case details, country of
origin, port of delivery, stacking instructions shall be written on one side of the boxes. An
anodized aluminum plate as per details and specifications given in fig-13 shall be provided on
one side of the boxes.

One copy of packing slip wrapped in polyethylene bag covered with aluminum packing slip
holder to be nailed on the external surface of the box. One more copy of the packing slip
wrapped in polyethylene bag is to be kept inside the box at the pertinent place.
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7.2

8.0
8.1

8.1.1

8.1.2

8.1.3

8.1.4

Storage Code

The type of storage required is required to be specified, it will be shown on each packaging in
RED colour.

X Crates or packages to be stored outdoor without covers

XX Crates or packages to be stored under tarpaulin

XXX  Crates or packages to be stored in covered or enclosed premises
XXXX Crates or packages which must be stored in air-conditioned premises

GUIDELINES FOR PACKING GOODS

In the subsequent paragraphs details of different types of packings for different types of
GOODS are defined. Vendor shall make packing details/procedure based on the guidelines and
submit for approval.

Packing for Pipe, Fittings, Flanges and Valves, Structural Steel

Particular attention should be brought to pipe, fittings, flanges, valves and structural steel.
Packing categories for piping and fittings will differ according to the diameter and wall thickness
of these products. VENDOR shall comply with the following established practice.

IMPORTANT NOTE:

Depending on the project schedule and availability of ocean vessels, the piping and
structural steel may be shipped in containers. In this event, VENDOR has to arrange the
packages in such a way it allows the stuffing into Open Top in gauge containers.

Pipe

Where practicable, pipe lengths shall be limited to 11.8 meters.
All pipes 2" included and below shall be packed in crates. All pipes to be capped and ends
sealed with waterproof tape.

Pipes over 2" up to 6", shall be bundled and banded in bundles of uniform length. Bundling is
carried out with U-IRON or traversal planks, joined with threaded connecting rods with locknuts.
Quantities and strapping positions depend on the lengths, with a 120 cm spacing to prevent
distortion. Bundle weight shall not exceed 2,000 kg. All pipes are to be capped and ends sealed
with waterproof tape (tape is nat necessary if end caps are of the pre-shrunk or self-sealing

type).

Pipes larger than 6" shall be shipped as single lengths with the ends capped. End caps are to
be of the recessed type to enable the use of soft faced hooks, but still completely sealing the
end and also protecting the weld.

All stainless steel piping must be packed separately in wooden crates. Any banding of bundles
is to be with the same material.

Pipe Fittings, Flanges and Valves

All pipe fittings, flanges and valves up to 6", are to be packed in cases/crates. For items over 6",
these may be fixed securely to a pallet base and enclosed in a crate, for protection. Where
valves have actuators attached, rigidity must be ensured for the valve and actuator. The
vulnerable parts of the actuator are to be completely protected within a wooden crate.

All stainless steel fittings, flanges and valves of all sizes, must be packed separately in wooden
crates. Any strapping is to be with the same material.

Structural Steel
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Structural Steel, reinforcing rods, bars, etc., should be packed in bundles of uniform length.
Refer to articles 8.1.2, for strapping requirements. Bundle weight not normally to exceed 2,000
kg. Fabricated structures and structural steelwork, etc, should be bundled and packed using
wooden beams and long bolting to secure the load.

8.2 Bundling - Packing Category |
8.21 Type of Equipment

Equipment which is not subject to damage by corrosion or mechanical effect, i.e. pipes, piping,
structural steel.

Packing category |

Bundling by U-shaped iron — packing category | A

upper ensurethescrewing
transverse layer
4
i
EE i ) {~structure
7 ) v X
SR J
RYRYERYAR) Dk aongside
;J SASUANL
RYRYCRYZR)
%%%/ ) intermediate layers

8.2.2 Type of Construction

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00



Page 458 of 550

TITLE SPECIFICATION NO. PE-TS-888-100-A001

VOLUME 1l B
TECHNICAL SPECIFICATION

FOR SEAWORTHY PACKING | SECTION D

FOR EXPORT JOBS REV. NO.0 DATE 10/08/2010

SHEET 6 OF 52

8.3

8.3.1

8.3.2

Bundling has to be effected

By squared timber and threaded rods.

With an intermediate layer (threaded on tightening bolts) according to the weight of the
package.

Wedge-shaped timbers must be added at the outer points of lower layer.

Between the bolts a spacer must be nailed.

The bolts must be secured (e.g. by locking nut).

If single parts could protrude, an appropriate protection must be installed (flat iron or plates).
Bundling with steel straps or PVC straps is not accepted.

Skids, Square Timber Constructions, Casings — Packing (Category Ii)
Type of Equipment

Voluminous apparatus, tanks and/or heavy pieces those are not vulnerable to mechanical or
corrosive effects.

Type of Construction

The construction skid can be made of wood or of metal.

The fastening of the packages on the skid will be made by steel straps (flat iron) which have to
be elastically lined, non-slip and securely bolted onto the skids.

Flange openings have to be closed with gaskets and blind flanges or, if necessary, provided
with cover.

Skid constructions may not be less than the dimensions of the package in length or in width.
Tanks and apparatus with their own support cradles must be supplied with an anti-slip lining.

PACKING CATEGORY-II

steel straps for fastening

of the transverse beams

stretching device

intermediate layer made

] - — ’ \ol synthetic rubber

820D traversing nozzies should possibly be turned

ik into the clearance space {0 avoid
damage and to save cubature
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8.4 Packing of GOODS in Wooden Crates/Cases/Boxes
The construction of wooden crate/cases/boxes shall be as per the details indicated in clause 9.0
& Fig 1 to 11. Details indicated in the sketches for different categories Packing crates/boxes
are only for a typical equipment considered for illustration.
8.4.1 Packing Category Il
8.4.1.1 Type of Equipment
Fabricated equipment, which cannot be transported on cradles; frame-works, prefabricated
piping and fittings, mechanical and electrical assemblies. This type of packing is recommended
where many parts of the equipment/component/assembly are not protruding out.
8.4.1.2 Type of Construction
The equipment must be safely fastened to the bottom with bolts, possibly by the runners or to
be spread in such a manner that no protruding parts are possible. For parts, sensitive to
rainwater and/or debris, a protection has to be made by a foil cap.
If it is possible that single part could protrude through the front/back side wall, they shall be
closed completely. The marking of the package shall be done on plywood plates at the
prescribed sides.
Packing Category Ill
lashing frame
A
oD
min. 24 mm
L § .
s ] e
min. 24 o | / £
j l e
/
/ 5
¥ longitudinal £
siedge &
runners /cross cleats 2
P oem ‘ 8
oot front wall square timber bohtedt E
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more than 500 kg contents §-]
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8.4.2 Cases with Lining — Packing Category IV
8.4.21 Type of Equipment

Recommended for equipment and mechanical parts Equipment sensitive to mechanical
damage or parts and components that are particularly at risk of theft or loss; pumps, elbows,
flanges, fittings, tools, erection materials, etc.

8.4.2.2 Type of Construction

The same type of construction as article 8.4.1.2, but with all sides completely boarded without
space between the boards. Sides to be provided with waterproof lining; fabric-reinforced
waterproof tar paper or polyethylene-foils resistant to ultraviolet rays can be used. Polyethylene-
foil shall be fixed under the lid cover to avoid penetration of water. At weights of more than 500
kg the longitudinal runner must be bolted to the front all square timber. For ventilation inside the
case, an opening in the waterproof lining must be placed between the diagonal battens and
diagonal joists.

Packing Category IV

case walls ined with
tar paper (330 g/m?)
o
@’A‘" batten frame
min. 24 mm
min. 24 mm -
D=
3
airpocket 1]
| 1
5
y ©
A
tongitudinal
sl @
n cl &

front wall square timber
bolted to runner

¥
max.90cm -~ | more than 500 kg contents
~

bottom casing 24 mm

A
A

843 Cases with Alternative Surface Materials
84.3.1 Plywood Box — Packing Category IV A
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Case constructed of 5 layers of watertight, glued plywood with a total thickness of 12.5 mm. The
frame must be constructed from minimum 24 mm timber or as per guide lines given above
against clause 8.0, Fig 1 to 11 and must be suitable for the weight and nature of the parts to be
packed. Planed square timber must be bolted with longitudinal skid and covered with diagonal
joists. If applicable, construction of the cover and sides is to include diagonal bracing. Covers
consisting of several layers of plywood are to be sealed with durable elastic putty or additional
water-resistant sheets to be fixed.

84.4 Case with Barrier Material — Polyethylene Foil — Packing Category V
8.44.1 Type of Equipment

Sensitive equipment, simple electrical equipment, insulation materials, fire-resistant materials,
with non-corrosion- guarantee for a period up to twelve (12) months.

8.4.4.2 Type of Construction
Preservation by welding in polyethylene-foil with addition of desiccants and if necessary,
application of non-corrosive contact agents, otherwise, type of construction as indicated in
article 8.4.2.2.
Additional marking:

. Case with desiccants.

845 Case with Barrier Material — Aluminium Compound Foil — Packing Category VI

8.4.5.1 Type of Equipment
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8.4.5.2

-on the front and/or
longitudinal sides &
transpa 5
fitted with an Indicator disk

behind, for humidity controi

Electrical equipment such as, switchboards, electric motors, sensitive equipment, with non-
corrosion guarantee, for a period up to twelve (12) months.

Type of Construction
Type of construction as indicated in article 8.4.2.2. Preservation by sealing an aluminium

compound foil, with the addition of desiccants. Humidity indicators, if required and installed in
the barrier wrapping, shall allow easy control from the outside.

Additional marking:
Case with desiccants.

Packing Category V/VI

casewith lining

rent window has to be

8.4.6

8.4.6.1

8.4.6.2

barrier material,
tight welds

desiccants corresponding to foil surface and
the regulations of manufacturer

Double Case — Packing Category Vi
Type of Equipment

GOODS which are of high sensitivity to shock, impact and vibration, for instance, special
electrical equipment like computers, switchboards, laboratory instruments

Type of Construction

Case construction as indicated in article 8.4.2.2, with additional floating inner packing (case-in-
case principle), padding corresponding to weight and sensitiveness. Preservation by sealing in
aluminium compound foil with the addition of desiccants. The inner case has to be made of
plywood or equivalent material with a thickness of 8-12 mm, depending on the weight of the
GOODS to be packed. The inner buckles and/or frame borders have to be dimensioned so that
the full stability of the inside case will be reached and no twisting is possible. The inner sides of
the inside case will be lined with bituminous kraft paper on all sides (except bottom).
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8.4.7

8.4.71

8.4.7.2

84.8

8.4.8.1

8.4.8.2

8.4.9

8.4.9.1

8.4.9.2

8.5

8.5.1

Cable Drum - Packing Category VIll
Type of Equipment

All type of cables, wires, ropes, hoses.
Type of Construction

For all type of cables refer clause no. 11.1. For other items (wires, ropes, hoses) new or
practically new drums are to be used. Planking of the e drums by use of boards, thickness
minimum 20 mm, with additional double steel strapping, nailed, and carefully preserved/
protected cable ends prior to packing.

Hazardous Materials — Packing Category IX
Type of Equipment

Hazardous materials according to the law are explosives, compressed gases, liquefied gases
dissolved under pressure or deeply refrigerated, flammable liquids, flammable solids:
substances liable to spontaneous combustion; substances which, on contact with water, emit
flammable gases, oxidizing substances, organic peroxides, poisonous (toxic) and infectious
substances; radioactive materials, corrosives, miscellaneous dangerous goods.

Type of Construction

Hazardous materials shall always be packed and documented separately from any other
material. Selection of packaging materials, execution of packing and marking as well as
documentation shall always be in compliance with the applicable laws and regulations. Any
certificates required for transportation or for authorities to be supplied before shipment of the
GOODS.

Wooden Floor as a Transport Support — Packing Category X
Type of Equipment

Any materials to be stuffed in containers or on flat racks and that are not stowed on standard
pallets or otherwise suitably packed

Type of Construction

Longitudinal internal square timbers bolted to the front wall runners, longitudinal skid.

Maximum distance between longitudinal runners 90 cm (middle to middle of the runner).

Full boarding of the floor.

Attaching of lifting lugs and/or iron ropes for lifting/pulling the units off the transport equipment.
If applicable, preservation of the equipment by sealing in polyethylene-foil or aluminium
compound foil and the addition of desiccants.

Air Transport Packing

General

Certain types of material may have to be shipped by air from their country of origin. This means
of transport will be exceptional, and will be used only:

For GOODS, which are highly sensitive to shock or vibrations, such as computers, electronic
instruments, or those of small dimensions and weight.

For GOODS urgently required at the module yard(s) and/or jobsite.
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8.5.2

9.0

9.1

92

9.3

9.3.1

9.3.1.1

Type of Packing
Depending on the goods to be packed, VENDOR may use one of the following types:

A triple-corrugated cardboard container made with waterproofed glue and a barrier layer of
polyethylene on the outsides to keep out humidity.

Wooden/cardboard packing cases: the wood being used for the framework and base of the
cases, waterproofed triple-corrugated cardboard being used for the sides and top. These cases
are of the "Bell" type, and used for material of small or medium dimensions.

For larger dimensions, plywood cases are acceptable. The timber characteristics, cross-
sections and thickness will be systematically determined by the nature of the loads to be
packed.

Dimensions

In order to optimize the existing transport facilities (passenger or cargo aircraft), the dimensions
of:

Triple-corrugated containers.

Wooden/cardboard packing cases.

Plywood cases.

Are to be adapted to paliets used for air transportation.

Detailed specification for Wooden Crates/Boxes/Cases and other packing materials

Technical specification for wood

The wood shall be Fir, Chir, Silver Oak (Gravillea Robusta), chemically treated mango and
Pinewood with moisture content not exceeding 50%. The wood shall have flexural and
compressive strength, stiffness, shock absorption and nail retention properties. The wood shall
be free from common defects such as warp, bone, twist, knot, crakes, splits, end splits, bend,
visible sign of infection and any kind of decay caused by insects or fungus, etc. Surface cracks
with maximum depth of 3mm are permissible. A continuous crack of any depth all along the
length is not allowed.

Chemical Treatment of Wood:

The wood shall be chemically treated to provide protection against deterioration due to fungi
and attack by termites, borers, marine organism and any other kind of infection. It shall be
treated only after final processing like cutting, planning, joint grooving, etc.

TYPE, DESIGN & DIMENSION OF WOODEN PACKING CASES:

PACKING OF EQUIPMENTS

Various mechanical, electrical and C&l equipment e.g. Pumps, motors, equipment skids, heat
exchangers, control panels, switch gears, transformers, etc. shall be wrapped in weather proof
packing and then secured in wooden packing cases. The construction of wooden packing
cases/crates shall be as per details given below and also given in figure 1 to 11.

Bottom Frame

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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9.3.1.2

9.3.1.3

93.14

9.3.1.5

9.3.1.6

The construction of bottom frame shall be as per Fig-2. The No. of slides/runners for bottom
frames shall be selected depending upon the weight and overall dimensions of the load to be
carried. The equipment shall be secured by fixing their base frame/plate with the help of bolt
and nuts etc. to bottom frame of the wooden packing cases/crates. The equipment not provided
with base frame/plate like cylindrical vessels, etc to be secured to the bottom frame of the
wooden cases with “C” clamps fabricated from steel channels/ angle iron.

TOP FRAME
The construction of top frame shall be as per fig-3.
END PANELS

The dimension of the end and lateral panels shall be calculated according to overall dimensions
of the items to be packed. Diagonal braces shall be used for packing cases having height
exceeding 500mm. Details of bracings shall be as per fig 5 to 9.

Sling Plate

To facilitate lifting of cases, longitudinal under slide boards shall be fixed. To avoid damage to
the box while lifting sling plates shall be provided. Refer fig-11.

Angle Iron Cleats
Angle iron cleats shall be used for strengthening the joints as indicated in fig-10
Other Requirements

The thickness of planks for top, bottom, side and end panels shall be at least 25mm. Planks
used for this purpose shall be joined with each other by tongue and groove joint. The groove
dimension shall be such that tongue fits tightly into groove to make the joint.

Runners/slides, traverse bars, etc shall be of single length L.e. without any joint. Planks for
sheathing, diagonal bracing etc shall also be of single length up to 2400mm, proper jointing is
permitted for planks for sheathing and diagonal bracings.

Each equipment to be individually covered with double polyethylene petticoat. Sheet thickness
of polythene sheet shall not be less than 0.175 mm (175 microns). The sealing shall be such so
as not to allow moisture inside.

The inner surface of 4 sides of shooks shall be nailed with bituminized water proof craft paper.
Wherever 2 pieces of kraft paper are used, joint shall have an overlap of minimum 20 mm.

All the inner sides of the box shall be nailed with bitumen coated HESSIAN POLYTHYLENE
KRAFT PAPER. For top frame it shall project on all sides by 100mm and shall be nailed on
sides. Wherever 2 pieces of kraft paper are used, joint shall have an overlap of minimum 20
mm.

For delicate equipment like control panels and switchgears, lighting panels and lighting
transformers, suitable cushioning material like rubberised coir (min. 50 mm thick and 100 mm
wide) shall be provided on their bottom support and the gap between the panel and casing
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shall be filed with rubberized coir with distance between consecutive supports less than 500
mm (ref fig15). For other equipment suitable support from sides of the casing shall be provided.

Switchgear cubicles, control panels and control desks shall be packed and shipped in separate
convenient sections. The components e.g. circuit breakers relays and instruments etc. which
are removed from panels for shipping purpose and shall be separately packed and shipped as
per packing instructions in clause 10.4.

Packing case for control panels and switchgear panels shall be finally covered with Gl sheet of
minimum thickness of 0.4mm.

Packing cases shall be bound at edges by nailing MS clamps/brackets at sufficient intervals.
Further heavier boxes shall be strapped with C clamps (ref fig-4) fabricated from steel
channels/angles and lighter boxes shall be strapped with hoop iron strips.

Silica gel is used for this purpose to protect contents over sufficiently long time from corrosion.
Silica gel shall be indicating type confirming to 1S-304 (1979) packed in cotton bags placed at
different positions inside the packing for absorbing moisture and shall not come into directly
contact with equipment/material inside the package. The quantity of silica gel shall be adequate
for storage period of one year, however it shall not be less than 4 gm. per ltr. Volume of case
subject to minimum 400 gm. Per case.

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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TABLE-1
LENGTHS OF SLIDES
LOADS 600 800 1000 1200 1300 1500 2000
Cross section I::Ic
bxc
50 50 50 50 75 75 100
500 X X X X X X X
100 100 100 100 100 100 100
50 50 75 75 75 75 100
800 X X X X X X X
100 100 100 100 100 100 100
75 75 75 100 100 100 100
1000 X X X X X X X
100 100 100 100 100 110 150
75 75 100 100 100 100 100
1500 X X X X X X X
100 100 100 100 100 150 150
75 100 100 100 100 100 150
2000 X X X X X X X
100 100 100 150 150 150 150
75 100 100 100 100 150 150
2500 X X X X X X X
100 100 150 150 150 150 150
100 100 150 150 150 150 150
3000 X X X X X X X
100 150 150 150 150 150 150
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Table-2

Distance between longitudinal support (Dimension “D”)

End and side panels | Width of the panel “W” 600 | 800 | 1000 | 1200 | 1400 ; 1600 | 1800
Cross section ltem1to7
bxc

30 30 30 30 30 30 30

600 to 1200 X X X X X X X
100 | 100 100 130 130 130 130

30 30 30 30 30 30 30

1201 to 1600 X X X X X X X
130 | 130 130 130 130 130 130

30 30 30 30 30 30 30

Fig-5 to Fig-9 | 1601 to 2000 X X X X X X X
130 | 130 130 130 130 130 130

30 30 30 30 30 30 40

2001 to 3000 X X X X X X X
130 | 130 130 130 130 130 150

40 40 40 40 40 40 40

3001 to 4000 X X X X X X X
150 | 150 150 150 150 150 150
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INDICATION MARKS ON CASES/BOXES/CRATES

Symbol

Designation Explanation

Fragile, Handle The symbol should be applied to easily broken cargoes. Cargoes

with care marked with this symbol should be handled carefully and should
never be tipped over or slung.

Use no hooks Any other kind of point load should also be avoided with cargoes
marked with this symbol. The symbol does not automatically
prohibit the use of the plate hooks used for handling bagged cargo.

To The package must always be transported, handled and stored in

P such a way that the arrows always point upwards. Rolling, swinging,
severe tipping or tumbling or other such handling must be avoided.
\] 7 Compliance with the symbol is best achieved if the cargo is kept

Eeeaetp away(;r;;r: \"'.""' under the coolest possible conditions. In any event, it must be kept

radiation) LI away from additional sources of heat. It may be appropriate to
enquire whether prevailing or anticipated temperatures may be
harmful.

Protect from heat

and radioactive
sources

Stowage as for the preceding symbol. The cargo must additionally
be protected from radioactivity.

The symbol indicates merely where the cargo should be slung, but
not the method of lifting. If the symbols are applied equidistant from

Sling here the middle or center of gravity, the package will hang level if the
slings are of identical length. If this is not the case, the slinging
equipment must be shortened on one side.

]
Cargo bearing this symbol must be protected from excessive

Keep dry humidity and must accordingly be stored under cover. If particularly

large or bulky packages cannot be stored in warehouses or sheds,
they must be carefully covered with tarpaulins.

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00



£
N

P

Page 476 of 550

TITLE SPECIFICATION NO. PE-TS-888-100-A001
VOLUME 1l B
TECHNICAL SPECIFICATION
FOR SEAWORTHY PACKING | SECTION D
FOR EXPORT JOBS REV. NO. 0 DATE 10/08/2010
SHEET 24 OF 52

Center of gravity

This symbol is intended to provide a clear indication of the position
of the center of gravity. To be meaningful, this symbol should only
be used where the center of gravity is not central. The meaning is
unambiguous if the symbol is applied onto two upright surfaces at
right angles to each other.

No hand truck
here

The absence of this symbol on packages amounts to permission to
use a hand truck on them.

The maximum stacking load must be stated as "... kg max.". Since

Stacking such marking is sensible only on packages with little loading
limitation capacity, cargo bearing this symbol should be stowed in the
uppermost layer.
Stating that the package may be clamped at the indicated point is
Clamp here ’I.l‘ logically equivalent to a prohibition of clamping anywhere else.
~
l According to regulations, the symbol should either be provided with
Temperature the suffix "...°C" for a specific temperature or, in the case of a
limitations temperature range, with an upper ("...°C max.") and lower ("...°C

min.") temperature limit. The corresponding temperatures or
temperature limits should also be noted on the consignment note.

Do not use
forklift truck here

This symbol should only be applied to the sides where the forklift
truck cannot be used. Absence of the symbol on other sides of the
package amounts to permission to use forklift trucks on these sides.

Electrostatic
sensitive device

Contact with packages bearing this symbol should be avoided at
low levels of relative humidity, especially if insulating footwear is
being worn or the ground/floor is nonconductive. Low levels of
relative humidity must in particular be expected on hot, dry summer
days and very cold winter days.
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Do not destroy
barrier

e
i/
Y

A barrier layer which is (virtually) impermeable to water vapor and
contains desiccants for corrosion protection is located beneath the
outer packaging. This protection will be ineffective if the barrier
layer is damaged. Since the symbol has not yet been approved by
the ISO, puncturing of the outer shell must in particular be avoided
for any packages bearing the words "Packed with desiccants”.

Tear off here

CRR

This symbol is intended only for the receiver.

FIG-12
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10.0 TYPICAL PACKING DETAILS/PROCEDURE FOR MECHANICAL ITEMS

101

10.1.1

a)
b)

d)
e)

9)

10.2

10.2.1

INSULATION MATERIAL (MINERAL WOOL MATTRESSES)

This specification covers the requirements of seaworthy packing and marking for bonded
mineral (rock) wool mattresses having metallic hexagonal wire netting as facing on one or both
sides.

TYPE OF CONSTRUCTION

Mattress shall be packed in Polythene (of 0.2 mm thickness) all around and sealed to prevent
moisture absorption during transit and storage. Further it shall be wrapped with Bitumen coated
Polythene bonded/lined Hessian and stitched and then packed in 5 ply DFC carton box.

Silica gel is used for this purpose to protect contents over sufficiently long time from corrosion.
Silica gel shall be of indicating type conforming to 1S:304-1979 packed in cotton bags placed at
different positions inside the packing for absorbing moisture and shall not come into direct
contact with the material inside the package. The quantity of silica gel shall be enough for
storage period of one year. However, it shall not be less than 4 gms per litre volume of case
subject to minimum of 400 gms per case.

Each mattress as well as the packages shall be serial numbered. Also, printed sheets
indicating the nominal thickness, density and wire netting details (i.e. material and size) shall be
placed below the wire netting.

Following details shall be legibly written on the packages. The details shall also be typed on a
sheet of paper & kept in a sealed Polythene cover, inside the packages

Project Name

Purchase Order No.

SI. No. of package

Size of mattress (Thickness x Length x Width)
Density

Wire netting material and size

Weight of the package

INSULATION MATERIAL (ALUMINIUM COIL)

Heavy Gauge Aluminium Coil Packaging are done by Eye-to-Sky packaging or by Eye to eye
packaging as per the proven practice being followed by manufacturer of Aluminium sheets.

Type of construction for Eye to Sky packaging

Strapping of coil with polyester strap around circumference at one place.

Putting paper |. D. Edge protector.

Wrapping the coil with VCI stretch film after putting silica gel bags (4 nos.) Inside the coil.
Wrapping the coil with HDPE film.

Covering the coil including its build up & bore with masonite / particle board.

Putting metallic I. D on coil.

Putting O.D edge protector (paper) on coil.
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10.3

10.31

Putting circumferential polyester strap (3 nos.) & eye polyester strap ( 4 nos.).

After placing the coil on coil tilter ply wood (10mm thick) of suitable size along with wooden
pallet is to be put at the bottom side of the coil.

Coil is to be tilted to eye-to-sky position.

Final strapping with metallic strap to unit coil and skid at 2 places with top cover of plywood.
Fixing the coil with wooden blocks at 4 corners.

Labeling 2 nos.(one metallic & one adhesivetype) For specification, net wt. & gross wt.
Type of construction for Eye to Eye packaging

Strapping of coil with polyester strap around circumference at one place.

Putting paper |. D. Edge protector.

Wrapping the coil with VCI stretch film after putting silica gel bags (4 nos.) Inside the coil.
Wrapping the coil with HDPE film.

Covering the coil including its build up & bore with masonite / particle board.

Putting metallic I. D on coil.

Putting O.D edge protector (paper) on coil.

Putting circumferential polyester strap (3 nos.) & eye polyester strap ( 4 nos.).

Placing of coil on wooden skid Coil is to be tilted to eye-to-sky position.

Final strapping of coil and skid at 2 places with steel strap. Fixing the coil with wooden blocks at
4 corners.

Labeling 2 nos.(one metallic & one adhesive type) For specification net wt. & gross wt.
Packing Procedure for Online Tube Cleaning System and accessories

This procedure is applicable for the shipment of Onload Tube Cleaning System and accessories
by sea.
Packing details:

The Packing case shall be made of treated rubber wood. The design of the case shall be as per
Annexure IlIA & lIIB.

The Equipments shall be placed on the wooden base of the Packing case and fastened if
required to arrest the movement of the same.

Equipment shall be covered by Polythene sheet and inside wall surfaces of the wooden cases
also shall be covered by polythene sheet.

All Nozzles shall be closed with plywood dummies.

All electrical components assembled or loose shall be covered with polythene sheets along with
silica gel pack.

Silica gel desiccants shall be kept inside each case in sufficient quantities in order to absorb the
moisture.
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Thermocol packing shall be made for glass items like Ball vessel sight glass, Vpiece

sight glass & pressure gauge.

Silica gel desiccants shall be kept inside of each case to absorb the moisture.

A Packing list covered in a polythene envelope shall be fixed inside and outside of each packing

case.

Shipping marks and consignee address shall be painted on the outer surface of the case.

All handling instruction required for the case like top, sling, rain, handle with care etc, shall be
marked on the case as per the symbol attached.
Machined surface will be applied with Anti rust oil and covered by polyurethane sheet to protect

from external oxidation.

All valves will be closed with dummies to protect the internals and placed in the wooden case

which will covered by polyurethane sheet.

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00



00 AJd LO6V-12G-29%-S1-dd NOILVII4103dS TVOINIHO31 40 14Vd Sl SIHL

TECHNICAL SPECIFICATION
FOR SEAWORTHY PACKING

FOR EXPORT JOBS




0y

Page 486 of 550

K {TFALTTR
afjre

TITLE

TECHNICAL SPECIFICATION
FOR SEAWORTHY PACKING
FOR EXPORT JOBS

SPECIFICATION NO. PE-TS-888-100-A001

VOLUME I B

SECTION D

REV. NO. O DATE 10/08/2010
SHEET 34 OF 52

SHEET 06 of 10

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00



™

-A901 REV 00

-467-571

E-TS

OF TECHINICAL SPECIFICATION P

THIS IS PART



&

)

Page 488 of 550

K (¥R
ot

TITLE

TECHNICAL SPECIFICATION
FOR SEAWORTHY PACKING
FOR EXPORT JOBS

SPECIFICATION NO. PE-TS-888-100-A001

SECTION D

REV. NO.(1 DATE 10/08/2010

52

[THS TYPE OF CASE TO BE USEDFOR THE
[FOLLOWING [TEMS:

+. PUMP SKID

2. CONTROL PANEL

3. LOOSE ITEMS, TOOLS 8 TACKLES,
4.DPMS, BRM

5.3PARES

5. CLEANING BALLS

7. CABLES A ACCESSORES

‘Shipping mana 3 Consignee
Address
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104

11.0

1.1

11.11

11.1.2

PACKING OF LOOSE ITEMS

Loose mechanical, electrical and C&I items e.g. valves, fittings, pressure/temperature
gauges/switches, circuit breakers, relays etc shall be individually wrapped using polyethylene
sheets/U foam/ thermocol sheets/air bubble sheets depending upon the items and then packed
in wooden boxes. The left out spaces and top of the boxes shall be filled with rubberized coir to
get proper cushioning effect, Special attention shall be paid to relays, instruments etc for
arresting the movements of their operating mechanism during transportation.

The construction of wooden packing cases shall be as per clause 9.3.1 retaining its all features
concerning strength of the box. The construction of wooden packing case for electrical and C&l
items shall be as per fig-16.

Inner surface of 6 sides of the box shall be lined with bitumen coated hessian polyethylene kraft
paper. Rubberized coir of min. 25mm thickness and 100 mm width shall be nailed to inner
surfaces of bottom and 4 sides of the boxes.

PACKING OF ELECTRICAL ITEMS
CABLES

Type of Equipment
All type of cables..

Type of Construction

New or practically new cable drums made of steel and painted with epoxy resin paint are to be
used. Cable ends are carefully protected before packing. Over the cables polyethylene sheet
shall be wrapped and then sealed properly. Cable drum can be put in wooden crates for ease
in transportation and handling. (Wooden cable drum is also acceptable, however vendor to
furnish constructional details for approval).
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11.2

11.2.1
1)
2)

3)

5)

STEEL DRUM DRAWING (T1fcsat)
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PACKING OF CABLE TRAYS & ACCESSORIES AND CABLE TRAY SUPPORT MATERIAL

Cable trays can be packed in wooden boxes as per fig 1 to 11 or in steel boxes. Details of steel
box construction is as indicated below.

All Dimensions are in "mm" unless otherwise stated.

Packing Box shall be fabricated using 50x50x6mm MS Angle, 50x3mm Flat, 2.5 mm thick C
Channel, Tmm & 1.6mm Thick sheet.

Finish of Packing Box Shall be Galvanized.

Angle & Channel Section forming part of the Main frame shall be welded thoroughly with each
other to give a rigid structure.

Sheet Section and Flat section shall be bolted/ Riveted/ Welded suitably to the Main frame
stated in '4' above.
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6)
)

8)

9)

10)

Welding Portion on galvanized surfaces shall be painted with Zinc Rich Paint.

Dispatch details such as consignor/consignee address, contract and case details, 'country of
origin, port of delivery, stacking instructions shall be written on one of the side of boxes. An
anodized aluminium plate as per details and specifications given in page 3 of 5 shall be
provided on the boxes

One copy of packing slip wrapped in polythylene bag covered with suitable aluminium .packing
slip holder to be nailed on the external surface of the box. One more copy 9f the packing Slip
wrapped in polythylene bag to be kept inside the box at the prominent place.

INDICATION MARKS ON THE BOXES: Markings shall be provided on the boxes indicating
position of Boxes for handling, storage and nature of consignment. For guidelines referred page
4 of 5. The ink issued for this purpose as well as for marking dispatch instruction shall be
indelible/non-washable marking ink.

Each item as mentioned in BOQ shall be packed & supplied as a set comprising of required
numbers of associated fasteners & hardware etc

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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STEEL PACKING (TYPIcAL DETAILS)

BACK SIDE OF BOX

Note:

1. "C" Channel to be'ised on Bottom Frame.

2. 50x50x%6 Angle to be used Vertically on four sides of the
Box and Horizontally on four sides on the top Frame.

3. 1.6mm thick sheet (plain) on Bottom Plate.

4. 1.0mm thick sheet to cover top & four sides of BOX.

5. 50x3 Flat as additional cross members to be used
Harizontally & Vertically on top & Four Sides of Box.

6. Anodised Alfuminium Plate for Marking.

7. Hinged Inspection Window.

BOTTOM FRAME ARRANGEMENT
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2.5 4 i DETAILS OF "C" CHANNEL
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11.3 PACKING FOR STATION LIGHTING SYSTEM

11.3.1

a)

b)

c)

d)

11.3.2

d)

Aspects of packing specific to equipments / items of station lighting system are given here. All
other instructions / aspects as per the main specification of export packing which are not
covered here shall also be applicable.

For LIGHTING TRANSFORMER, DISTRIBUTION BOARDS, LIGHTING PANELS,

Construction of packing case for LIGHTING DIATRIBUTION BOARDS, LIGHTING PANELS,
TRANSFORMER . shall be EITHER as per FIGURE 1,2,3,5,6,7,8,9,10,11 OR FIGURE
14,15,16.

Each Panel/Transformer shall be individually covered with double polythene sheet of thickness
175 microns minimum.

All the 6 inner surfaces of packing shall be nailed with bitumen coated hessian polythene craft
paper. Wherever 2 pieces of craft paper are used, the joint shall have minimum overlap of
20mm.

For the top frame it shall be project on all sides by 100mm and shall be nailed on sides .

The gap between the panels and packing case shall be filled with rubberized coir of thickness
50mm minimum and width 100mm. The distance between two consecutive supports of
rubberized coir shall be less than 500mm.

Silica get packed in cotton bags shall be placed at different positions inside the packing.

Packing case shall be finally covered with Gl sheet of thickness 0.4mm minimum.

For LUMINARIES, RECEPTACLES. EMERGENCY LIGHT, 240/24V TRANSFORMER,
CEILING FAN, SWITCH BOARDS, FLEXIBLE CONDUIT, WIRES, EARTH WIRE. JUNCTION
BOXES, ERECTION COMMIOSSIONING SPARES, RECOMMENDED SPARES , ERECTION
MATERIAL AND CONSUMBALES

Construction of packing case for THE ABOVE MATERIAL shall be as per FIGURE 1to11.

Items placed inside the case shall be covered with double polythene sheet of thickness 175
microns minimum.

All the 6 inner surfaces of packing shall be nailed with bitumen coated hessian craft paper.
wherever 2 pieces of craft paper are used, the joint shall have minimum overlap of 20mm. For
the top frame it shall be project on all sides by 100mm and shall be nailed on sides.

Silica get packed in cotton bags shall be placed at different positions inside the packing.

11.3.3 For CONDUIT PIPE

a)
b)
c)
d)

11.3.4

11.3.5

As per international practice pipes are shipped in open bundles with metal strapping. Packing
as per attached figure A shall be provided which is described as following:

Each bundle shall be wrapped with 2 layers of 175 microns thick polythene sheet.
Then bundle will be wrapped with bitumen coated hessian craft paper.

Bundle shall be strapped with steel straps.
An anodized aluminium packing description plate as per Figure No. 13 shall be provided.

For POLES

Poles will be wrapped with 2 layers of minimum 175 microns thick polythene sheet and then
with bitumen coated hessian craft paper, packed as per Figure — C i.e. bundling.

For STRUCTURAL STEEL

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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Structural steel will be different sizes and shapes. Hence it will be packed as per Figure No. B

and described as following :

Each bundle shall be wrapped with 2 layers of 175 microns thick polythene sheet.
Then bundle will be wrapped with bitumen coated hessian craft paper.

Bundle shall be strapped with steel straps.

An anodized aluminium packing description plate as per Figure No. 13 shall be provided.
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FIGURE "A"

1} LAYER OF BITUMEN COATED HESSIAN KRAFT PAPER.
2} LAYER OF POLYTHENE SHEET.

3) METAL STRAPPING.

4) CONDUIT PIPES.

5) SILICA GEL POUCHES.

6) BUNDLES OF CONDUIT PIPES.

R N B s ot Sl

11 6{20

R e S R R T e S

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00



Page 499 of 550

K {F4T72
o

TITLE

TECHNICAL SPECIFICATION
FOR SEAWORTHY PACKING
FOR EXPORT JOBS

SPECIFICATION NO. PE-TS-888-100-A001

VOLUME I B

SECTION D

REV.NO. O DATE 10/08/2010

SHEET 47 OF 562

[ N
Y
\
L,
FIGURE "B"

1)  LAYER OF BITUMEN COATED HESSIAN KRAFT PAPER.

2)  LAYER OF POLYTHENE SHEET.

3)  METAL STRAPPING.

4)  STRUCTURAL STEEL.

5)  SILICA GEL POUCHFS.
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11.4 PACKING FOR DC BATTERY

a)

b)

d)

e)

i)
i)

iv)

9)

11.5

11.5.01

The packing procedure for seaworthy packing of DC Battery is defined below, which is capable
of withstanding impacts, compression, vibration, toppling, sea water spray, prevention against
rust, temperature and extreme atmospheric conditions. Aspects of packing specific to
equipments / items of DC Battery are given here. All other instructions / aspects as per the main
specification of export packing which are not covered here shall also be applicable.

The packing procedure consists of various stages namely primary packing, cushioning,
securing, desiccant, outside packing box, Runners/ sliders/ transverse bars of plywood, etc.,
provided for each movement.

The packing boxes shall be made up of plywood boxes (thickness 9mm min.) with blocks at the
bottom of the box for provision for handling the boxes using the forklift. The packing boxes sizes
are generally standardized to half-euro size (capable of handling equipment’s weight).

Rubberized coir of 25mm thickness shall be provided as cushioning material at the bottom
and thermocole of 20mm shall be provided inside on all four sides. Other than this
polyethylene film wrap or cover also will be provided. Left out spaces to be filled with
rubberized coir/ thermocol to get cushioning effect.

Silica gel in dust free air permeable cotton/paper bag shall be placed in the packing boxes for
storage period of 1 year as per IS 304 (1979)

While packing the cells, transit caps (polypropylene) of red and blue shall be used for big size
cells for ensuring that cells does not get damaged during the transport due to vibrations etc.

The battery accessories shall be packed with suitable precautions as follows:

Copper connectors shall be packed after making bunches with lead wire seals to avoid
misplacement.

Hardware items shall be packed in polyethylene bags (Thickness > 0.175mm) with item slip
Battery rack shall be packed in dismantled condition, wrapped with polyethylene sheet

For Ni-Cd type battery, electrolyte in solid form for dry cells shall be packed in cans with KOH,
LiOH being packed separately.

Galvanized Steel straps are provided for binding the packing box sides.

The handling instructions shall be marked in indelible/ non-washable ink, indicating the upright
position.

PACKING OF SERVICE TRANSFORMERS(OIL FILLED) & ACCESSORIES

This instruction is applicable for packing of transformers (oil filled), its accessories and
components so as to ensure safe delivery to end user. Aspects of packing specific to
equipments / items of transformers(oil filled) are given here. All other instructions / aspects as
per the main specification of export packing which are not covered here shall also be applicable.

PACKING DETAILS :

Items shall be packed in case / crates as per the shipping list.
All fragile items and small items shall be packed in cases and to be marked as “Fragile, handle
with care Fragile items”.

Fragile accessories are to be first packed in their original boxes (VENDOR's packing). Very
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11.6

12.0

small / delicate items such as glass thermometer, door keys shall be packed in separate box.

In case original box is found damaged, suitable alternate box or packing method using felt or
foam sheet and polythene wrap to be used.

These boxes are then placed in identified wooden boxes. Inside of such boxes are lined with a
layer of polythene sheet, packing wool / grass and another layer of polythene sheet before
placing the boxes. All boxes are then wrapped with this polythene sheet before closing the box.
Fragile items shall not be placed loose, one above the other inside the case.

All wiring cables, connection flats of non-ferrous materials, CTs, valves bellows shall also be
packed.

ltems like CTs, Oil communicating bushings, insulators, wired equipments and housings such
as RTCC Panel, M. Box, Drive Mechanism, thermometers, gauges shall be wrapped in
polythene from all around.

Buchholz relay and OSR relay openings will be blanked using covers, before putting them in the
box

Iltems shall be carefully lowered and arranged inside the crate / case and each item shall be
locked from all sides in such a way to avoid its movement in any way. Wooden stoppers and
separators shall be provided for this and nailed to the crate / case wood.

Wooden planks and batons in contact with fragile items shall be provided with kit foam at the
locations of contact.

Oil communication bushings shall be packed in separate case on V or U shape wooden felted
supports, as in case of condenser bushings.

While placing and arranging the items inside the crates / cases, these shall be verified for
correctness and then the packing note shall be signed. The cover top of the crate / case shall

then be closed.

The main equipment like transformer tank shall be packed suitably to prevent any damage
during transit / storage. Support structures like frame, header supports etc. shall be
crated. Conservator headers shall also be crated. Radiators pipe work and other instruments &
components shall be packed in cases. All the cases shall be lined with polythene from inside.

ALTERNATIVE PACKING CASES FOR CONTROL PANELS AND SWITCH GEARS

For Control and switch gear panels, construction of wooden packing cases may be provided as
per fig 14 & 15 and as detailed below.

Thickness of planks for all sides, binding and jointing battens shall be at least 25 mm. Width of
the plank shall be at least 125mm and that of binding and jointing planks shall be at least
100mm.

Top frame shall be suitable so that it does not collapse due to sandwiching between slings while
lifting. Longitudinal and traverse bars for the bottom wooden pallet to be suitably selected.

Diagonal bracings shall be as per ¢l 9.3.1.3 and all other requirements shall be as per clauses
9.3.1.4t09.3.1.6.

Containerization
As required by BHEL, the VENDOR shall stuff the GOODS into 20 or 40 foot containers (dry,

open top, flat racks, etc.).
The maximum inside dimensions of containers are to be considered:
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12.2

13.0

14.0

40 foot containers: 11.80 mx2.20mx 2.05 m
20 foot containers: 5.80 m x2.20 m x 2.05m

The present definition of containerization is valid for sea containers only. Vendor to check the
size of containers before start of packing of equipment.

Protection of Cases/Crates

Since shipping containers are in general not water tight, packing in contact with the floor of the
container shall be raised in order to prevent it from being damaged by the accumulation of
water.

Mechanical Constraints .

The mechanical constraints for “general use” closed containers are of a different nature (height
of “stacking” being limited inside the containers), the packing for the GOODS may be of a lighter
structure. However, it is necessary that the packing be appropriate so as to protect the GOODS
on site during the storage period, as required after discharging of the GOOD'S from the
containers.

Note:

It is the responsibility of the VENDOR to ensure that the cases/crates are stowed, secured and
fastened inside the container. The VENDOR will take all necessary precautions to conform to
the maximum weight allowed and the centre of gravity of the container. The securing and
fastening of the cases/ crates can be carried out by nailing timbers on the bottom or on the
vertical sides of the container.

Other Services to be provided by Vendor

In addition to the packing and shipping documents, VENDOR must also carry out the following
services, which shall be included in his quotation:

Carriage of VENDOR's sub-contracted equipment and material, which must be re-grouped in
VENDOR's or PACKER's workshops, whilst waiting for packaging.

BHEL reserves the right to postpone the shipping of the GOODS. In this event, any storage and
insurance costs during the first ninety (90) days shall be borne by the VENDOR.

Loading, including lifting, securing, lashing, and stowing, of all cases, crates, or packages onto
means of transportation such as, but not limited to, trailers, containers, etc.

Responsibilities and Guarantees

VENDOR is responsible for the choice of category for packing according to the transport
facilities used, and on the basis of the present document. In case of doubt or disagreement
regarding the choice, VENDOR must inform BHEL prior to packing and await BHEL's approval.
All phases of packaging, marking, loading, etc. will be subject to BHEL inspection.

BHEL reserves the right to reject the packing when the packing does not conform to these
instructions and/or when the packing does not ensure perfect protection of the GOODS.
VENDOR is responsible for the weights and dimensions declared, and the marking of the
packages.

The documents must be in strict conformity with the packing contents.
The packing specified in these "Packing, Marking and Shipping Instructions" is guaranteed for a
twelve (12) months storage period after delivery on site.

VENDOR is responsible for providing storage recommendation adapted to the GOODS.
According to this guarantee, VENDOR is held responsible in the event of goods becoming
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useless, damaged or broken, as a result of poor packing and/or stowing, or due to corrosion,
subsequent to insufficient or inadequate protection. All direct or indirect costs resulting thereof,

will be back-charged to VENDOR.
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GYPSUM DEWATERING EQUIPMENT

SPECIFICATION No: PE-TS-467-571-A901
SECTION : |
SUB-SECTION : D
REV. 00

Annexure VIII - Pipe & Valve Material Specification (23 Pages)

This specification covers the basic requirements for the design and materials of process and
utility piping for the Flue Gas Desulfurization Plant.

2. Materia
1)

| Selection
Basically, rubber lined pipes are selected to prevent the corrosion and erosion for
process service, namely slurry line and other line possible to contact with raw gas.
Class AA60 is applied according to process line conditions.
For utility services, other classes are applied.
In principle, piping material will conform to ASTM, but ASTM equivalent material
specified by other authorized code may be applied.
Non-asbestos type shall be used for Packing and Gasket.

3. Design of Piping Component

1)

2)

In principle, each component of all piping will be selected from ANSI ASME or
international standard in the dimensions and other requirements.

Metric series are applied to the bolt thread.

Nozzle weld tees or extruded tees are used as branch connection in lined piping, in
general.

Short radius elbow may be used for 550mm or larger size piping.

Fittings for 50 and smaller galvanized piping shall be of screwed type.

4. Piping Material
1) Symbols of Piping Service Class

Piping service class name is composed of the following symbols.

Example: A A 60
A‘ _|—Srufﬂx Number
Second Pipe Material Symbol
First Pipe Material Symbol
Note:
First Pipe Material
Symbol
A: Lining AA: Rubber Lining
B : Stainless Steel BA: 304 Stainless steel
C: Carbon Steel CA: A53 Gr.B Welded

CC: A53 Gr.B or AIO6 Gr.B/C

CG: Galvanized
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2) Class No. and Fluid Designation

Page 506 of 550

CLASS NO. FLUID NAME SYMBOL

AA60 Gypsum Slurry GS
Filtrate Slurry FS
Waste Water wWw
Duct Drain DD
Beltfilter Vent Gas VBG

BAO1 Instrument Air Al
Lube QOil (Low Pressure) LOL

CCo1 Process Water WP Note 1
Raw Water WR
Cooling Water Supply WCS
Cooling Water Return WCR
Vacuum Pump Vent VG
Antifoam Agent AA

Note |

Class AA60 shall be applied for process water service line in contact with corrosive and

abrasive media.

3) Abbreviations

Abbreviations used throughout this specification are as follows:

BB
BC
BE
BW
CAL
CR

EPDM
Eq

FE

FF
G.OP
Gal.
HEX.
[IR

Bolted Bonnet
Bolted Cover

Bevel End

Butt Weld
Calculation
Chloroprene Rubber

Electric Resistance Weld

Ethylene Propylene Diene Methylene Rubber

Equal

Flange End

Flat Face

Gear Operation
Galvanized
Hexagon

Isobutylene Isoprene Rubber
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ISRS
La
L.OP
NB
NW
Os&Y
PE
PP
PTFE
RF
R/L

SB

SC
SCH
SCR'D
Sm
SO

St.
SW
w
WN
W/LINING
V#

13 CR

Inside Screw Rising Stem
Larger

Lever Operation
Nominal Bore

Nozzle Weld

Outside Screw & York
Plane End

Poly Propylene

Poly Tetra Fluoro Ethylene
Raised Face

Rubber lined or rubber seated
Seamless

Screw Bonnet

Screw Cover

Schedule No.

Screwed

Smaller

Slip On

Stelliting

Socket Weld

Weld

Welding Neck

With Lining

Valve No.

13% CHROMIUM

Page 507 of 550
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CLASS Max. Press. (MPaG) 11 Chg. CLASS
AAGO Max. Temp. (degC) 65 AAGO
/1) /1)
FLUID GYPSUM SLURRY
[TEM Size Thickness Specification ITEM No
DN25 - .
PIPING DN50 SCH40 A53-B SML PE (I:R/L) ASME
DN65 - )
DN150 SCH40 A53-B E.R.W BE (I:R/L) ASME
DN200 - .
DN300 SCH20 A53-B E.R.W BE (I:R/L) ASME
DN350 - )
DN400 SCH10 A53-B E.R.W BE (I:R/L) ASME
DN450 - .
DN500 SCH10 A53-B E.R.W BE (I:R/L) ASME
DN550 - )
DN1000 7.9T A134 (A283-C) EFW BE (I:R/L) ASME
DN1100- )
DN1200 9.5T A134 (A283-C) EFW BE (I:R/L) ASME
DN25 - Suit to . .
FITTING DN50 PIPE BW A234-WPB (1:R/L) ASME-B16.9
DN65 - Suit to . ~
DN150 PIPE BW A234-WPBW (I:R/L) ASME-B16.9
DN200 - Suit to . ~
DN300 PIPE BW A234-WPBW (I:R/L) ASME-B16.9
DN350 - Suit to . ~
DN500 PIPE BW A234-WPBW (I:R/L) ASME-B16.9
DN550 - Suit to ) 3
DN1000 PIPE BW A134(A283-C) EFW (I:R/L) ASME-B16.9
DN1100- Suit to ) 3
DN1200 PIPE BW A134 (A283-C) EFW (I:R/L) ASME-B16.9
DN25 - Suit to
SMOOTH BEND DNSO PIPE BW A53-B (I:R/L)
FLANGE gxggo_ SO A105 ASME150 SO FF (I:R/L) ASME-B16.5
DN650 - ) _
DN1800 SO A105 AWWA CL.B SO FF (I:R/L) AWWA-G207
DN25 - PN 16 A126-B TRIM-13CR SLEEVE-CR LINING-IIR FF
PINCH VALVE DN150 HAND WHEEL
GASKET DN25 - V-2000 RUBBER RUBBER OR EQ. ASME150 2.0T FLAT
DN600 RING
DN650 - V-2000 RUBBER RUBBER OR EQ. AWWA CL.B 2.0T FLAT
DN1800 RING
BOLT & NUT ALL SIZE STUD U HEAVY NUT A307-GR.B/A563-GR. A FINISHED
Note: I: R/L - Replaceable Wear Resistant Natural Rubber Lining of minimum 6mm thickness. Additional

thickness of 2

mm rubber |ining shall be provided in bends
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CLASS Max. Press. (MPaG) 1 C.A. mm
BAO1 Max. Temp. (degC) 45
/1)
FLUID INSTRUMENT AIR, LUBE OIL
ITEM Size Thicknes Specification
S
PIPING DN6- DN50 SCH40S | A312-TP304 SML PE ASME
DN65-DN250 SCH20S | A312-TP304 E.R.W BE ASME
FITTING DN6 — DN50 Suit to | 3000LB SW A182-F304 ASME-B16. 11
DN65 - DN250 PIPE | BW A403-WP304 ASME-B16.9
FLANGE DN6 — DN50 Suit to | SW GR. 304 GR.304 ASME150 SW RF ASME—B16.5
DN65 — DN250 PIPE LOOSE A105 ASME150 LOOSE ASME-B16.5
GATE VALVE | DN6 - DN50 AP1-602 PN 16 A182-F304 AISI304 SW BB, 0S&Y HAND WHEEL
DN65 — DN250 ASME-B16. 34 PN 16 A351-CF8 AISI304 RF BB, 0S&Y HAND WHEEL
GASKET DN6 — DN150 V-6500 NON-ASBESTOS OR EQ. ASME150 1.5T FLAT RING
DN200- DN250 V-6500 NON-ASBESTOS OR EQ. ASME150 3.0T FLAT RING
BOLT & NUT ALL SIZE STUD U HEAVY NUT A307-GR.B/A563-GR. A FINISHED
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CLASS Max. Press. (MPaG) 0. 11 0.85 C.A. mm
CCo1 Max. Temp. (degC) 155 45
1/1)
FLUID WATER, VENT GAS
ITEM Size Thickness Specification
PIPING DN6 — DN50 SCH80 | A53-B SML PE ASME
DN65 - DN150 SCHA0 | A53-B E.R. W BE ASME
DN200 - DN300 SCH20 | A53-B E.R. W BE ASME
FITTING DN6 — DN50 3000LB SW A105 ASME-B16. 11
DN65 — DN150 Suit to | BW A234-WPB ASME-B16.9
DN200 - DN300 PIPE BW A234-WPB ASME-B16. 9
FLANGE DN6 - DN150 Suit to | SO A105 ASME150 SO RF ASME-B16.5
DN200 - DN300 PIPE SO A105 ASME150 SO RF ASME-B16.5
GATE VALVE DN6 — DN50 API-602 PN16 A105 13CR SEAT STL SW BB, 0S&Y HAND WHEEL
DN65 - DN300 ASME-B16. 34 PN16 A395 13CR RF BB, 0S&Y HAND WHEEL
GLOBE DN6 — DN50 API-602 PN16 A105 13CR SEAT STL SW BB, 0S&Y HAND WHEEL
VALVE
DN65 — DN300 ASME-B16. 34 PN16 A395 13CR RF BB, 0S&Y HAND WHEEL
CHECK DN6 — DN50 API-602 PN16 A105 13CR SEAT STL SW BC,LIFT
VALVE DN65 - DN300 ASME-B16.34 PN16 A395 13CR RF BC, SWING
BALL VALVE DN6 - DN100 ASME-B16. 34 PN16 A105 AISI304 RF BALL LEVER
FULL BORE
BUTTERFLY DN50 - DN150 ASME-B16. 34 PN16 A216-WCB 13CR EPDM RF WAFER WAFER
VALVE LEVER
DN50 - DN150 ASME-B16. 34 PN16 A216-WCB 13CR EPDM RF WAFER WAFER AIR
CYLINDER W/L. SWITCH
DN50 - DN150 ASME-B16. 34 PN16 A216-WCB 13CR EPDM RF WAFER WAFER
ELECTRIC MOTOR W/L. SWITCH
DN200 - DN300 ASME-B16. 34 PN16 A216-WCB 13CR EPDM RF WAFER WAFER WHEEL
WITH GEAR
DN200 - DN300 ASME-B16. 34 PN16 A216-WCB 13CR EPDM RF WAFER WAFER AIR
CYLINDER W/L. SWITCH
DN200 - DN300 ASME-B16. 34 PN16 A216-WCB 13CR EPDM RF WAFER WAFER
ELECTRIC MOTOR W/L. SWITCH
GASKET DN6 - DN150 V-6500 NON-ASBESTOS OR EQ. ASME150 1.5T FLAT RING
DN200 - DN300 V=6500 NON-ASBESTOS OR EQ. ASME150 3.0T FLAT RING
BOLT & NUT ALL SIZE STUD U HEAVY NUT A307-GR.B/A563-GR. A FINISHED

The Bidder can provide slurry pipes of size lower than 300 NB made up of FRP material
(silicon carbide coating on slurry exposed surface) if it has previous experience of
providing the same. Outer surface of the pipes should be fire retardant.
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CLAUSE NO. TECHNICAL REQUIREMENTS NTPC
LOW PRESSURE PIPING

1.00.00 EQUIPMENT SIZING CRITERIA

1.01.00 All the piping systems and equipment supplied under this package shall be designed to
operate without replacement and with normal maintenance for a plant service life of 30 years,
and shall withstand the operating parameter fluctuations and cycling which can be normally
expected during this period.

1.02.00 For all Low Pressure piping systems covered under this specification, sizing and system
design shall be to the requirements of relevant codes and standard indicated. In addition to
this, requirements of any statutory code as applicable shall also be taken into consideration.

1.03.00 Inside diameters of piping shall be calculated for the flow requirements of various systems.
The velocities for calculating the inside diameters shall be limited to the following:

a) Water Application
Water Velocity in m/sec
Pipe Size Below 50-150 200 mm
50 mm mm & above
(a) Pump suction - 1.2-1.5 1.2-1.8
(b) Pump discharge
and recirculation 1.2-1.8 1.8-24 2.1-2.5
(c) Header @ 1.5-2.4 21-2.4
Pipe line under gravity flow shall be restricted to a flow velocity of 1 m/sec generally.
Channels under gravity flow shall be sized for a maximum flow velocity of 0.6 m/sec.
WILLIAM & HAZEN formula shall be used for calculating the friction loss in piping
systems with the following "C" value:
0] Carbon steel pipe 100
(i) Ductile Iron. 140
(iii) Rubber lined steel pipe 120
(iv) Stainless steel pipe 100
For calculating the required pump head for pump selection, at least 10%  margin
shall be taken over the pipe friction losses and static head shall be calculated from
the minimum water level of the tank/ sump/ reservoir from which the pumps draw
water.
(b) Compressed Air Application
Compressed air 15.0 m/sec.(under Average Pressure & Temp. conditions)
LOT-3 PROJECTS TECHNICAL SPECIFICATION | SUB-SECTION-I-M7
SECTION-VI, PART-B (LOW PRESSURE PAGE 1 OF 16
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CLAUSE NO. TECHNICAL REQUIREMENTS (ﬁ'rpc
1.04.00 The pipes shall be sized for the worst (i.e. maximum flow, temp. and pressure values)
operating conditions.

1.05.00 Based on the inside dia. so established, thickness calculation shall be made as per ANSI B
31.1 OD and thickness of pipes shall than be selected as per ANSI B 36.10/IS-1239 Heavy
grade/IS-3589/ASTM-A-53/API-5L/ANSI B 36.19 as the case may be.

1.06.00 Corrosion allowance of 1.6 mm will be added to the calculated thickness being considered
(except stainless steel piping).

1.07.00 Bend thinning allowance/manufacturing allowance etc. shall be as per the requirement of the
design code provision.

1.08.00 High points in piping system shall be provided with vents along with valves as per the system
requirement. Low points shall be provided with drains along with drain valves as per the
system requirement. Drain lines shall be adequately sized so as to clear condensate in the
lines. Material for drain and vent lines shall be compatible with that of the parent pipe
material.

1.09.00 Material of construction for pipes carrying various fluids shall be as specified elsewhere.

1.10.00 Compressed air pipe work shall be adequately drained to prevent internal moisture
accumulation and moisture traps shall be provided at strategic locations in the piping
systems.

1.11.00 Depending upon the size and system pressure, joints in compressed air pipe work shall be
screwed or flanged. The flange shall be welded with the parent pipe at shop and shall be hot
dip galvanized before dispatch to site. Alternatively, the flanges on Gl pipes may be screwed-
on flanges also.

1.12.00 Threaded joints shall be provided with Teflon sealant tapes.

1.13.00 Following types of valves shall be used for the system/service indicated.

SYSTEM TYPES OF VALVES
Butterfly Gate Globe Check Ball Plug
Water X X X X X
Air X X X X
Drains & vents X X X
Fuel oil (if any) X X X X X

1.14.0 Recirculation pipes along with valves, breakdown orifices etc. shall be provided for
important pumping systems as indicated in respective process and instrumentation diagrams
(P&IDs). The recirculation pipe shall be sized for minimum 30%design flow of single pump
operation or the recommended flow of the pump manufacturer whichever is higher.
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TECHNICAL REQUIREMENTS ‘E‘-?-’p“c““

2.00.00

2.01.00

2.02.00

2.02.01

2.02.02

2.02.03

2.02.04

2.02.05

2.02.06

2.02.07

2.02.08

2.02.09

TECHNICAL SPECIFICATION
GENERAL

Specific technical requirements of low-pressure piping, fittings, supports, valves, specialties
and tanks etc. have been covered under this Sub-section. It includes details pertaining to
design and material of construction for piping, fittings, valves, equipment, etc.
cleaning/surface preparation application of primer and painting on over ground piping. It also
includes detailed technical requirement of laying underground/buried piping including water
proofing/anti corrosive protection. It also covers design, engineering, manufacturing,
fabrication, technical details of piping, valves, specialties, piping hangers / supports, tanks
etc.

Pipes and fittings

All low pressure piping systems shall be capable of withstanding the maximum pressure in
the corresponding lines at the relevant temperatures. However, the minimum thickness as
specified in the following clauses and or respective codes for pipes and fittings shall be
adhered to. The bidder shall furnish the pipe sizing/ thickness calculation as per the criteria
mentioned above under LP piping equipment sizing criteria of this Technical Specification.

Piping and fittings coming under the purview of IBR shall be designed satisfying the
requirements of IBR as a minimum.

Supporting arrangement of piping systems shall be properly designed for systems where
hydraulic shocks and pressure surges may arise in the system during operation. Bidder
should provide necessary protective arrangement like anchor blocks/anchor bolt etc. for the
safeguard of the piping systems under above mentioned conditions. The requirement will be,
however, worked out by the contractor and he will submit the detailed drawings for
thrust/anchor block to the Employer. External, and internal, attachments to piping shall be
designed so as not to cause flattening of pipes and excessive localized bending stresses.

Bends, loops, off sets, expansion or flexible joints shall be used as required in order to
prevent overstressing the piping system and to provide adequate flexibility. Flexibility
analysis (using software packages such as Caesar-ll etc.) shall be carried out for sufficiently
long piping (straight run more than 300M).

Wherever Bidder's piping coming under this specification, terminates at an equipments or
terminal point not included in this specification, the reaction and the thermal movement
imposed by bidder's piping on equipment terminal point shall be within limits to be approved
by the Employer.

The hot lines shall be supported with flexible connections to permit axial and lateral
movements. Flexibility analysis shall be carried out for pipelines which have considerable
straight run as indicated above and necessary loops/ expansion joint etc. shall be provided

as may be necessary depending on layout.

Piping and fittings shall be manufactured by an approved manufacturer of repute. They
should be truly cylindrical of clear internal diameter, of uniform thickness, smooth and strong,
free from dents, cracks and holes and other defects.

For rubber lined ERW pipes, beads shall be removed for pipe size 80 NB and above.

Inspection holes shall be provided at suitable locations for pipes 800 Nb and above as
required for periodic observations and inspection purposes.
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TECHNICAL REQUIREMENTS

2.02.10

2.02.11

2.03.00

2.03.01

2.03.02

2.03.03

2.03.04

2.03.05

2.03.06

At all intersection joints, it is Contractor's responsibility to design and provide suitable
reinforcements as per the applicable codes and standards.

For large size pipes/ducts, at high point and bends/change of direction of flow, air release
valves shall be provided as dictated by the system requirement and operation philosophy &
tripping conditions of pumping system. Sizing criteria for air release valves shall be generally
on the basis of valve size to pipe diameter ratio of 1:8. Requirement shall be decided as per
relevant code.

Transient analysis /surge analysis where ever specified and required shall be conducted in
order to determine the location , number and size of the Air-Release valve on certain long
distance/high volume piping systems, if applicable within the scope of work of the package.

Material

Alternate materials offered by Bidder against those specified. shall either be equal to or
superior to those specified, The responsibility for establishing equality or superiority of the
alternate materials offered rests entirely with the Bidder and any standard code required for
establishing the same shall be in English language.

No extra credit would be given to offers containing materials superior to those specified.
Likewise no extra credit would be given to offers containing pipe thickness more than
specified.

All materials shall be new and procured directly from the manufacturers. Materials procured
from traders or stockists are not acceptable.

All materials shall be certified by proper material test certificates. All material test certificates

shall carry proper heat number or other acceptable references to enable identification of the
certificate that certifies the material.

Material of construction for pipes carrying various fluids shall be as follows:

SIN Type of Fluid Material

1. | i) Ordinary Water (Raw Water, | 1IS-2062 Gr.-E-250B/ASTM A-36/ASTM A-53
Clarified Water, etc.) type 'E'Gr.B/IS-3589 Gr. 410 /1S-1239 Heavy.
i) Equipment cooling water
including Both primary & secondary
circuit (DMCW pH-corrected &
ACW drain water)

i) Demineralised water,
ii)Alkaline solution (ECW system
chemical dosing)

Stainless Steel to ASTM A312, Gr. 304
welded for sizes 65 mm NB and above.

Stainless steel to ASTM A312, Gr. 304
sch.40s seamless for sizes 50mm and below

i) Drinking (potable) water
iilCompressed air (Instrument &
service air)

ASTM A-53 type E Gr. B galvanized/ IS 1239
Gr heavy galvanized/IS 3589 Gr 410
galvanized. Galvanized shall be to IS- 4736
or equivalent.

In water lines, pipes upto 150mm Nb shall conform to ANSI B36.10/ASTM-A-53, Type-E Gr.B

/1S:1239 Gr. Heavy and minimum selected thickness shall not be less than 1S:1239 Grade
Heavy except for demineralized water, drinking water .
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2.03.07

2.03.08

2.03.09

2.03.10

2.03.11

2.03.12

2.04.00

2.04.01

2.05.00

2.05.01

Pipes of above 150mm Nb shall be to AWWA-C200/ANSI B 36.10/ASTM A-53/IS 3589
Gr.410. Pipe to be fabricated by the bidder shall be rolled and butt welded from plates
conforming to ASTM A-53 type 'E' Gr. B/IS 2062 Gr.E-250B/ASTM-A-36. However, larger
pipes, i.e. 1000mm Nb and above shall be made from plates conforming to ASTM A 36/IS
2062 Gr.E-250B and shall meet the requirements of AWWA-M-11 (for deflection & buckling
criteria considering water filled pipe as well as vacuum condition that may prevail during
transient/surge conditions, truck-load, rail-load and weight density for compacted soil or any
other load as the case may be).

In demineralised water service, the pipes upto 50 Nb shall be of stainless steel ASTM A 312,
Gr. 304 sch. 40 Seamless. The size for these pipes shall be to ANSI B 36.19. These shall be
socket welded. The material for pipe from 65mm NB upto and including 400 NB shall be to
ASTM A 312, Gr. 304 (welded). In no case the thickness of fittings shall be less than parent
pipe thickness.

Bidder/Contractor shall note that pipes offered as per a particular code shall conform to that
code in all respects i.e. Dimension, tolerances, manufacturing methods, material, heat
treatment, testing requirements, etc. unless otherwise mentioned elsewhere in the
specification.

Instrument air, Plant (service) air lines and Drinking water lines shall be to ASTM A 53 type E
grade B/ANSI B 36. 10/IS 3589, Gr. 410 / I1S: 1239 Heavy (in case thickness calculated is
more than gr. Heavy, ANSI B 36.10 Schedule numbers shall be followed) and galvanized to
IS 4736 or any equivalent internationally reputed standard. The material of the pipes shall be
to ASTM A 53 type 'E' Gr. B / 1S: 3589, Gr. 410 / IS: 1239 Gr. Heavy. The fittings shall be of
either same as parent material or malleable iron to 1S-1879 (galvanized).

Spiral welded pipes as per API-5L/IS-3589 are also acceptable for pipe of size above 150
NB. However minimum thickness of the pipes shall be as elaborated in above clauses.

Condensate lines shall be to ASTM A 106 Gr. B and dimension to ANSI B 36.10 schedule
"standard" as minimum to be maintained.

If carbon steel plates of thickness more than 12 mm are used for manufacture of pipes,
fittings and other appurtenances, then the same shall be control-cooled or normalized as the
case may be following the guidelines of the governing code.

Field routed pipes:

Pipe lines of NB 50 size and below are regarded as field run piping. It is Bidder's
responsibility to plan suitable layouts for these system insitu. Bidder shall prepare drawings
indicating the layout of field run pipe work. These drawings shall be approved by Project
Manager to the installation of the field run pipe work. Based on these approved layouts the
Bidder shall prepare the BOQ of field run-pipes and submit to Employer for approval.

Slope/Drains and Vents

Suitable slope shall be provided for all pipelines towards drain points. It is Bidder
responsibility to identify the requirements of drains and vents, and supply the necessary pipe
work, valves, fittings, hangers and supports etc. As per the system requirement low points in
the pipelines shall be provided with suitable draining arrangement and high points shall be
provided with vent connections where air or gas pockets may occur. Vent for use during
hydrostatic test shall be plugged after the completion of the test. Vent shall not be less than
15mm size. Drains shall be provided at low points and at pockets in piping such that
complete drainage of all systems is possible. Drain shall not be less than 15mm for line size
up to 150mm, not less than 20mm up to 300mm and not less than 25mm for 350mm to
600mm pipes and not less than 50mm for 600mm and above pipes.
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2.05.02 Air piping shall be sloped so that any part of the system can be drained through the shut-off

drain valve or drain plugs.

2.06.00 Pipe Joints

In general all water lines 65mm NB and above, are to be joined generally by butt welding
except the locations where valves/fittings are to be installed with flanged connections and
50mm and below by socket welding unless mentioned otherwise specifically. All air lines
shall be of screwed connection and rubber lined pipes of flanged connections.

2.06.01 Screwed Joints

(a)

Threading of pipes shall be carried out after bending, heat treatment etc. If not
possible, threading may be done prior to these operations but proper care should be
taken to protect them from damage. Threads shall be to ANSI B 2.1 (taper) NPT/
ANSI B1.20.1 (taper) NPT / IS: 554 unless specified otherwise.

Galvanized pipe shall generally be joined by screwing into sockets. The exposed
threaded portion on the outside of the pipes shall be given a zinc silicate coating.
Galvanized pipes shall not be field joined by welding for protection of Galvanising
Zinc layer. Screwed ends of Gl pipes shall be thoroughly cleaned and painted with a
mixture of red and white lead before jointing. For galvanized pipe sizes above 150
mm NB, screw & socket jointing as per ASTM-A-865 shall be employed for both
pipe-to-pipe and pipe-to-fitting jointing. For pipe to fitting connection since no direct
threading can be done on the fittings (supplied as per ASTM-A-234 Gr. WPB and
ANSI B-16.9) necessary straight pipe lengths acting as match pieces shall be welded
to the fitting at both ends and subsequently the free ends of the straight lengths shall
be threaded as per ASTM A-865 for jointing with main pipe. Once welding of fittings
with match pieces and threading of free ends of match pieces are over, the entire
fabricated piece shall be galvanized, or in case match pipes and fittings are already
galvanized before the above mentioned fabrication then suitable application of Zinc-
Silicate paste adequately at the welded surface (both in side & out side) after welding
with zinc rich electrode, along with the nascent threaded metal portions at both free
ends given the same application of Zinc Silicate paste. Alternatively flanged jointing
may be employed for pipe sizes 100 NB and above. However, the bidder shall
ensure the galvanized pipe joints do not fail during hydro test.

Teflon tapes shall be used to seal out screwed joints and shall be applied to the male
threads only. Threaded parts shall be wiped clean of oil or grease with appropriate
solvent if necessary and allowing proper time for drying before applying the sealant.
Pipe ends shall be reamed and all chips shall be removed. Screwed flanges shall be
attached by screwing the pipe through the flange and the pipe and flange shall be
refaced accurately.

For pipe sizes from 350 mm NB to 550 mm NB (including 350 NB & 550 NB) the Gl
pipes shall be of flanged connection. However, the pipes after welding of flanges
shall be completely galvanized. Any site welding done on galvanized pipes shall be
done with zinc-rich special electrodes and the welded surfaces whether inside or
outside shall be coated with zinc-silicate paste. Seal welding of flanges with zinc-rich
electrode will be permitted only when any flange is leak-prone during hydro testing.

For pipe sizes 600 mm NB and above, the Gl pipes shall be of welded connection
(with zinc-rich special electrodes) followed by application of zinc silicate coating at
welded surfaces both inside and outside the pipe, except for the last blank/blind
flange, or, equipment connection where application of zinc-silicate paste after
welding cannot be done due to inaccessibility of the inside welded surface and where
galvanic protection has been impaired due to welding of pipe-to-pipe joint. Thus the
last erection joint shall be flanged joint.
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2.06.02

2.06.03

2.07.00

2.07.01

2.07.02

2.07.03

2.07.04

2.07.07

2.08.00

2.08.01

Welded Joints

(a) For making up welded joints (butt weld or socket weld) the welding shall be
performed by manual shielded metal arc process in accordance with the
requirements specified elsewhere in the spec. Any welder employed for carrying butt
welding shall be qualified as per ASME section IX for the type of joints he is going to
weld. Jointing by butt weld, or socket weld shall depend upon the respective piping
material specifications.

Flanged Joints

(a) Flanged connections for pipes are to be kept to the minimum and used only for
connections to vessel, equipments, flanged valves and other fittings like
strainer/traps/orifices etc. for ease of connection and maintenance etc. Rubber lined
pipes shall be flange joined only.

(b) All flanged valves intended for installation on steel piping system, shall have their
flanges drilled to ANSI B 16.5 (or equivalent) and according to the pressure class
stated in their respective piping material specification.

(c) Drilling on flanges of flanged valves must correspond to the drilling of flanges on the
piping system on which the valves are installed.

Bends/elbows/mitre bends/ Tees/ Reducers & other fittings

For pipe fittings such as elbows (long radius), reducers, tees, etc. the material shall be to
ASTM-A-234 Gr. WPB/ASTM-105 up to 300 NB. For pipe fittings above 300 NB, the fittings
may be fabricated conforming to parent pipe material. Provision of compensation pads shall
be kept as per ANSI B 31.1. The fitting shall conform to the dimensional standard of ANSI B-
16.9/ 16.11.Further branching in pipes for sizes 65nb and above is also acceptable (ANSI B
31.1).

However, for pipes up to 150 NB, pipe fittings may be supplied with material and dimension
conforming to IS 1239 in case parent pipes also conform to IS 1239.

For pipe size 350Nb and above mitre bends may be used for all pipes except rubber lined
pipes. However, mitre bends are also acceptable for rubber lined pipes above 1200 NB. The
bend radius shall be 1% times the nominal pipe diameter. 90 deg. bends (mitre) shall be in 4
pieces (3 cuts) and 45 deg. mitre bends shall be in 3 pieces 22, deg. Fabrication of mitre
bends shall be as detailed in BS 2633/BS534.

For pipes, above 1200 NB, reducer and tees shall be to dimensional standard of AWWA-C-
208.

Stainless steel fittings shall conform to either ASTM-A-182 Gr. 304 or ASTM-A-403 Grade
WP. 304 Class-S, for sizes upto and including 50 mm NB, i.e. the fittings shall be of
seamless construction. However, for stainless fittings above 50 mm NB, the same shall
conform to ASTM-A-403 Gr. WP 304 Class W i.e. the fittings shall be of welded construction
strictly in accordance with ASTM-A-403.

In no case, the thickness of fittings shall be less than the thickness of parent pipe,
irrespective of material of construction.

Flanges

Flanges shall be slip on type or weld neck type. Welding of flanges in tension is not
permitted.
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2.08.02

2.09.00

2.09.01

2.09.02

2.09.03

All flanges and-flanged drilling shall be to ANSI B 16.5 / BS EN-1092 / AWWA C - 207 of
relevant pressure/temperature class. Flanges shall be fabricated from steel plates
conforming to ASTM A 105/IS 2062 Gr. E-250B. However stainless steel flanges shall be
fabricated from SS plates to ASTM-A-240, Gr. 304 or equivalent.

Specific technical requirement of laying buried pipe with anti-corrosive treatment

The pipe in general shall be laid with the top of the pipe minimum 1.0 (one) meter below
finished general ground level.

Trenching

(a) The trench shall be cut true to the line and level and shall follow the gradient of the
pipeline. The width of the trench shall be sufficient to give free working space on
each side of the pipe. Trenches shall conform to IS 5822 or any international
standard.

Preparation and cleaning of piping

(a) The pipeline shall be thoroughly cleaned of all rust, grease, dirt, weld scales and
weld burrs etc. moisture or other foreign matter by power cleaning method such as
sand or grit blasting, power tool cleaning, etc. Grease or heavy oil shall be removed
by washing with a volatile solvent such as gasoline. Certain inaccessible portions of
the pipeline (which otherwise not possible to be cleaned by power cleaning methods)
may be scrubbed manually with a stiff wire brush and scrapped where necessary
with specific permission of the Project Manager.

(b) On the internal surface for pipes 1000 Nb and above, a coat of primer followed by a
hot coal-tar enamel or coal tar epoxy painting (cold) shall be applied.

Coating and wrapping/ Anti corrosive Protection Coal tar tape

a. Buried piping shall be coated and wrapped, as per specification, after completion of
welded and/or flanged connections, and after completion and approval of Hydro
testing. Materials to be used for coating and wrapping of underground pipelines are:

(1) Coating primer (coal tar primer)
(2) Coating enamel (coal tar enamel)
(3) Wrapping materials.

All primer/coating/wrapping materials and methods of application shall conform to IS:
10221 except asphalt/bitumen material. Materials (primer/coating/wrapping) as per
AWWA-C-203 are also acceptable.

Protective coating shall consist of coal tar primer, coal tar enamel coating, glass
fiber, tissue inner wrap followed by glass fiber or coal tar impregnated Kraft outer
wrap or finish coat.

Number of coats and wraps, minimum thickness for each layer of application shall be
as per 1S-10221. Number of. Coats and wraps shall be decided based on soil
corrosivity/resistivity as indicated in 1S-10221. Soil data-for this purpose shall be
made available.

Total thickness of completed coating and wrapping shall not be less than 4.0 mm.

b. Alternatively, the anti-corrosive protection for buried pipes can consist of anti-
corrosive protection Coal-tar tapes. Material and application of tapes shall conform to
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2.09.04

2.09.05

2.10.00

2.10.01

2.10.02

2.10.03

2.10.04

2.11.00

2.11.01

2.11.02

2.11.03

2.12.00

2.12.01

IS 15337 or equivalent. These-tapes shall be applied hot over the cold coal tar
primer in steps of 2mm thickness so as to cover the spiral edges of the first tape by
the application of second tape. The total thickness of the finished protective coating
shall be 4.0 mm minimum.

Trench bed preparation and back filling

Prior to lowering and laying pipe in any excavated trench, the bottom of the trench may
require to be back filled and compacted (or as the case may be) to provide an acceptable
bed for placing the pipe. Bed preparation in general shall be as per IS: 5822.

Laying of galvanized steel (Gl) pipes

All the joints shall be screwed with socket or flanged. Screwed ends of Gl pipes shall be
thoroughly cleaned and painted with a mixture of red and white lead before jointing Threaded
portion on either side of the socket joint shall be applied with Zinc silicate paste.

All the provisions for trenching' bed preparation' laying the pipe application of primer' coating'
wrapping with tapes and back filling etc. as indicated for "laying of buried piping" and " anti
corrosive protection for buried piping" are applicable for buried galvanized steel (Gl) pipes
also.

Cleaning and flushing

All piping shall be cleaned by the Bidder before and after erection to remove grease, dirt,
dust, scale and welding slag.

Before erection all pipe work, assemblies, sub-assemblies, fittings, and components, etc.
shall be thoroughly cleaned internally and externally by blast cleaning or by power driven
wire brushes and followed by air-blowing . However for pipe sizes below 100nb the pipes
may be cleaned internally by compressed air blowing as an alternative to internal blast
cleaning. The brushes shall be of the same or similar material as the metal being cleaned.
Cleaning of Galvanized pipes shall be done by air blowing only.

After erection, all water lines shall be mass flushed with water. The cleaning velocities in
water lines shall be 1.2-1.5 times the operating velocities in the pipelines.

All compressed air pipe work shall be cleaned by blowing compressed air.
Specification for hangers and supports

All supports and parts shall conform to the requirement of power piping code ANSI B 31.1 or
approved equivalent.

The maximum spans of the supports of straight length shall not exceed the recommended
values indicated in ANSI B 31.1.

At all sliding surfaces of supports suitable arrangement is to be provided to minimize sliding

friction.
Design/Construction/Material Particulars of Gate/ Globe /Check /Butterfly / Ball / Air

release /Float valves / Moisture Traps.

GENERAL

(a) All valves shall have indicators or direction clearly marked on the hand-wheel so that
the valves opening/closing can be readily determined.
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(b) Special attention shall be given to operating mechanism for large size valves with a
view to obtaining quick and easy operation ensuring that a minimum of maintenance
is required.

(c) The valves coming in vacuum lines shall be of extended gland type and/or water
sealed.

(d) The actuator-operated valves shall be designed on the basis of the following:

1) The internal parts shall be suitable to support the pressure caused by the
actuators;

(2) The valve-actuator unit shall be suitably stiff so as not to cause vibrations,
misalignments, etc.

(3) All actuator-operated valves shall be provided with hand operated gearing
mechanism also.

(4) All actuators operated valves shall open/ close fully within time required
by the process.

(e) Valves coming under the purview of IBR shall meet IBR requirements.

(f) All valves shall be provided with embossed name plate giving details such as tag
number, type, size etc.

(9) Wherever required valves shall be provided with chain operator, extension spindles
and floor stands or any other arrangement approved by employer so that they can be
operated with ease from the nearest operating floor. Wherever necessary for safety
purpose locking device shall be provided. Further, necessary small platforms for
facilitating easy valve operation shall be provided by the contractor wherever
necessary in consultation with project manager within the bid price at no extra cost to
employer

2.12.02 VALVE BODY MATERIAL

Valve body material for various services shall be as follows:

Valve body material for water application like Secondary circuit auxiliary cooling water of

ECW system, clarified water, DM cooling water (pH corrected) , drinking water etc. shall be

cast iron for sizes 65NB and above; gun-metal for sizes 50 Nb and below.

For compressed air application, valve body material shall be cast carbon steel or forged

carbon steel for sizes 65 mm NB & above and Gun metal for sizes 50 NB and below.

DM water: SS body and disc along with SS internals. However for butterfly valves, Cast Iron

/Ductile Iron/SG iron/carbon steel body and disc with elastomer lining are also acceptable.

2.12.03 The design, material, construction, manufacture, inspection, testing and performance of
valves shall comply with all currently applicable statutes, regulations and safety codes in the
locality where the valves will be installed. The valves shall conform to the latest editions of
applicable codes and standards as mentioned elsewhere. Nothing in this specification shall
be construed to relieve the Bidder of his responsibility. Valves in general shall conform to the
requirements of the following standards.
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Standards and Codes

AWWA-C-504 Rubber seated butterfly valves.

BS-5155/EN-593 Cast iron and steel body butterfly valves for general

purpose.

IS-778 Gun-metal gate, globe and check valves for general

purpose.

BS-5154 Copper alloy globe/globe stop and check and gate

valves for general purpose.

I1S-780 Sluice valves for water works purpose (50-300 mm size)

1S-2906 Sluice valves for water works purpose (350-1200 mm size)

1S-5150 Cast iron wedge and double disc gate for general
purpose.

BS-5152 Specification for cast iron globe valves.

BS-5153 Cast iron check valves for general purpose.

1S-5312 Swing check type reflux (non-return) valves.

ANSI B 16.34 Standard for valves.

API-594 Standard for Dual-check valves.

API-600 Steel gate valves.

ANSI-B-16.10 Valves face to face and other relevant dimension.

API-598 Valves inspection test.

2.12.04 End Connections

The end connections, shall comply with the following:

Socket welding (SW) - ANSI B 16.11

Butt Welding (BW) - ANSI B 16.25.

Threaded (SC) - ANSI B 2.1

Flanged (FL) - ANSI B 16.5& AWWA-C-207 (steel flanges), ANSI B 16.1 (Cast Iron flanges).

2.13.00 Gate/Globe/Check Valves

(a) All cast iron body valves (gate, globe and non-return) shall have flanged end
connections; (screwed ends for Ductile D.2NI body valves are not acceptable).

(b) All steel and stainless steel body valves of sizes 65 mm and above shall have
flanged or butt welding ends. Valves of sizes below 65mm shall have flanged or
socket welded ends. Compatibility of welding between valve body material and
connecting pipe material is a pre-requisite in case of butt-welded joints.
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(m)

All gun metal body valves shall have screwed ends.

All flanged end valves/specialties. shall be furnished along with matching counter
flanges, fasteners, gaskets etc. as required to complete the joints.

Gate/sluice valves shall be used for isolation of flow. All gate valves shall be of the
full-way type, and when in the full open position the bore of the valve shall not be
constricted by any part of the gate.

Gate valves shall be of the solid/elastic or articulated wedge disc. Gate valves shall
be provided with the following accessories in addition to other standard items:

(1) Hand wheel
(2) Position indicator (for above 50 mm NB valve size)
3) Draining arrangement wherever required.

Globe valves shall be used for regulation purposes. They shall be provided with hand
wheel, position indicator, draining arrangement (wherever required) and arrow
indicating flow direction. Preferably, the valves shall be of the vertical stem type.
Globe valves shall preferably have radiused or spherical seating and discs shall be
free to revolve on the spindle.

The pressure shall preferably be under the disc of the valve. However, globe valves,
with pressure over the disc shall also be accepted provided (i) no possibility exists
that flow from above the disc can remove either the disc from stem or component
from disc (ii) manual globe valves can easily be operated by hand. If the fluid load on
the top of the disc is higher than 40-60 KN, bypass valve shall be provided which
permits the downstream system to be pressurized before the globe valve is opened.

Check valves shall be used for non-return service. They shall be swing. check type
or double door (Dual plate)check type with a permanent arrow inscription on the
valve body indicating the fluid flow direction. In long distance pipes lines with
possibility of surge-occurrence, dual plate check valves are preferable for its spring
controlled opening /closing of flaps/doors against flow reversals. However, dual plate
check valves shall not be used for sizes more than 600mm NB.

For bore greater than 2" the valves must be swing check type or dual plate check
type suitable for installation in all positions (vertical and horizontal);

For bore smaller than or equal to 2" the valves must be of the piston type to be
installed, in horizontal position.

All gate and globe valves shall be provided with back seating arrangement to enable
on line changing of gland packing. The valves shall be preferably outside screw &
yoke type.

All gate and globe valves shall be rising stem type and shall have limit switches for
full OPEN and full CLOSED indication wherever required. This will include motor-
operated valves also wherever required. In such cases the limit switches shall form
an integral part of the valve. Stop-gap arrangement in this respect is not acceptable.

All valves except those with rising stems shall be provided with continuous
mechanical position indicators; rising stem valves shall have only visual indication
through plastic/metallic stem cover for sizes above 50 mm nominal bore.

For CI gate, globe and check valves wherever thickness of body/bonnet is not
mentioned in the valves standards, thickness mentioned in 1S- 1538 for fitting shall
be applicable
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2.13.01 MATERIAL OF CONSTRUCTION (GATE/GLOBE/CHECK VALVE)
(a) The materials shall generally comply with the following:
(1) Cast Steel Valves
Body & bonnet ASTM A 216 Gr. WCB/
ASTM A 105
Disc for non-return ASTM A 216 Gr. WCB/
Valves ASTM A 105
Trim. ASTM A 182 Gr. F6 or Equivalent
(2) Stainless steel valves
Body & Bonnet SS 304
Disc -do-
Trim. SS 316
(3) Cast iron valves
Body & bonnet BS 1452 Gr. 14/1S-210 Gr. FG 260
Seating surfaces and rings 13% chromium steel/ 13% Chrome
overlay
Disc for non-return valves BS 1452 Gr. 14/1S-210 Gr FG 260
Hinge pin for non-return valves AISI 316
Stem for gate globe valves 13% chromium steel or Equivalent
Back seat 13 % chromium steel / 13% Chrome
overlay
(4) Gun Metal valves
Body and bonnet IS 318 Gr. 2/ Equivalent
Standard
Trim. -do-
(b) Cast iron body valves shall have high alloy steel stem and seat.
(c) Material for counter flanges shall be the same as for the piping.
(d) Forged carbon steel valves are also acceptable in place of Gun metal valves.
2.14.00 Air Release Valve
(a) The air release valves shall be of automatic double air valve with two orifices and two

floats. The float shall not close the valve at higher air velocities. The orifice contact
joint with the float shall be leak tight joint.
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2.15.00

2.15.01

2.15.02

The valve shall efficiently discharge the displaced air automatically from ducts/pipes
while filling them and admit air automatically into the ducts/pipes while they are being
emptied. The valve shall also automatically release trapped air from ducts/pipes
during operation at the normal working pressure.

Body material of automatic air release valves shall comply generally with BS 1452
Gr. 14/1S: 210 Gr. FG 260. and spindle shall conform to high tensile brass.

Air release valves shall not have any integral isolation device within them. Each Air
release valve shall be mounted, preceded by a separate isolation gate/ butterfly
valve.

Butterfly valves

Design/Construction

(@)

The valves shall be designed for the design pressure/temperature of the system on
which it is installed and in accordance with AWWA-C-504, EN-593 or any other
approved equivalent standard latest edition. Fabricated steel (IS: 2062 GR. E-250B)
butterfly valves instead of cast iron body valves are also acceptable for size above
300 mm nb diameter.

The valves shall be suitable for installation in any position (horizontal/vertical etc.)
and shall be generally of double-flanged construction. However for sizes 600 NB
and below the valves of Wafer construction are also acceptable

Valves-350Nb and above shall have pressure equalizing bypass valves, wherever
system parameters warrant the same.

Valves-200Nb and above shall also be provided with gear operator arrangement as a
standard practice suitable for manual operation. Manual operation of valve shall be
through gear arrangement having totally enclosed gearing with hand wheel diameter
and gear ratio designed to meet the required operating torque It shall be designed to
hold the valve disc in intermediate position between full open and full closed position
without creeping or fluttering. Adjustable stops shall be provided to prevent over
travel in either direction.

Limit and torque switches (if applicable) shall be enclosed in water tight enclosures
along with suitable space heaters for motor actuated valves, which may be either for
On-Off operation or inching operation with position transmitter.

Material of Construction (Butterfly Valves)

Materials and other design details shall be as indicated below :

(@)

Cast Iron Butterfly Valves

Body & Disc ASTM A48, Gr. 40 with 2% Ni /

IS: 210. Gr. FG-260, with 2% Ni/ SG iron BSEN 1563, Gr
EN GJS-400-15 with 2%Ni and epoxy coated

Shaft BS 970 431 S: 291 /EN 57, or

AISI-410 or AWWA-permitted shaft
material equivalent to EN-57/AISI-410 or better.

Seat ring 18-8 Stainless steel

LOT-3 PROJECTS TECHNICAL SPECIFICATION SUB-SECTION-I-M7
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Seal Nitrile Rubber
(b) Stainless Steel Butterfly Valves
Body & Disc SS 304
Shaft SS 316
Seat Rings EPT/BUNA-N/Neoprene
(c) Carbon steel Butterfly Valves
Body & Disc ASTM A 216, Gr. WCB
Shaft SS 304
Disc & Seat Rings EPT/BUNA-N/Neoprene
(d) Elstomer lined Butterfly Valves
Body & Disc ASTM A48, Gr. 40 /1S: 210. Gr. FG-260 / SG Iron (ductile
iron) IS 1865 Gr 400-15 or BSEN 1563, Gr EN GJS-400-15
/ ASTM A 216, Gr. WCB with elastomer lining.
Shaft SS 316
2.15.03 Proof of Design Test (Type Test) for Butterfly Valves
Proof of Design (P.O.D.) test certificates shall be furnished by the bidder for all
applicable size-ranges and classes of Butterfly valves supplied by him, in the
absence of which actual P.O.D. test shall be conducted by the bidder.
All valves that are designed and manufactured as per AWWA-C-504 / AWWA-C-516
shall be governed by the relevant clauses of P.O.D test in AWWA-C-504/AWWA-C-
516. For Butterfly valves, designed and manufactured to EN-593 or equivalent, the
P.O.D. test methods and procedures shall generally follow the guidelines of AWWA-
C-504 in all respect except that Body & seat hydro test and disc-strength test shall
be conducted at the pressures specified in EN-593 or the applicable code. Actuators
shall also meet requirements of P.O.D. test of AWWA-C-504/AWWA-C-516.
2.16.00 Float operated valves
(a) Valve shall automatically control the rate of filling and will shut off when a
predetermined level is reached and close to prevent over flow on pre-set maximum
water level. Valve shall also open and close in direct proportion to rise or fall of water
level.
(b) DESIGN AND CONSTRUCTION FEATURES
The following design and construction feature of the valve shall be the minimum
acceptable.
(c) Valves shall be right-angled or globe pattern.
(d) Valves shall be balance piston type with float ball.
(e) Leather liner shall not be provided.
LOT-3 PROJECTS TECHNICAL SPECIFICATION | SUB-SECTION-I-M7
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() The body and cover material shall be cast iron conforming to ASTM-A 126 Grade 'B'
or IS: 210 Grade 200 or equivalent, and Float shall be of copper with epoxy painting
of two (2) coats.
(9) Valves shall be suitable for flow velocities of 2 to 2.5 m/sec.
(h) The valves shall have flanged connections.
2.17.00 (Surface preparation and Painting for external piping surfaces (non-coastal projects)

a) Surface preparation - Power tool cleaning / Shot blasting/ abrasive blasting

b) Type of Primer - Red Oxide Zinc Phosphate primer (Alkyd base) to IS 12744
(2 X 25 microns)

c) Intermediate Coat — Synthetic Enamel (long oil alkyd) to 1S2932 (1 X 30
microns)

d) Final Coat - Synthetic Enamel (long oil alkyd) to 1S2932 (2 X 35 microns)

Min. Total DFT (Microns) to be maintained — 150 (Min) and Color shall be as per NTPC
Color Coding Scheme
Note: No painting is required on Galvanized, Stainless Steel, Gun Metal surfaces

2.18.00 Surface preparation and Painting for external piping surfaces (coastal projects)

a) Surface preparation - Near white metal blast cleaning with surface profile 35-50
microns as per surface preparation specification SSPC.SP10 of Society of
Protective coatings , USA

b) Type of Primer —

Inorganic zinc (ethyl) silicate primer coat(1 X 70 microns): Self-curing Inorganic
Zinc (ethyl) Silicate Primer Coat (having minimum 80% of metallic Zinc content in
dry film , Solid by Volume Minimum 60% *2%) to be applied over blast cleaned
surface.

c) Intermediate Coat (2 X 90 microns)— Polyamide Cured pigmented Micaceous
Iron Oxide Epoxy based Paint (containing lamellar MIO minimum 30% on
pigment, Solid by Volume Minimum 80% +2%) Polyamide Cured pigmented
Micaceous Iron Oxide Epoxy based Paint (containing lamellar MIO minimum 30%
on pigment, Solid by Volume Minimum 80% +2%).

d) Final Coat (1 X 70 microns) - Acrylic Aliphatic Polyurethane, two pack, iso-
cyanate based color pigmented Paint (Solid by Volume Minimum 55% +2%)

Min. Total DFT (Microns) to be maintained — 320 (Min) and Color shall be as per
NTPC Color Coding Scheme

Note:

1.) For external surfaces (galvanized steel), proper surface preparation with
power tool cleaning up to grade ST2, 1SO:8501-01 followed by zinc
phosphate primer with 50 microns DFT, again followed by Acrylic Aliphatic
Polyurethane coat of 40 microns DFT.

2) If final shade of 9002 (off white) is required then Micaceous Iron Oxide (MIO)
color shall be grey.

3) No painting is required on Stainless Steel, Gun Metal surfaces.
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STANDARD TECHNICAL SPECIFICATION
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1.0

STANDARD TECHNICAL REQUIREMENTS — EQUIPMENTS/ COMPONENTS OF GDWE

DESIGN CONSTRUCTION -VACUUM BELT FILTERS

1.

The vacuum belt filter shall be proven design in operation for similar capacities. The
filter cloth shall be polyester or polypropylene as per the proven design of the supplier
and shall be guaranteed for a minimum life of not less than 7000 hrs.

2. | The complete frame of the filter and all parts in contact with gypsum shall be made of
corrosion resistant material.

3. | In case, the contractor offers a design with an underlying belt for carrying the filter
cloth, the same shall be endless, factory vulcanized rubber belts. The belt shrouds and
the sealing belts shall provide a leak tight arrangement to prevent overflow of gypsum
slurry. The sealing belt shall have minimum life of not less than 7000 hrs.

4. | The vacuum box shall ensure tight sealing with the belt/cloth and shall be of proven
design. The material of construction of the Vacuum Box shall be preferably UHMW-
PE (Ultra High Molecular Weight — Poly Ethylene). Bidder may offer alternate material
proven for the specified chloride content of the slurry.

5. | The belt filter shall have an automatic cloth tracking mechanism and shall be provided
with all required instrumentation as per the supplier’'s proven practice. The belt filter
shall have an automatic cloth tensioning mechanism.

6. | The filter shall be provided with minimum 2 stages of cake washing for removing
impurities in the gypsum. One stage of cloth washing arrangement shall also be
provided.

The service factor of the gear unit (if any) shall be minimum 1.5.

Piping and wiring within the skid should be in the vendor’s scope.

Nozzles and connections

The suction and discharge pipes will be flanged and will have the same nominal test
procedure as the body of the pump. Threaded connections are not admitted in these
pipes.

10 | The flanges shall comply with the following standards:

- Steel flanges as per ANSI B16.5 (raised face type, at least class 150)
- Castiron flanges as per ANSI 16.1 (flat face type, at least class 125)
The pipe shall be designed according to API676 with regards to the force.

DESIGN AND CONSTRUCTION OF VACUUM PUMPS

1) The mechanical vacuum pumps and accessories shall be used for continuous duty,
to create and maintain vacuum by removing air and other non-condensable gases
with associated water vapour, from the vacuum belt during gypsum dewatering
operation. Final selection should consider compatible operation of the Gypsum
Dewatering Equipment (GDWE) & pump over the full range of anticipated
operation.

2) The pumps shall be of single stage or two stage liquid ring type with suitable
compression ratio, to meet the all operating condition, ensuring no cavitation’s
under all operating conditions. Bidder shall indicate the arrangement being offered
to avoid cavitation.

3) The pump shall be of liquid ring design with both the stages (if it is a two-stage
pump) mounted on a common shaft. The unit shall require no external lubrication
and shall not be damaged by slugs of water and entrained gases.

4) Each pump unit with the accessories shall be furnished as a package unit mounted

on a common steel base plate.
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5) The pumps shall be connected to its motors by flexible couplings. All couplings shall
have suitable rigid steel coupling guards having closed ends and anchored to the
base plate.

6) The materials of construction of all the parts including all accessories shall be

suitable to the fluids being handled/ used.

7) Impeller Tip speed to be kept in range of 13-22 m/sec.

8) Pipe fittings: not less than Schedule 40

Material of Construction of Vacuum Pump: MOC of vacuum pump shall be as
below mentioned or better material:

1) Casting: ~ 2% Ni Cast Iron (GB 9439, HT 250)/ASTM A48, CLASS35

2) Shaft: Carbon Steel, En-8 or better

3) Impeller: Nodular Iron (ASTM A536, Gr.65-45-12) or better

4) Shaft Sleeve :(If applicable) Stainless Steel

b)

Shaft

The critical speed shall be well away from the operating speed and in no case less
than 130% of the rated speed. The shaft shall be ground and polished to final
dimensions and shall be adequately sized to withstand all stresses from rotor weight,
hydraulic loads, vibration and torques coming in during operation.

Shaft Sleeves

Renewable type fine finished shaft sleeves shall be provided at mechanical seals.
Shaft sleeves shall be fastened to the shaft to prevent any leakage or loosening. Shaft
and shaft sleeve assembly should ensure concentric rotation.

d)

Bearings

Heavy duty bearings, adequately designed for the type of service specified in the
enclosed pump data sheet and for long, trouble free operation shall be furnished. The
bearings offered shall be capable of taking both the radial and axial thrust coming into
play during operation. In case, sleeve bearings are offered additional thrust bearings
shall be provided. Antifriction bearings of standard type, if provided, shall be selected
for a minimum life 20,000 hrs. of continuous operation at maximum axial and radial
loads and rated speed. Proper lubricating arrangement for the bearings shall be
provided. The design shall be such that the bearing lubricating element does not
contaminate the liquid pumped. Where there is a possibility of liquid entering the
bearings suitable arrangement in the form of deflectors or any other suitable
arrangement must be provided ahead of bearings assembly. Bearings shall be easily
accessible without disturbing the pump assembly. A drain plug shall be provided at the
bottom of each bearings housing.

Mechanical Seals

Mechanical seals shall be of single type with either sliding gasket or bellows between
the axially moving face and shaft sleeves or any other suitable type. The sealing faces
should be highly lapped surfaces of materials known for their low frictional coefficient
and resistance to corrosion against the liquid being pumped.

The pump supplier shall coordinate with the seal maker in establishing the seal
chamber of circulation rate for maintaining a stable film at the seal face. The seal piping
system shall form an integral part of the pump assembly. For the seals under vacuum
service, the seal design must ensure sealing against atmospheric pressure even when
the pumps are not operating. Necessary provision for seal water supply along with
complete piping fittings and valves as required shall form integral part of pump supply.
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f)

Pump Shaft Motor Shaft Coupling

The pump and motor shafts shall be connected with an adequately sized flexible
coupling of proven design with a spacer to facilitate dismantling of the pump without
disturbing the motor. Necessary coupling guards shall also be provided.

g)

Base Plate

A common base plate mounting both for the pump and motor shall be furnished. The
base plate shall be fabricated steel and of rigid construction, suitably ribbed and
reinforced. Base plate and pump supports shall be so constructed and the piping unit
so mounted as to minimize misalignment caused by mechanical forces such as normal
piping strain, internal differential thermal expansion and hydraulic piping thrust.
Suitable drain troughs and drip lip shall be provided.

Drive Motor (Prime Mover)

The kW rating of the drive shall be based on continuously driving the connected
equipment for the conditions specified.

GYPSUM DISCHARGE CHUTE

The minimum valley angle of chutes shall be 60 degrees at the feeding point to guide
the material in the direction of belt travel. Transfer chutes shall be adequately sized
and sloped to ensure smooth flow of Gypsum without any accumulation anywhere.

Chutes shall be made of minimum 20 mm thick TISCRAL / SAILHARD/ LSLASOQ7 or
equivalent material. All chutes should have one inspection door at every floor and for
the ones in between the floors (more than 1.5 meter above the operating floor level)
suitable access for trouble free maintenance shall be provided. For sealing of
inspection doors labyrinth type arrangement to be provided.

Complete chute work in the region of flap gates (if applicable) shall be fabricated from
20 thk TISCRAL or equivalent. In case of vertical chute (valley angle more than 80
degree) complete chute, work shall be of 20 mm thick TISCRAL or equivalent material.
While finalizing the chute work inside the building, arrangement for shifting and
replacing chute legs, proper handling arrangement/wall openings, trolleys, hoists shall
also be provided. While fabricating the chute, no welds in between shall be allowed.

One (1) no. chute blockage switch for each belt filter of proven type (subject to approval
of the employer) shall be provided. Chute blockage switch shall trip the feeding
conveyor in case of Chute blockage and protect the feeding conveyor equipment.

PIPING

The slurry pipes shall be sized to minimize erosion and avoid settling of the gypsum at
all load operation. Slurry pipes shall be designed to keep the velocity above the settling
velocity under all operating conditions. The bidder may provide a recirculation line with
motorized isolation valve for the above purpose. All the pipes handling slurry shall be
provided with replaceable rubber lining of proven quality. The slurry pipes shall be lined
with replaceable wear resistant natural rubber lining of minimum 6 mm thickness.
Additional thickness of 2 mm in rubber lining shall be provided at bends. The bidder
can provide slurry pipes of size lower than 300 NB made up of FRP material (silicon
carbide coating on slurry exposed surface) if it has previous experience of providing
the same. Outer surface of the pipes should be fire retardant. All the rubber-lined pipes
shall be of flanged connection.

b)

Valves shall be of proven type and type contractor shall submit details valve schedule
for employer's approval. Reference list for previous installations for similar application
shall also be furnished to the employer.

The isolation valves provided in all the slurry lines shall be of knife gate type/butterfly
type unless specifically mentioned. Motorized actuators shall be provided for valves
requiring frequent operation as indicated in the relevant scheme.
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Necessary arrangements for purging & flushing of all the process pipelines,
equipments etc. shall be required.

Belt filter washing pumps shall have a minimum flow line to tank with a restriction
orifice.

All Lube oil, Instrument Air piping shall be made up of Gr.304 Stainless Steel material.

All process water & Cooling water piping shall be made up of Carbon Steel Pressure
Piping.

PROCESS/CLARIFIED WATER PUMPS

The cake/cloth wash pumps shall be horizontal centrifugal type designed for
continuous operation with semi-open or closed impeller. Casing, Gland and Stuffing
Box shall be of 2.5 Ni Cast Iron to 1S:210 Grade FG 260 or equivalent. Impeller,
wearing rings (as applicable) shall be of Stainless Steel -316 grade and Shaft & Shaft
sleeves shall be of SS-410 grade. Pump re-circulation line shall be provided for
pumping system. Pumps shall be provided with accessories such as Y-type suction
strainers, Coupling guard, drain plugs, vent valves etc.

MOC of Filtrate Extraction Pumps as follows:

a) Casing: 1. Ductile Iron (65-45-12, ASTM A536) with replaceable rubber liner-
14000 hours to be guaranteed.

OR
2. Ductile Iron with Hi Chrome liner — 14000 hours to be guaranteed.

OR
3.
a) Hi Chrome (ASTM 532 Grade I1l1A) - 24000 hours to be guaranteed.
b) Impeller: Hi Chrome or superior material with 14000 hours guarantee.
c) Solid Shaft: Duplex 2205 /EN8D /EN9
d) Shaft sleeve at mechanical seal: CD4MCU ASTM A 743/ Duplex 2205
e) Base Plate: Carbon steel with Epoxy Coating

Bidder shall provide MOC of proven design to be approved during detailed engineering
as per equipment/system/process requirement. The material and thickness of the
liners shall ensure a minimum service life of 2 years before replacement.

VI

GENERAL

Cake/Cloth Wash pump shall be 1500/3000 RPM. The Vacuum Pump is a low speed
machine and the RPM shall be selected by the bidder meeting the equipment/ system
requirement.

Bidder to note that above shall be subject to BHEL/BHEL’s Customer approval during
contract stage.

For gypsum, the bulk density shall be taken as 900 kg/m? for volumetric computation
and 1250 kg/m? for torque and drive requirements. Refer respective P&IDs for Slurry
details.

The slurry pumps shall be provided with motorized/ pneumatic suction and discharge
valves. In addition, flushing water lines with motorized valves shall be provided for
each pump for automatic flushing of the pump after each shut down. The flushing water
for the pumps shall be taken from the process water supply.

The slurry pump casing should be radially split to allow easy removal of impeller.

Customer approval shall be a requirement in case of difference of opinion.
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DRAWINGS / DOCUMENTS TO BE SUBMITTED WITH THE BID

Bidder should submit the filled up (wherever applicable), signed and stamped
copy of the following documents along with the offer/ bid for technical

evaluation:
Sl. o
Reference Description

No.

1. Annexure-2 | COMPLIANCE CUM CONFIRMATION CERTIFICATE

2. Annexure-3 | PRE BID CLARIFICATION SCHEDULE

3. Annexure-4 | DEVIATION SHEET (COST OF WITHDRAWAL)

4. Annexure-5 | SCHEDULE OF GUARANTEES

5. Annexure-6 | LIST OF MAKES OF SUB-VENDOR ITEMS

6. Annexure-7 | LIST OF TOOLS & TACKLES

7. Annexure-8 | EQUIPMENT DATA SHEET / SCHEDULE (TO BE FILLED BY
BIDDER)

8. Annexure-9 | LIST OF COMMISSIONING SPARES

9. UNPRICED SCHEDULE IN THE PRICE FORMAT ISSUED ALONG
WITH TENDER

10. FILLED UP GUARANTEED POWER CONSUMPTION FORMAT
ISSUED ALONG WITH PRICE FORMAT IS REQUIRED TO BE
NECESSARELY SUBMITTED ALONG WITH BID, FAILING
WHICH BID SHALL BE LIABLE FOR REJECTION. VALUE FOR
POWER CONSUMPTION QUOTED BY THE BIDDER IN THE
SPECIFIED FORMAT, SHALL BE CONSIDERED AS FINAL AND
ANY REQUEST BY BIDDER FOR ANY CHANGE IN QUOTED
POWER CONSUMPTION AT LATER DATE, SHALL NOT BE
CONSIDERED BY BHEL.
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COMPLIANCE CUM CONFIRMATION

CERTIFICATE SHEET: 10F 2

COMPLIANCE-CUM-CONFIRMATION CERTIFICATE

The bidder shall confirm compliance with following by signing / stamping this compliance
certificate (every sheet) and furnish same with the offer.

a)

b)

d)

The scope of supply, technical details, construction features, design parameters etc.
shall be as per technical specification & there are no exclusions, other than those
mentioned under “exclusion and those resolved as per ‘Schedule of Deviations’, with
regard to same.

There are no other deviations w.r.t. specifications other than those furnished in the
‘Schedule of Deviations’. Any other deviation, stated or implied, taken elsewhere in
the offer stands withdrawn unless specifically brought out in the ‘Schedule of
Deviations’.

Bidder shall submit QP in the event of order based on the guidelines given in the
specification & QP enclosed therein. QP will be subject to BHEL / CUSTOMER
approval & customer hold points for inspection / testing shall be marked in the QP at
the contract stage. Inspection / testing shall be witnessed as per same apart from
review of various test certificates/ Inspection records etc. This is within the
contracted price without any extra implications to BHEL after award of the contract.

All drawings/ data-sheets / calculations etc. submitted along with the offer, if not
sought/required for bid evaluation shall not be taken cognizance off.

e) The offered materials shall be either equivalent or superior to those specified in the

f)

specification & shall meet the specified / intended duty requirements. In case the
material specified in the specifications is not compatible for intended duty
requirements, the same shall be resolved by the bidder during the pre-bid
discussions, otherwise BHEL/Customer’s decision shall be binding on the bidder,
whenever the deficiency is pointed out.

For components where materials are not specified, the same shall be suitable for
intended duty, all materials shall be subject to approval in the event of order.

The commissioning spares shall be supplied on ‘As Required Basis’ & prices for
same are deemed to be included in the base price.

All sub-vendors shall be subject to BHEL / CUSTOMER approval in the event of
order.

Guarantee/Warranty for plant/equipment shall be as per relevant clause of GCC /
SCC / other Commercial Terms & Conditions.

In the event of order, all the material required for completing the job at site shall be
supplied by the bidder within the ordered price even if the same are additional to
approved billing break-up, approved drawing or approved Bill of quantities within the

IO 1 DADT N TEOLINICAL CDEAICICATION DE TO A07 £74 _AQN0A4 DN/ NN
™11 T L AR Y I | 1 T T ITNT 7 ¢ T T v ory1 — T 17\ ™

NV O

NT T W= Ol =

=




s NTPC RAMAGUNDAM -1 &I SPECIFICATION No: BE.T5-467-571-A901

(3x200 MW + 3x500 MW)

HifH SECTION : Il

GYPSUM DEWATERING EQUIPMENT ANNEXURE : 2

TECHNICAL SPECIFICATION REV. 00

COMPLIANCE CUM CONFIRMATION

CERTIFICATE SHEET: 2 OF 2

k)

scope of work as tender specification. This clause will apply in case during site
commissioning, additional requirements emerges due to customer and / or
consultant’'s comments. No extra claims shall be put on this account.

Schedule of drawings/documents/quality plans submission, comment incorporation
& approval shall be as stipulated elsewhere in the specification. The successful
bidder shall depute his design personnel to BHEL’s / Customer’s / Consultant’s office
for across the table resolution of issues and to get documents approved in the
stipulated time.

As-built drawings shall be submitted as and when required during the project
execution.

I) The bidder has not tampered with this compliance-cum-confirmation certificate and

if at any stage any tampering in the signed copy of this document is noticed then
same shall be treated as breach of contract and suitable actions shall be taken
against the bidder.

m) Successful bidder shall furnish detailed erection/installation manual for each of the

equipment supplied under this contract as per the schedule of submission of
documents and well before the scheduled erection of the equipment / component
concerned.

Document approval by customer under Approval category or information category
shall not absolve the vendor of their contractual obligations of completing the work
as per specification requirement. Any deviation from specified requirement shall be
reported by the vendor in writing and shall require written approval. Unless any
change in specified requirement has been brought out by the vendor during detail
engineering in writing while submitting the document to customer for approval,
approved document (with implicit deviation) will not be cited as a reason for not
following the specification requirement.

In case vendor submits revised drawing after approval of the corresponding drawing,
any delay in approval of revised drawing shall be to vendor’s account and shall not
be used as a reason for extension in contract completion.
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TECHNICAL SPECIFICATION

PRE-BID CLARIFICATION SCHEDULE

SPECIFICATION No! BET84%72871-A901

SECTION : 1l

ANNEXURE : 3

REV. 00

SHEET:10F1

ANNEXURE-3

PRE-BID CLARIFICATION SCHEDULE

SECTION/CLAUSE/PAGE NO. STATEMENT OF THE CLARIFICATION
REFERRED CLAUSE REQUIRED

E7ZA4l AQ004 DEN/ AN
T 71\ T

e

The bidder hereby clarifies that above mentioned are the only clarifications required
on the technical specification for the subject package.

Company Seal

Signature:

Name:

Designation:

Company:
Date:

IO 1 DADT AL TEAOLINICAL CDEAICICATIAON DIE TO
™11 T 7 et 1 T T ITNT 7 ¢ T T i v orN1 T
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NTPC RAMAGUNDAM -1 & i SPECIFICATION No: PE-TS-467-571-A901

m (3X200 MW + 3x500 MW) SECTION : 1lI
GYPSUM DEWATERING EQUIPMENT | ANNEXURE: 4
TECHNICAL SPECIFICATION REV: 00

SHEET 10F1

DEVIATION SCHEDULE

DEVIATION SHEET (COST OF WITHDRAWAL)

(TO BE FILLED UP BY BIDDER IN THE FORMAT
ATTACHED AS ANNEXURE - Il OF GENERAL
CONDITIONS OF CONTRACT ISSUED ALONG WITH
TENDER. ANY DEVIATION QUOTED ELSEWHERE/ IN
OTHER FORMAT SHALL NOT BE CONSIDERED)

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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NTPC RAMAGUNDAM -1 & I
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

SCHEDULE OF GUARANTEES

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1l

ANNEXURE : 5

REV: 00

SHEET 1 OF 2

SCHEDULE OF GUARANTEES

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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P NTPC RAMAGUNDAM -1 &I SPECIFICATION No: PE-TS-467-571-A901
m (3x200 MW + 3x500 MW) SECTION - Il
GYPSUM DEWATERING EQUIPMENT | ANNEXURE :3
TECHNICAL SPECIFICATION REV: 00
SHEET 20F 2
SCHEDULE OF GUARANTEES

1.0 PERFORMANCE GUARANTEE

All performance tests for Gypsum Dewatering Equipment (GDWE) shall be carried
out in accordance with the relevant latest international codes/standards mentioned
elsewhere in this specification.

1) Bidder shall furnish Performance guarantee for the design, manufacture,
material, safe and trouble-free operation of the complete Gypsum Dewatering
Equipment (GDWE) and its accessories.

2) Bidder shall furnish guaranteed power consumption for the Gypsum Dewatering
Equipment. Guaranteed Power Consumption in the applicable format shall
be submitted in sealed envelope along with price bid only. However, along
with unpriced format, bidder shall furnish guaranteed power consumption format
indicating "Quoted" in the table provided in Annexure-1V of the price schedule.

3) Vendor shall Guarantee and demonstrate each Vacuum Belt Filter capacity of
minimum 74.5 TPH wet [267 TPH (dry)] gypsum cake with an inlet solid
concentration of 45% by weight.

4) The bidder shall guarantee and demonstrate that gypsum cake moisture content
shall not be more than 10% and chloride content shall not be more than 100

ppm.
5) The filter cloth shall be guaranteed for a minimum life of not less than 7000 hours.

6) The liners in hydro-cyclone shall have a minimum wear life of not less than 7000
hours.

7) Noise level <85 dB (A) at 1 m horizontal distance from equipment/enclosures &
1.5 m above operating floor is to be guaranteed.

8) Vibration levels measured on the non-rotating parts shall not exceed the zone
limit “B” as defined in ISO 10816 at steady conditions and shall not exceed the
zone limit “C” as defined in ISO 10816 at transient conditions.

9) Acceptance tests to be carried out as per the procedure defined by the bidder
which shall be submitted for BHEL/ NTPC approval.

10) In the event that the performance test is unsuccessful, bidder shall take
necessary remedial action at his cost and the performance test shall be
repeated.

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901T REV 00

Bidder shall submit signed & stamped copy of this document.
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NTPC RAMAGUNDAM -1 & Il

SPECIFICATION NO. PE-TS-467-571-A901

(g o)
affet (3x200 MW + 3x500 MW) SECTION - I
GYPSUM DEWATERING EQUIPMENT | ANNEXURE:6
TECHNICAL SPECIFICATION REV. 00
SHEET 10F1
SUB-VENDOR LIST
LIST OF MAKES OF ITEMS
SN. ITEM NAME MANUFACTURER LOCATION
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P NTPC RAMAGUNDAM -1 &I SPECIFICATION No: PE-TS-467-571-A901
affet (3x200 MW + 3x500 MW) SECTION - I
GYPSUM DEWATERING EQUIPMENT | ANNEXURE:7
TECHNICAL SPECIFICATION REV. 00
SHEET 10F 1
LIST OF SPECIAL TOOLS & TACKLES
LIST OF SPECIAL TOOLS & TACKLES
SN. ITEMS QUANTITY
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(g o)

NTPC RAMAGUNDAM -1 & Il

(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT

TECHNICAL SPECIFICATION

EQUIPMENT DATA SHEET/SCHEDULE

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1lI

ANNEXURE : 8

REV.00 |

SHEET 10OF 8

EQUIPMENT DATA SHEET/SCHEDULE

S. No. | Description Data
1.0 | GENERAL S
o
a. Client BHEL-PEM, Noida =
o
b. Project NTPC RAMAGUNDAM -1 &Il |—
(3x200 MW + 3x500 MW) §
c. End Customer NTPC N
(g}
d. Location Ramagundam , Telangana (,?')
e. Service Continuous :;
—
f. Installation Indoor LI
o
g. Quantity for all FGD units 2 sets (1W+1S) CZ>
2.0 MANUFACTURER DETAILS |<_E
¢
a. Model Bidder to Provide E
b. Type Bidder to Provide é
3.0 OPERATING CONDITION 2
<
Medium to be handled Gypsum Slurry )
Z
4.0 Technical Data T
O
4.1 PRIMARY HYDRO-CYCLONE ',"_J
LL
O
—
[nd
<C
o
2]
2
L
-

Stage

Bidder to Provide

Manufacturer

Bidder to Provide

Number of Hydro cyclone

Bidder to Provide

iv.  Diameter of Hydro cyclone Bidder to Provide
v.  Diameter of Vortex Finder Bidder to Provide
vi.  Diameter of Apex Valve Bidder to Provide
vii.  Diameter of Feed Inlet Bidder to Provide
viii.  Design Pressure Bidder to Provide
iXx.  Working Pressure Bidder to Provide
x.  Feed Flow rate Bidder to Provide
xi.  Overflow Rate Bidder to Provide
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(g o)

GYPSUM DEWATERING EQUIPMENT

EQUIPMENT DATA SHEET/SCHEDULE

NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

TECHNICAL SPECIFICATION

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1lI

ANNEXURE : 8

REV. 00

SHEET 2 OF 8

xii.  Underflow Rate Bidder to Provide

xiii. ~ Mesh of separation  (50% Bidder to Provide
Removed)

xiv.  Solid content of feed slurry Bidder to Provide

xv.  Solid content in underflow of Bidder to Provide
Hydrocyclone

xvi.  Solid content in Overflow of Bidder to Provide

Hydrocyclone

xvii. Type of cyclone

Bidder to Provide

a)

Cyclone Dia/Height (mm)

Bidder to Provide

b)

Required Liquid Feed Pressure

Bidder to Provide

c)

Cyclone Connection
Number/Dia. (mm)

Bidder to Provide

d) Feed Bidder to Provide
e) Overflow Bidder to Provide
f)  Underflow Bidder to Provide
g) RfValue Bidder to Provide

(Underflow Slurry (m3/hr/Feed
Slurry  (m3/hr) )

h) Material Bidder to Provide
i) Shell Bidder to Provide
i) Internal Structure Part Bidder to Provide
k) Lining Bidder to Provide

Particle Size Distribution

Bidder to Provide

m) Weight

Bidder to Provide

4.2

VACUUM BELT FILTERS (VBF)

Bidder to Provide

a. Manufacturer

b. Model No. Bidder to Provide
c. Dimensions (W x L x H) (m x m x m) Bidder to Provide
d. Cloth Width Bidder to Provide
e. Cloth Length Bidder to Provide

No. Working / Stand-by

Bidder to Provide

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

EQUIPMENT DATA SHEET/SCHEDULE

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1lI

ANNEXURE : 8

REV. 00

SHEET 3 OF 8

Capacity (Guaranteed)

Bidder to Provide

9. Kg/h
Gypsum (Dry) r
Gypsum (Slurry) m3/kg
h. Inlet Flow Bidder to Provide -
Volume m3/h S
i. Gypsum Flow (Dry) Ka/h Bidder to Provide i
.
j.  Moisture Removed % Bidder to Provide S
. . (e)]
k. No. of stages of cake washing / m3/h Bidder to Provide <
water flow ~
. . (g}
. No. of stages of cloth washing / m3/h Bidder to Provide I
water flow M
. . %)
m. Design Pressure of Vacuum Chamber Bidder to Provide E
. . o
n. Operating Pressure of Vacuum Bidder to Provide -
Chamber ©)
0. Material / Thickness mm Bidder to Provide 3
i. Casing Bidder to Provide %
i.  Cloth Bidder to Provide §
ii.  Gypsum Discharge Hopper Bidder to Provide =
. . O
iv.  Vacuum Box Bidder to Provide =
. Bidder to Provide S
p. Life of Cloth (hours) 0T
|_
q. Type /Material of Carrying Belt Bidder to Provide S
r. Type/ Material of Sealing Belt Bidder to Provide 'D;C
s. Life of Carrying Belt (hrs) Bidder to Provide %
t.  Life of Sealing Belt (hrs) Bidder to Provide z)
. . T
u. Automatic Cloth Tensioning Yes / No - Bidder to confirm ~

Mechanism Provided

4.3 VACUUM RECEIVER TANK
8- | No. of Tank for each VBF Bidder to Provide
b. Capacity (m3) Bidder to Provide
€. | Dimensions (Dia x Height) (mm x mm) Bidder to Provide
d. | Material / Thickness (mm) Bidder to Provide
e. Bidder to Provide

Lining Material / Thickness mm
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NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

EQUIPMENT DATA SHEET/SCHEDULE

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1lI

ANNEXURE : 8

REV. 00

SHEET 4 OF 8

44 | vacuum Pumps
a. | Manufacturer Bidder to Provide
b- | Make/Model
C. | Type Bidder to Provide
d- | No. of Pumps for each Vacuum Belt Filter Bidder to Provide
€. | Rated Capacity Flow (m%hr) Bidder to Provide
Rated Capacity Head (mWCI) Bidder to Provide
Rated Capacity Power (KW) Bidder to Provide
f. | Power consumption (KW) Bidder to Provide
9- | Pump Speed (rpm) Bidder to Provide
h. | Motor Rating (KW) Bidder to Provide
. | Motor Speed (rpm) Bidder to Provide
J- | Margins (Flow/Head) (%/%) Bidder to Provide
K- | Operation Pressure Bidder to Provide
.| Design Pressure Bidder to Provide
M. | Material/Thickness (mm) of Bidder to Provide
Base/Lining Bidder to Provide
Casing Bidder to Provide
Shaft Bidder to Provide
Impeller Bidder to Provide
N. | Type of seal Bidder to Provide
O- | Sealing Water Flow (m3/hr) Bidder to Provide
P- | Bearing Bidder to Provide
No. of Bearings Bidder to Provide
Type Of Bearings Bidder to Provide
4. | Type of coupling Bidder to Provide
F.~ | Whether silencer provided at outlet Yes/No
45 | SLURRY PIPES
a. | Pipe size (mm) Bidder to Provide
b. Bidder to Provide

Type of Joints

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00
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NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

TECHNICAL SPECIFICATION

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1lI

GYPSUM DEWATERING EQUIPMENT

ANNEXURE : 8

REV. 00

EQUIPMENT DATA SHEET/SCHEDULE

SHEET 50F 8

Pipe to Pipe/Pipe to Fittings

Bidder to Provide

Bidder to Provide

Fittings
C. | Material / Thickness (mm)of Pipe Bidder to Provide
d. | Material Thickness of lining Bidder to Provide
€. | Estimated Life of liners (hrs.) Bidder to Provide
£ | Slurry Solid concentration (w/w %) Bidder to Provide
8- | Slurry Settling Velocity (m/s) Bidder to Provide
h. Pipe Velocity (m/s) Bidder to Provide
4.6 BELT FILTER WASH PUMPS
a. | No. for each VBF
b. No. of stand-by pumps for each VBF
C. Make / Model
d. Impeller Type
e. Mgterial / Thickness (mm) of Impeller and
f. g‘ellrs‘:;]g Type
g. Material/Thickness of Casing/Lining
h. Rated Flow/Head (m3/hr./mWCl)
4.7 CAKE WASH PUMPS
i. No. for each VBF
j. No. of stand-by pumps for each VBF
K. Make / Model
l. Impeller Type
m. | Material / Thickness (mm) of Impeller and
lining
n. | Casing Type
0. Material/Thickness of Casing/Lining
p. Rated Flow/Head (m3/hr./mW(Cl)
4.8 BELT ACCESSORIES
4.8.1 Bearing
a. | Carrying Bidder to Provide
b. | Return Bidder to Provide

THIS IS PART OF TECHINICAL SPECIFICATION PE-TS-467-571-A901 REV 00




Page 547 of 550

(g o)

NTPC RAMAGUNDAM -1 & Il
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

EQUIPMENT DATA SHEET/SCHEDULE

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1lI

ANNEXURE : 8

REV. 00

SHEET 6 OF 8

4.8.2 Material
a. | Roller Bidder to Provide
b. | Spindle Bidder to Provide
o
4.8.3 Pulleys E
i) General (for all types of Pulleys) Bidder to Provide 4
a. | Pulley Shaft Diameter Bidder to Provide é
ii) Drive Pulleys ;
a. | Lagging Bidder to Provide g
b. | Lagging thickness Bidder to Provide (7';
c. | Minimum angle of wrap Bidder to Provide Q
d. | Maximum out of roundness Bidder to Provide CZ>
i) Other Pulleys |<_E
a. | Lagging Bidder to Provide E
b. | Lagging thickness Bidder to Provide ﬁ
iv) Rubber for lagging ﬂ
a. | Type Bidder to Provide E_EJ
b. | Hardness Bidder to Provide %
c. | Elongation Bidder to Provide "'|_J
d. | Strength Bidder to Provide ICID
e. | Abrasion Loss Bidder to Provide ét_f
f. | Specific Gravity Bidder to Provide ;
g. | Adhesion Strength Bidder to Provide %
V) Bearings for Pulleys -
a. | Type Bidder to Provide
b. | Casing Bidder to Provide
c. | Sealing Bidder to Provide
d. | Lubrication Bidder to Provide
e. | Pulley Material Bidder to Provide
f. | Shaft Material Bidder to Provide
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NTPC RAMAGUNDAM -1 & Il

SPECIFICATION No: PE-TS-467-571-A901

Secondary (Waste Water) Hydrocyclone

i) Stage

Bidder to Provide

i)  Manufacturer

Bidder to Provide

iii)  Number of Hydrocyclone

Bidder to Provide

iv) Diameter of Hydrocyclone

Bidder to Provide

v)  Diameter of Vortex Finder

Bidder to Provide

vi)  Diameter of Apex Valve

Bidder to Provide

vii) Diameter of Feed Inlet

Bidder to Provide

| ' (3x200 MW + 3x500 MW) SECTION - 11
GYPSUM DEWATERING EQUIPMENT | ANNEXURE: 8
TECHNICAL SPECIFICATION REV. 00
SHEET 7 OF 8
EQUIPMENT DATA SHEET/SCHEDULE
4.9 Chutes and Hoppers
a. | Minimum Valley Angle Bidder to Provide
b. | Material : Bidder to Provide
i) Chute work Bidder to Provide S
i) Sliding zones & adjacent sides Bidder to Provide E
iii) No striking/ Non sliding zones Bidder to Provide é
iv) Chute with valley angle 80 degree and Bidder to Provide f
above S
v) In the zone of magnetic field Bidder to Provide S
vi) In the zone of flap gates Bidder to Provide 2)
vii) Discharge Hoods overhead pulleys Bidder to Provide H_J
c. | Inspection Doors Bidder to Provide CZ>
d. | Chute Construction Bidder to Provide i
i) Corners Bidder to Provide E
ii) Joints Bolted Bidder to Provide ﬁ
iii) Bolt size Bidder to Provide ;
iv) Bolts spacing Bidder to Provide LEJ
v) Fixing Arrangement Bidder to Provide g
49.1 Skirt Boards ;J—J
a. | Length Bidder to Provide ICID
b. | Height Bidder to Provide ét_f
c. | Width Bidder to Provide z
Side plate 2]
Top cover T
4.9 Bidder to Provide =
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NTPC RAMAGUNDAM -1 & Il

SPECIFICATION No: PE-TS-467-571-A901

K LCAL0A
””" (3x200 MW + 3x500 MW) SECTION : Il
GYPSUM DEWATERING EQUIPMENT | ANNEXURE : 8
TECHNICAL SPECIFICATION REV. 00
SHEET 8 OF 8
EQUIPMENT DATA SHEET/SCHEDULE
viii) Design Pressure Bidder to Provide
ix)  Working Pressure Bidder to Provide
x)  Feed Flow rate Bidder to Provide
xi) Overflow Rate Bidder to Provide S
=
xii)  Underflow Rate Bidder to Provide %
xiii) Mesh of separation (50% Removed) Bidder to Provide é
xiv) Solid content of feed slurry Bidder to Provide f
N
xv) Solid content in underflow of Hydro- Bidder to Provide E
cyclones ©
xvi) Solid content in Overflow of Hydro- Bidder to Provide )
cyclones E
xvii) Type of cyclone Bidder to Provide %
a. Cyclone Dia/ Height (mm) Bidder to Provide |C:>
b. Required Liquid Feed Pressure Bidder to Provide é
LL
c. Cyclone Connection Number/Dia. (mm) Bidder to Provide O
LI
d. Feed Bidder to Provide %
e. Overflow Bidder to Provide EE;
f.  Underflow Bidder to Provide <
T
9. RfValue Bidder to Provide o
(Underflow Slurry (m3/hr/Feed Slurry —
(m3/hr) '-6
h. Material Bidder to Provide 'o_c
i. Shell Bidder to Provide E
n
j- Internal Structure Part Bidder to Provide 0
k. Lining Bidder to Provide =
I. Particle Size Distribution Bidder to Provide
m. Weight Bidder to Provide
Note:

The information as above and provided in the drawings/ datasheets shall be kept for information only.
Any undeclared deviation therein shall stand null and void. This shall not be used for evaluation, unless
specified. The same shall be submitted to BHEL's customer for the approval during the detail
engineering/ execution stage. Explanations/ justifications shall be provided by bidder and the
drawings/ documents shall be revised meeting contract specifications without any cost/ delivery
implication to BHEL.
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NTPC RAMAGUNDAM -1 & I
(3x200 MW + 3x500 MW)

GYPSUM DEWATERING EQUIPMENT
TECHNICAL SPECIFICATION

LIST OF COMMISSIONING SPARES

SPECIFICATION No: PE-TS-467-571-A901

SECTION : 1l

ANNEXURE : 9

REV. 00

SHEET 10F 1

LIST OF COMMISSIONING SPARES

S.N.

ITEMS

QUANTITY
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